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			 Related Part Number
	
					PART	Description	Maker
	FS1UM-18A 	Standard Recovery Rectifier; Forward Current:15A; Forward Current Average:9.5A; Forward Current Avg Rectified, IF(AV):9.5A; Forward Surge Current Max, Ifsm:225A; Forward Voltage:1.1V; Forward Voltage Max, VF:1.1V RoHS Compliant: Yes
HIGH-SPEED SWITCHING USE
	Mitsubishi Electric Corporation
MITSUBISHI[Mitsubishi Electric Semiconductor]

	Q62705-K274 KPY33-RK 	Standard Recovery Rectifier; Forward Current:20A; Forward Current Average:12.7A; Forward Current Avg Rectified, IF(AV):12.7A; Forward Surge Current Max, Ifsm:300A; Forward Voltage:1.1V; Forward Voltage Max, VF:1.1V RoHS Compliant: Yes
Silicon Piezoresistive Relative Pressure Sensor
	SIEMENS AG
SIEMENS[Siemens Semiconductor Group]

	RHFL4913S50-04V 5962F0253401VXA 5962F0253401VXC 59	THREE-TERMINAL POSITIVE FIXED VOLTAGE REGULATORS 三端固定电压调节
Standard Recovery Rectifier; Forward Current:20A; Forward Current Average:12.7A; Forward Current Avg Rectified, IF(AV):12.7A; Forward Surge Current Max, Ifsm:300A; Forward Voltage:1.1V; Forward Voltage Max, VF:1.1V RoHS Compliant: Yes
RAD-HARD POSITIVE FIXED VOLTAGE REGULATORS
	STMicroelectronics N.V.
意法半导
STMICROELECTRONICS[STMicroelectronics]
ST Microelectronics

	Q60103-Y32-E Q60103-Y32-F Q60103-Y23-F Q60103-Y23-	Triac; Thyristor Type:Standard; Peak Repetitive Off-State Voltage, Vdrm:1000V; On State RMS Current, IT(rms):6A; Gate Trigger Current (QI), Igt:50mA; Current, It av:6A; Gate Trigger Current Max, Igt:50mA RoHS Compliant: Yes PNP晶体管为自动输入
Standard Recovery Rectifier; Forward Current:25A; Forward Current Average:15.9A; Forward Current Avg Rectified, IF(AV):15.9A; Forward Surge Current Max, Ifsm:350A; Forward Voltage:1.1V; Forward Voltage Max, VF:1.1V RoHS Compliant: Yes
PNP TRANSISTORS FOR AF INPUT STAGES
	SIEMENS AG
SIEMENS[Siemens Semiconductor Group]

	BZY91C9V1R BZY91 BZY91C10 BZY91C10R BZY91C11 BZY91	Standard Recovery Rectifier; Forward Current:150A; Forward Current Avg Rectified, IF(AV):150A; Forward Surge Current Max, Ifsm:3000A; Package/Case:DO-8 (Reverse); Repetitive Reverse Voltage Max, Vrrm:1400V; Current, It av:150A RoHS Compliant: Yes
Zeners/Studs 齐纳基准螺栓
	http://
LITTELFUSE[Littelfuse]
Littelfuse, Inc.

	TC1279-5ENB TC1278 TC1278-10ENB TC1278-15ENB TC127	3-Pin Reset Monitors for 5V Systems 3引脚复位监控器的5V系统
Fast Recovery Power Rectifier; Repetitive Reverse Voltage Max, Vrrm:200V; Forward Current Avg Rectified, IF(AV):3A; Non Repetitive Forward Surge Current Max, Ifsm:150A; Reverse Recovery Time, trr:50ns; Forward Voltage Max, VF:1V
	Microchip Technology, Inc.
Microchip Technology Inc.
MICROCHIP[Microchip Technology]

	566-0307F 	LED Lamp; LED Color:Yellow; Luminous Intensity:3.5mcd; Viewing Angle:110 ; Forward Current:20mA; Forward Voltage:2.1V; Operating Temperature Range:-55 C to ? C; Leaded Process Compatible:Yes RoHS Compliant: Yes
	DIALIGHT CORP

	WF512K32N-90H1M5A WF512K32 WF512K32F-120G1UC5 WF51	REED RELAY, 4PST, HG WET, 12V, DIODE RoHS Compliant: No
512Kx32 5V FLASH MODULE, SMD 5962-94612 512Kx32 5V的闪存盘，贴962-94612
RES 3K-OHM 5% 0.75W 250PPM THK-FILM SMD-2010 TR-7-PA 512Kx32 5V的闪存盘，贴962-94612
Reed Relay; Contacts:SPST; Switching Current Max:0.5A; Switching Voltage Max:200V; Contact Carry Current:1A; Coil Voltage DC Max:5V; Relay Terminals:DIP-14; Relay Mounting:PC Board; Contact Carrying Power:10W
Standard Recovery Rectifier; Forward Current:15A; Forward Current Average:9.5A; Forward Current Avg Rectified, IF(AV):9.5A; Forward Surge Current Max, Ifsm:225A; Forward Voltage:1.1V; Forward Voltage Max, VF:1.1V RoHS Compliant: Yes
Standard Recovery Rectifier; Forward Current:20A; Forward Current Average:12.7A; Forward Current Avg Rectified, IF(AV):12.7A; Forward Surge Current Max, Ifsm:300A; Forward Voltage:1.1V; Forward Voltage Max, VF:1.1V RoHS Compliant: Yes
Dry Reed Relay; Contacts:DPST-2NO; Contact Carry Current:1A; Coil Voltage DC Max:5V; Relay Terminals:Thru Hole; Switching Current Max:0.5A; Switching Voltage Max:200V; Contact Carrying Power:10W; Leaded Process Compatible:Yes RoHS Compliant: Yes
x32 Flash EEPROM Module
100ns; 5V power supply; 512K x 32 flash module, SMD 5962-94612
	Electronic Theatre Controls, Inc.
http://
List of Unclassifed Manufacturers
ETC[ETC]
White Electronic Designs

	2SK2148-01R 	LED Mount; Bulb Size:T-1; LED Color:High Efficiency Red; Luminous Intensity:30mcd; Viewing Angle:45 ; Forward Current:30mA; Forward Voltage:2V; Operating Temperature Range:-40 C to  85 C; Leaded Process Compatible:Yes RoHS Compliant: Yes
N-channel MOS-FET
	FUJI ELECTRIC HOLDINGS CO., LTD.
FUJI[Fuji Electric]

	595-2101-002F 595-2701-007F 595-2701-013F 	LED Lamp; Bulb Size:2mm; LED Color:Red; Luminous Intensity:25ucd; Viewing Angle:40 ; Forward Current:20mA; Forward Voltage:1.7V; Operating Temperature Range:-30 C to C; Color:Red; LED Gas Type:AlGaAs RoHS Compliant: Yes SINGLE COLOR LED, RED, 1.8 mm
LED Lamp; Bulb Size:2mm; LED Color:Yellow; Luminous Intensity:41mcd; Forward Current:20mA; Forward Voltage:2.02V; Operating Temperature Range:-30 C to  85 C; Color:AllnGaP Yellow; Leaded Process Compatible:Yes RoHS Compliant: Yes
SINGLE COLOR LED, YELLOW, 1.8 mm
	Dialight PLC
DIALIGHT CORP

	HN48016 HN48016P 	LED Lamp; Bulb Size:6.99mm; LED Color:Green; Luminous Intensity:20ucd; Viewing Angle:60 ; Forward Current:20mA; Forward Voltage:6V; Color:Green; Leaded Process Compatible:No; Lens Width:7; Peak Reflow Compatible (260 C):No RoHS Compliant: No
2048 WORD X 8 BIT ELECTRICALLY ERASABLE AND PROGRAMMABLE ROM
	Hitachi,Ltd.
Hitachi Semiconductor
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