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			 Related Part Number
	
					PART	Description	Maker
	09200035426 	Han 3A-AK Metallabdeckkappe
	List of Unclassifed Manufacturers

	10410000006 	   Han-Eco 16B Panel Mt. Housing
	List of Unclassifed Man...

	10410000003 	   Han-Eco 10B Panel Mt Housing
	List of Unclassifed Man...

	M38278E4MXXXFP M38274E5MXXXHP M38278M5MXXXHP M3827	SX Series Subminiature Basic Switch, Single Pole Double Throw Circuitry, 1 A at 125 Vac, Pin Plunger Actuator, Solder Termination, Military Part Number MS24547-6
LACING ANCHOR WIT 18,30 .031,1
Single Chip 8 Bits Microcomputer(8位单片机)
Frame for modules; Series:Han 16B; Number of Contacts:4; Gender:Male; For Use With:Hinged frame Han Modular; Connector Type:Hinged frame for 4 modules, for housings (base)
Enclosed Switches Series LS: Top Roller Plunger; 2NC 2NO DPDT Snap Action, Double Break; 0.5 in - 14NPT conduit; Compact/Non-Plug-in
12-Bit  200 kSPS ADC Ser. Out, Auto Pwrdn (S/W and H/W), Low Power W/8 x FIFO W/4 Ch. 16-TSSOP 0 to 70
Automotive Catalog 600-uA/Ch 2.8-MHz Rail-to-Rail Input/Output High-Drive Operational Amplifier 8-SOIC -40 to 125
Automotive Catalog 12-Bit 200 kSPS ADC Ser. Out, Auto Pwrdn (S/W and H/W), Low Power 16-SOIC
Automotive Catalog 600-uA/Ch 2.8-MHz Rail-to-Rail Input/Output High-Drive Operational Amplifier 14-HTSSOP -40 to 125
Automotive Catalog 600-uA/Ch 2.8-MHz Rail-to-Rail Input/Output High-Drive Operational Amplifier 5-SOT-23 -40 to 125
Automotive Catalog 600-uA/Ch 2.8-MHz Rail-to-Rail Input/Output High-Drive Operational Amplifier 14-SOIC -40 to 125
12-Bit  200 kSPS ADC Ser. Out, Auto Pwrdn (S/W and H/W), Low Power W/8 x FIFO W/8 Ch. 20-SOIC 0 to 70
CA-BAYONET
Dual 1.8-V, Micro-power, Rail-to-Rail, Single Supply Amplifier 8-SOIC -40 to 85
SX Series Subminiature Basic Switch, Single Pole Double Throw (SPDT), 125 Vac, 1 A, Pin Plunger Actuator, Solder Termination
Dual Low-Power, Rail-to-Rail Input/Output Operational Amplifier w/Shutdown 14-PDIP 0 to 70
Quad Low Power, Rail-to-Rail Input/Output Operational Amplifier w/Shutdown 16-TSSOP 0 to 70
DIN Audio Connector; No. of Contacts:6; Mounting Type:Cable; Gender:Female; Leaded Process Compatible:No; Peak Reflow Compatible (260 C):No RoHS Compliant: No
Single, Low Power, Rail-to-Rail Input/Output Operational Amplifier w/Shutdown 6-SOT-23 -40 to 125
Single Low-Power Rail-to-Rail Input/Output Op Amp 8-PDIP -40 to 125
550-uA/Ch 3-MHz Rail-to-Rail Output Operational Amplifier 8-MSOP -40 to 125
550-uA/Ch 3-MHz Rail-to-Rail Output Operational Amplifier 8-SOIC 0 to 70
550-uA/Ch 3-MHz Rail-to-Rail Output Operational Amplifier 8-SOIC -40 to 125
12-Bit 66 kSPS ADC Ser. Out, Pgrmable Pwrdn, MSB/LSB First, Built-In Self-Test Mode, 11 Ch. 20-PDIP
800 uA/ch, 11MHz, RRO, Low Voltage, Dual Channel Op Amp with Shutdown 14-SOIC -40 to 125
ADAPTER USB-SERIAL DB9/25 MALE
RES-ARRAY 10-OHM 4-ELEMENT 5% 0.063W CONVEX THK-FILM SMD-1206 TR-7-PA
Single Micropower Rail-To-Rail Input/Output Op Amp w/Shutdown 8-PDIP 0 to 70
Automotive Catalog Advanced LinCMOS Rail-to-Rail Output Wide-Input-Voltage Operational Amplifiers 14-TSSOP -40 to 125
Dual Micropower Rail-To-Rail Input/Output Op Amp w/Shutdown 10-MSOP 0 to 70
Dual Micropower Rail-To-Rail Input/Output Op Amp 8-SOIC 0 to 70
Single Micropower Rail-To-Rail Input/Output Op Amp 8-SOIC 0 to 70
Dual Micropower Rail-To-Rail Input/Output Op Amp w/Shutdown 14-SOIC 0 to 70
Single Micropower Rail-To-Rail Input/Output Op Amp w/Shutdown 8-SOIC 0 to 70
Dual Micropower Rail-To-Rail Input/Output Op Amp 8-MSOP 0 to 70
Single Micropower Rail-To-Rail Input/Output Op Amp 5-SOT-23 0 to 70
Dual Low-Power, Rail-to-Rail Input/Output Operational Amplifier 8-MSOP 0 to 70
Single Micropower Rail-To-Rail Input/Output Op Amp 8-PDIP 0 to 70
POT 200K OHM 1/2 SQ CERM SL MT
SINGLE-CHIP 8-BIT CMOS MICROCOMPUTER 单芯位CMOS微机
12-Bit 200 kSPS ADC Ser. Out, Auto Pwrdn (S/W and H/W), Low Power W/8 x FIFO W/4 Ch. 16-SOIC -40 to 85 单芯位CMOS微机
EATON 单芯位CMOS微机
Dual Low-Power, Rail-to-Rail Input/Output Operational Amplifier w/Shutdown 10-MSOP -40 to 125 单芯位CMOS微机
800 uA/ch, 11MHz, RRO, Low Voltage, Single Channel Op Amp 5-SOT-23 -40 to 125 单芯位CMOS微机
800 uA/ch, 11MHz, RRO, Low Voltage, Single Channel Op Amp with Shutdown 8-SOIC -40 to 125 单芯位CMOS微机
800 uA/ch, 11MHz, RRO, Low Voltage, Single Channel Op Amp with Shutdown 6-SOT-23 -40 to 125 单芯位CMOS微机
550-uA/Ch 3-MHz Rail-to-Rail Output Operational Amplifier 8-PDIP -40 to 125 单芯CMOS微机
550-uA/Ch 3-MHz Rail-to-Rail Output Operational Amplifiers 14-TSSOP -40 to 125 单芯CMOS微机
800 uA/ch, 11Mhz, RRO, Low Voltage, Quad Channel Op Amp with Shutdown 16-TSSOP -40 to 125 单芯位CMOS微机
Quad Low Power, Rail-to-Rail Input/Output Operational Amplifier 14-TSSOP 0 to 70 单芯位CMOS微机
Dual Low-Power, Rail-to-Rail Input/Output Operational Amplifier 8-PDIP 0 to 70 单芯位CMOS微机
SM Series Subminiature Basic Switch, Single Pole Double Throw (SPDT), 125 Vac, 1 A, Pin Plunger Actuator, Solder Termination 单芯位CMOS微机
Dual Low-Power, Rail-to-Rail Input/Output Operational Amplifier w/Shutdown 14-SOIC -40 to 125 单芯位CMOS微机
Quad Micropower Rail-To-Rail Input/Output Op Amp 14-TSSOP -40 to 125 单芯位CMOS微机
MICA RoHS Compliant: No 单芯位CMOS微机
Automotive Catalog Low-Power Rail-to-Rail Input/Output Operational Amplifier with Shutdown 8-TSSOP -40 to 125 单芯位CMOS微机
Silver Mica Capacitor; Capacitance:2000pF; Capacitance Tolerance: 2%; Series:CM06; Voltage Rating:500VDC; Capacitor Dielectric Material:Mica; Termination:Radial Leaded; Lead Pitch:8.7mm; Leaded Process Compatible:No RoHS Compliant: No 单芯位CMOS微机
Pressure Transducer, Series 19 mm, Compensated, Pressure Range: 0 psi to 100 psi, Absolute, 1/8-27 NPT, 10 Vdc excitation 单芯位CMOS微机
Quad Micropower Rail-To-Rail Input/Output Op Amp w/Shutdown 16-TSSOP 0 to 70 单芯位CMOS微机
Dual Micropower Rail-To-Rail Input/Output Op Amp 8-MSOP -40 to 125 单芯位CMOS微机
800 uA/ch, 11MHz, RRO, Low Voltage, Dual Channel Op Amp with Shutdown 10-MSOP -40 to 125 单芯位CMOS微机
CONN HEADER 6POS SGL PCB 30GOLD 单芯位CMOS微机
Single Micropower Rail-To-Rail Input/Output Op Amp w/Shutdown 6-SOT-23 0 to 70 单芯位CMOS微机
800 uA/ch, 11MHz, RRO, Low Voltage, Dual Channel Op Amp 8-SOIC -40 to 125 单芯位CMOS微机
Single Low-Power Rail-to-Rail Input/Output Op Amp 8-SOIC -40 to 125 单芯位CMOS微机
Quad Micropower Rail-To-Rail Input/Output Op Amp 14-PDIP 0 to 70 单芯位CMOS微机
Quad Low Power, Rail-to-Rail Input/Output Operational Amplifier w/Shutdown 16-SOIC -40 to 125 单芯位CMOS微机
Quad Low-Power Rail-to-Rail Input/Output Op Amp w/Shutdown 16-HTSSOP -40 to 125 单芯位CMOS微机
1-mA/CH, 9-MHz, RRO Op Amp 8-MSOP -40 to 125 单芯位CMOS微机
Dual Low-Power Rail-to-Rail Input/Output Op Amp w/Shutdown 14-SOIC -40 to 125 单芯位CMOS微机
Pressure Transducer, Series 19 mm, Compensated, Pressure Range: 0 psi to 100 psi, Absolute, flush mount with flange, 10 Vdc excitation 单芯位CMOS微机
800 uA/ch, 11MHz, RRO, Low Voltage, Dual Channel Op Amp 8-MSOP -40 to 125 单芯位CMOS微机
Single Micropower Rail-To-Rail Input/Output Op Amp 8-PDIP -40 to 125
Single, Low Power, Rail-to-Rail Input/Output Operational Amplifier 8-CDIP -55 to 125
Single 1.8-V, Micro-power, Rail-to-Rail, Single Supply Amplifier 8-SOIC 0 to 70
Single Low-Power Rail-to-Rail Input/Output Op Amp 5-SOT-23 -40 to 125
Dual Micropower Rail-To-Rail Input/Output Op Amp 8-PDIP -40 to 125
Automotive Catalog 12-Bit 200 kSPS ADC Ser. Out, Auto Pwrdn (S/W and H/W), Low Power 20-SOIC
   SINGLE-CHIP 8-BIT CMOS MICROCOMPUTER
	Mitsubishi Electric Semiconductor
http://
Mitsubishi Electric Corporation
Mitsubishi Electric, Corp.
Mitsubishi Electric Semicon...
Mitsubishi Electric Sem...

	ENC2J-B16-L00050 ENC2J-B16-L00100.00128 ENC2J-B16-	CAP 6.8UF 35V 10% TANT SMD-6032-28 TR-7-PL C-FAILURE 光学INTREMNETA ENCDES
SUB-MINIATURE TOGGLE SWITCH 光学INTREMNETA ENCDES
SWITCH, PCB PUSH IP67SWITCH, PCB PUSH IP67; Switch function type:NO; Voltage, contact AC max:30V ac; Voltage, contact DC max:42V dc; Temp, op. max:85(degree C); Temp, op. min:-40(degree C); Length / Height, external:4.8mm; Width, 光学INTREMNETA ENCDES
Safety Sign; Legend:Caution Fire Door Keep Closed; External Height:10"; External Width:14"; Body Material:Plastic; Color:Yellow/Black RoHS Compliant: NA 光学INTREMNETA ENCDES
CONN,HDR,.100,2 PIN 光学INTREMNETA ENCDES
Grooved Taper Pin; For Use With:Han Connectors; Series:Han 光学INTREMNETA ENCDES
Tactile Switch; Switch Operation:On-(On); Leaded Process Compatible:Yes; Mounting Type: PCB; Peak Reflow Compatible (260 C):Yes; Switch Features:Non-Illuminated 光学INTREMNETA ENCDES
SWITCH, SPNO ROUNDGREENSWITCH, SPNO ROUNDGREEN; Switch function type:SPNO momentary; Voltage, contact DC max:48V; Temp, op. max:60(degree C); Temp, op. min:-25(degree C); Diameter, panel cut-out:13mm; Length / Height, 光学INTREMNETA ENCDES
SOLDER BAR 1.66LB SN96.5AG3CU0.5 光学INTREMNETA ENCDES
CABLCASTR DARTS-4 PK 光学INTREMNETA ENCDES
SM RES/0.1 OHM 1W 1% 2512 光学INTREMNETA ENCDES
Pushbutton Switch,STRAIGHT,SPST,OFF-(ON),SURFACE MOUNTTerminal,PCB Hole Count:0 光学INTREMNETA ENCDES
Pin Header; Number of Contacts:6; Pitch Spacing:10mm; Number of Rows:1; Gender:Header; Series:42820; Body Material:PA Polyamide (Nylon) 4/6; Color:Black; Connecting Termination:Thru-Hole; Contact Plating:Tin-Lead Over Nickel 光学INTREMNETA ENCDES
RES CHP .02 1W 1% 光学INTREMNETA ENCDES
screw down bolt 光学INTREMNETA ENCDES
Standoff; Spacing Height:0.25&quot;; Spacer Style:Round; Spacer Material:Aluminum; Thread Size:#4; Body Diameter:0.25&quot;; Leaded Process Compatible:No; Peak Reflow Compatible (260 C):No RoHS Compliant: Yes 光学INTREMNETA ENCDES
Vandal Resistant Pushbutton Switch; Circuitry:SPST; Contact Current Max:0.1A; Contact Rating:0.1A; Leaded Process Compatible:No; Mounting Type: Panel; Peak Reflow Compatible (260 C):No; Switch Features: Piezo Electric 光学INTREMNETA ENCDES
OPTICAL INTREMNETA ENCDES 光学INTREMNETA ENCDES
.25 OHM 75PPM PWR MT
CAP 33UF 35V 10% TANT SMD-7343-43 TR-7-PL LOW-ESR B-FAILURE SURGE-TEST
CAP 4.7UF 16V 10% TANT SMD-3528-21 TR-7-PL B-FAILURE
CAP 22UF 35V 10% TANT SMD-7343-43 TR-7-PL LOW-ESR B-FAILURE SURGE-TEST
CAP 1UF 50V 10% TANT SMD-6032-28 TR-7-PL B-FAILURE
Vandal Resistant Pushbutton Switch; Actuator Diameter:27mm; Circuitry:SPST-NO; Switch Operation:Momentary; Contact Current Max:2.6A; Mounting Type: PCB; Switch Function:SPST-NO
Vandal Resistant Pushbutton Switch; Actuator Diameter:16mm; Circuitry:SPST-NO; Contact Current Max:2.6A; Leaded Process Compatible:Yes; Mounting Type: PCB; Peak Reflow Compatible (260 C):Yes; Switch Function:SPST-NO
CAP 4.7UF 50V 10% TANT SMD-7343-31 TR-7-PL C-FAILURE
CAP 47UF 20V 10% TANT SMD-7343-31 TR-7-PL B-FAILURE
Vandal Resistant Pushbutton Switch; Actuator Diameter:14mm; Circuitry:SPST-NO; Contact Current Max:125mA; Leaded Process Compatible:Yes; Mounting Type: PCB; Peak Reflow Compatible (260 C):Yes; Switch Function:SPST-NO
Circular Connector; Body Material:Aluminum Alloy; Series:MS3110; Number of Contacts:30; Connector Shell Size:18; Connecting Termination:Solder; Circular Shell Style:Wall Mount Receptacle; Circular Contact Gender:Pin
SWITCH, SPNO SQUAREGREENSWITCH, SPNO SQUAREGREEN; Switch function type:SPNO momentary; Voltage, contact DC max:48V; Temp, op. max:60(degree C); Temp, op. min:-25(degree C); Diameter, panel cut-out:13mm; Length / Height,
SWITCH, PUSH PIEZO M16 NATURALSWITCH, PUSH PIEZO M16 NATURAL; Switch function type:SPNO; Voltage, contact AC max:42V; Voltage, contact DC max:60V; Temp, op. max:60(degree C); Temp, op. min:-20(degree C); Diameter, panel cut-out:27mm;
Tactile Switch; Switch Operation:On-(On); Leaded Process Compatible:Yes; Mounting Type: PCB; Peak Reflow Compatible (260 C):Yes; Switch Features:Short Actuator
Circular Connector; MIL SPEC:MIL-C-5015 A/B/C; Body Material:Metal; Series:MS3107A; Number of Contacts:8; Connector Shell Size:20; Connecting Termination:Solder; Circular Shell Style:Quick Disconnect Plug; Body Style:Straight
SWITCH, SMD PUSH IP40SWITCH, SMD PUSH IP40; Switch function type:Momentary; Voltage, contact AC max:30V ac; Voltage, contact DC max:42V dc; Temp, op. max:85(degree C); Temp, op. min:-40(degree C); Length / Height, external:4.7mm;
Tactile Switch; Leaded Process Compatible:Yes; Peak Reflow Compatible (260 C):Yes
CAP 33UF 20V 10% TANT SMD-6032-28 TR-7-PL C-FAILURE
Pushbutton Switch,STRAIGHT,SPST,OFF-(ON),PCTAIL, W/RETNNTerminal,PCB Hole Count:4
0.010 OHM 1% 2W SMD THICK FILM RESISTOR
ELEVATED SOCKET STRIPS
SWITCH, SPNO ROUND BLACKSWITCH, SPNO ROUND BLACK; Switch function type:SPNO momentary; Voltage, contact DC max:48V; Temp, op. max:60(degree C); Temp, op. min:-25(degree C); Diameter, panel cut-out:13mm; Length / Height,
SWITCH, PUSH PIEZO M16GREENSWITCH, PUSH PIEZO M16GREEN; Switch function type:SPNO; Voltage, contact AC max:42V; Voltage, contact DC max:60V; Temp, op. max:60(degree C); Temp, op. min:-20(degree C); Diameter, panel cut-out:16mm;
SEALED SUB-MINIATURE TOGGLE SWITCH
SWITCH, PUSH PIEZO M27 RED; Switch function type:SPNO; Voltage, contact AC max:42V; Voltage, contact DC max:60V; Temperature, operating max:60 C; Temperature, operating min:-20 C; Diameter, panel cut-out:16mm; Colour:Red; Current,
Power Distribution Unit; Snap-in mounting from front; solder terminals; protection class I; 7 IEC Outlets; Voltage Rating: 250 VAC; Current Rating: 10A;
Metal Strip Resistor; Series:WSL; Resistance:0.36ohm; Resistance Tolerance: /- 1 %; Power Rating:0.5W; Temperature Coefficient: /-75 ppm; Package/Case:2010; Terminal Type:PCB Surface Mount; Leaded Process Compatible:Yes
Tactile Switch; Operating Force Max:2.5N; Actuator Style:Button; Contact Current Max:2.4A; Contact Rating:2.4 A; Leaded Process Compatible:Yes; Mounting Type: PCB Surface Mount; Peak Reflow Compatible (260 C):Yes
SWITCH, SPNO SQUARE YELLOWSWITCH, SPNO SQUARE YELLOW; Switch function type:SPNO momentary; Voltage, contact DC max:48V; Temp, op. max:60(degree C); Temp, op. min:-25(degree C); Diameter, panel cut-out:13mm; Length / Height,
KPT01F16-26P
Touch Key, Switch, Contact Resistance 100To 115 Milliohms, Number of Mechanical Ops. 1000000 Ops
SWITCH, METALLIC PUSH BUTTONSWITCH, METALLIC PUSH BUTTON; Switch function type:SPNO; Voltage, contact DC max:48V dc; Temp, op. max:60(degree C); Temp, op. min:-25(degree C); Diameter, panel cut-out:19mm; Width, external:21.5mm;
SWITCH, PUSH PIEZO M16 NATURALSWITCH, PUSH PIEZO M16 NATURAL; Switch function type:SPNO; Voltage, contact AC max:42V; Voltage, contact DC max:60V; Temp, op. max:60(degree C); Temp, op. min:-20(degree C); Diameter, panel cut-out:16mm;
Switches, Electronic; Leaded Process Compatible:Yes; Peak Reflow Compatible (260 C):Yes
Global Limit Switches Series GLL: Side Rotary, Fixed Length Lever with metal roller, 2NC Direct Opening Slow Action, 1/2 in conduit
Vandal Resistant Pushbutton Switch; Leaded Process Compatible:No; Mounting Type:Solder Lug; Peak Reflow Compatible (260 C):No; Switch Features: Pulse Actuation
Standoff; Spacing Height:0.25"; Spacer Style:Round; Spacer Material:Aluminum; Thread Size:#4; Body Diameter:0.25"; Leaded Process Compatible:No; Peak Reflow Compatible (260 C):No RoHS Compliant: Yes
BOARD EVAL STM STR9 SERIES
BOARD EVAL STM STR71X SERIES
KPT01F16-8SF85
CAP 6.8UF 50V 10% TANT SMD-7343-31 TR-7-PL B-FAILURE
Han Coding System Bushing
	Electronic Theatre Controls, Inc.
ETC[ETC]
List of Unclassifed Manufacturers

	MI-PC613-IV MI-PC613-IW MI-PC613-IX MI-PC613-IY MI	InputV:270V; outputV:15V; 150-300W; 30-..A; complete triple output DC-DC power military supply
InputV:270V; outputV:12V; 200-300W; complete dual output DC-DC power military supply
Small Signal T092 JFET P Channel 40V; Package: TO-92 (TO-226) 5.33mm Body Height; No of Pins: 3; Container: Bulk; Qty per Container: 1000
OSC 3.3V SMT 14X9 CMOS
Small Signal T092 JFET P Channel 40V Tape and Reel; Package: TO-92 (TO-226) 5.33mm Body Height; No of Pins: 3; Container: Tape and Reel; Qty per Container: 2000
Bipolar Power TO220 NPN 8A 100V; Package: TO-220 3 LEAD STANDARD; No of Pins: 3; Container: Rail; Qty per Container: 50
High Voltage Transistor NPN; Package: TO-92 (TO-226) 5.33mm Body Height; No of Pins: 3; Container: Tape and Reel; Qty per Container: 2000
D/A Converter (D-A) IC; Resolution (Bits):24; Update Rate:192kSPS; No. of DACs:8; Data Interface:Serial; Package/Case:48-LQFP; Leaded Process Compatible:No; No. of Bits:24; No. of Channels:8; Operating Temp. Max:85 C RoHS Compliant: Yes
600 W Transient Voltage Suppressor 18 V SMB Bidirectional; Package: SMB; No of Pins: 2; Container: Tape and Reel; Qty per Container: 2500
IC CODEC 4IN 8OUT 192KHZ 64-LQFP
Special Function IC; Package/Case:48-TQFP; Leaded Process Compatible:No; Peak Reflow Compatible (260 C):No; Mounting Type:surface mount RoHS Compliant: Yes
Silver Mica Capacitor; Capacitance:10pF; Capacitance Tolerance: 1pF; Series:CD10; Voltage Rating:500VDC; Capacitor Dielectric Material:Mica; Termination:Radial Leaded; Lead Pitch:3.6mm; Leaded Process Compatible:No RoHS Compliant: No
Silver Mica Capacitor; Capacitance:3pF; Capacitance Tolerance: /- 0.5pF; Series:CD10; Voltage Rating:500VDC; Capacitor Dielectric Material:Mica; Termination:Radial Leaded; Lead Pitch:3.6mm; Leaded Process Compatible:Yes RoHS Compliant: Yes
Dual D-Type Flip-Flop with Set and Reset; Package: SOIC 14 LEAD; No of Pins: 14; Container: Tape and Reel; Qty per Container: 2500
60mA Charge Pump Voltage Inverter with Variable Switching Frequency 5-SOT-23 -40 to 85
D/A Converter (D-A) IC; Resolution (Bits):24; Update Rate:192kSPS; No. of DACs:6; Data Interface:Serial; Package/Case:48-LQFP; IC Generic Number:4364; Leaded Process Compatible:No; No. of Bits:24; No. of Channels:6 RoHS Compliant: Yes
CAP,470uF,10VDC,20-% Tol,20% Tol RoHS Compliant: Yes
Silver Mica Capacitor; Capacitance:2.5pF; Capacitance Tolerance: 0.5pF; Series:CD10; Voltage Rating:500VDC; Capacitor Dielectric Material:Mica; Termination:Radial Leaded; Lead Pitch:3.6mm; Leaded Process Compatible:No RoHS Compliant: No
Silver Mica Capacitor; Capacitance:3.5pF; Capacitance Tolerance: /- 0.5pF; Series:CD10; Voltage Rating:500VDC; Capacitor Dielectric Material:Mica; Termination:Radial Leaded; Lead Pitch:3.6mm; Leaded Process Compatible:No RoHS Compliant: No
Hex Schmitt-Trigger Inverter; Package: SOIC 14 LEAD; No of Pins: 14; Container: Tape and Reel; Qty per Container: 2500
Silver Mica Capacitor; Capacitance:10pF; Capacitance Tolerance: /- 5%; Series:CD10; Voltage Rating:500VDC; Capacitor Dielectric Material:Mica; Termination:Radial Leaded; Lead Pitch:3.6mm; Leaded Process Compatible:No RoHS Compliant: No
Filtered D-Subminiature Connector; Gender:Male; No. of Contacts:15; Contact Termination:Surface Mount Vertical; D Sub Shell Size:DB15; Capacitance:47pF RoHS Compliant: Yes
Han 16B Thermoplastic Lever RoHS Compliant: NA
PIN CONTACT, 10A PK10 ;
BASIC SWITCH
3 W Zener Regulator 3.6 V SMB; Package: SMB; No of Pins: 2; Container: Tape and Reel; Qty per Container: 2500
3 W Zener Regulator 3.9 V SMB; Package: SMB; No of Pins: 2; Container: Tape and Reel; Qty per Container: 2500
Low Voltage, Low Power, 16-Bit, Mono SoundPlus(TM) Voice/Modem Codec 24-SSOP
600 W Transient Voltage Suppressor 58 V SMB Bidirectional; Package: SMB; No of Pins: 2; Container: Tape and Reel; Qty per Container: 2500
Filtered D-Subminiature Connector; Gender:Male; No. of Contacts:25; Contact Termination:Surface Mount Vertical; D Sub Shell Size:DB25; Capacitance:3900pF; Leaded Process Compatible:Yes RoHS Compliant: Yes
Silver Mica Capacitor; Capacitance:750pF; Capacitance Tolerance: /- 5%; Series:CD7; Voltage Rating:100VDC; Capacitor Dielectric Material:Mica; Termination:Radial Leaded; Lead Pitch:4.4mm; Leaded Process Compatible:No RoHS Compliant: No
Replaced by PCM1808 : 95dB SNR Stereo ADC with Single-Ended Inputs 24-SSOP
Quad OR Gate; Package: TSSOP-14; No of Pins: 14; Container: Tape and Reel; Qty per Container: 2500
600 W Transient Voltage Suppressor 60 V SMB Unidirectional; Package: SMB; No of Pins: 2; Container: Tape and Reel; Qty per Container: 2500
3 W Zener Regulator 12 V SMB; Package: SMB; No of Pins: 2; Container: Tape and Reel; Qty per Container: 2500
Silver Mica Capacitor; Capacitance:5pF; Capacitance Tolerance: 1pF; Series:CD10; Voltage Rating:500VDC; Capacitor Dielectric Material:Mica; Termination:Radial Leaded; Lead Pitch:3.6mm; Operating Temp. Max:125 C
Silver Mica Capacitor; Capacitance:5pF; Capacitance Tolerance: /- 1pF; Series:CD10; Voltage Rating:500VDC; Capacitor Dielectric Material:Mica; Termination:Radial Leaded; Lead Pitch:3.6mm; Leaded Process Compatible:No RoHS Compliant: No
CAP 10000UF 75V ELECT SCREW TERM
Quad 2-Input AND Gate; Package: SOIC 14 LEAD; No of Pins: 14; Container: Tape and Reel; Qty per Container: 2500
HOUSING, BULKHEAD HAN6B &COVER
1500 W Transient Voltage Suppressor 64 V SMC Unidirectional; Package: SMC; No of Pins: 2; Container: Tape and Reel; Qty per Container: 2500
1500 W Transient Voltage Suppressor 70 V SMC Unidirectional; Package: SMC; No of Pins: 2; Container: Tape and Reel; Qty per Container: 2500
Zener SOD-123FL TVS 175W 16V; Package: SOD-123FL 2 LEAD; No of Pins: 2; Container: Tape and Reel; Qty per Container: 10000
3 W Zener Regulator 6.2 V SMB; Package: SMB; No of Pins: 2; Container: Tape and Reel; Qty per Container: 2500
101 dB, 24-Bit, 96 kHz Stereo D/A Converter|101 dB, 24-bit, 192 kHz Stereo D/A Converter
D/A Converter (D-A) IC; Resolution (Bits):24; Update Rate:96kSPS; No. of DACs:1; Data Interface:Serial; Package/Case:16-SOIC; Headphone Channels:Stereo; Leaded Process Compatible:Yes; No. of Bits:24; No. of Channels:2 RoHS Compliant: Yes
3 W Zener Regulator 33 V SMB; Package: SMB; No of Pins: 2; Container: Tape and Reel; Qty per Container: 2500
3 W Zener Regulator 20 V SMB; Package: SMB; No of Pins: 2; Container: Tape and Reel; Qty per Container: 2500
2.5V 72-mc CPLD - NOT RECOMMENDED for NEW DESIGN
60mA Charge Pump Voltage Inverter with Fixed 20kHz Operation 5-SOT-23 -40 to 85
MX Leveling Mechanism Kit, 1x2 / 1x2.25 / 1x 2.75 For use with Frame Mounted Keyswitches
600 W Transient Voltage Suppressor 12 V SMB Bidirectional; Package: SMB; No of Pins: 2; Container: Tape and Reel; Qty per Container: 2500
1500 W Transient Voltage Suppressor 82 V MOSORB Unidir; Package: Axial Lead MOSORB 9.52x5.21mm, 25.4x0.97mm Pkg, Lead len/dia; No of Pins: 2; Container: Tape and Reel; Qty per Container: 1500
FASTENERS, CABLE (CABLE CLAMP) RoHS Compliant: Yes
Schottky Diode (dual, common cathode) SC75 30V; Package: SC-75 (SOT-416) 3 LEAD; No of Pins: 3; Container: Tape and Reel; Qty per Container: 3000
Small Signal General Purpose PNP Transistor SOT723; Package: SOT-723 3 LEAD; No of Pins: 3; Container: Tape and Reel; Qty per Container: 8000
D-Sub Molded Cable Assembly; Color:Chrome; Features:Male D-Sub-to-Male D-Sub; 10-ft Assembly Length; PVC Jacket; Metal Backshell; No. Strands x
Contact Gender:Socket; Circular Shell Style:Right Angle Plug; Insert Arrangement:22-22 RoHS Compliant: No
Contact Gender:Pin; Circular Shell Style:Right Angle Plug; Insert Arrangement:22-22 RoHS Compliant: No
Fieldbus Phys Layer Medium Access Unit (MAU); Package: LQFP44, 10x10; No of Pins: 44; Container: Tray; Qty per Container: 160
1500 W Transient Voltage Suppressor 28 V SMC Unidirectional; Package: SMC; No of Pins: 2; Container: Tape and Reel; Qty per Container: 2500
1500 W Transient Voltage Suppressor 20 V SMC Unidirectional; Package: SMC; No of Pins: 2; Container: Tape and Reel; Qty per Container: 2500
1500 W Transient Voltage Suppressor 58 V SMC Unidirectional; Package: SMC; No of Pins: 2; Container: Tape and Reel; Qty per Container: 2500
1500 W Transient Voltage Suppressor 78 V SMC Unidirectional; Package: SMC; No of Pins: 2; Container: Tape and Reel; Qty per Container: 2500
WIRE STANDOFF CLIPWIRE STANDOFF CLIP; Colour:NATURAL; Diameter, cable max:19.8mm; Diameter, fixing hole:4.7mm; Length / Height, external:12.7mm; Material:NYLON 6.6; Pack size:100; Thickness, panel max:2mm; Width, extern
1500 W Transient Voltage Suppressor 15 V SMC Unidirectional; Package: SMC; No of Pins: 2; Container: Tape and Reel; Qty per Container: 2500
1500 W Transient Voltage Suppressor 12 V SMC Unidirectional; Package: SMC; No of Pins: 2; Container: Tape and Reel; Qty per Container: 2500
600 W Transient Voltage Suppressor 85 V SMB Unidirectional; Package: SMB; No of Pins: 2; Container: Tape and Reel; Qty per Container: 2500
600 W Transient Voltage Suppressor 9.0 V SMB Unidirectional; Package: SMB; No of Pins: 2; Container: Tape and Reel; Qty per Container: 2500
Plastic, Steel and Aluminum Battery Holders for 1/2 AA, AA, 2/3 A & 6 Volt Cells
ECONOLINE: RSS & RSD - 1kVDC and 3KVDC Isolation- Internal SMD Construction- UL94V-0 Package Material- Toroidal Magnetics- Efficiency to 85%- SMD5, SMD8, SMD10 and SMD12 case styles
1500 W Transient Voltage Suppressor 36 V SMC Unidirectional; Package: SMC; No of Pins: 2; Container: Tape and Reel; Qty per Container: 2500
1500 W Transient Voltage Suppressor 7.0 V SMC Unidirectional; Package: SMC; No of Pins: 2; Container: Tape and Reel; Qty per Container: 2500
1500 W Transient Voltage Suppressor 6.5 V SMC Unidirectional; Package: SMC; No of Pins: 2; Container: Tape and Reel; Qty per Container: 2500
1500 W Transient Voltage Suppressor 8.0 V SMC Unidirectional; Package: SMC; No of Pins: 2; Container: Tape and Reel; Qty per Container: 2500
Switching Diode, High Speed SOD523 100V; Package: SOD-523 2 LEAD; No of Pins: 2; Container: Tape and Reel; Qty per Container: 3000
IC CODEC LOW-V 24BIT 32-QFP
D/A Converter (D-A) IC; Resolution (Bits):24; Update Rate:192kSPS; No. of DACs:8; Data Interface:Serial; Package/Case:48-LQFP; Interface Type:Serial; Leaded Process Compatible:No; No. of Bits:24; No. of Channels:8 RoHS Compliant: Yes
24BIT CODEC AUDIO, SMD, QFN-40; Pins, No. of:40; Case style:QFN; Base number:42; Termination Type:SMD RoHS Compliant: Yes
D/A Converter (D-A) IC; Resolution (Bits):24; Update Rate:192kSPS; No. of DACs:8; Data Interface:Serial; Package/Case:48-LQFP; IC Generic Number:4385; Leaded Process Compatible:No; No. of Bits:24; No. of Channels:8 RoHS Compliant: Yes
D/A Converter (D-A) IC; Resolution (Bits):24; Update Rate:192kSPS; Number of DACs:6; Data Interface:Serial; Package/Case:20-TSSOP; A/D, D/A Features:Mute control output, On-chip digital de-emphasis, Filtered line level outputs
D/A Converter (D-A) IC; Resolution (Bits):24; Update Rate:96kSPS; No. of DACs:2; Data Interface:Serial; Package/Case:16-SOIC; A/D, D/A Features:Complete stereo D/A converter system: interpolation, D/A, output analog filtering RoHS Compliant: Yes
D/A Converter (D-A) IC; Resolution (Bits):24; Update Rate:192kSPS; No. of DACs:6; Data Interface:Serial; Package/Case:28-TSSOP; Interface Type:Serial; Leaded Process Compatible:No; No. of Bits:24; Peak Reflow Compatible (260 C):No RoHS Compliant: Yes
D/A Converter (D-A) IC; Resolution (Bits):24; Update Rate:192kSPS; Number of DACs:8; Data Interface:Serial; Package/Case:48-LQFP; IC Generic Number:4382; Interface Type:Serial; Leaded Process Compatible:No; Number of Bits:24
D/A Converter (D-A) IC; Resolution (Bits):24; Update Rate:96kSPS; Number of DACs:2; Data Interface:Serial; Package/Case:16-TSSOP; A/D, D/A Features:Complete stereo D/A converter system: interpolation, D/A, output analog filtering
D/A Converter (D-A) IC; Resolution (Bits):24; Update Rate:192kSPS; No. of DACs:8; Data Interface:Serial; Package/Case:48-LQFP; Supply Voltage:2.5V; IC Generic Number:4384; Leaded Process Compatible:No; No. of Bits:24 RoHS Compliant: Yes
RES NETWORK, SMD, 5%, 4 X 27 OHM
1500 W Transient Voltage Suppressor 18 V MOSORB Unidir; Package: Axial Lead MOSORB 9.52x5.21mm, 25.4x0.97mm Pkg, Lead len/dia; No of Pins: 2; Container: Tape and Reel; Qty per Container: 1500
1500 W Transient Voltage Suppressor 30 V MOSORB Unidir; Package: Axial Lead MOSORB 9.52x5.21mm, 25.4x0.97mm Pkg, Lead len/dia; No of Pins: 2; Container: Bulk; Qty per Container: 500
400 W Transient Voltage Suppressors 6.0 V SMA Unidirectional; Package: SMA; No of Pins: 2; Container: Tape and Reel; Qty per Container: 5000
1.5V, 500-mA, 3-MHz Step-Down Converter in QFN or Chip-Scale 10-SON -40 to 85
400 W Transient Voltage Suppressors 70 V SMA Unidirectional; Package: SMA; No of Pins: 2; Container: Tape and Reel; Qty per Container: 5000
600 W Transient Voltage Suppressor 16 V SMB Unidirectional; Package: SMB; No of Pins: 2; Container: Tape and Reel; Qty per Container: 2500
600 W Transient Voltage Suppressor 28 V SMB Unidirectional; Package: SMB; No of Pins: 2; Container: Tape and Reel; Qty per Container: 2500
105dB SNR Stereo ADC with Single-Ended Inputs 20-SSOP -40 to 85
SWITCH MOMEN PNL MT PB PU/PL
SWITCH, DPDT, LATCHING; Switch function type:Latching; Voltage, contact AC max:250V; Temp, op. max:85(degree C); Temp, op. min:-40(degree C); Length / Height, external:24.64mm; Width, external:31.5mm; Depth, external:17.27mm; RoHS Compliant: Yes
2.25MHz 1A Step-Down Converter in 2x2mm SON Package 6-SON -40 to 85
400 W Transient Voltage Suppressors 70 V SMA Bidirectional; Package: SMA; No of Pins: 2; Container: Tape and Reel; Qty per Container: 5000
600 W Transient Voltage Suppressor 10 V SMB Unidirectional; Package: SMB; No of Pins: 2; Container: Tape and Reel; Qty per Container: 2500
600 W Transient Voltage Suppressor 110 V SMB Unidirectional; Package: SMB; No of Pins: 2; Container: Tape and Reel; Qty per Container: 2500
600 W Transient Voltage Suppressor 10 V SMB Bidirectional; Package: SMB; No of Pins: 2; Container: Tape and Reel; Qty per Container: 2500
Switch Accessory; For Use With:10 or 16 Position PE Series Selector Switches; Contact Plating:Gold; Series:PE Series RoHS Compliant: Yes
600 W Transient Voltage Suppressor 120 V SMB Unidirectional; Package: SMB; No of Pins: 2; Container: Tape and Reel; Qty per Container: 2500
600 W Transient Voltage Suppressor 15 V SMB Unidirectional; Package: SMB; No of Pins: 2; Container: Tape and Reel; Qty per Container: 2500
Subminiature - Sealed
600 W Transient Voltage Suppressor 18 V SMB Unidirectional; Package: SMB; No of Pins: 2; Container: Tape and Reel; Qty per Container: 2500
600 W Transient Voltage Suppressor 13 V SMB Bidirectional; Package: SMB; No of Pins: 2; Container: Tape and Reel; Qty per Container: 2500
600 W Transient Voltage Suppressor 13 V SMB Unidirectional; Package: SMB; No of Pins: 2; Container: Tape and Reel; Qty per Container: 2500
MICROSWITCH, SPCO, MED ROLLER LEVER; Current, contact AC:16A; Force, operating:50gf; Travel, pre:3.2mm; Temp, op. max:85(degree C); Temp, op. min:-40(degree C); Length / Height, external:16.2mm; Width, external:27.8mm; Depth, RoHS Compliant: Yes
600 W Transient Voltage Suppressor 28 V SMB Bidirectional; Package: SMB; No of Pins: 2; Container: Tape and Reel; Qty per Container: 2500
CKTBKR
Rocker Switch; Illumination:Illuminated; Circuitry:SPST; Switch Operation:On-Off; Contact Current Max:20A; Switch Terminals:Screw; Leaded Process Compatible:Yes; Mounting Type:Panel; Switch Features:One Color Curve Actuator RoHS Compliant: Yes
600 W Transient Voltage Suppressor 43 V SMB Bidirectional; Package: SMB; No of Pins: 2; Container: Tape and Reel; Qty per Container: 2500
600 W Transient Voltage Suppressor 36 V SMB Unidirectional; Package: SMB; No of Pins: 2; Container: Tape and Reel; Qty per Container: 2500
600 W Transient Voltage Suppressor 30 V SMB Unidirectional; Package: SMB; No of Pins: 2; Container: Tape and Reel; Qty per Container: 2500
600 W Transient Voltage Suppressor 33 V SMB Bidirectional; Package: SMB; No of Pins: 2; Container: Tape and Reel; Qty per Container: 2500
SWITCH SNAP SPDT 10A SEALED
600 W Transient Voltage Suppressor 170 V SMB Unidirectional; Package: SMB; No of Pins: 2; Container: Tape and Reel; Qty per Container: 2500
MICROSWITCH, SPCO, LONG LEVER; Current, contact AC:16A; Force, operating:22gf; Travel, pre:7.6mm; Temp, op. max:85(degree C); Temp, op. min:-40(degree C); Length / Height, external:16.2mm; Width, external:27.8mm; Depth, RoHS Compliant: Yes
SWITCH, SUBMINIATURE
3 W Zener Regulator 5.1 V SMB; Package: SMB; No of Pins: 2; Container: Tape and Reel; Qty per Container: 2500
3 W Zener Regulator 8.2 V SMB; Package: SMB; No of Pins: 2; Container: Tape and Reel; Qty per Container: 2500
3 W Zener Regulator 10 V SMB; Package: SMB; No of Pins: 2; Container: Tape and Reel; Qty per Container: 2500
3 W Zener Regulator 13 V SMB; Package: SMB; No of Pins: 2; Container: Tape and Reel; Qty per Container: 2500
600 W Transient Voltage Suppressor 58 V SMB Unidirectional; Package: SMB; No of Pins: 2; Container: Tape and Reel; Qty per Container: 2500
600 W Transient Voltage Suppressor 45 V SMB Unidirectional; Package: SMB; No of Pins: 2; Container: Tape and Reel; Qty per Container: 2500
3 W Zener Regulator 14 V SMB; Package: SMB; No of Pins: 2; Container: Tape and Reel; Qty per Container: 2500
3 W Zener Regulator 16 V SMB; Package: SMB; No of Pins: 2; Container: Tape and Reel; Qty per Container: 2500
3 W Zener Regulator 39 V SMB; Package: SMB; No of Pins: 2; Container: Tape and Reel; Qty per Container: 2500
Surface Mount Resistors Thick Film Chip Resistors
Right End Cap; For Use With:Cherry PA Series Selector Switches RoHS Compliant: Yes
600 W Transient Voltage Suppressor 20 V SMB Unidirectional; Package: SMB; No of Pins: 2; Container: Tape and Reel; Qty per Container: 2500
Computer Keyboard; Leaded Process Compatible:No; Peak Reflow Compatible (260 C):No RoHS Compliant: Yes
600 W Transient Voltage Suppressor 40 V SMB Unidirectional; Package: SMB; No of Pins: 2; Container: Tape and Reel; Qty per Container: 2500
1500 W Transient Voltage Suppressor 51 V SMC Unidirectional; Package: SMC; No of Pins: 2; Container: Tape and Reel; Qty per Container: 2500
Computer Keyboard; Leaded Process Compatible:Yes; Peak Reflow Compatible (260 C):No RoHS Compliant: Yes
1500 W Transient Voltage Suppressor 9.1 V MOSORB Unidir; Package: Axial Lead MOSORB 9.52x5.21mm, 25.4x0.97mm Pkg, Lead len/dia; No of Pins: 2; Container: Tape and Reel; Qty per Container: 1500
Schottky Diode  (dual, common cathode) SC70 30V; Package: SC-70 (SOT-323) 3 LEAD; No of Pins: 3; Container: Tape and Reel; Qty per Container: 3000
Silver Mica Capacitor; Capacitance:3.5pF; Capacitance Tolerance: /- 1%; Series:CD10; Voltage Rating:500VDC; Capacitor Dielectric Material:Mica; Termination:Radial Leaded; Lead Pitch:3.6mm; Leaded Process Compatible:No RoHS Compliant: No
PCB Relay; Contacts:SPST-NO-DM; Contact Carry Current:100A; Coil Voltage DC Max:6V; Relay Terminals:Quick Connect; Coil Resistance:16ohm; Dielectric Withstanding Voltage:5000VAC; Insulation Resistance:1000Mohm RoHS Compliant: No
RES ARRAY 270 OHM 8TERM 4RES SMD
RELAY REED MINI SIP SPDT-CO 5V
RELAY REED MINI SIP SPDT-CO 12V
LED 5MM VERT SUP DIFF RED PCMNT
RES ARRAY 510KOHM 8TERM 4RES SMD
3 W Zener Regulator 180 V SMB; Package: SMB; No of Pins: 2; Container: Tape and Reel; Qty per Container: 2500
Test Point; Body Material:Brass; Contact Plating:Tin; External Height:0.39"; External Width:0.11"; Hole Diameter:0.118"; Mounting Hole Dia:0.039; Thickness:0.025" RoHS Compliant: Yes
Mica Film Capacitor; Capacitance:300pF; Capacitance Tolerance: /- 5 %; Working Voltage, DC:500V; Terminal Type:Radial Leaded; Leaded Process
DIODE ZENER SINGLE 200mW 9.1Vz 20mA-Izt 0.05 3uA-Ir 7 SOT-323 3K/REEL
LED Lamp; Color:Yellow/Green; Luminous Intensity (MSCP):5/8mcd; Forward Current:10mA; Forward Voltage:2.1V; LED Color:Yellow/Green; Leaded Process Compatible:No; Lens Width:5mm; Peak Reflow Compatible (260 C):No
RESNET, ISO., 8 EA. 33 OHM  5% .063 WT
A/D Converter (A-D) IC; Package/Case:48-TQFP; Leaded Process Compatible:No; Number of Bits:18; Operating Temp. Max:0 C; Operating Temp. Min:70 C; Peak Reflow Compatible (260 C):No; Frequency:48GHz
A/D Converter (A-D) IC; Package/Case:48-LQFP; Supply Voltage:5V; Leaded Process Compatible:No; No. of Bits:18; Operating Temp. Max:0 C; Operating Temp. Min:70 C; Peak Reflow Compatible (260 C):No; Frequency:48GHz RoHS Compliant: Yes
D/A Converter (D-A) IC; Resolution (Bits):24; Update Rate:192kSPS; No. of DACs:2; Data Interface:Serial; Package/Case:16-SOIC; Interface Type:Serial; Leaded Process Compatible:No; No. of Bits:24; Peak Reflow Compatible (260 C):No RoHS Compliant: No
D/A Converter (D-A) IC; Resolution (Bits):24; Update Rate:192kSPS; No. of DACs:2; Data Interface:Serial; Package/Case:10-TSSOP; Leaded Process Compatible:No; No. of Bits:24; Peak Reflow Compatible (260 C):No; Supply Voltage Max:5V RoHS Compliant: Yes
A/D Converter (A-D) IC; Sample Rate:7.5MSPS; Input Channels Per ADC:1; Input Channel Type:Differential; Data Interface:Serial, 2-Wire; Package/Case:24-TSSOP; IC Generic Number:4461; Leaded Process Compatible:No; No. of Channels:1 RoHS Compliant: Yes
IC SM, STEREO DAC, DELTA SIGMA; Bits, No. of:24; Case style:QFN; Base number:43; Pins, No. of:40; Termination Type:SMD RoHS Compliant: Yes
BOARD EVAL FOR CS5530
EVAL BOARD FOR CS5534
Digital Video Encoder IC; IC Function:Digital Video Encoder IC; Package/Case:48-TQFP; Leaded Process Compatible:No; Peak Reflow Compatible (260 C):No; Mounting Type:surface mount RoHS Compliant: No
Digital Video Encoder IC; IC Function:Digital Video Encoder IC; Package/Case:48-TQFP; Leaded Process Compatible:No; No. of Channels:10; Operating Temp. Max:-10 C; Operating Temp. Min:85 C; Peak Reflow Compatible (260 C):No RoHS Compliant: Yes
Switching Diode SOT23 250V ; Package: SOT-23 (TO-236) 3 LEAD; No of Pins: 3; Container: Tape and Reel; Qty per Container: 10000
CAPACITOR, 470 PF, SMD
MICA CHIP CAPACITANCE=680 VOLT=2500
Header; No. of Contacts:48; Series:ModICE RoHS Compliant: Yes
RELAY, SOLID STATE 90A
IC,Normally-Open Panel-Mount Solid-State Relay,1-CHANNEL,M:HL048HD4.4
RES ARRAY 10 OHM 4 TERM 2RES SMD
Dual 200mA Output, Low Noise, High PSRR, Low Dropout, Linear Regulator 6-SON -40 to 125
Adjustable, 500-mA, 3-MHz Step-Down Converter in QFN or Chip-Scale 10-SON -40 to 85
1.5 W Zener Regulator 56 V SMA; Package: SMA; No of Pins: 2; Container: Tape and Reel; Qty per Container: 5000
400 W Transient Voltage Suppressors 6.5 V SMA Unidirectional; Package: SMA; No of Pins: 2; Container: Tape and Reel; Qty per Container: 5000
1.5 W Zener Regulator 51 V SMA; Package: SMA; No of Pins: 2; Container: Tape and Reel; Qty per Container: 5000
400 W Transient Voltage Suppressors 78 V SMA Bidirectional; Package: SMA; No of Pins: 2; Container: Tape and Reel; Qty per Container: 5000
400 W Transient Voltage Suppressors 8.0 V SMA Unidirectional; Package: SMA; No of Pins: 2; Container: Tape and Reel; Qty per Container: 5000
400 W Transient Voltage Suppressors 9.0 V SMA Unidirectional; Package: SMA; No of Pins: 2; Container: Tape and Reel; Qty per Container: 5000
600 W Transient Voltage Suppressor 11 V SMB Bidirectional; Package: SMB; No of Pins: 2; Container: Tape and Reel; Qty per Container: 2500
600 W Transient Voltage Suppressor 14 V SMB Unidirectional; Package: SMB; No of Pins: 2; Container: Tape and Reel; Qty per Container: 2500
SWITCH ROCKER SPST BLK 20A QC TE
600 W Transient Voltage Suppressor 17 V SMB Bidirectional; Package: SMB; No of Pins: 2; Container: Tape and Reel; Qty per Container: 2500
600 W Transient Voltage Suppressor 14 V SMB Bidirectional; Package: SMB; No of Pins: 2; Container: Tape and Reel; Qty per Container: 2500
Pushbutton Switch; Illumination:Non-Illuminated; Actuator Style:Round; Actuator Diameter:8.64mm; Circuitry:SPDT; Switch Operation:Off-(On); Switch Terminals:Quick Connect; Contact Current Max:16A
RESISTOR 82K OHM .25W CARB COMP
600 W Transient Voltage Suppressor 43 V SMB Unidirectional; Package: SMB; No of Pins: 2; Container: Tape and Reel; Qty per Container: 2500
600 W Transient Voltage Suppressor 36 V SMB Bidirectional; Package: SMB; No of Pins: 2; Container: Tape and Reel; Qty per Container: 2500
Computer Keyboard; No. of Keys:104; Color:Black
1500 W Transient Voltage Suppressor 68 V MOSORB Unidir; Package: Axial Lead MOSORB 9.52x5.21mm, 25.4x0.97mm Pkg, Lead len/dia; No of Pins: 2; Container: Tape and Reel; Qty per Container: 1500
1500 W Transient Voltage Suppressor 62 V MOSORB Unidir; Package: Axial Lead MOSORB 9.52x5.21mm, 25.4x0.97mm Pkg, Lead len/dia; No of Pins: 2; Container: Bulk; Qty per Container: 500
Silver Mica Capacitor; Capacitance:12pF; Capacitance Tolerance: /- 0.5pF; Series:CD10; Voltage Rating:500VDC; Capacitor Dielectric Material:Mica; Termination:Radial Leaded; Lead Pitch:3.6mm; Leaded Process Compatible:No RoHS Compliant: No
Silver Mica Capacitor; Capacitance:250pF; Capacitance Tolerance: 2%; Series:CD15; Voltage Rating:500VDC; Capacitor Dielectric Material:Mica; Termination:Radial Leaded; Lead Pitch:5.9mm; Leaded Process Compatible:Yes RoHS Compliant: Yes
Silver Mica Capacitor; Capacitance:820pF; Capacitance Tolerance: /- 2%; Series:CD15; Voltage Rating:300VDC; Capacitor Dielectric Material:Mica; Termination:Radial Leaded; Lead Pitch:5.9mm; Leaded Process Compatible:No RoHS Compliant: No
Silver Mica Capacitor; Capacitance:120pF; Capacitance Tolerance: 2%; Series:CD15; Voltage Rating:500VDC; Capacitor Dielectric Material:Mica; Termination:Radial Leaded; Lead Pitch:5.9mm; Leaded Process Compatible:Yes RoHS Compliant: Yes
Silver Mica Capacitor; Capacitance:1800pF; Capacitance Tolerance: /- 5%; Series:CD18; Voltage Rating:500VDC; Capacitor Dielectric Material:Mica; Termination:Radial Leaded; Lead Pitch:8.7mm; Leaded Process Compatible:No RoHS Compliant: No
Silver Mica Capacitor; Capacitance:47pF; Capacitance Tolerance: /- 2%; Series:CD10; Voltage Rating:500VDC; Capacitor Dielectric Material:Mica; Termination:Radial Leaded; Lead Pitch:3.6mm; Leaded Process Compatible:Yes RoHS Compliant: Yes
Silver Mica Capacitor; Capacitance:24pF; Capacitance Tolerance: /- 0.5pF; Series:CD10; Voltage Rating:500VDC; Capacitor Dielectric Material:Mica; Termination:Radial Leaded; Lead Pitch:3.6mm; Leaded Process Compatible:Yes RoHS Compliant: Yes
Silver Mica Capacitor; Capacitance:47pF; Capacitance Tolerance: /- 5%; Series:CD4; Voltage Rating:500VDC; Capacitor Dielectric Material:Mica; Termination:Radial Leaded; Lead Pitch:2.5mm; Leaded Process Compatible:Yes RoHS Compliant: Yes
Silver Mica Capacitor; Capacitance:300pF; Capacitance Tolerance: /- 2%; Series:CD19; Voltage Rating:500VDC; Capacitor Dielectric Material:Mica; Termination:Radial Leaded; Lead Pitch:8.7mm; Leaded Process Compatible:No RoHS Compliant: No
Aluminum Electrolytic Capacitor; Capacitor Type:Computer Grade; Voltage Rating:40VDC; Capacitor Dielectric Material:Aluminum Electrolytic; Operating Temperature Range:-40 C to  85 C; Capacitance:150000uF RoHS Compliant: Yes
Aluminum Electrolytic Capacitor; Capacitor Type:Computer Grade; Voltage Rating:100VDC; Capacitor Dielectric Material:Aluminum Electrolytic; Operating Temperature Range:-40 C to  85 C; Capacitance:15000uF RoHS Compliant: Yes
Aluminum Electrolytic Capacitor; Capacitor Type:Computer Grade; Voltage Rating:63VDC; Capacitor Dielectric Material:Aluminum Electrolytic; Operating Temperature Range:-40 C to  85 C; Capacitance:150000uF RoHS Compliant: Yes
CAP MICA 68PF 500V SMD
Silver Mica Capacitor; Capacitance:24pF; Capacitance Tolerance: 5%; Series:MIN; Voltage Rating:300VDC; Capacitor Dielectric Material:Mica; Package/Case:Surface Mount (SMD, SMT); Termination:SMD; Leaded Process Compatible:No RoHS Compliant: No
Silver Mica Capacitor; Capacitance:18pF; Capacitance Tolerance: /- 5%; Series:MIN; Voltage Rating:300VDC; Capacitor Dielectric Material:Mica; Package/Case:Surface Mount (SMD, SMT); Termination:SMD; Leaded Process Compatible:No RoHS Compliant: No
Solid Tantalum Capacitor; Capacitor Type:Solid; Voltage Rating:25VDC; Capacitor Dielectric Material:Tantalum; Capacitance:27uF; Capacitance Tolerance: 10%; Lead Pitch:6.35mm; Leaded Process Compatible:No RoHS Compliant: No
60mA Charge Pump Voltage Inverter with Fixed 50kHz Operation 5-SOT-23 -40 to 85
5 W Zener Regulator 17 V SUR40; Package: Surmetic 40, Axial Lead; Container: Tape and Reel; Qty per Container: 4000
5 W Zener Regulator 14 V SUR40; Package: Surmetic 40, Axial Lead; Container: Tape and Reel; Qty per Container: 4000
3A 200V Standard Recovery Rectifier; Package: Axial Lead 9.50x5.30mm, 25.4x1.20mm Pkg, Lead len/dia; No of Pins: 2; Container: Bulk; Qty per Container: 500
Relay Safety Cover; For Use With:Solid State Relays; Enclosure Material:Polycarbonate
IC,Normally-Open PC-Mount Solid-State Relay,1-CHANNEL,Module
3 W Zener Regulator 3.3 V SUR30; Package: Axial Lead 5.20x2.70mm, 25.4x0.71mm Pkg, Lead len/dia; No of Pins: 2; Container: Tape and Reel; Qty per Container: 6000
250-mA Adjustable (0.8V-3.3V) High-Efficiency Step-Down Charge Pump 10-MSOP -40 to 85
Solid-State Panel Mount Relay; Output Device:SCR; Output Voltage Max:280Vrms; Output Voltage Min:24Vrms; Control Voltage Max:3VDC; Control Voltage Min:32VDC; Load Current Max:25Arms; Switching:Zero Cross RoHS Compliant: Yes
FLOAT SWITCH, HORIZ; Current, contact max:0.5A; Material:Nylon; Temp, op. max:75(degree C); Temp, op. min:-20(degree C); Colour:Dull Black; Diameter, fixing hole:12.7mm; Length / Height, external:73mm; Power, AC:15VA; SG, liquid
POT 5.0K OHM 6MM CERMET VERT
POT 500K OHM 6MM CERMET VERT
PLUG, MICRO D, SOLDER, 15WAY; Connector type:D Sub, Miniature; Gender:Plug; Ways, No. of:15; Mating cycles, No. of:500; Termination method:Solder; Material, contact:Copper Alloy; Plating, contact:Gold; Material:Glass Reinforced RoHS Compliant: Yes
MICA CHIP CAPACITANCE=150 VOLT=4000
Silver Mica Capacitor; Capacitance:12pF; Capacitance Tolerance: /- 1%; Series:MIN; Voltage Rating:300VDC; Capacitor Dielectric Material:Mica; Package/Case:Surface Mount (SMD, SMT); Termination:SMD; Leaded Process Compatible:Yes RoHS Compliant: Yes
Wirewound Potentiometer; Series:M; Track Resistance:5kohm; Resistance Tolerance: /- 10%; Power Rating:4W; Operating Temperature Range:-55 C to  105 C; Resistor Element Material:Wirewound; Adjustment Type:Knob; No. of Turns:1 RoHS Compliant: Yes
MICA CHIP CAPACITANCE=15 VOLT=4000
RF/Microwave Capacitor; Capacitance:10pF; Capacitance Tolerance: 5%; Series:MIN; Voltage Rating:300VDC; Capacitor Dielectric Material:Mica; Termination:SMD; Working Voltage, DC:300V RoHS Compliant: Yes
1A 100V Fast-Recovery Rectifier; Package: Axial Lead 5.20x2.70mm, 25.4x0.71mm Pkg, Lead len/dia; No of Pins: 2; Container: Bulk; Qty per Container: 1000
1A 600V Standard Rectifier; Package: Axial Lead 5.20x2.70mm, 25.4x0.71mm Pkg, Lead len/dia; No of Pins: 2; Container: Bulk; Qty per Container: 1000
7 W Zener Regulator 4.3 V SUR40; Package: Surmetic 40, Axial Lead; Container: Tape and Reel; Qty per Container: 4000
Aluminum Electrolytic Capacitor; Capacitor Type:General Purpose; Voltage Rating:160VDC; Capacitor Dielectric Material:Aluminum Electrolytic; Operating Temperature Range:-40 C to  85 C; Capacitance:1500uF RoHS Compliant: Yes
High Voltage Transistor NPN; Package: TO-92 (TO-226) 5.33mm Body Height; No of Pins: 3; Container: Tape and Ammunition Box; Qty per Container: 2000
Bipolar Power C77 NPN 1A 350V; Package: TO-225; No of Pins: 3; Container: Bulk; Qty per Container: 500
Bipolar Power TO3 NPN 25A 60V; Package: TO-204 (TO-3); No of Pins: 2; Container: Tray; Qty per Container: 100
Bipolar Power TO3 PNP 25A 60V; Package: TO-204 (TO-3); No of Pins: 2; Container: Tray; Qty per Container: 100
Bipolar Power TO220 PNP 8A 100V; Package: TO-220 3 LEAD STANDARD; No of Pins: 3; Container: Rail; Qty per Container: 50
Programmable Unijunction Transistor; Package: TO-92 (TO-226) 5.33mm Body Height; No of Pins: 3; Container: Tape and Reel; Qty per Container: 2000
Bipolar Power TO220 PNP 8A 60V; Package: TO-220 3 LEAD STANDARD; No of Pins: 3; Container: Rail; Qty per Container: 50
Sensitive Gate Triacs; Package: TO-225; No of Pins: 3; Container: Tube; Qty per Container: 50
Plug-In Relay; Contacts:3PDT; Coil Voltage DC Max:24V; Relay Terminals:Solder Lug; Contact Rating:10A at 120VAC; Leaded Process Compatible:No; Mounting Type:Solder Lug; Peak Reflow Compatible (260 C):No; Switch Function:3PDT
Industrial HART-Protocol Modem; Package: LQFP32, 7x7; No of Pins: 32; Container: Tray; Qty per Container: 250
Wirewound Potentiometer; Series:M; Track Resistance:50kohm; Resistance Tolerance:10%; Power Rating:4W; Operating Temperature Range:-55 C to  C; Resistor Element Material:Wirewound; Adjustment Type:Knob; No. of Turns:1 RoHS Compliant: No
FLOAT SWITCH, CABLE, NC; Current, contact max:10A; Material:Polyethene, High Density; Temp, op. max:55(degree C); Temp, op. min:0(degree C); Approval Bodies:UL, VDE, CENELEC; Configuration, contact:NC; Current rating, inductive:4A;
1500 W Transient Voltage Suppressor 56 V MOSORB Unidir; Package: Axial Lead MOSORB 9.52x5.21mm, 25.4x0.97mm Pkg, Lead len/dia; No of Pins: 2; Container: Tape and Reel; Qty per Container: 1500
1500 W Transient Voltage Suppressor 56 V MOSORB Unidir; Package: Axial Lead MOSORB 9.52x5.21mm, 25.4x0.97mm Pkg, Lead len/dia; No of Pins: 2; Container: Bulk; Qty per Container: 500
Bipolar Power TO218 PNP 10A 100V; Package: SOT-93 (T0-218) 4 LEAD; No of Pins: 3; Container: Rail; Qty per Container: 30
TV 5C 5#16 SKT PLUG
STRAIN RELIEF, 64WAY; For use with:Female Connectors; Connector type:Strain Relief RoHS Compliant: Yes
Low-Voltage 1.8/2.5/3.3V 16-Bit Transceiver; Package: TSSOP-48 12.5x6.1x1.1 mm; No of Pins: 48; Container: Tape and Reel; Qty per Container: 2500
HOUSING, HAN6B BULKHEAD ; Material:Die-cast Light Alloy, Silver Hammer Finish; Colour:Powder Coated, RAL 7037 Grey; Approval Bodies:VDE, UL, CSA; Centres, fixing LxW:70x32; Diameter, fixing hole:4.4mm
CAP 15000UF 100V ELECT SCREW TRM
8A 45V Schottky Rectifier; Package: Axial Lead 9.50x5.30mm, 25.4x1.20mm Pkg, Lead len/dia; No of Pins: 2; Container: Bulk; Qty per Container: 500
Aluminum Electrolytic Capacitor; Capacitor Type:Computer Grade; Voltage Rating:75VDC; Capacitor Dielectric Material:Aluminum Electrolytic; Operating Temperature Range:-40 C to  85 C; Capacitance:15000uF RoHS Compliant: Yes
Han E heavy duty connector, female, 6 contact, 380 VAC operating voltage, glass filled thermoplastic body housing, socket, screw connecting termination
Crimp Connector
Aluminum Electrolytic Capacitor; Capacitor Type:Computer Grade; Voltage Rating:16VDC; Capacitor Dielectric Material:Aluminum Electrolytic; Operating Temperature Range:-40 C to  85 C; Capacitance:150000uF RoHS Compliant: Yes
Polarizing Pin; Peak Reflow Compatible (260 C):Yes RoHS Compliant: Yes
Aluminum Electrolytic Capacitor; Capacitor Type:Computer Grade; Voltage Rating:300VDC; Capacitor Dielectric Material:Aluminum Electrolytic; Operating Temperature Range:-40 C to  85 C; Capacitance:1800uF RoHS Compliant: Yes
INSERT, HAN8D FEMALE CRIMP
CAP 20000UF 50V ELECT SCREW TERM
Aluminum Electrolytic Capacitor; Capacitor Type:Computer Grade; Voltage Rating:50VDC; Capacitor Dielectric Material:Aluminum Electrolytic; Operating Temperature Range:-40 C to  85 C; Capacitance:25000uF RoHS Compliant: Yes
Aluminum Electrolytic Capacitor; Capacitor Type:Computer Grade; Voltage Rating:75VDC; Capacitor Dielectric Material:Aluminum Electrolytic; Operating Temperature Range:-40 C to  85 C; Capacitance:25000uF RoHS Compliant: Yes
Aluminum Electrolytic Capacitor; Capacitor Type:Computer Grade; Voltage Rating:40VDC; Capacitor Dielectric Material:Aluminum Electrolytic; Operating Temperature Range:-40 C to  C; Capacitance:25000uF RoHS Compliant: Yes
Stepper Motor Driver and Controller with I2C Bus, Micro-stepping Features and Stall Detection; Package: SOIC-20 Wide Body; No of Pins: 20; Container: Rail; Qty per Container: 38
D-Sub Acces. Hood, Top entry RoHS Compliant: Yes
INSERT, STAF 6 SOLDER FEMALE ; Ways, No. of:6; Current rating:10A; Series:HAN; Size range:3A; Voltage rating, AC:25V
INSERT, STAF 20 SOLDER MALE ; Ways, No. of:20; Current rating:10A; Series:HAN; Size range:16A; Voltage rating, AC:25V
Extraction Tool for R15 Series, Crimp Tool Insertion Tool
HOOD, 6B TOP ENTRY M20 LC ; Material:Metal; Colour:Powder Coated, RAL 7037 Grey; Length:73mm; Series:HAN; Voltage, working:250V; Width, external:43mm
3 W Zener Regulator 9.1 V SMB; Package: SMB; No of Pins: 2; Container: Tape and Reel; Qty per Container: 2500
IC,Normally-Open PC-Mount Solid-State Relay,1-CHANNEL,M:ML037MW015
1500 W Transient Voltage Suppressor 12 V MOSORB Unidir; Package: Axial Lead MOSORB 9.52x5.21mm, 25.4x0.97mm Pkg, Lead len/dia; No of Pins: 2; Container: Tape and Reel; Qty per Container: 1500
RS232 TAP FF-M
CONNECTOR RJ-45, WITH MAGNETICS AND LEDS
BS Datamate L-Tek SIL Female Vertical 1.3mm PC Tail Connector, gold clip   tin/lead shell, 7-way
BS Datamate L-Tek SIL Female Vertical 3mm PC Tail Connector, gold clip   tin/lead shell, 7-way
General Purpose Transistor NPN; Package: TO-92 (TO-226) 5.33mm Body Height; No of Pins: 3; Container: Tape and Reel; Qty per Container: 5000
Flash 2Mb PROM (ST Micro)
Flash 4Mb PROM (ST Micro)
BS Datamate L-Tek SIL Female Vertical 1.3mm PC Tail Connector, gold clip   tin/lead shell, 3-way
BS Datamate L-Tek SIL Female Vertical 1.3mm PC Tail Connector, gold clip   tin/lead shell, 5-way
BS Datamate L-Tek SIL Female Vertical 1.3mm PC Tail Connector, gold clip   tin/lead shell, 2-way
BS Datamate L-Tek SIL Female Vertical 1.3mm PC Tail Connector, gold clip   tin/lead shell, 17-way
Switching Diode SOT23 70V ; Package: SOT-23 (TO-236) 3 LEAD; No of Pins: 3; Container: Tape and Reel; Qty per Container: 3000
Switching Diode SOT23 75V ; Package: SOT-23 (TO-236) 3 LEAD; No of Pins: 3; Container: Tape and Reel; Qty per Container: 3000
Switching Diode SOT23 120V; Package: SOT-23 (TO-236) 3 LEAD; No of Pins: 3; Container: Tape and Reel; Qty per Container: 3000
Switching Diode SOT23 120V ; Package: SOT-23 (TO-236) 3 LEAD; No of Pins: 3; Container: Tape and Reel; Qty per Container: 10000
Switching Diode (dual, series) SOT23 250V ; Package: SOT-23 (TO-236) 3 LEAD; No of Pins: 3; Container: Tape and Reel; Qty per Container: 3000
Schottky Diode (dual, series) SOT23 40V; Package: SOT-23 (TO-236) 3 LEAD; No of Pins: 3; Container: Tape and Reel; Qty per Container: 3000
Han A 16 Pos. M Insert Crimp RoHS Compliant: NA
Staf 20 Pos. M Insert Screw RoHS Compliant: NA
DB9 TAP FF-M
RS232 TAP MF-M
RS232 TAP MM-M
Switching Diode SOT23 75V ; Package: SOT-23 (TO-236) 3 LEAD; No of Pins: 3; Container: Tape and Reel; Qty per Container: 10000
BS Datamate L-Tek SIL Female Vertical 3mm PC Tail Connector, gold clip   tin/lead shell, 2-way
5 W Zener Regulator 15 V SUR40; Package: Surmetic 40, Axial Lead; Container: Tape and Reel; Qty per Container: 4000
Small Signal MOSFET 200mA, 60 v, N-Channel TO-92; Package: TO-92 (TO-226) 5.33mm Body Height; No of Pins: 3; Container: Tape and Ammunition Box; Qty per Container: 2000
General Purpose Transistor PNP; Package: SOT-23 (TO-236) 3 LEAD; No of Pins: 3; Container: Tape and Reel; Qty per Container: 3000
Switching Diode (dual, common anode) SC70 70V ; Package: SC-70 (SOT-323) 3 LEAD; No of Pins: 3; Container: Tape and Reel; Qty per Container: 3000
General Purpose Transistor Dual Complementary; Package: SC-88/SC70-6/SOT-363 6 LEAD; No of Pins: 6; Container: Tape and Reel; Qty per Container: 3000
General Purpose Transistor Dual NPN; Package: SC-88/SC70-6/SOT-363 6 LEAD; No of Pins: 6; Container: Tape and Reel; Qty per Container: 3000
D-Sub Molded Cable Assembly; Connector Type A:DB15 Male; Connector Type B:DB15 Female; Cable Length:10ft; Color:Chrome; Contact Material:Copper; Leaded Process Compatible:No; No. Strands x Strand Size:7 x 32; No. of Contacts:15 RoHS Compliant: Yes
RECTIFIER DIODES,COMMON CATHODE,400V V(RRM),M:HL048HD5.1
5 W Zener Regulator 28 V SUR40; Package: Surmetic 40, Axial Lead; Container: Bulk; Qty per Container: 1000
3.2 W Zener Regulator 6.2 V Powermite®; Package: POWERMITE; No of Pins: 2; Container: Tape and Reel; Qty per Container: 3000
5 W Zener Regulator 33 V SUR40; Package: Surmetic 40, Axial Lead; Container: Tape and Reel; Qty per Container: 4000
600 W Transient Voltage Suppressor 70 V SMB Unidirectional; Package: SMB; No of Pins: 2; Container: Tape and Reel; Qty per Container: 2500
CONNECTOR 110 WAY SHIELEDE AMP 352152-1
CAN High-Speed Transceiver; Package: SOIC-8; No of Pins: 8; Container: Tape and Reel; Qty per Container: _
Octal High Side Driver with Protection; Package: SOIC-28 Wide Body; No of Pins: 28; Container: Rail; Qty per Container: 26
Aluminum Electrolytic Capacitor; Capacitor Type:Computer Grade; Voltage Rating:150VDC; Capacitor Dielectric Material:Aluminum Electrolytic; Operating Temperature Range:-40 C to  85 C; Capacitance:7300uF RoHS Compliant: Yes
Aluminum Electrolytic Capacitor; Capacitor Type:Computer Grade; Voltage Rating:150VDC; Capacitor Dielectric Material:Aluminum Electrolytic; Operating Temperature Range:-40 C to  C; Capacitance:7300uF RoHS Compliant: Yes
Fault Tolerant CAN Transceiver; Package: SOIC 14 LEAD; No of Pins: 14; Container: Tape and Reel; Qty per Container: 3000
Cable gland metal; For Use With:For Standard Hoods and Housings; Cable Bundle Diameter Max:18mm; Cable Bundle Diameter Min:13mm; Series:Heavy-Duty Han; Size/Dimensions:40 mm
M3.5 Threaded Hexagonal Brass Spacer, 5.5mm A/F, 4mm body length, Nickel finish
1.5 W Zener Regulator 47 V SMA; Package: SMA; No of Pins: 2; Container: Tape and Reel; Qty per Container: 5000
3 W Zener Regulator 6.8 V SMB; Package: SMB; No of Pins: 2; Container: Tape and Reel; Qty per Container: 2500
3 W Zener Regulator 24 V SMB; Package: SMB; No of Pins: 2; Container: Tape and Reel; Qty per Container: 2500
600 W Transient Voltage Suppressor 8.0 V SMB Unidirectional; Package: SMB; No of Pins: 2; Container: Tape and Reel; Qty per Container: 2500
600 W Transient Voltage Suppressor 7.5 V SMB Unidirectional; Package: SMB; No of Pins: 2; Container: Tape and Reel; Qty per Container: 2500
1500 W Transient Voltage Suppressor 10 V MOSORB Unidir; Package: Axial Lead MOSORB 9.52x5.21mm, 25.4x0.97mm Pkg, Lead len/dia; No of Pins: 2; Container: Tape and Reel; Qty per Container: 1500
1500 W Transient Voltage Suppressor 11 V MOSORB Unidir; Package: Axial Lead MOSORB 9.52x5.21mm, 25.4x0.97mm Pkg, Lead len/dia; No of Pins: 2; Container: Tape and Reel; Qty per Container: 1500
Han 16B-gg2-M25 RoHS Compliant: NA
1500 W Transient Voltage Suppressor 15 V MOSORB Unidir; Package: Axial Lead MOSORB 9.52x5.21mm, 25.4x0.97mm Pkg, Lead len/dia; No of Pins: 2; Container: Bulk; Qty per Container: 500
1500 W Transient Voltage Suppressor 13 V MOSORB Unidir; Package: Axial Lead MOSORB 9.52x5.21mm, 25.4x0.97mm Pkg, Lead len/dia; No of Pins: 2; Container: Tape and Reel; Qty per Container: 1500
600 W Transient Voltage Suppressor 45 V SMB Bidirectional; Package: SMB; No of Pins: 2; Container: Tape and Reel; Qty per Container: 2500
System ACE CF Controller
Bipolar Power C77 NPN 3A 60V; Package: TO-225; No of Pins: 3; Container: Bulk; Qty per Container: 500
Small Signal MOSFET 60 V, 115 mA, N-Channel SOT-23; Package: SOT-23 (TO-236) 3 LEAD; No of Pins: 3; Container: Tape and Reel; Qty per Container: 3000
Circular Connector; MIL SPEC:MIL-C-26482, Series I; Body Material:Aluminum Alloy; Series:MS3120; Number of Contacts:6; Connector Shell Size:10; Connecting Termination:Crimp; Circular Shell Style:Wall Mount Receptacle
1mm Insulated Shorting Plug, gold, 6.35mm pitch, Black
BOX EXTRUD ALUM 6.30X4.06X1.20,1
600 W Transient Voltage Suppressor 6.0 V SMB Unidirectional; Package: SMB; No of Pins: 2; Container: Tape and Reel; Qty per Container: 2500
Small Signal MOSFET 60 V, 115 mA, N-Channel SOT-23; Package: SOT-23 (TO-236) 3 LEAD; No of Pins: 3; Container: Tape and Reel; Qty per Container: 10000
Switching Diode (dual, isolated) SOT563 75V; Package: SOT563, 6 LEAD; No of Pins: 6; Container: Tape and Reel; Qty per Container: 4000
PT 6C 6#20 PIN PLUG
CAPACITOR 330UF, 6.3V C7343
3 W Zener Regulator 5.6 V SMB; Package: SMB; No of Pins: 2; Container: Tape and Reel; Qty per Container: 2500
GPIB Molded Cable Assembly; Connector Type A:GPIB24 Male (1)/Female (1); Connector Type B:GPIB24 Male (1)/Female (1); Cable Length:6.6ft; Color:Gull Gray; Contact Material:Copper; Leaded Process Compatible:Yes; Voltage Rating:300V RoHS Compliant: Yes
General Purpose Transistor Dual PNP; Package: SC-88/SC70-6/SOT-363 6 LEAD; No of Pins: 6; Container: Tape and Reel; Qty per Container: 10000
General Purpose Transistor Dual PNP; Package: SC-88/SC70-6/SOT-363 6 LEAD; No of Pins: 6; Container: Tape and Reel; Qty per Container: 3000
Tactile Switch; Operating Force Max:3N; Circuitry:SPST; Actuator Style:Button; Contact Current Max:20mA; Leaded Process Compatible:Yes; Mounting Type:PCB; Size/Dimensions:4.15 x 7.6 mm; Switch Function:SPST
600 W Transient Voltage Suppressor 6.5 V SMB Unidirectional; Package: SMB; No of Pins: 2; Container: Tape and Reel; Qty per Container: 2500
3 W Zener Regulator 62 V SMB; Package: SMB; No of Pins: 2; Container: Tape and Reel; Qty per Container: 2500
5 W Zener Regulator 62 V SUR40; Package: Surmetic 40, Axial Lead; Container: Tape and Reel; Qty per Container: 4000
5 W Zener Regulator 68 V SUR40; Package: Surmetic 40, Axial Lead; Container: Tape and Reel; Qty per Container: 4000
5 W Zener Regulator 91 V SUR40; Package: Surmetic 40, Axial Lead; Container: Tape and Reel; Qty per Container: 4000
1.27mm Pitch DIL Vertical SMT Socket Assembly, 3.55mm high, gold, 37 37-way
1.27mm Pitch DIL Vertical SMT Socket Assembly, 3.55mm high, gold, 36 36-way
5 W Zener Regulator 100 V SUR40; Package: Surmetic 40, Axial Lead; Container: Bulk; Qty per Container: 1000
5 W Zener Regulator 200 V SUR40; Package: Surmetic 40, Axial Lead; Container: Bulk; Qty per Container: 1000
5 W Zener Regulator 190 V SUR40; Package: Surmetic 40, Axial Lead; Container: Tape and Reel; Qty per Container: 4000
5 W Zener Regulator 180 V SUR40; Package: Surmetic 40, Axial Lead; Container: Tape and Reel; Qty per Container: 4000
5 W Zener Regulator 120 V SUR40; Package: Surmetic 40, Axial Lead; Container: Bulk; Qty per Container: 1000
Bipolar Power T03 NPN 40A 250V; Package: TO-204 (TO-3); No of Pins: 2; Container: Tray; Qty per Container: 100
Silicon Controlled Rectifier 0.8A 30V; Package: TO-92 (TO-226) 5.33mm Body Height; No of Pins: 3; Container: Bulk; Qty per Container: 5000
Thyristor 0.8A 50V; Package: TO-92 (TO-226) 5.33mm Body Height; No of Pins: 3; Container: Tape and Reel; Qty per Container: 2000
One Watt High Current PNP Transistor; Package: TO-92 (TO-226) 7.87mm Body Height 1Watt; No of Pins: 3; Container: Tape and Reel; Qty per Container: 2000
5 W Zener Regulator 160 V SUR40; Package: Surmetic 40, Axial Lead; Container: Bulk; Qty per Container: 1000
5 W Zener Regulator 150 V SUR40; Package: Surmetic 40, Axial Lead; Container: Tape and Reel; Qty per Container: 4000
Bipolar Power TO3 NPN 40A 200V; Package: TO-204 (TO-3); No of Pins: 2; Container: Tray; Qty per Container: 100
Bipolar Power T03 NPN 40A 200V; Package: TO-204 (TO-3); No of Pins: 2; Container: Tray; Qty per Container: 100
Coaxial Cable; Coaxial RG/U Type:6; Impedance:75ohm; Conductor Size AWG:18; No. Strands x Strand Size:Solid; Jacket Material:Polyvinylchloride (PVC); Capacitance:16.2pF; Conductor Material:Steel; Conductor Plating:Copper RoHS Compliant: Yes
Coaxial Cable w/Static Ground; Coaxial RG/U Type:6; Impedance:75ohm; Conductor Size AWG:18; No. Strands x Strand Size:Solid; Jacket Material:Polyethylene; Capacitance:16.2pF; Conductor Material:Steel; Conductor Plating:Copper RoHS Compliant: Yes
3A 50V Standard Recovery Rectifier; Package: Axial Lead 9.50x5.30mm, 25.4x1.20mm Pkg, Lead len/dia; No of Pins: 2; Container: Tape and Reel; Qty per Container: 1200
TV 18C 18#20 PIN PLUG RECP
TV 15C 14#20 1#16 PIN PLUG REC
TV 5C 5#16 PIN PLUG RECP
High Current Transistor PNP; Package: SOT-223 (TO-261) 4 LEAD; No of Pins: 4; Container: Tape and Reel; Qty per Container: 1000
TV 4C 4#12 SKT PLUG
3A 100V Standard Recovery Rectifier; Package: Axial Lead 9.50x5.30mm, 25.4x1.20mm Pkg, Lead len/dia; No of Pins: 2; Container: Tape and Reel; Qty per Container: 1200
TV 15C 14#20 1#16 SKT PLUG REC
TV 10C 10#20 SKT PLUG RECP
FLOAT SWITCH, EXTENDED DROPFLOAT SWITCH, EXTENDED DROP; Current, contact max:0.6A; Material:PPS; Temp, op. max:120(degree C); Temp, op. min:-10(degree C); Colour:Grey; Configuration, contact:NC; Current, switching AC max:0.6A; Length
FLOAT SWITCH, DUAL PSNFLOAT SWITCH, DUAL PSN; Current, contact max:0.6A; Material:PPS; Temp, op. max:85(degree C); Temp, op. min:-10(degree C); Colour:Grey; Current, switching AC max:0.6A; Length / Height, external:127mm; SG, liquid
1.27mm Pitch DIL Vertical SMT Pin Header, single polarised, gold, 31 31-way
Keyboard Molded Cable Assembly; Connector Type A:Modular Plug; Connector Type B:Modular Plug; Cable Length:1.25ft; Color:Black; Contact Material:Copper; Leaded Process Compatible:Yes; No. Strands x Strand Size:19 x 38 RoHS Compliant: Yes
D-Sub Molded Cable Assembly; Connector Type A:DB25 Male; Connector Type B:DB25 Male; Cable Length:5ft; Color:Chrome; Contact Material:Copper; Leaded Process Compatible:No; No. Strands x Strand Size:7 x 32; No. of Contacts:25 RoHS Compliant: Yes
D-Sub Molded Cable Assembly; Connector Type A:DB25 Male; Connector Type B:DB25 Female; Cable Length:25ft; Approval Bodies:UL; Approval Categories:UL Style 2464 (300V 80 deg C -- cable only); Color:Red RoHS Compliant: Yes
; Connector Type A:DB25 Male; Connector Type B:DB25 Female; Cable Length:10ft; Approval Bodies:UL; Approval Categories:UL Style 2464 (300V 80 deg C -- cable only); Color:Chrome RoHS Compliant: Yes
; Connector Type A:DB25 Male; Connector Type B:DB25 Female; Cable Length:5ft; Approval Bodies:UL; Approval Categories:UL Style 2464 (300V 80 deg C -- cable only); Color:Chrome RoHS Compliant: Yes
Shielded GPIB-to-GPIB Cable Assembly; Connector Type A:GPIB; Connector Type B:GPIB; Cable Length:6.6ft; Body Material:PVC; Color:Gray; Features:; For Use With:Electronic equipment that is IEEE-488 Compatible RoHS Compliant: Yes
; Connector Type A:DB15 Male; Connector Type B:DB15 Female; Cable Length:5ft; Approval Bodies:UL; Approval Categories:UL Style 2464 (300V 80 deg C -- cable only); Color:Chrome; Leaded Process Compatible:No RoHS Compliant: Yes
Swage and Force Fit threaded and clear hole standoffs supplied in Nickel Plated Brass Available in Round and Hex Configurations
CONN PLUG 7POS 2.54MM VERT TIN
DIODE ZENER SINGLE 150mW 9.1Vz 20mA-Izt 0.05 3uA-Ir 7 SOT-523 3K/REEL
Tactile Switch; Operating Force Max:3N; Circuitry:SPST; Actuator Style:Button; Contact Current Max:20mA; Mounting Type:PCB; Size/Dimensions:4.15 x 7.6 mm; Switch Function:SPST
Bipolar Power  T0220 NPN 8A 100V; Package: TO-220 3 LEAD STANDARD; No of Pins: 3; Container: Rail; Qty per Container: 50
RELAY REED SIP SPDT-CO 24V
High Voltage Transistor NPN; Package: TO-92 (TO-226) 5.33mm Body Height; No of Pins: 3; Container: Bulk; Qty per Container: 5000
Small Signal MOSFET 250 mAmps, 200 Volts; Package: TO-92 (TO-226) 5.33mm Body Height; No of Pins: 3; Container: Tape and Ammunition Box; Qty per Container: 2000
GIGATRUE 550 CAT6 MOLDED COMPONENT, YELLOW 14FT
RS232 TAP FF-F
GIGATRUE 550 CAT6 MOLDED COMPONENT, BEIGE 6FT
Triac; Thyristor Type:Logic Level; Peak Repetitive Off-State Voltage, Vdrm:800V; On State RMS Current, IT(rms):6A; Gate Trigger Current (QI), Igt:10mA; Current, It av:6A; Gate Trigger Current Max, Igt:10mA RoHS Compliant: Yes
CAT5E PATCH CORD 100MHZ  4 FOOT PINK
GIGATRUE 550 CAT6 MOLDED COMPONENT, PURPLE 6FT
GIGATRUE 550 CAT6 MOLDED COMPONENT, PURPLE 10FT
GIGATRUE 550 CAT6 MOLDED COMPONENT, PURPLE 20FT
Small Signal MOSFET 500 mAmps, 60 Volts; Package: TO-92 (TO-226) 5.33mm Body Height; No of Pins: 3; Container: Tape and Ammunition Box; Qty per Container: 2000
Hook-Up Wire; Conductor Size AWG:16; No. Strands x Strand Size:19 x 29; Jacket Color:Purple; Approval Bodies:UL; Approval Categories:UL AWM Style 1180; Passes VW-1 Flame Test; Cable/Wire MIL SPEC:MIL-W-16878/5 Type EE RoHS Compliant: Yes
Circular Connector; MIL SPEC:MIL-C-26482, Series I, Solder; Body Material:Metal; Series:PC C-26482 Series I; No. of Contacts:6; Connector Shell Size:10; Connecting Termination:Solder; Circular Shell Style:Straight Plug
Multiconductor Paired Networking & Broadcast Cable; Number of Conductors:8; Conductor Size AWG:23; No. Strands x Strand Size:Solid; Jacket Material:Polyvinylchloride (PVC); Number of Pairs:4; Conductor Material:Copper RoHS Compliant: Yes
TV 4C 4#12 PIN PLUG
Power MOSFET 50 V, 130 mA, P-Channel SOT-23; Package: SOT-23 (TO-236) 3 LEAD; No of Pins: 3; Container: Tape and Reel; Qty per Container: 3000
Small Signal MOSFET 500 mAmps, 60 Volts; Package: TO-92 (TO-226) 5.33mm Body Height; No of Pins: 3; Container: Tape and Reel; Qty per Container: 2000
Triac; Thyristor Type:Logic Level; Peak Repetitive Off-State Voltage, Vdrm:600V; On State RMS Current, IT(rms):6A; Gate Trigger Current (QI), Igt:10mA; Current, It av:6A; Gate Trigger Current Max, Igt:10mA RoHS Compliant: Yes
Circular Connector; MIL SPEC:MIL-C-26482, Series I, Solder; Body Material:Aluminum; Series:PC02; No. of Contacts:4; Connector Shell Size:8; Connecting Termination:Solder; Circular Shell Style:Box Mount Receptacle
PTSE 8C 8#20 PIN RECP
Circular Connector; Body Material:Aluminum; Series:PT07; No. of Contacts:18; Connector Shell Size:14; Connecting Termination:Crimp; Circular Shell Style:Jam Nut Receptacle; Circular Contact Gender:Pin; Insert Arrangement:14-18
Circular Connector; Body Material:Aluminum; Series:PT00; No. of Contacts:7; Connector Shell Size:22; Connecting Termination:Crimp; Circular Shell Style:Wall Mount Receptacle; Circular Contact Gender:Pin; Insert Arrangement:22-96
Circular Connector; MIL SPEC:MIL-C-26482, Series I, Solder; Body Material:Metal; Series:PC C-26482 Series I; Number of Contacts:2; Connector Shell Size:8; Connecting Termination:Solder; Circular Shell Style:Box Mount Receptacle
Power MOSFET 170 mA, 100 V N-Channel SOT-23; Package: SOT-23 (TO-236) 3 LEAD; No of Pins: 3; Container: Tape and Reel; Qty per Container: 3000
GIGATRUE 550 CAT6 MOLDED COMPONENT, BEIGE 10FT
HOOD DB9 PLASTIC         50 PACK
Circular Connector; Body Material:Aluminum; Series:PT00; No. of Contacts:51; Connector Shell Size:24; Connecting Termination:Crimp; Circular Shell Style:Wall Mount Receptacle; Circular Contact Gender:Socket; Insert Arrangement:24-51
INTELLIGENT PRINTER SWTCH
Power MOSFET 170 mA, 100 V N-Channel SOT-23; Package: SOT-23 (TO-236) 3 LEAD; No of Pins: 3; Container: Tape and Reel; Qty per Container: 10000
Circular Connector; MIL SPEC:MIL-C-26482, Series I; Body Material:Aluminum Alloy; Series:MS3120; No. of Contacts:6; Connector Shell Size:10; Connecting Termination:Crimp; Circular Shell Style:Wall Mount Receptacle RoHS Compliant: No
FLOAT SWITCH, HORIZ; Current, contact max:2A; Material:Nylon; Temp, op. max:75(degree C); Temp, op. min:-20(degree C); Approval Bodies:WBAS; Colour:Dull Black; Diameter, fixing hole:12.7mm; Length / Height, external:73mm; Power,
71-243264-19S
FLOAT SWITCH, HORIZONTALFLOAT SWITCH, HORIZONTAL; Current, contact max:0.5A; Material:Polypropylene; Temp, op. max:100(degree C); Temp, op. min:-20(degree C); Colour:Opaque; Diameter, fixing hole:16.5mm; Length / Height,
Film Capacitor; Capacitance Tolerance: 10%; Leaded Process Compatible:Yes; Peak Reflow Compatible (260 C):No; Series:FCN RoHS Compliant: Yes
D/A Converter (D-A) IC; Resolution (Bits):24; Update Rate:192kSPS; No. of DACs:6; Data Interface:Serial; Package/Case:28-TSSOP; Leaded Process Compatible:No; No. of Bits:24; Operating Temp. Max:85 C; Operating Temp. Min:-40 C RoHS Compliant: Yes
Circular Connector; MIL SPEC:MIL-C-26482, Series I, Solder; Body Material:Metal; Series:PC C-26482 Series I; Number of Contacts:3; Connector Shell Size:8; Connecting Termination:Solder; Circular Shell Style:Box Mount Receptacle
CAPACITOR, CASE E 470UF 10VCAPACITOR, CASE E 470UF 10V; Capacitance:470uF; Voltage rating, DC:10V; Capacitor dielectric type:Tantalum Electrolytic; Series:B45197A; Tolerance,  :10%; Tolerance, -:10%; Temp, op. min:-55(degree C);
FLOAT SWITCH, HORIZ; Current, contact max:0.6A; Material:PPS; Temp, op. max:120(degree C); Temp, op. min:-10(degree C); Approval Bodies:UL, WCA; Colour:Grey; Diameter, fixing hole:16.5mm; Length / Height, external:102mm; Length,
1500 W Transient Voltage Suppressor 16 V MOSORB Unidir; Package: Axial Lead MOSORB 9.52x5.21mm, 25.4x0.97mm Pkg, Lead len/dia; No of Pins: 2; Container: Tape and Reel; Qty per Container: 1500
Low Power RF Transceiver, 350-448 MHz, CDR; Package: SSOP 14 (5.3 Body); No of Pins: 14; Container: Tape and Reel; Qty per Container: 2000
Dual Operational Transconductance Amplifier; Package: SOIC 16 LEAD; No of Pins: 16; Container: Tape and Reel; Qty per Container: 2500
1500 W Transient Voltage Suppressor 27 V MOSORB Unidir; Package: Axial Lead MOSORB 9.52x5.21mm, 25.4x0.97mm Pkg, Lead len/dia; No of Pins: 2; Container: Bulk; Qty per Container: 500
Switching Diode SOD323 75V; Package: SOD-323 2 LEAD; No of Pins: 2; Container: Tape and Reel; Qty per Container: 3000
RS232 TAP MM-F
1500 W Transient Voltage Suppressor 36 V MOSORB Unidir; Package: Axial Lead MOSORB 9.52x5.21mm, 25.4x0.97mm Pkg, Lead len/dia; No of Pins: 2; Container: Tape and Reel; Qty per Container: 1500
2.54mm Pitch Extended IC Socket Strip, gold clip   tin shell, 32-way
5 W Zener Regulator 36 V SUR40; Package: Surmetic 40, Axial Lead; Container: Bulk; Qty per Container: 1000
Switching Diode SOT23 200V ; Package: SOT-23 (TO-236) 3 LEAD; No of Pins: 3; Container: Tape and Reel; Qty per Container: 3000
Switching Diode SOD323 250V ; Package: SOD-323 2 LEAD; No of Pins: 2; Container: Tape and Reel; Qty per Container: 3000
Switching Diode (dual, isolated) SC88A  250V ; Package: SC-88A, SOT-353, SC-70 5 LEAD; No of Pins: 5; Container: Tape and Reel; Qty per Container: 3000
BOX ABS BLACK 1.97X1.97X0.59,1
1500 W Transient Voltage Suppressor 33 V MOSORB Unidir; Package: Axial Lead MOSORB 9.52x5.21mm, 25.4x0.97mm Pkg, Lead len/dia; No of Pins: 2; Container: Bulk; Qty per Container: 500
1.5 W Zener Regulator 33 V SMA; Package: SMA; No of Pins: 2; Container: Tape and Reel; Qty per Container: 5000
MICA CHIP CAPACITANCE=33 VOLT=4000
3 W Zener Regulator 33 V SUR30; Package: Axial Lead 5.20x2.70mm, 25.4x0.71mm Pkg, Lead len/dia; No of Pins: 2; Container: Tape and Reel; Qty per Container: 6000
400 W Transient Voltage Suppressors 33 V SMA Bidirectional; Package: SMA; No of Pins: 2; Container: Tape and Reel; Qty per Container: 5000
600 W Transient Voltage Suppressor 33 V SMB Unidirectional; Package: SMB; No of Pins: 2; Container: Tape and Reel; Qty per Container: 2500
Zener Diode 225 mW 16 V ±2%SOT-23; Package: SOT-23 (TO-236) 3 LEAD; No of Pins: 3; Container: Tape and Reel; Qty per Container: 3000
Schottky Diode (dual, common anode) SOT23 30V; Package: SOT-23 (TO-236) 3 LEAD; No of Pins: 3; Container: Tape and Reel; Qty per Container: 3000
Schottky Diode SOT23 70V; Package: SOT-23 (TO-236) 3 LEAD; No of Pins: 3; Container: Tape and Reel; Qty per Container: 3000
1500 W Transient Voltage Suppressor 75 V MOSORB Unidir; Package: Axial Lead MOSORB 9.52x5.21mm, 25.4x0.97mm Pkg, Lead len/dia; No of Pins: 2; Container: Tape and Reel; Qty per Container: 1500
1500 W Transient Voltage Suppressor 75 V MOSORB Unidir; Package: Axial Lead MOSORB 9.52x5.21mm, 25.4x0.97mm Pkg, Lead len/dia; No of Pins: 2; Container: Bulk; Qty per Container: 500
1500 W Transient Voltage Suppressor 8.2 V MOSORB Unidir; Package: Axial Lead MOSORB 9.52x5.21mm, 25.4x0.97mm Pkg, Lead len/dia; No of Pins: 2; Container: Bulk; Qty per Container: 500
Lt grey 16" USB kbd w/ Touchp., US 104 layout. MX switches, 22 prog. keys.
1500 W Transient Voltage Suppressor 6.8 V MOSORB Unidir; Package: Axial Lead MOSORB 9.52x5.21mm, 25.4x0.97mm Pkg, Lead len/dia; No of Pins: 2; Container: Tape and Reel; Qty per Container: 1500
1mm Insulated Shorting Plug, gold, 10.16mm pitch, Black
Schottky Diode SOT23 40V; Package: SOT-23 (TO-236) 3 LEAD; No of Pins: 3; Container: Tape and Reel; Qty per Container: 3000
; Impedance:50ohm; Conductor Size AWG:5.5; No. Strands x Strand Size:Solid; Jacket Material:Polyvinylchloride (PVC); Capacitance:24.6pF/ft; Leaded Process Compatible:No; Outer Diameter:0.59"; Peak Reflow Compatible (260 C):No RoHS Compliant: Yes
Silver Mica Capacitor; Capacitance:82pF; Capacitance Tolerance: /- 5%; Series:CD17; Voltage Rating:500VDC; Capacitor Dielectric Material:Mica; Termination:Radial Leaded; Lead Pitch:5.9mm; Leaded Process Compatible:No RoHS Compliant: No
Silver Mica Capacitor; Capacitance:4700pF; Capacitance Tolerance: /- 5%; Series:CD18; Voltage Rating:500VDC; Capacitor Dielectric Material:Mica; Termination:Radial Leaded; Lead Pitch:8.7mm; Leaded Process Compatible:No RoHS Compliant: No
Circular Connector; No. of Contacts:19; Series:; Body Material:Aluminum Alloy; Connecting Termination:Solder; Connector Shell Size:22; Circular Contact Gender:Pin; Circular Shell Style:Right Angle Plug; Insert Arrangement:22-14 RoHS Compliant: No
D/A Converter (D-A) IC; Resolution (Bits):24; Update Rate:192kSPS; No. of DACs:2; Data Interface:Serial, SPI; Package/Case:28-SOIC; Interface Type:Serial; Leaded Process Compatible:No; No. of Bits:24 RoHS Compliant: No
D/A Converter (D-A) IC; Package/Case:8-SOIC; Interface Type:Serial; Leaded Process Compatible:No; No. of Bits:18; Peak Reflow Compatible (260 C):No; Mounting Type:Surface Mount RoHS Compliant: No
D-Subminiature Connector; Gender:Female; No. of Contacts:25; Contact Termination:Wire; D Sub Shell Size:DB25; Body Material:Thermoplastic; Leaded Process Compatible:No; Mounting Type:Low Profile Jackscrew RoHS Compliant: No
1500 W Transient Voltage Suppressor 16 V SMC Unidir; Package: SMC; No of Pins: 2; Container: Tape and Reel; Qty per Container: 2500
DIODE ZENER DUAL ISOLATED 200mW 10Vz 20mA-Izt 0.05 3uA-Ir 8 SOT-363 3K/REEL
POT 500 OHM 6MM CERMET HORZ
DIODE ZENER SINGLE 150mW 10Vz 20mA-Izt 0.05 3uA-Ir 8 SOT-523 3K/REEL
DIODE ZENER SINGLE 350mW 10Vz 20mA-Izt 0.05 3uA-Ir 8 SOT-23 3K/REEL
DIODE ZENER SINGLE 350mW 9.1Vz 20mA-Izt 0.05 3uA-Ir 7 SOT-23 3K/REEL
DIODE ZENER 200MW 8.7V SOT323
DIODE ZENER DUAL ISOLATED 200mW 9.1Vz 20mA-Izt 0.05 3uA-Ir 7 SOT-363 3K/REEL
DIODE ZENER TRIPLE ISOLATED 200mW 9.1Vz 20mA-Izt 0.05 3uA-Ir 7 SOT-363 3K/REEL
1500 W Transient Voltage Suppressor 22 V SMC Unidir; Package: SMC; No of Pins: 2; Container: Tape and Reel; Qty per Container: 2500
RES ARRAY 18 OHM 8 TERM 4RES SMD
POT 50K OHM 6MM CERMET VERT
Bipolar Power TO220 NPN 7A 70V; Package: TO-220 3 LEAD STANDARD; No of Pins: 3; Container: Rail; Qty per Container: 50 军事的DC - DC电源
Triac; Thyristor Type:Snubberless; Peak Repetitive Off-State Voltage, Vdrm:1000V; On State RMS Current, IT(rms):8A; Gate Trigger Current (QI), Igt:50mA; Current, It av:8A; Gate Trigger Current Max, Igt:50mA RoHS Compliant: Yes 军事的DC - DC电源
Military DC-DC Power Supplies 军事的DC - DC电源
400 W Transient Voltage Suppressors 15 V SMA Unidirectional; Package: SMA; No of Pins: 2; Container: Tape and Reel; Qty per Container: 5000 军事的DC - DC电源
High Voltage Transistor PNP; Package: SOT-223 (TO-261) 4 LEAD; No of Pins: 4; Container: Tape and Reel; Qty per Container: 1000 军事的DC - DC电源
GIGATRUE 550 CAT6 MOLDED COMPONENT, YELLOW 10FT 军事的DC - DC电源
GIGATRUE 550 CAT6 MOLDED COMPONENT, BEIGE 7FT 军事的DC - DC电源
13W3 FEMALE-FEMALE GENDERCHANGER 军事的DC - DC电源
GIGATRUE 550 CAT6 MOLDED COMPONENT, BEIGE 20FT 军事的DC - DC电源
Triac; Thyristor Type:Standard; Peak Repetitive Off-State Voltage, Vdrm:1000V; On State RMS Current, IT(rms):8A; Gate Trigger Current (QI), Igt:50mA; Current, It av:8A; Gate Trigger Current Max, Igt:50mA RoHS Compliant: Yes 军事的DC - DC电源
RS449 - RS530 ADAPTER CBLDB37 FEMALE - DB25 FEMALE 军事的DC - DC电源
GIGATRUE 550 CAT6 MOLDED COMPONENT, PURPLE 3FT 军事的DC - DC电源
GIGATRUE 550 CAT6 MOLDED COMPONENT, PINK 10FT 军事的DC - DC电源
GIGATRUE 550 CAT6 MOLDED COMPONENT, BLACK 10FT 军事的DC - DC电源
GIGATRUE 550 CAT6 MOLDED COMPONENT, PURPLE 5FT 军事的DC - DC电源
DB37 INTERFACE DATA CBL DB37 Male - DB37 Male 军事的DC - DC电源
DB9 TAP MF-F 军事的DC - DC电源
GIGATRUE 550 CAT6 MOLDED COMPONENT, BLACK 14FT 军事的DC - DC电源
GIGATRUE 550 CAT6 MOLDED COMPONENT, BLACK 5FT 军事的DC - DC电源
GIGATRUE 550 CAT6 MOLDED COMPONENT, BLACK 6FT 军事的DC - DC电源
DB9 TAP MF-F SIDE EXIT 军事的DC - DC电源
GIGATRUE 550 CAT6 MOLDED COMPONENT, YELLOW 20FT 军事的DC - DC电源
GIGATRUE 550 CAT6 MOLDED COMPONENT, ORANGE 3FT 军事的DC - DC电源
RS449 - RS530 ADAPTER CBLDB37 MALE - DB25 MALE 军事的DC - DC电源
GIGATRUE 550 CAT6 MOLDED COMPONENT, PURPLE 7FT 军事的DC - DC电源
GIGATRUE 550 CAT6 MOLDED COMPONENT, PURPLE 14FT 军事的DC - DC电源
GIGATRUE 550 CAT6 MOLDED COMPONENT, BEIGE 14FT 军事的DC - DC电源
Shielded Paired Cable; Jacket Material:Polyvinylchloride (PVC); Leaded Process Compatible:Yes RoHS Compliant: Yes 军事的DC - DC电源
Hook-Up Wire; Conductor Size AWG:16; No. Strands x Strand Size:19 x 29; Jacket Color:Brown; Approval Bodies:UL; Approval Categories:UL AWM Style 1180; Passes VW-1 Flame Test; Cable/Wire MIL SPEC:MIL-W-16878/5 Type EE RoHS Compliant: Yes 军事的DC - DC电源
RS232 TAP MF-F SIDE EXIT 军事的DC - DC电源
GIGATRUE 550 CAT6 MOLDED COMPONENT, ORANGE 5FT 军事的DC - DC电源
400 W Transient Voltage Suppressors 26 V SMA Bidirectional; Package: SMA; No of Pins: 2; Container: Tape and Reel; Qty per Container: 5000 军事的DC - DC电源
Bus Bar Wire; Conductor Size AWG:14; No. Strands x Strand Size:Solid; Cable/Wire MIL SPEC:QQ-W-343G; Conductor Material:Copper; Leaded Process Compatible:No; Number of Conductors:1; Outer Diameter:0.065" RoHS Compliant: Yes 军事的DC - DC电源
Hook-Up Wire; Conductor Size AWG:16; No. Strands x Strand Size:19 x 29; Jacket Color:Yellow; Approval Bodies:UL; Approval Categories:UL AWM Style 1180; Passes VW-1 Flame Test; Cable/Wire MIL SPEC:MIL-W-16878/5 Type EE RoHS Compliant: Yes 军事的DC - DC电源
400 W Transient Voltage Suppressors 24 V SMA Bidirectional; Package: SMA; No of Pins: 2; Container: Tape and Reel; Qty per Container: 5000 军事的DC - DC电源
400 W Transient Voltage Suppressors 26 V SMA Unidirectional; Package: SMA; No of Pins: 2; Container: Tape and Reel; Qty per Container: 5000 军事的DC - DC电源
Hook-Up Wire; Conductor Size AWG:16; No. Strands x Strand Size:19 x 29; Jacket Color:Red; Approval Bodies:UL; Approval Categories:UL AWM Style 1180; Passes VW-1 Flame Test; Cable/Wire MIL SPEC:MIL-W-16878/5 Type EE RoHS Compliant: Yes 军事的DC - DC电源
RS449 - RS530 ADAPTER CBLDB37 MALE - DB25 FEMALE 军事的DC - DC电源
Brilliance Bundled Coaxial Cable, Banana Peel; Coaxial RG/U Type:59; Impedance:75ohm; Conductor Size AWG:25; No. Strands x Strand Size:Solid; Jacket Material:Polyvinylchloride (PVC); Leaded Process Compatible:Yes RoHS Compliant: Yes 军事的DC - DC电源
RES NET 13RES 820K OHM 14PIN SMD 军事的DC - DC电源
GIGATRUE 550 CAT6 MOLDED COMPONENT, PINK 20FT 军事的DC - DC电源
Hook-Up Wire; Conductor Size AWG:16; No. Strands x Strand Size:19 x 29; Jacket Color:Orange; Approval Bodies:UL; Approval Categories:UL AWM Style 1180; Passes VW-1 Flame Test; Cable/Wire MIL SPEC:MIL-W-16878/5 Type EE RoHS Compliant: Yes 军事的DC - DC电源
Hook-Up Wire; Conductor Size AWG:16; No. Strands x Strand Size:19 x 29; Jacket Color:Green; Approval Bodies:UL; Approval Categories:UL AWM Style 1180; Passes VW-1 Flame Test; Cable/Wire MIL SPEC:MIL-W-16878/5 Type EE RoHS Compliant: Yes 军事的DC - DC电源
GIGATRUE 550 CAT6 MOLDED COMPONENT, BLACK 20FT 军事的DC - DC电源
GIGATRUE 550 CAT6 MOLDED COMPONENT, BLACK 7FT 军事的DC - DC电源
HOOD DB9 PLASTIC 25 PACK 军事的DC - DC电源
Connector assemblies, Keyboard Computer cables; RoHS Compliant: Yes 军事的DC - DC电源
Schottky Diode (dual, common anode) SOT23 40V; Package: SOT-23 (TO-236) 3 LEAD; No of Pins: 3; Container: Tape and Reel; Qty per Container: 3000 军事的DC - DC电源
1500 W Transient Voltage Suppressor 51 V MOSORB Unidir; Package: Axial Lead MOSORB 9.52x5.21mm, 25.4x0.97mm Pkg, Lead len/dia; No of Pins: 2; Container: Tape and Reel; Qty per Container: 1500 军事的DC - DC电源
Mica Film Capacitor; Capacitance:6.8pF; Capacitance Tolerance: /- 0.5 pF; Working Voltage, DC:300V 军事的DC - DC电源
1500 W Transient Voltage Suppressor 47 V MOSORB Unidir; Package: Axial Lead MOSORB 9.52x5.21mm, 25.4x0.97mm Pkg, Lead len/dia; No of Pins: 2; Container: Bulk; Qty per Container: 500 军事的DC - DC电源
Cable Assembly; Connector Type A:GPIB24 Male (1)/Female (1); Connector Type B:GPIB24 Male (1)/Female (1); Body Material:PVC; Color:Gray; Features:Unshielded; For Use With:IEEE-488 Compatible Electronic Equipment RoHS Compliant: Yes 军事的DC - DC电源
400 W Transient Voltage Suppressors 180 V SMA Unidirectional; Package: SMA; No of Pins: 2; Container: Tape and Reel; Qty per Container: 5000 军事的DC - DC电源
Switching Diode SOT23 250V ; Package: SOT-23 (TO-236) 3 LEAD; No of Pins: 3; Container: Tape and Reel; Qty per Container: 3000 军事的DC - DC电源
400 W Transient Voltage Suppressors 43 V SMA Unidirectional; Package: SMA; No of Pins: 2; Container: Tape and Reel; Qty per Container: 5000 军事的DC - DC电源
400 W Transient Voltage Suppressors 40 V SMA Bidirectional; Package: SMA; No of Pins: 2; Container: Tape and Reel; Qty per Container: 5000 军事的DC - DC电源
Connector; No. of Contacts:2; Pitch Spacing:0.079&quot;; No. of Rows:1; Mounting Type:PCB Straight Thru Hole; Gender:Male RoHS Compliant: Yes 军事的DC - DC电源
OSC 5V SMT PLAS 14X9 CMOS 军事的DC - DC电源
TIP, SOIC 8 600 SERIESTIP, SOIC 8 600 SERIES; Temp, op. max:330(degree C) 军事的DC - DC电源
400 W Transient Voltage Suppressors 40 V SMA Unidirectional; Package: SMA; No of Pins: 2; Container: Tape and Reel; Qty per Container: 5000 军事的DC - DC电源
400 W Transient Voltage Suppressors 58 V SMA Unidirectional; Package: SMA; No of Pins: 2; Container: Tape and Reel; Qty per Container: 5000 军事的DC - DC电源
400 W Transient Voltage Suppressors 54 V SMA Unidirectional; Package: SMA; No of Pins: 2; Container: Tape and Reel; Qty per Container: 5000 军事的DC - DC电源
240 x 64 pixel format, CFL, LED, or EL Backlight available 军事的DC - DC电源
Silver Mica Capacitor; Capacitance:130pF; Capacitance Tolerance: /- 5%; Series:CD5; Voltage Rating:100VDC; Capacitor Dielectric Material:Mica; Termination:Radial Leaded; Lead Pitch:3mm; Leaded Process Compatible:Yes RoHS Compliant: Yes 军事的DC - DC电源
400 W Transient Voltage Suppressors 36 V SMA Bidirectional; Package: SMA; No of Pins: 2; Container: Tape and Reel; Qty per Container: 5000 军事的DC - DC电源
400 W Transient Voltage Suppressors 58 V SMA Bidirectional; Package: SMA; No of Pins: 2; Container: Tape and Reel; Qty per Container: 5000 军事的DC - DC电源
400 W Transient Voltage Suppressors 5.0 V SMA Unidirectional; Package: SMA; No of Pins: 2; Container: Tape and Reel; Qty per Container: 5000 军事的DC - DC电源
Circular Connector; Body Material:Aluminum; Series:PT07; Number of Contacts:19; Connector Shell Size:14; Connecting Termination:Crimp; Circular Shell Style:Jam Nut Receptacle; Circular Contact Gender:Pin; Insert Arrangement:14-19 军事的DC - DC电源
PTSE 18C 18#20 SKT RECP 军事的DC - DC电源
Circular Connector; MIL SPEC:MIL-DTL-38999 Series III; Body Material:Metal; Series:TVS06; Number of Contacts:10; Connector Shell Size:13; Connecting Termination:Crimp; Circular Shell Style:Straight Plug; Body Style:Straight 军事的DC - DC电源
Fasteners, Spacers/standoffs 军事的DC - DC电源
TV 37C 37#22D PIN PLUG RECP 军事的DC - DC电源
Circular Connector; Body Material:Aluminum; Series:PT07; No. of Contacts:18; Connector Shell Size:14; Connecting Termination:Crimp; Circular Shell Style:Jam Nut Receptacle; Circular Contact Gender:Socket; Insert Arrangement:14-18 军事的DC - DC电源
PTSE 61C 61#20 PIN RECP 军事的DC - DC电源
Circular Connector; No. of Contacts:7; Series:; Body Material:Aluminum; Connecting Termination:Crimp; Connector Shell Size:22; Circular Contact Gender:Pin; Circular Shell Style:Wall Mount Receptacle; Insert Arrangement:22-96 军事的DC - DC电源
Circular Connector; No. of Contacts:15; Series:TVS06; Body Material:Metal; Connecting Termination:Crimp; Connector Shell Size:15; Circular Contact Gender:Socket; Circular Shell Style:Straight Plug; Insert Arrangement:15-15 军事的DC - DC电源
Circular Connector; MIL SPEC:MIL-C-26482, Series I, Crimp; Body Material:Aluminum; Series:PT00; Number of Contacts:61; Connector Shell Size:24; Connecting Termination:Crimp; Circular Shell Style:Wall Mount Receptacle 军事的DC - DC电源
M3 Clearance Circular Plastic Spacer, 5mm O/D, 6mm body length 军事的DC - DC电源
TV 37C 37#22D PIN PLUG 军事的DC - DC电源
Circular Connector; No. of Contacts:18; Series:TVS06; Body Material:Metal; Connecting Termination:Crimp; Connector Shell Size:15; Circular Contact Gender:Pin; Circular Shell Style:Straight Plug; Insert Arrangement:15-18 军事的DC - DC电源
Circular Connector; No. of Contacts:19; Series:TVS06; Body Material:Metal; Connecting Termination:Crimp; Connector Shell Size:15; Circular Contact Gender:Pin; Circular Shell Style:Straight Plug; Insert Arrangement:15-19 军事的DC - DC电源
1.5 W Zener Regulator 18 V SMA; Package: SMA; No of Pins: 2; Container: Tape and Reel; Qty per Container: 5000 军事的DC - DC电源
Circular Connector; No. of Contacts:18; Series:TVS06; Body Material:Metal; Connecting Termination:Crimp; Connector Shell Size:15; Circular Contact Gender:Socket; Circular Shell Style:Straight Plug; Insert Arrangement:15-18 军事的DC - DC电源
Circular Connector; No. of Contacts:61; Series:; Body Material:Aluminum; Connecting Termination:Crimp; Connector Shell Size:24; Circular Contact Gender:Socket; Circular Shell Style:Wall Mount Receptacle; Insert Arrangement:24-61 军事的DC - DC电源
TV 19C 19#20 SKT PLUG 军事的DC - DC电源
Circular Connector; MIL SPEC:MIL-C-26482, Series I, Solder; Body Material:Aluminum; Series:PC06; No. of Contacts:6; Connector Shell Size:10; Connecting Termination:Solder; Circular Shell Style:Straight Plug; Body Style:Straight 军事的DC - DC电源
Circular Connector; MIL SPEC:MIL-C-26482, Series I, Solder; Body Material:Aluminum; Series:PC02; No. of Contacts:2; Connector Shell Size:8; Connecting Termination:Solder; Circular Shell Style:Box Mount Receptacle 军事的DC - DC电源
TV 37C 37#22D SKT PLUG 军事的DC - DC电源
Circular Connector; MIL SPEC:MIL-C-26482, Series I, Solder; Body Material:Metal; Series:PC C-26482 Series I; Number of Contacts:4; Connector Shell Size:8; Connecting Termination:Solder; Circular Shell Style:Box Mount Receptacle 军事的DC - DC电源
Circular Connector; MIL SPEC:MIL-DTL-38999 Series III; Body Material:Metal; Series:TV06; Number of Contacts:10; Connector Shell Size:13; Connecting Termination:Crimp; Circular Shell Style:Straight Plug; Body Style:Straight 军事的DC - DC电源
5015 RR 7#12 PIN RECP L/C 军事的DC - DC电源
PTSE 19C 19#20 PIN RECP 军事的DC - DC电源
Circular Connector; No. of Contacts:19; Series:TVS06; Body Material:Metal; Connecting Termination:Crimp; Connector Shell Size:15; Circular Contact Gender:Socket; Circular Shell Style:Straight Plug; Insert Arrangement:15-19 军事的DC - DC电源
Circular Connector; MIL SPEC:MIL-C-26482, Series I, Solder; Body Material:Metal; Series:PC C-26482 Series I; Number of Contacts:6; Connector Shell Size:10; Connecting Termination:Solder; Circular Shell Style:Straight Plug 军事的DC - DC电源
Circular Connector; Body Material:Aluminum; Series:PT07; No. of Contacts:19; Connector Shell Size:14; Connecting Termination:Crimp; Circular Shell Style:Jam Nut Receptacle; Circular Contact Gender:Pin; Insert Arrangement:14-19 军事的DC - DC电源
Circular Connector; Body Material:Aluminum; Series:PT00; No. of Contacts:61; Connector Shell Size:24; Connecting Termination:Crimp; Circular Shell Style:Wall Mount Receptacle; Circular Contact Gender:Socket; Insert Arrangement:24-61 军事的DC - DC电源
TV 18C 18#20 SKT PLUG RECP 军事的DC - DC电源
PC 4C 4#20 SKT PLUG 军事的DC - DC电源
Circular Connector; Body Material:Aluminum; Series:PT00; No. of Contacts:7; Connector Shell Size:22; Connecting Termination:Crimp; Circular Shell Style:Wall Mount Receptacle; Circular Contact Gender:Socket; Insert Arrangement:22-96 军事的DC - DC电源
Circular Connector; Body Material:Aluminum; Series:PT00; No. of Contacts:61; Connector Shell Size:24; Connecting Termination:Crimp; Circular Shell Style:Wall Mount Receptacle; Circular Contact Gender:Pin; Insert Arrangement:24-61 军事的DC - DC电源
Turret Lug, for 1.6mm panel thickness 军事的DC - DC电源
1.5 W Zener Regulator 13 V SMA; Package: SMA; No of Pins: 2; Container: Tape and Reel; Qty per Container: 5000 军事的DC - DC电源
Circular Connector; Body Material:Aluminum; Series:PT07; Number of Contacts:18; Connector Shell Size:14; Connecting Termination:Crimp; Circular Shell Style:Jam Nut Receptacle; Circular Contact Gender:Socket; Insert Arrangement:14-18 军事的DC - DC电源
Circular Connector; Body Material:Aluminum; Series:PT00; Number of Contacts:3; Connector Shell Size:8; Connecting Termination:Crimp; Circular Shell Style:Wall Mount Receptacle; Circular Contact Gender:Pin; Insert Arrangement:8-33 军事的DC - DC电源
Schottky Diode SC70 30V; Package: SC-70 (SOT-323) 3 LEAD; No of Pins: 3; Container: Tape and Reel; Qty per Container: 3000 军事的DC - DC电源
1.5 W Zener Regulator 4.7 V SMA; Package: SMA; No of Pins: 2; Container: Tape and Reel; Qty per Container: 5000 军事的DC - DC电源
8 Characters x 2 Lines, 5x7 Dot Matrix Character and Cursor 军事的DC - DC电源
ER 6C 4#16 2#8 SKT PLUG 军事的DC - DC电源
Circular Connector; Body Material:Aluminum; Series:PT00; Number of Contacts:3; Connector Shell Size:8; Connecting Termination:Crimp; Circular Shell Style:Wall Mount Receptacle; Circular Contact Gender:Socket; Insert Arrangement:8-33 军事的DC - DC电源
5015 RR 7#12 PIN RECP 军事的DC - DC电源
Slotted Turret Lug, for 2.4mm panel thickness 军事的DC - DC电源
1.5 W Zener Regulator 8.2 V SMA; Package: SMA; No of Pins: 2; Container: Tape and Reel; Qty per Container: 5000 军事的DC - DC电源
1.5 W Zener Regulator 9.1 V SMA; Package: SMA; No of Pins: 2; Container: Tape and Reel; Qty per Container: 5000 军事的DC - DC电源
1.5 W Zener Regulator 10 V SMA; Package: SMA; No of Pins: 2; Container: Tape and Reel; Qty per Container: 5000 军事的DC - DC电源
1.5 W Zener Regulator 7.5 V SMA; Package: SMA; No of Pins: 2; Container: Tape and Reel; Qty per Container: 5000 军事的DC - DC电源
Circular Connector; MIL SPEC:MIL-C-26482, Series I, Crimp; Body Material:Aluminum; Series:PT00; Number of Contacts:6; Connector Shell Size:10; Connecting Termination:Crimp; Circular Shell Style:Wall Mount Receptacle 军事的DC - DC电源
1500 W Transient Voltage Suppressor 33 V SMC Unidir; Package: SMC; No of Pins: 2; Container: Tape and Reel; Qty per Container: 2500 军事的DC - DC电源
1500 W Transient Voltage Suppressor 36 V SMC Unidir; Package: SMC; No of Pins: 2; Container: Tape and Reel; Qty per Container: 2500 军事的DC - DC电源
1500 W Transient Voltage Suppressor 30 V SMC Unidir; Package: SMC; No of Pins: 2; Container: Tape and Reel; Qty per Container: 2500 军事的DC - DC电源
1500 W Transient Voltage Suppressor 39 V SMC Unidir; Package: SMC; No of Pins: 2; Container: Tape and Reel; Qty per Container: 2500 军事的DC - DC电源
1500 W Transient Voltage Suppressor 24 V SMC Unidir; Package: SMC; No of Pins: 2; Container: Tape and Reel; Qty per Container: 2500 军事的DC - DC电源
1500 W Transient Voltage Suppressor 62 V SMC Unidir; Package: SMC; No of Pins: 2; Container: Tape and Reel; Qty per Container: 2500 军事的DC - DC电源
1500 W Transient Voltage Suppressor 68 V SMC Unidir; Package: SMC; No of Pins: 2; Container: Tape and Reel; Qty per Container: 2500 军事的DC - DC电源
1500 W Transient Voltage Suppressor 47 V SMC Unidir; Package: SMC; No of Pins: 2; Container: Tape and Reel; Qty per Container: 2500 军事的DC - DC电源
1500 W Transient Voltage Suppressor 51 V SMC Unidir; Package: SMC; No of Pins: 2; Container: Tape and Reel; Qty per Container: 2500 军事的DC - DC电源
CAP,Met Polypropylene,40uF,10-% Tol,10 % Tol 军事的DC - DC电源
1500 W Transient Voltage Suppressor 6.8 V SMC Unidir; Package: SMC; No of Pins: 2; Container: Tape and Reel; Qty per Container: 2500 军事的DC - DC电源
1500 W Transient Voltage Suppressor 43 V SMC Unidir; Package: SMC; No of Pins: 2; Container: Tape and Reel; Qty per Container: 2500 军事的DC - DC电源
CAP,Met Polypropylene,20uF,10-% Tol,10 % Tol 军事的DC - DC电源
PT 3C 3#20 SKT PLUG 军事的DC - DC电源
Aluminum Electrolytic Capacitor; Capacitor Type:General Purpose; Voltage Rating:100VDC; Capacitor Dielectric Material:Aluminum Electrolytic; Operating Temperature Range:-40 C to  85 C; Capacitance:1500uF RoHS Compliant: Yes 军事的DC - DC电源
3.3V 72-mc CPLD 军事的DC - DC电源
M4 Clearance Circular Plastic Spacer, 6.35mm O/D, 9mm body length 军事的DC - DC电源
M3 Clearance Circular Aluminium Spacer, 5mm O/D, 12mm body length 军事的DC - DC电源
CAP 390PF 500V MICA RADIAL 军事的DC - DC电源
60mA Charge Pump Voltage Inverter with Fixed 250kHz Operation 5-SOT-23 -40 to 85 军事的DC - DC电源
MICA CHIP CAPACITANCE=820 VOLT=2500 军事的DC - DC电源
MICA CHIP CAPACITANCE=100 VOLT=4000 军事的DC - DC电源
FLOAT SWITCH, HORIZ; Current, contact max:1A; Material:PPS; Temp, op. max:120(degree C); Temp, op. min:-10(degree C); Approval Bodies:UL, WRC; Colour:Grey; Diameter, fixing hole:16.5mm; Length / Height, external:88mm; Power, AC:25VA; 军事的DC - DC电源
FLOAT SWITCH, VERTICALFLOAT SWITCH, VERTICAL; Current, contact max:0.6A; Material:PPS; Temp, op. max:120(degree C); Temp, op. min:-10(degree C); Approval Bodies:UL; Colour:Grey; Configuration, contact:N/O (Form A); Diameter, fixing 军事的DC - DC电源
2.54mm Pitch SIL SMT Socket Assembly, tin, 2-way 军事的DC - DC电源
MICA CHIP CAPACITANCE=10 VOLT=4000 军事的DC - DC电源
MICA CHIP CAPACITANCE=39 VOLT=4000 军事的DC - DC电源
MICA CHIP CAPACITANCE=560 VOLT=2500 军事的DC - DC电源
CAP 1000PF 100V MICA CHIP 2220 军事的DC - DC电源
FLOAT SWITCH, CABLE, CO; Current, contact max:10A; Material:Polyethene, High Density; Temp, op. max:55(degree C); Temp, op. min:0(degree C); Approval Bodies:UL, VDE, CENELEC; Configuration, contact:C/O; Current rating, inductive:4A; 军事的DC - DC电源
MICA CHIP CAPACITANCE=120 VOLT=4000 军事的DC - DC电源
MICA CHIP CAPACITANCE=12 VOLT=4000 军事的DC - DC电源
MICA CHIP CAPACITANCE=18 VOLT=4000 军事的DC - DC电源
Limit Switch,STRAIGHT,DPST-DB,OFF-(ON),QUICK CONNECT Terminal,PUSHBUTTON 军事的DC - DC电源
Limit Switch,STRAIGHT,DPST-DB,ON-(ON),QUICK CONNECT Terminal,PUSHBUTTON 军事的DC - DC电源
Limit Switch,STRAIGHT,SPST,OFF-(ON),QUICK CONNECT Terminal,PUSHBUTTON RoHS Compliant: Yes 军事的DC - DC电源
FLOAT SWITCH, CABLE, NO; Current, contact max:10A; Material:Polyethene, High Density; Temp, op. max:55(degree C); Temp, op. min:0(degree C); Approval Bodies:UL, VDE, CENELEC; Configuration, contact:NO; Current rating, inductive:4A; 军事的DC - DC电源
MICA CHIP CAPACITANCE=180 VOLT=4000 军事的DC - DC电源
MICA CHIP CAPACITANCE=22 VOLT=4000 军事的DC - DC电源
METAL CLAD - MICA CAPACITANCE=300 VOLT= RoHS Compliant: No 军事的DC - DC电源
MICA CHIP CAPACITANCE=56 VOLT=4000 军事的DC - DC电源
1.5V, 500-mA, 3-MHz Step-Down Converter in QFN or Chip-Scale 8-DSBGA -40 to 85 军事的DC - DC电源
MICA CHIP CAPACITANCE=82 VOLT=4000 军事的DC - DC电源
MICA CHIP 军事的DC - DC电源
MICA CHIP CAPACITANCE=68 VOLT=4000 军事的DC - DC电源
1.6V, 500-mA, 3-MHz Step-Down Converter in QFN or Chip-Scale 10-SON -40 to 85 军事的DC - DC电源
CAP MICA 22PF 1000V SMD 军事的DC - DC电源
Aluminum Electrolytic Capacitor; Capacitor Type:General Purpose; Voltage Rating:350VDC; Capacitor Dielectric Material:Aluminum Electrolytic; Operating Temperature Range:-40 C to  85 C; Capacitance:150uF RoHS Compliant: Yes 军事的DC - DC电源
MX Leveling Mechanism Kit, 1x3 For use with Frame Mounted Keyswitches 军事的DC - DC电源
Switching Diode (dual, common cathode) SOT23 50V ; Package: SOT-23 (TO-236) 3 LEAD; No of Pins: 3; Container: Tape and Reel; Qty per Container: 3000 军事的DC - DC电源
RES,WIREWOUND,10OHMS,10% TOL RoHS Compliant: Yes 军事的DC - DC电源
Mica Film Capacitor; Leaded Process Compatible:No; Peak Reflow Compatible (260 C):No 军事的DC - DC电源
CAP MICA 20PF 300V SMD 军事的DC - DC电源
RF/Microwave Capacitor; Capacitance:12pF; Capacitance Tolerance: 5%; Series:MIN; Voltage Rating:300VDC; Capacitor Dielectric Material:Mica; Termination:SMD; Working Voltage, DC:300V RoHS Compliant: Yes 军事的DC - DC电源
Mica Film Capacitor; Capacitance:10pF; Capacitance Tolerance: /- 5 %; Working Voltage, DC:300V 军事的DC - DC电源
Mica Film Capacitor; Capacitance:22pF; Capacitance Tolerance: /- 5 %; Working Voltage, DC:300V 军事的DC - DC电源
CAP MICA 17PF 300V SMD 军事的DC - DC电源
Mica Film Capacitor; Capacitance:15pF; Capacitance Tolerance: /- 5 %; Working Voltage, DC:300V 军事的DC - DC电源
Mica Film Capacitor; Capacitance:4.7pF; Capacitance Tolerance: /- 0.5 pF; Working Voltage, DC:300V 军事的DC - DC电源
1A 800V Standard Rectifier; Package: Axial Lead 5.20x2.70mm, 25.4x0.71mm Pkg, Lead len/dia; No of Pins: 2; Container: Fan-Fold; Qty per Container: 3000 军事的DC - DC电源
1A 800V Standard Rectifier; Package: Axial Lead 5.20x2.70mm, 25.4x0.71mm Pkg, Lead len/dia; No of Pins: 2; Container: Tape and Reel; Qty per Container: 5000 军事的DC - DC电源
Polyester Film Capacitor; Capacitance:0.22uF; Capacitance Tolerance: /- 10 %; Working Voltage, DC:630V; Terminal Type:Axial Leaded; Series:MMP; Leaded Process Compatible:No; Dielectric Material:Metalized Polyester 军事的DC - DC电源
1A 1000V Standard Rectifier; Package: Axial Lead 5.20x2.70mm, 25.4x0.71mm Pkg, Lead len/dia; No of Pins: 2; Container: Tape and Reel; Qty per Container: 5000 军事的DC - DC电源
1A 50V Fast-Recovery Rectifier; Package: Axial Lead 5.20x2.70mm, 25.4x0.71mm Pkg, Lead len/dia; No of Pins: 2; Container: Bulk; Qty per Container: 1000 军事的DC - DC电源
1A 1000V Standard Rectifier; Package: Axial Lead 5.20x2.70mm, 25.4x0.71mm Pkg, Lead len/dia; No of Pins: 2; Container: Bulk; Qty per Container: 1000 军事的DC - DC电源
1A 400V Standard Rectifier; Package: Axial Lead 5.20x2.70mm, 25.4x0.71mm Pkg, Lead len/dia; No of Pins: 2; Container: Tape and Reel; Qty per Container: 5000 军事的DC - DC电源
1A 200V Standard Rectifier; Package: Axial Lead 5.20x2.70mm, 25.4x0.71mm Pkg, Lead len/dia; No of Pins: 2; Container: Bulk; Qty per Container: 1000 军事的DC - DC电源
2.54mm Pitch DIL SMT Pin Header, tin, 12 12-way 军事的DC - DC电源
Hook-Up Wire; Conductor Size AWG:16; No. Strands x Strand Size:19 x 29; Jacket Color:Gray; Approval Bodies:UL; Approval Categories:UL AWM Style 1180; Passes VW-1 Flame Test; Cable/Wire MIL SPEC:MIL-W-16878/5 Type EE RoHS Compliant: Yes 军事的DC - DC电源
Datamate J-Tek DIL Male Vertical 3mm PC Tail Connector, selective gold   tin/lead, no jackscrews, 6 6-way 军事的DC - DC电源
Shell Housing; No. of Contacts:96; Mounting Type:PC Board Thru Hole; Leaded Process Compatible:Yes RoHS Compliant: Yes 军事的DC - DC电源
123dB SNR Stereo DAC (H/W Control) 28-SSOP -25 to 85 军事的DC - DC电源
Acces. Reducer PG 21-16 with o-ring RoHS Compliant: NA 军事的DC - DC电源
Single Output LDO, 500mA, Adj.(1.2 to 9.75V), Low Quiescent Current, Power Good (PG)Output 20-HTSSOP -40 to 125 军事的DC - DC电源
General Purpose Transistor PNP; Package: TO-92 (TO-226) 5.33mm Body Height; No of Pins: 3; Container: Tape and Reel; Qty per Container: 2000 军事的DC - DC电源
5 W Zener Regulator 3.3 V SUR40 ; Package: Surmetic 40, Axial Lead; Container: Bulk; Qty per Container: 1000 军事的DC - DC电源
1A 600V Fast-Recovery Rectifier; Package: Axial Lead 5.20x2.70mm, 25.4x0.71mm Pkg, Lead len/dia; No of Pins: 2; Container: Tape and Reel; Qty per Container: 5000 军事的DC - DC电源
General Purpose Transistor NPN; Package: TO-92 (TO-226) 5.33mm Body Height; No of Pins: 3; Container: Tape and Reel; Qty per Container: 2000 军事的DC - DC电源
General Purpose Transistor PNP; Package: TO-92 (TO-226) 5.33mm Body Height; No of Pins: 3; Container: Bulk; Qty per Container: 5000 军事的DC - DC电源
General Purpose Transistor NPN; Package: TO-92 (TO-226) 5.33mm Body Height; No of Pins: 3; Container: Tape and Ammunition; Qty per Container: 2000 军事的DC - DC电源
5 W Zener Regulator 3.6 V SUR40 ; Package: Surmetic 40, Axial Lead; Container: Tape and Reel; Qty per Container: 4000 军事的DC - DC电源
General Purpose Transistor NPN; Package: TO-92 (TO-226) 5.33mm Body Height; No of Pins: 3; Container: Bulk; Qty per Container: 5000 军事的DC - DC电源
9 W Zener Regulator 4.3 V SUR40; Package: Surmetic 40, Axial Lead; Container: Bulk; Qty per Container: 1000 军事的DC - DC电源
5 W Zener Regulator 4.3 V SUR40; Package: Surmetic 40, Axial Lead; Container: Bulk; Qty per Container: 1000 军事的DC - DC电源
5 W Zener Regulator 4.7 V SUR40; Package: Surmetic 40, Axial Lead; Container: Tape and Reel; Qty per Container: 4000 军事的DC - DC电源
5 W Zener Regulator 3.3 V SUR40 ; Package: Surmetic 40, Axial Lead; Container: Tape and Reel; Qty per Container: 4000 军事的DC - DC电源
Small Signal Darlington NPN; Package: TO-92 (TO-226) 5.33mm Body Height; No of Pins: 3; Container: Bulk; Qty per Container: 5000 军事的DC - DC电源
5 W Zener Regulator 5.6 V SUR40; Package: Surmetic 40, Axial Lead; Container: Bulk; Qty per Container: 1000 军事的DC - DC电源
High Current Transistor NPN; Package: TO-92 (TO-226) 5.33mm Body Height; No of Pins: 3; Container: Tape and Ammunition Box; Qty per Container: 2000 军事的DC - DC电源
Small Signal Darlington NPN; Package: TO-92 (TO-226) 5.33mm Body Height; No of Pins: 3; Container: Tape and Reel; Qty per Container: 2000 军事的DC - DC电源
5 W Zener Regulator 6.0 V SUR40; Package: Surmetic 40, Axial Lead; Container: Bulk; Qty per Container: 1000 军事的DC - DC电源
High Current Transistor PNP; Package: TO-92 (TO-226) 5.33mm Body Height; No of Pins: 3; Container: Tape and Ammunition Box; Qty per Container: 2000 军事的DC - DC电源
5 W Zener Regulator 6.2 V SUR40; Package: Surmetic 40, Axial Lead; Container: Bulk; Qty per Container: 1000 军事的DC - DC电源
MOTOR-RUN AND POWER SUPPLY CAPACITORS 军事的DC - DC电源
5 W Zener Regulator 6.0 V SUR40; Package: Surmetic 40, Axial Lead; Container: Tape and Reel; Qty per Container: 4000 军事的DC - DC电源
AC MEXICO CAPACITANCE=2 VOLT=370 军事的DC - DC电源
High Current Transistor NPN; Package: TO-92 (TO-226) 5.33mm Body Height; No of Pins: 3; Container: Bulk; Qty per Container: 5000 军事的DC - DC电源
5 W Zener Regulator 5.6 V SUR40; Package: Surmetic 40, Axial Lead; Container: Tape and Reel; Qty per Container: 4000 军事的DC - DC电源
General Purpose Transistor NPN; Package: TO-92 (TO-226) 5.33mm Body Height; No of Pins: 3; Container: Tape and Ammunition Box; Qty per Container: 2000 军事的DC - DC电源
5 W Zener Regulator 6.8 V SUR40; Package: Surmetic 40, Axial Lead; Container: Tape and Reel; Qty per Container: 4000 军事的DC - DC电源
1A 50V Fast-Recovery Rectifier; Package: Axial Lead 5.20x2.70mm, 25.4x0.71mm Pkg, Lead len/dia; No of Pins: 2; Container: Tape and Reel; Qty per Container: 5000 军事的DC - DC电源
1A 200V Fast-Recovery Rectifier; Package: Axial Lead 5.20x2.70mm, 25.4x0.71mm Pkg, Lead len/dia; No of Pins: 2; Container: Bulk; Qty per Container: 1000 军事的DC - DC电源
1A 100V Fast-Recovery Rectifier; Package: Axial Lead 5.20x2.70mm, 25.4x0.71mm Pkg, Lead len/dia; No of Pins: 2; Container: Tape and Reel; Qty per Container: 5000 军事的DC - DC电源
Stepper Motor Driver and Controller with I<sup>2</sup>C Bus, Micro-stepping Features and Stall Detection; Package: NQFP32, 7x7; No of Pins: 32; Container: Rail; Qty per Container: 40 军事的DC - DC电源
MX Leveling Mechanism Kit, 1x8 For use with Frame Mounted Keyswitches 军事的DC - DC电源
Wire Solder; Solder Alloy:63/37 Sn/Pb; Melting Temperature:183 C; Drop Ship:Yes; Flux Percent:3%; Outer Diameter:0.025"; Solder Gauge:23AWG; Weight:1lb 军事的DC - DC电源
Card Edge Connector; Contact Termination:Solder; Leaded Process Compatible:No; Peak Reflow Compatible (260 C):No RoHS Compliant: No 军事的DC - DC电源
General Purpose Transistor NPN; Package: SOT-23 (TO-236) 3 LEAD; No of Pins: 3; Container: Tape and Reel; Qty per Container: 3000 军事的DC - DC电源
5 W Zener Regulator 43 V SUR40; Package: Surmetic 40, Axial Lead; Container: Bulk; Qty per Container: 1000 军事的DC - DC电源
1A 40V Schottky Rectifier; Package: Axial Lead 5.20x2.70mm, 25.4x0.71mm Pkg, Lead len/dia; No of Pins: 2; Container: Bulk; Qty per Container: 1000 军事的DC - DC电源
RELAY, SOLID STATE 5A 240VAC 军事的DC - DC电源
RELAY SSR 5A 380VAC AC OUT SIP 军事的DC - DC电源
RELAY SSR 5A 24VAC AC-IN ZERO-X 军事的DC - DC电源
IC,Normally-Open PC-Mount Solid-State Relay,1-CHANNEL,SIP 军事的DC - DC电源
1A 30V Schottky Rectifier; Package: Axial Lead 5.20x2.70mm, 25.4x0.71mm Pkg, Lead len/dia; No of Pins: 2; Container: Tape and Reel; Qty per Container: 5000 军事的DC - DC电源
DMP I/O Module 军事的DC - DC电源
Solid-State Panel Mount Relay; Output Device:SCR; Output Voltage Max:280Vrms; Output Voltage Min:24Vrms; Control Voltage Max:3VDC; Control Voltage Min:32VDC; Load Current Max:50Arms; Switching:Zero Cross RoHS Compliant: Yes 军事的DC - DC电源
3A 30V Schottky Rectifier; Package: Axial Lead 9.50x5.30mm, 25.4x1.20mm Pkg, Lead len/dia; No of Pins: 2; Container: Bulk; Qty per Container: 500 军事的DC - DC电源
3A 30V Schottky Rectifier; Package: Axial Lead 9.50x5.30mm, 25.4x1.20mm Pkg, Lead len/dia; No of Pins: 2; Container: Tape and Reel; Qty per Container: 1500 军事的DC - DC电源
0.6" I/O Module 军事的DC - DC电源
XTAL MTL SMT HC49/USM 军事的DC - DC电源
5 W Zener Regulator 33 V SUR40; Package: Surmetic 40, Axial Lead; Container: Bulk; Qty per Container: 1000 军事的DC - DC电源
600 W Transient Voltage Suppressor 64 V SMB Bidirectional; Package: SMB; No of Pins: 2; Container: Tape and Reel; Qty per Container: 2500 军事的DC - DC电源
3 W Zener Regulator 8.2 V SUR30; Package: Axial Lead 5.20x2.70mm, 25.4x0.71mm Pkg, Lead len/dia; No of Pins: 2; Container: Tape and Reel; Qty per Container: 6000 军事的DC - DC电源
600 W Transient Voltage Suppressor 75 V SMB Bidirectional; Package: SMB; No of Pins: 2; Container: Tape and Reel; Qty per Container: 2500 军事的DC - DC电源
5 W Zener Regulator 8.2 V SUR40; Package: Surmetic 40, Axial Lead; Container: Bulk; Qty per Container: 1000 军事的DC - DC电源
600 W Transient Voltage Suppressor 30 V SMB Bidirectional; Package: SMB; No of Pins: 2; Container: Tape and Reel; Qty per Container: 2500 军事的DC - DC电源
600 W Transient Voltage Suppressor 7.0 V SMB Unidirectional; Package: SMB; No of Pins: 2; Container: Tape and Reel; Qty per Container: 2500 军事的DC - DC电源
5 W Zener Regulator 36 V SUR40; Package: Surmetic 40, Axial Lead; Container: Tape and Reel; Qty per Container: 4000 军事的DC - DC电源
IC,Normally-Open Panel-Mount Solid-State Relay,1-CHANNEL,M:HL048HD4.3 军事的DC - DC电源
400 W Transient Voltage Suppressors 33 V SMA Unidirectional; Package: SMA; No of Pins: 2; Container: Tape and Reel; Qty per Container: 5000 军事的DC - DC电源
3 W Zener Regulator 18 V SUR30; Package: Axial Lead 5.20x2.70mm, 25.4x0.71mm Pkg, Lead len/dia; No of Pins: 2; Container: Tape and Reel; Qty per Container: 6000 军事的DC - DC电源
1500 W Transient Voltage Suppressor 15 V MOSORB Unidir; Package: Axial Lead MOSORB 9.52x5.21mm, 25.4x0.97mm Pkg, Lead len/dia; No of Pins: 2; Container: Tape and Reel; Qty per Container: 1500 军事的DC - DC电源
1500 W Transient Voltage Suppressor 47 V MOSORB Unidir; Package: Axial Lead MOSORB 9.52x5.21mm, 25.4x0.97mm Pkg, Lead len/dia; No of Pins: 2; Container: Tape and Reel; Qty per Container: 1500 军事的DC - DC电源
1500 W Transient Voltage Suppressor 13 V MOSORB Unidir; Package: Axial Lead MOSORB 9.52x5.21mm, 25.4x0.97mm Pkg, Lead len/dia; No of Pins: 2; Container: Bulk; Qty per Container: 500 军事的DC - DC电源
3 W Zener Regulator 180 V SUR30; Package: Axial Lead 5.20x2.70mm, 25.4x0.71mm Pkg, Lead len/dia; No of Pins: 2; Container: Tape and Reel; Qty per Container: 6000 军事的DC - DC电源
600 W Transient Voltage Suppressor 75 V SMB Unidirectional; Package: SMB; No of Pins: 2; Container: Tape and Reel; Qty per Container: 2500 军事的DC - DC电源
1500 W Transient Voltage Suppressor 6.8 V MOSORB Unidir; Package: Axial Lead MOSORB 9.52x5.21mm, 25.4x0.97mm Pkg, Lead len/dia; No of Pins: 2; Container: Bulk; Qty per Container: 500 军事的DC - DC电源
Solid State Relay; Contacts:SPST-NO; Output Device:SCR; Output Voltage Max:530Vrms; Output Voltage Min:48Vrms; Control Voltage Max:280Vrms; Control Voltage Min:90Vrms; Load Current Max:110A; Switching:Random RoHS Compliant: Yes 军事的DC - DC电源
5 W Zener Regulator 39 V SUR40; Package: Surmetic 40, Axial Lead; Container: Tape and Reel; Qty per Container: 4000 军事的DC - DC电源
1500 W Transient Voltage Suppressor 6.2 V MOSORB Unidir; Package: Axial Lead MOSORB 9.52x5.21mm, 25.4x0.97mm Pkg, Lead len/dia; No of Pins: 2; Container: Bulk; Qty per Container: 500 军事的DC - DC电源
3 W Zener Regulator 36 V SUR30; Package: Axial Lead 5.20x2.70mm, 25.4x0.71mm Pkg, Lead len/dia; No of Pins: 2; Container: Tape and Reel; Qty per Container: 6000 军事的DC - DC电源
1500 W Transient Voltage Suppressor 10 V MOSORB Unidir; Package: Axial Lead MOSORB 9.52x5.21mm, 25.4x0.97mm Pkg, Lead len/dia; No of Pins: 2; Container: Bulk; Qty per Container: 500 军事的DC - DC电源
IC,Normally-Closed PC-Mount Solid-State Relay,1-CHANNEL,Module 军事的DC - DC电源
1500 W Transient Voltage Suppressor 75 V SMC Unidir; Package: SMC; No of Pins: 2; Container: Tape and Reel; Qty per Container: 2500 军事的DC - DC电源
3 W Zener Regulator 24 V SUR30; Package: Axial Lead 5.20x2.70mm, 25.4x0.71mm Pkg, Lead len/dia; No of Pins: 2; Container: Tape and Reel; Qty per Container: 6000 军事的DC - DC电源
600 W Transient Voltage Suppressor 8.5 V SMB Unidirectional; Package: SMB; No of Pins: 2; Container: Tape and Reel; Qty per Container: 2500 军事的DC - DC电源
RELAY SOFTSTART 240V 50A AC OUT 军事的DC - DC电源
Power Module 军事的DC - DC电源
3 W Zener Regulator 4.7 V SMB; Package: SMB; No of Pins: 2; Container: Tape and Reel; Qty per Container: 2500 军事的DC - DC电源
3A 50V Standard Recovery Rectifier; Package: Axial Lead 9.50x5.30mm, 25.4x1.20mm Pkg, Lead len/dia; No of Pins: 2; Container: Bulk; Qty per Container: 500 军事的DC - DC电源
1500 W Transient Voltage Suppressor 20 V MOSORB Unidir; Package: Axial Lead MOSORB 9.52x5.21mm, 25.4x0.97mm Pkg, Lead len/dia; No of Pins: 2; Container: Bulk; Qty per Container: 500 军事的DC - DC电源
600 W Transient Voltage Suppressor 64 V SMB Unidirectional; Package: SMB; No of Pins: 2; Container: Tape and Reel; Qty per Container: 2500 军事的DC - DC电源
3 W Zener Regulator 4.7 V SUR30; Package: Axial Lead 5.20x2.70mm, 25.4x0.71mm Pkg, Lead len/dia; No of Pins: 2; Container: Tape and Reel; Qty per Container: 6000 军事的DC - DC电源
5 W Zener Regulator 7.5 V SUR40; Package: Surmetic 40, Axial Lead; Container: Bulk; Qty per Container: 1000 军事的DC - DC电源
5 W Zener Regulator 30 V SUR40; Package: Surmetic 40, Axial Lead; Container: Bulk; Qty per Container: 1000 军事的DC - DC电源
600 W Transient Voltage Suppressor 26 V SMB Bidirectional; Package: SMB; No of Pins: 2; Container: Tape and Reel; Qty per Container: 2500 军事的DC - DC电源
3.2 W Zener Regulator 6.2 V Powermite&#174;; Package: POWERMITE; No of Pins: 2; Container: Tape and Reel; Qty per Container: 3000 军事的DC - DC电源
1500 W Transient Voltage Suppressor 7.5 V SMC Unidir; Package: SMC; No of Pins: 2; Container: Tape and Reel; Qty per Container: 2500 军事的DC - DC电源
5 W Zener Regulator 30 V SUR40; Package: Surmetic 40, Axial Lead; Container: Tape and Reel; Qty per Container: 4000 军事的DC - DC电源
600 W Transient Voltage Suppressor 24 V SMB Unidirectional; Package: SMB; No of Pins: 2; Container: Tape and Reel; Qty per Container: 2500 军事的DC - DC电源
1.5 W Zener Regulator 30 V SMA; Package: SMA; No of Pins: 2; Container: Tape and Reel; Qty per Container: 5000 军事的DC - DC电源
High Current Transistor NPN; Package: SOT-223 (TO-261) 4 LEAD; No of Pins: 4; Container: Tape and Reel; Qty per Container: 1000 军事的DC - DC电源
600 W Transient Voltage Suppressor 26 V SMB Unidirectional; Package: SMB; No of Pins: 2; Container: Tape and Reel; Qty per Container: 2500 军事的DC - DC电源
3.2 W Zener Regulator 6.2 V Powermite&#174;; Package: POWERMITE; No of Pins: 2; Container: Tape and Reel; Qty per Container: 12000 军事的DC - DC电源
SPST Rocker DIP Switches 军事的DC - DC电源
Machine Insertable DIP Switches 军事的DC - DC电源
SWITCH SENSOR LEVER SPST/NC 军事的DC - DC电源
TRANSFORMER TOROID 60VCT 12.5A 军事的DC - DC电源
General Purpose Transistor PNP; Package: SC-75 (SOT-416) 3 LEAD; No of Pins: 3; Container: Tape and Reel; Qty per Container: 3000 军事的DC - DC电源
Metal Connector Cover; Leaded Process Compatible:Yes; Connector Type:Bulkhead/Panel Mount Housing; For Use With:Han 10A; Number Of Levers:1; Overall Depth:96mm; Overall Height:26mm; Overall Width:29mm 军事的DC - DC电源
Low Profile Keypad Buttons 军事的DC - DC电源
General Purpose Transistor NPN; Package: SC-70 (SOT-323) 3 LEAD; No of Pins: 3; Container: Tape and Reel; Qty per Container: 3000 军事的DC - DC电源
General Purpose Transistor PNP; Package: TO-92 (TO-226) 5.33mm Body Height; No of Pins: 3; Container: Tape and Ammunition Box; Qty per Container: 2000 军事的DC - DC电源
0.5 in Diameter, 200mA Single Deck Rotary Switch 军事的DC - DC电源
Flash 1Mb PROM (ST Micro) 军事的DC - DC电源
POWER QUICC 军事的DC - DC电源
General Purpose Transistor NPN; Package: SOT-23 (TO-236) 3 LEAD; No of Pins: 3; Container: Tape and Reel; Qty per Container: 10000 军事的DC - DC电源
Schottky Diode (dual, common cathode) SC89 30V; Package: SC-89, 3 LEAD; No of Pins: 3; Container: Tape and Reel; Qty per Container: 3000 军事的DC - DC电源
Silicon Controlled Rectifier 0.8A 30V; Package: TO-92 (TO-226) 5.33mm Body Height; No of Pins: 3; Container: Tape and Reel; Qty per Container: 2000 军事的DC - DC电源
Thyristor 0.8A 200V; Package: TO-92 (TO-226) 5.33mm Body Height; No of Pins: 3; Container: Tape and Reel; Qty per Container: 2000 军事的DC - DC电源
72 MACROCELL 3.3 VOLT ISP CPLD 军事的DC - DC电源
Connector,D-Shell,Cable Mnt,RECEPT,9 Contacts,SKT,0.05 Pitch,SOLDER Terminal,HOLE .087-.098 军事DC - DC电源
1500 W Transient Voltage Suppressor 91 V MOSORB Unidir; Package: Axial Lead MOSORB 9.52x5.21mm, 25.4x0.97mm Pkg, Lead len/dia; No of Pins: 2; Container: Tape and Reel; Qty per Container: 1500 军事的DC - DC电源
5 W Zener Regulator 68 V SUR40; Package: Surmetic 40, Axial Lead; Container: Bulk; Qty per Container: 1000 军事的DC - DC电源
1500 W Transient Voltage Suppressor 54 V SMC Unidirectional; Package: SMC; No of Pins: 2; Container: Tape and Reel; Qty per Container: 2500 军事的DC - DC电源
5 W Zener Regulator 18 V SUR40; Package: Surmetic 40, Axial Lead; Container: Bulk; Qty per Container: 1000 军事的DC - DC电源
5 W Zener Regulator 14 V SUR40; Package: Surmetic 40, Axial Lead; Container: Bulk; Qty per Container: 1000 军事的DC - DC电源
5 W Zener Regulator 13 V SUR40; Package: Surmetic 40, Axial Lead; Container: Tape and Reel; Qty per Container: 4000 军事的DC - DC电源
5 W Zener Regulator 13 V SUR40; Package: Surmetic 40, Axial Lead; Container: Bulk; Qty per Container: 1000 军事的DC - DC电源
5 W Zener Regulator 12 V SUR40; Package: Surmetic 40, Axial Lead; Container: Tape and Reel; Qty per Container: 4000 军事的DC - DC电源
5 W Zener Regulator 12 V SUR40; Package: Surmetic 40, Axial Lead; Container: Bulk; Qty per Container: 1000 军事的DC - DC电源
Switching Diode (dual, common anode) SOT23 70V ; Package: SOT-23 (TO-236) 3 LEAD; No of Pins: 3; Container: Tape and Reel; Qty per Container: 3000 军事的DC - DC电源
1A 200V Fast-Recovery Rectifier; Package: Axial Lead 5.20x2.70mm, 25.4x0.71mm Pkg, Lead len/dia; No of Pins: 2; Container: Tape and Reel; Qty per Container: 5000 军事的DC - DC电源
General Purpose Transistor PNP; Package: SOT-23 (TO-236) 3 LEAD; No of Pins: 3; Container: Tape and Reel; Qty per Container: 10000 军事的DC - DC电源
Automotive Catalog Unregulated 60 m-A Charge Pump Voltage Inverter 5-SOT-23 -40 to 125 军事的DC - DC电源
1500 W Transient Voltage Suppressor 27 V SMC Unidir; Package: SMC; No of Pins: 2; Container: Tape and Reel; Qty per Container: 2500 军事的DC - DC电源
3 W Zener Regulator 150 V SUR30; Package: Axial Lead 5.20x2.70mm, 25.4x0.71mm Pkg, Lead len/dia; No of Pins: 2; Container: Tape and Reel; Qty per Container: 6000 军事的DC - DC电源
Low-Voltage 1.8/2.5/3.3V 16-Bit Transceiver, Pb-free; Package: TSSOP-48 12.5x6.1x1.1 mm; No of Pins: 48; Container: Tape and Reel; Qty per Container: 2500 军事的DC - DC电源
250-mA, 3.3-V High-Efficiency Step-Down Charge Pump 10-MSOP -40 to 85 军事的DC - DC电源
600 W Transient Voltage Suppressor 15 V SMB Bidirectional; Package: SMB; No of Pins: 2; Container: Tape and Reel; Qty per Container: 2500 军事的DC - DC电源
600 W Transient Voltage Suppressor 16 V SMB Bidirectional; Package: SMB; No of Pins: 2; Container: Tape and Reel; Qty per Container: 2500 军事的DC - DC电源
5 W Zener Regulator 19 V SUR40; Package: Surmetic 40, Axial Lead; Container: Tape and Reel; Qty per Container: 4000 军事的DC - DC电源
5 W Zener Regulator 20 V SUR40; Package: Surmetic 40, Axial Lead; Container: Bulk; Qty per Container: 1000 军事的DC - DC电源
5 W Zener Regulator 20 V SUR40; Package: Surmetic 40, Axial Lead; Container: Tape and Reel; Qty per Container: 4000 军事的DC - DC电源
5 W Zener Regulator 24 V SUR40; Package: Surmetic 40, Axial Lead; Container: Tape and Reel; Qty per Container: 4000 军事的DC - DC电源
5 W Zener Regulator 25 V SUR40; Package: Surmetic 40, Axial Lead; Container: Bulk; Qty per Container: 1000 军事的DC - DC电源
5 W Zener Regulator 25 V SUR40; Package: Surmetic 40, Axial Lead; Container: Tape and Reel; Qty per Container: 4000 军事的DC - DC电源
SOLID TANTALUM RoHS Compliant: Yes 军事的DC - DC电源
Military DC-DC Power Supplies 军事DC - DC电源
Bipolar Power C77 PNP 4A 80V; Package: TO-225; No of Pins: 3; Container: Bulk; Qty per Container: 500 军事的DC - DC电源
Bipolar Power C77 PNP 4A 40V; Package: TO-225; No of Pins: 3; Container: Bulk; Qty per Container: 500 军事的DC - DC电源
CONNECTOR ACCESSORY 军事的DC - DC电源
Sensitive Gate Triacs; Package: TO-225; No of Pins: 3; Container: Bulk; Qty per Container: 500 军事的DC - DC电源
Small Signal T092 JFET N Channel 25V; Package: TO-92 (TO-226) 5.33mm Body Height; No of Pins: 3; Container: Bulk; Qty per Container: 1000 军事的DC - DC电源
Bipolar Power C77 NPN 4A 80V; Package: TO-225; No of Pins: 3; Container: Bulk; Qty per Container: 500 军事的DC - DC电源
Capacitor; Capacitor Type:Polypropylene; Voltage Rating:400V; Capacitor Dielectric Material:Polypropylene; Capacitance:3900pF; Capacitance Tolerance: 5%; Lead Pitch:0.374"; Leaded Process Compatible:No RoHS Compliant: No 军事的DC - DC电源
1500 W Transient Voltage Suppressor 26 V SMC Unidirectional; Package: SMC; No of Pins: 2; Container: Tape and Reel; Qty per Container: 2500 军事的DC - DC电源
Limit Switch,STRAIGHT,SPST-DB,OFF-(ON),QUICK CONNECT Terminal,PUSHBUTTON 军事的DC - DC电源
Silver Mica Capacitor; Capacitance:430pF; Capacitance Tolerance: /- 5%; Series:CD4; Voltage Rating:500VDC; Capacitor Dielectric Material:Mica; Termination:Radial Leaded; Lead Pitch:2.5mm; Leaded Process Compatible:Yes RoHS Compliant: Yes 军事的DC - DC电源
1.5 W Zener Regulator 4.3 V SMA; Package: SMA; No of Pins: 2; Container: Tape and Reel; Qty per Container: 5000 军事的DC - DC电源
D/A Converter (D-A) IC; Resolution (Bits):24; Update Rate:192kSPS; Number of DACs:6; Data Interface:Serial; Package/Case:48-LQFP; IC Generic Number:4362; Interface Type:Serial; Leaded Process Compatible:No; Number of Bits:24 军事的DC - DC电源
123dB SNR Stereo DAC (S/W Control) 28-SSOP -25 to 85 军事的DC - DC电源
Programmable Unijunction Transistor; Package: TO-92 (TO-226) 5.33mm Body Height; No of Pins: 3; Container: Bulk; Qty per Container: 5000 军事的DC - DC电源
1500 W Transient Voltage Suppressor 43 V SMC Unidirectional; Package: SMC; No of Pins: 2; Container: Tape and Reel; Qty per Container: 2500 军事的DC - DC电源
Replaced by PCM1808 : 93dB SNR Stereo ADC with Single-Ended Inputs 14-SOIC 军事的DC - DC电源
Bipolar Power C77 PNP 4A 60V; Package: TO-225; No of Pins: 3; Container: Bulk; Qty per Container: 500 军事的DC - DC电源
1500 W Transient Voltage Suppressor 22 V SMC Unidirectional; Package: SMC; No of Pins: 2; Container: Tape and Reel; Qty per Container: 2500 军事的DC - DC电源
Bipolar Power C77 NPN 4A 60V; Package: TO-225; No of Pins: 3; Container: Bulk; Qty per Container: 500 军事的DC - DC电源
Bipolar Power TO220 PNP 10A 60V; Package: TO-220 3 LEAD STANDARD; No of Pins: 3; Container: Rail; Qty per Container: 50 军事的DC - DC电源
Small Signal SOT23 JFET N Channel 40V Tape and Reel; Package: SOT-23 (TO-236) 3 LEAD; No of Pins: 3; Container: Tape and Reel; Qty per Container: 3000 军事的DC - DC电源
Bipolar Power D2PAK NPN 10A 350V; Package: D2PAK 3 LEAD; No of Pins: 3; Container: Tape and Reel; Qty per Container: 800 军事的DC - DC电源
3 W Zener Regulator 160 V SMB; Package: SMB; No of Pins: 2; Container: Tape and Reel; Qty per Container: 2500 军事的DC - DC电源
1.5 W Zener Regulator 14 V SMA; Package: SMA; No of Pins: 2; Container: Tape and Reel; Qty per Container: 5000 军事的DC - DC电源
400 W Transient Voltage Suppressors 60 V SMA Bidirectional; Package: SMA; No of Pins: 2; Container: Tape and Reel; Qty per Container: 5000 军事的DC - DC电源
Silver Mica Capacitor; Capacitance:2000pF; Capacitance Tolerance: /- 1%; Series:CD19; Voltage Rating:500VDC; Capacitor Dielectric Material:Mica; Termination:Radial Leaded; Lead Pitch:8.7mm; Leaded Process Compatible:No RoHS Compliant: No 军事的DC - DC电源
72 MACROCELL 5 VOLT ISP CPLD - NOT RECOMMENDED for NEW DESIGN 军事的DC - DC电源
Silver Mica Capacitor; Capacitance:300pF; Capacitance Tolerance: /- 5%; Series:CD4; Voltage Rating:500VDC; Capacitor Dielectric Material:Mica; Termination:Radial Leaded; Lead Pitch:2.5mm; Leaded Process Compatible:Yes RoHS Compliant: Yes 军事的DC - DC电源
Power MOSFET 200 mAmps, 50 Volts; Package: SOT-23 (TO-236) 3 LEAD; No of Pins: 3; Container: Rail; Qty per Container: 10000 军事的DC - DC电源
1500 W Transient Voltage Suppressor 12 V SMC Unidir; Package: SMC; No of Pins: 2; Container: Tape and Reel; Qty per Container: 2500 军事的DC - DC电源
Power MOSFET 200 mAmps, 50 Volts; Package: SOT-23 (TO-236) 3 LEAD; No of Pins: 3; Container: Tape and Reel; Qty per Container: 3000 军事的DC - DC电源
Datamate J-Tek DIL Male Vertical SMT Connector, selective gold   tin/lead, no jackscrews, 11 11-way 军事的DC - DC电源
3A 200V Standard Recovery Rectifier; Package: Axial Lead 9.50x5.30mm, 25.4x1.20mm Pkg, Lead len/dia; No of Pins: 2; Container: Tape and Reel; Qty per Container: 1200 军事的DC - DC电源
3 W Zener Regulator 43 V SMB; Package: SMB; No of Pins: 2; Container: Tape and Reel; Qty per Container: 2500 军事的DC - DC电源
Triac; Package: TO-220 3 LEAD STANDARD; No of Pins: 3; Container: Bulk; Qty per Container: 500 军事的DC - DC电源
Replaced by PCM1803A : 103dB SNR Stereo ADC with Single-Ended Inputs 20-SSOP -40 to 85 军事的DC - DC电源
400 W Transient Voltage Suppressors 8.5 V SMA Unidirectional; Package: SMA; No of Pins: 2; Container: Tape and Reel; Qty per Container: 5000 军事的DC - DC电源
Adjustable, 500-mA, 3-MHz Step-Down Converter in QFN or Chip-Scale 8-DSBGA -40 to 85 军事的DC - DC电源
Mica Film Capacitor; Capacitance:200pF; Capacitance Tolerance: /- 5 %; Working Voltage, DC:500V; Terminal Type:Radial Leaded; Leaded Process Compatible:No; Features:Standard Dipped; Lead Pitch:0.234"; Mounting Type:Through Hole 军事的DC - DC电源
Dual D-Type Flip-Flop with Set and Reset; Package: TSSOP-14; No of Pins: 14; Container: Tape and Reel; Qty per Container: 2500 军事的DC - DC电源
600 W Transient Voltage Suppressor 12 V SMB Unidirectional; Package: SMB; No of Pins: 2; Container: Tape and Reel; Qty per Container: 2500 军事的DC - DC电源
3 W Zener Regulator 36 V SMB; Package: SMB; No of Pins: 2; Container: Tape and Reel; Qty per Container: 2500 军事的DC - DC电源
D/A Converter (D-A) IC; Resolution (Bits):24; Update Rate:96kSPS; Number of DACs:2; Data Interface:Serial; Package/Case:8-SOIC; Interface Type:Serial; Leaded Process Compatible:No; Number of Bits:24 军事的DC - DC电源
RES, FLM-SMD0603, 1/10W, 1%, 10.0K 军事的DC - DC电源
High Voltage Transistor PNP; Package: TO-92 (TO-226) 5.33mm Body Height; No of Pins: 3; Container: Tape and Reel; Qty per Container: 2000 军事的DC - DC电源
1.5 W Zener Regulator 12 V SMA; Package: SMA; No of Pins: 2; Container: Tape and Reel; Qty per Container: 5000 军事的DC - DC电源
1500 W Transient Voltage Suppressor 30 V SMC Unidirectional; Package: SMC; No of Pins: 2; Container: Tape and Reel; Qty per Container: 2500 军事的DC - DC电源
Bipolar Power TO3 NPN 20A 100V; Package: TO-204 (TO-3); No of Pins: 2; Container: Tray; Qty per Container: 100 军事的DC - DC电源
1500 W Transient Voltage Suppressor 24 V SMC Unidirectional; Package: SMC; No of Pins: 2; Container: Tape and Reel; Qty per Container: 2500 军事的DC - DC电源
Silver Mica Capacitor; Capacitance:4.5pF; Capacitance Tolerance: 0.5pF; Series:CD10; Voltage Rating:500VDC; Capacitor Dielectric Material:Mica; Termination:Radial Leaded; Lead Pitch:3.6mm; Leaded Process Compatible:No RoHS Compliant: No 军事的DC - DC电源
600 W Transient Voltage Suppressor 90 V SMB Unidirectional; Package: SMB; No of Pins: 2; Container: Tape and Reel; Qty per Container: 2500 军事的DC - DC电源
RES ARRAY 33 OHM 8 TERM 4RES SMD 军事的DC - DC电源
3 W Zener Regulator 47 V SMB; Package: SMB; No of Pins: 2; Container: Tape and Reel; Qty per Container: 2500 军事的DC - DC电源
D/A Converter (D-A) IC; Resolution (Bits):24; Update Rate:192kSPS; Number of DACs:2; Data Interface:Serial; Package/Case:20-TSSOP; Interface Type:Serial; Leaded Process Compatible:No; Number of Bits:24; Operating Temp. Max:70 C 军事的DC - DC电源
RES ARRAY 22 OHM 8 TERM 4RES SMD 军事的DC - DC电源
ECONOLINE: RSS & RSD - 1kVDC and 3KVDC Isolation- Internal SMD Construction- UL94V-0 Package Material- Toroidal Magnetics- Efficiency to 85%- SMD5, SMD8, SMD10 and SMD12 case styles 军事的DC - DC电源
1.27mm Pitch DIL Vertical SMT Pin Header, single polarised, gold, 36 36-way 军事的DC - DC电源
Small Signal Darlington NPN; Package: SOT-223 (TO-261) 4 LEAD; No of Pins: 4; Container: Tape and Reel; Qty per Container: 1000 军事的DC - DC电源
600 W Transient Voltage Suppressor 130 V SMB Unidirectional; Package: SMB; No of Pins: 2; Container: Tape and Reel; Qty per Container: 2500 军事的DC - DC电源
3 W Zener Regulator 27 V SMB; Package: SMB; No of Pins: 2; Container: Tape and Reel; Qty per Container: 2500 军事的DC - DC电源
5 W Zener Regulator 6.8 V SUR40; Package: Surmetic 40, Axial Lead; Container: Bulk; Qty per Container: 1000 军事的DC - DC电源
5 W Zener Regulator 120 V SUR40; Package: Surmetic 40, Axial Lead; Container: Tape and Reel; Qty per Container: 4000 军事的DC - DC电源
Bipolar Power C77 NPN 1A 250V; Package: TO-225; No of Pins: 3; Container: Bulk; Qty per Container: 500 军事的DC - DC电源
1500 W Transient Voltage Suppressor 68 V MOSORB Unidir; Package: Axial Lead MOSORB 9.52x5.21mm, 25.4x0.97mm Pkg, Lead len/dia; No of Pins: 2; Container: Bulk; Qty per Container: 500 军事的DC - DC电源
Small Signal General Purpose NPN Transistor SOT723; Package: SOT-723 3 LEAD; No of Pins: 3; Container: Tape and Reel; Qty per Container: 8000 军事的DC - DC电源
COMPUTER PRODUCT 军事的DC - DC电源
Fault Tolerant CAN Transceiver; Package: SOIC 14 LEAD; No of Pins: 14; Container: Rail; Qty per Container: 55 军事的DC - DC电源
Small Signal MOSFET 200mA, 60 v, N-Channel TO-92; Package: TO-92 (TO-226) 5.33mm Body Height; No of Pins: 3; Container: Tape and Reel; Qty per Container: 2000 军事的DC - DC电源
Silver Mica Capacitor; Capacitance:360pF; Capacitance Tolerance: 2%; Series:CD15; Voltage Rating:500VDC; Capacitor Dielectric Material:Mica; Termination:Radial Leaded; Lead Pitch:5.9mm; Leaded Process Compatible:No RoHS Compliant: No 军事的DC - DC电源
1.6V, 500-mA, 3-MHz Step-Down Converter in QFN or Chip-Scale 8-DSBGA -40 to 85 军事的DC - DC电源
Frame for modules; Series:Han 6B; Number of Contacts:2; For Use With:Hinged frame Han Modular; Connector Type:Frame for hood 军事的DC - DC电源
TMR/INT 241E 60 SEC 115/60 ENG 军事的DC - DC电源
600 W Transient Voltage Suppressor 5.0 V SMB Unidirectional; Package: SMB; No of Pins: 2; Container: Tape and Reel; Qty per Container: 2500 军事的DC - DC电源
3A 400V Standard Recovery Rectifier; Package: Axial Lead 9.50x5.30mm, 25.4x1.20mm Pkg, Lead len/dia; No of Pins: 2; Container: Tape and Reel; Qty per Container: 1200 军事的DC - DC电源
CAP 5PF 500V MICA RADIAL 军事的DC - DC电源
1500 W Transient Voltage Suppressor 16 V SMC Unidirectional; Package: SMC; No of Pins: 2; Container: Tape and Reel; Qty per Container: 2500 军事的DC - DC电源
Schottky Diode (dual, series) SOT23 70V; Package: SOT-23 (TO-236) 3 LEAD; No of Pins: 3; Container: Tape and Reel; Qty per Container: 3000 军事的DC - DC电源
1A 20V Schottky Rectifier; Package: Axial Lead 5.20x2.70mm, 25.4x0.71mm Pkg, Lead len/dia; No of Pins: 2; Container: Tape and Reel; Qty per Container: 5000 军事的DC - DC电源
Pushbutton Switch; Illumination:Non-Illuminated; Actuator Style:Round; Actuator Diameter:0.22"; Circuitry:SPST-NO-DM; Switch Terminals:Quick Connect; Contact Current Max:100mA; Actuator Color:White; Features:Actuator Barrier RoHS Compliant: Yes
Silver Mica Capacitor; Capacitance:10pF; Capacitance Tolerance: /- 0.5pF; Series:CD10; Voltage Rating:500VDC; Capacitor Dielectric Material:Mica; Termination:Radial Leaded; Lead Pitch:3.6mm; Leaded Process Compatible:No RoHS Compliant: No
Bipolar Power T0220 NPN 10A 100V; Package: TO-220 3 LEAD STANDARD; No of Pins: 3; Container: Rail; Qty per Container: 50
Test Point; Body Material:Brass; Contact Plating:Tin; External Height:0.39&quot;; External Width:0.11&quot;; Hole Diameter:0.118&quot;; Mounting Hole Dia:0.039; Thickness:0.025&quot; RoHS Compliant: Yes
Single Output LDO, 500mA, Fixed(3.3V), Low Quiescent Current, Power Good (PG)Output 20-HTSSOP -40 to 125
Vicor Corporation
Silver Mica Capacitor; Capacitance:270pF; Capacitance Tolerance: /- 5%; Series:CD19; Voltage Rating:500VDC; Capacitor Dielectric Material:Mica; Termination:Radial Leaded; Lead Pitch:8.7mm; Leaded Process Compatible:Yes RoHS Compliant: Yes
InputV:270V; outputV:5V; 200-300W; complete dual output DC-DC power military supply
   Military DC-DC Power Supplies
InputV:28V; outputV:24V; 150-300W; 30-..A; complete triple output DC-DC power military supply
	Vicor Corporation"ocus();document.Linkurl.link.select();" readOnly size="100" value="http://www.alldatasheet.com/view.jsp?Searchword=RL-IU" name="link
VICOR[Vicor Corporation]
DC/DC变换
圆形连接
Vicor, Corp.
JST Mfg. Co., Ltd.
Microchip Technology, Inc.
MEAN WELL Enterprises Co., Ltd.

	M38220M7MGP M38222MADHP M38220EADHP M38221M8XXXHP 	SS49E Series Economical Linear Position Sensors; radial lead IC package
Contact Gender:Pin; Circular Shell Style:Straight Plug; Insert Arrangement:25-24
: Low ; Serial interface: 2xUARTI2C2xSPI2xCAN ; Series: LPC2200 family ; Special features: 2x CANJTAG; ETM ; System frequency: 0~60 MHz; Timers: 4 x
: 16384 bytes; Reset active: Low ; Serial interface: 2xUARTI2C2xSPI2xCAN ; Series: LPC2200 family ; Special features: 2x CAN0 WS Exec. from int
: 16384 bytes; Reset active: Low ; Serial interface: 2xUARTI2C2xSPI ; Series: LPC2200 family ; Special features: 0 WS Exec. from int. FlashJTAG; ETM
; Reset active: Low ; Serial interface: 2xUARTI2C2xSPI ; Series: LPC2200 family ; Special features: JTAG; ETM ; System frequency: 0~60 MHz; Timers: 4 x
Circular Connector; No. of Contacts:37; Series:LJT06R; Body Material:Aluminum; Connecting Termination:Crimp; Connector Shell Size:25; Circular
SOCKET, D, IDC, 37WAY; Connector type:D Sub; Gender:Socket; Ways, No. of:37; Mating cycles, No. of:250; Termination method:IDC; Material, contact
8-bit microcontroller with accelerated two-clock 80C51 core 8 kB/16 kB 3 V byte-erasable flash with 10-bit ADC
IAR KS2103-02 Kickstart Board with on-board j-link
MCB213x (Keil Evaluation Board)
GASKET, 4 WAY; For use with:Har-link Connectors; Series:Har-link RoHS Compliant: Yes
RES-ARRAY 22K-OHM 4-ELEMENT 5% 0.063W CONVEX THK-FILM SMD-1206 TR-7-PA
WLAN ADK Wireless LAN Application Development Kit (ADYA)
MCB2100-U (Keil Evaluation Board   ULINK)
RES-ARRAY 220-OHM 4-ELEMENT 5% 0.063W CONVEX THK-FILM SMD-1206 TR-7-PA
BRACKET, 4 WAY; For use with:Har-link Connectors; Series:Har-link RoHS Compliant: Yes
Han 10 B Hood Top Entry M20 RoHS Compliant: NA
FlexRay bus ESD protection diode
8-bit I2C and SMBus I/O port with interrupt, 2-kbit EEPROM and 6 address pins - # of Addresses: 64 ; I2C-bus: 400 kHz; Interrupt: 0-1 ; Max Sink
8-bit I2C and SMBus I/O port with 2-kbit EEPROM - # of Addresses: 8 ; I2C-bus: 400 kHz; Max Sink Current per bit: 25 mA; Max Sink Current, per
CONN RJ45 JACK-JACK CAT5E
RES-ARRAY 33-OHM 4-ELEMENT 5% 0.063W CONVEX THK-FILM SMD-1206 TR-7-PA
RES-ARRAY 300-OHM 4-ELEMENT 5% 0.063W CONVEX THK-FILM SMD-1206 TR-7-PA
CONNECTOR 110 WAY SHIELDED AMP 352068-1
Aluminum Electrolytic Capacitor; Capacitor Type:Computer Grade; Voltage Rating:50VDC; Capacitor Dielectric Material:Aluminum Electrolytic; Operating Temperature Range:-40 C to  C; Capacitance:72000uF RoHS Compliant: Yes
Contact Gender:Socket; Circular Shell Style:Straight Plug; Insert Arrangement:25-29
Contact Gender:Pin; Circular Shell Style:Straight Plug; Insert Arrangement:25-29
1120KBITS BRAM 800000 SYSTEM GATES 556 I - NOT RECOMMENDED for NEW DESIGN
CONN RCPT 16POS .100 SGL STR PCB
BUSSMANN DIVISION / TCF15 15A CUBE FUS/FINGER SAFE
N-channel TrenchMOS (tm) transistor - Configuration: Single N-channel ; ID DC: 20 A; Qgd (typ): 22 nC; RDS(on): 130@10V mOhm; VDSmax: 200 V
4-bit GTL to GTL buffer - Application: Low voltage to low voltage buffer ; Function: Non-Latched GTL Buffer ; GTL Drive: 40 mA; Number of bits: 4
22-bit bi-directional low voltage translator - Application: Voltage Translation ; Function: Open Drain Voltage Translation ; Number of bits: 22 ; Operating temperature: -40~85 Cel; Voltage Translation Range: 1.0 to 5.0 ~ 1.0 to 5.0 V
NPN/NPN resistor-equipped transistors; R1 = 10 kOhm, R2 = 10 kOhm - hFE max:>30 ; hFE min: 30 ; IO max: 100 mA; Input resistor: 10 kOhm; Polarity: 2x NPN ; Ptot max: 200 mW; Resistor ratio: 1 ; VCEO max: 50 V
NPN resistor-equipped transistors; R1 = 10 kOhm, R2 = open
PNP/PNP resistor-equipped transistors; R1 = 4.7 kOhm, R2 = 4.7 kOhm
Global Limit Switches Series GLS: Top Roller Arm, 2NC 2NO DPDT Snap Action, PF1/2
SS94 Series General Purpose Ratiometric Linear Sensor; Vdc supply voltage
DELUXE TEST LEAD KIT RoHS Compliant: NA
RES 1M-OHM 1% 0.063W 200PPM THICK-FILM SMD-0402 5K/REEL-7IN-PA
RES 100K-OHM 1% 0.063W 200PPM THICK-FILM SMD-0402 5K/REEL-7IN-PA
N-channel TrenchMOS (tm) transistor - Configuration: Single N-channel ; ID DC: 20 A; Qgd (typ): 22 nC; RDS(on): 130@10V mOhm; VDSmax: 200 V
Low capacitance 7-fold bi-directional ESD protection diode arrays - Cd max.: 10 pF; IRM max: 0.025A; Number of protected lines: 7 ; PPP max: 35 W; VBR typ.: 7.6 V; VRWM: 5 V
Low capacitance bidirectional ESD protection diodes - Cd max.: 45 pF; IRM max: 0.1A; Number of protected lines: 1 ; PPP max: 130 W; VBR typ.: 0 V; VRWM: 5 V
PNP general purpose double transistor - Complement: PEMX1 ; fT min: 100 MHz; hFE max:>120 ; hFE min: 120 ; IC max: 100 mA; Polarity: 2x PNP ; Ptot max: 200 mW; VCEO max: 40 V
NPN/PNP general purpose transistors - fT min: 100 MHz; hFE max:>120 ; hFE min: 120 ; IC max: 100 mA; Polarity: NPN / PNP ; Ptot max: 200 mW; VCEO max: 40 V
Fivefold ESD protection diode arrays - Cd max.: 90 pF; IRM max: 0.015A; Number of protected lines: 5 ; PPP max: 200 W; VBR typ.: 18 V; VRWM: 15 V
NPN general purpose double transistor - Complement: PEMT1 ; fT min: 100 MHz; hFE max:>120 ; hFE min: 120 ; IC max: 100 mA; Polarity: 2x NPN ; Ptot max: 200 mW; VCEO max: 40 V
Ultra low capacitance double rail-to-rail ESD protection diode in a SOT143B package - Cd max.: 0 pF; IRM max: 0.1A; Number of protected lines: 2 ; PPP max: 0 W; VBR typ.: 0 V; VRWM: 3 V
SR Series Rocker Boot
4-channel I2C-bus switch with interrupt logic and reset - # of Addresses: 4 ; I2C-bus: 400 kHz; Inputs: 1 ; Interrupt: 4-1 ; Operating temperature: -40~85 Cel; Operating voltage: 2.3~5.5 VDC; Outputs: 4 ; Reset input pin: yes
Remote 16-bit I/O expander for Fm  I2C-bus with reset
Schottky barrier single diodes - Cd max.: 2@VR=1V pF; Configuration: single ; IF max: 120 mA; IFSM max: 200 A; IR max: 0.5@VR=30VA; VFmax: 370@IF=1mA mV; VR max: 40 V
MULTI-STUD RING (A-1006-MS)
Wideband variable gain amplifier - Dual: yes ; GBW product: 850 MHz; Input noise: 2.5 pA/sqrt(Hz); Operating temperature: -40~85 Cel; PSRR: 45 mV/V; Single supply: 4.5 to 7 VDC
Circular Connector; MIL SPEC:MIL-DTL-38999 Series I; Body Material:Metal; Series:LJT; No. of Contacts:128; Connector Shell Size:25; Connecting Termination:Crimp; Circular Shell Style:Straight Plug; Body Style:Straight RoHS Compliant: No
Thyristor; logic level - IGT: 0.05 mA; IT (RMS): 0.8 A; VDRM: 200 V
Triacs - IGT: 50 mA; IT (RMS): 25 A; VDRM: 400 V
9-bit odd/even parity generator/checker - Description: 9-Bit Odd/Even Parity Generator/Checker ; Logic switching levels: TTL ; Number of pins: 14 ; Output drive capability: -1/ 20 mA ; Propagation delay: 7 ns; Voltage: 4.5-5.5 V
Circular Connector; MIL SPEC:MIL-DTL-38999 Series I; Body Material:Metal; Series:LJT; No. of Contacts:61; Connector Shell Size:25; Connecting Termination:Crimp; Circular Shell Style:Straight Plug; Body Style:Straight RoHS Compliant: No
Circular Connector; MIL SPEC:MIL-DTL-38999 Series I; Body Material:Metal; Series:LJT; No. of Contacts:29; Connector Shell Size:25; Connecting Termination:Crimp; Circular Shell Style:Straight Plug; Body Style:Straight RoHS Compliant: No
Circular Connector; MIL SPEC:MIL-DTL-38999 Series I; Body Material:Metal; Series:LJT; No. of Contacts:19; Connector Shell Size:25; Connecting Termination:Crimp; Circular Shell Style:Straight Plug; Body Style:Straight RoHS Compliant: No
Circular Connector; MIL SPEC:MIL-DTL-38999 Series I; Body Material:Aluminum; Series:LJT; No. of Contacts:61; Connector Shell Size:25; Connecting Termination:Crimp; Circular Shell Style:Straight Plug; Body Style:Straight RoHS Compliant: No
RES 1.6 OHM 3W 5% METAL OXIDE
ECONOLINE: REC3-S_DRW(Z)/H* - 3W DIP Package- 1kVDC Isolation- Wide Input 2:1 & 4:1- Regulated Output- 100% Burned In- UL94V-0 Package Material- Continuous Short Circiut Protection- Efficiency to 80%
NPN/PNP general purpose transistors - fT min: 100 MHz; hFE max:>200 ; hFE min: 200 ; IC max: 500 mA; Polarity: NPN / PNP ; Ptot max: 300 mW; VCEO max: 12 V
Single Supply RS232C Line Driver/Receiver(?????μ?o?RS232C ?o?????????¨???2???2??????)
Hot swappable I2C and SMBus bus buffer - I2C-bus: 400 kHz; Inputs: 1 ; Operating temperature: -40~85 Cel; Operating voltage: 2.7~5.5 VDC; Outputs: 1
RING NYLAKRIMP FUNNEL ENTRY (F-966-38)
DIN Audio Connector; No. of Contacts:6; Contact Termination:Solder; Mounting Type:Cable; Gender:Male; Leaded Process Compatible:Yes; Peak Reflow Compatible (260 C):Yes RoHS Compliant: Yes
Trenchmos (tm) Standard level FET - Configuration: Single N-channel ; ID DC: 75 A; Qgd (typ): 35 nC; RDS(on): 15@10V mOhm; VDSmax: 110 V
Silicon Diffused Power Transistor - IC (DC): 12 A; IC (SAT): 6 A; tf(max): 0.15s; VCESM: 700 V
Double ESD protection diodes for transient overvoltage suppression
SS500 Series Latching Hall-Effect Sensor; SOT-89B surface mount packaget; available in 1,000/tape and reel
XA 16-bit microcontroller family 64K FLASH/2K RAM, watchdog, 2 UARTs
JT 42C 42#22 SKT RECP
N-channel Trenchmos (tm) logic level FET
8-bit 80C51 low power 8 kB flash microcontroller with 256 B RAM, 192 B data EEPROM
40 V, 200 mA PNP/PNP general-purpose double transistor
POT 1.0M OHM 1/4 SQ CERM SL MT
UHF wideband transistor - @ f1: 1000 ; @ f2: 2000 ; fT: 8 GHz; GUM @ f1: 14 dB; GUM @ f2: 8 dB; IC: 100 mA; Noise figure: 2@f21.3@f1 dB; Ptot: 365 mW; Polarity: NPN ; VCEO max: 10 V
NPN switching transistor - fT min: 500 MHz; hFE max: 120 ; hFE min: 40 ; IC max: 200 mA; Polarity: NPN ; Ptot max: 250 mW; toff: 30 ns; VCEO max: 15 V
Wideband variable gain amplifier - Amplifier type: Wideband variable gain ; Application: General-purpose/Linear ICs ; Function: Amplifiers ; Maximum power dissipation: 1100 Mw; Number of pins: 16 ; Operating temperature: -40~85 Cel; Vdd(max.): 5
DC-to-DC converter power train - Input voltage: 16 VDC; Operating frequency: 1 MHz; Output current: 25 A; Output voltage: 6 V 单芯位CMOS微机
Single-chip 16/32-bit microcontrollers; 32/64/128/256/512 kB ISP/IAP flash with 10-bit ADC and DAC 16/32位单片微控制器；32/64/128/256/512kB 支持0AD/DA转化的ISP/IAP闪存
SINGLE-CHIP 8-BIT CMOS MICROCOMPUTER 单芯位CMOS微机
Dual N-channel enhancement mode TrenchMOS (tm) transistor - Configuration: Dual N-channel ; I<sub>D</sub> DC: 3.4 A; R<sub>DS(on)</sub>: 100@10V200@4.5V mOhm; V<sub>DS</sub>max: 30 V 单芯位CMOS微机
Advanced LinCMOS(TM) Rail-To-Rail Output Wide-Input-Voltage Dual Operational Amplifier 8-SOIC -40 to 85 单芯位CMOS微机
8-channel analog multiplexer/demultiplexer 单芯位CMOS微机
JT 41C 41#20 SKT RECP 单芯位CMOS微机
NPN resistor-equipped transistors; R1 = 2.2 kOhm, R2 = 47 kOhm NPN配电阻型晶体R1=2.2千欧姆，R2=47千欧
Nexperia media processor 单芯位CMOS微机
SD MPEG-2 SoC 单芯位CMOS微机
RF CONNECTOR; SMA FEMALE BULKHEAD, SOLDER ATTACHMENT FOR PE-034SR (.034" SEMI-RIGID) 单芯位CMOS微机
1-of-8 decoder/demultiplexer - Description: 3-to-8 Line Decoder/Demultiplexer; Inverting ; Logic switching levels: TTL ; Number of pins: 16 ; Output drive capability: -1/ 20 mA ; Propagation delay: 6.1 ns; Voltage: 4.5-5.5 V 单芯位CMOS微机
Circular Connector; No. of Contacts:128; Series:LJT06R; Body Material:Aluminum; Connecting Termination:Crimp; Connector Shell Size:25; Circular Contact Gender:Socket; Circular Shell Style:Straight Plug; Insert Arrangement:25-35 单芯位CMOS微机
CONN RCPT 46POS .100 DL STR PCB 单芯位CMOS微机
Digital satellite tuner RF IC 单芯位CMOS微机
RF CONNECTOR; SMA MALE, RIGHT ANGLE, SOLDER ATTACHMENT FOR PE-034SR (.034" SEMI-RIGID) 单芯位CMOS微机
PNP resistor-equipped transistors; R1 = 47 kOhm, R2 = 22 kOhm PNP配电阻型晶体管；R1=47千欧姆，R2=22千欧
PNP resistor-equipped transistors; R1 = 47 kOhm, R2 = 47 kOhm PNP配电阻型晶体管；R1=47千欧姆，R2=47千欧
PNP/PNP resistor-equipped transistors; R1 = 47 kOhm, R2 = open 单芯位CMOS微机
MIFARE DESFire contactless multi-application IC 单芯位CMOS微机
SINGLE-CHIP 8-BIT CMOS MICROCOMPUTER 单芯8位CMOS微机
Flashless 16-bit/32-bit micro; Ethernet, CAN, ISP/IAP, USB 2.0 device/host/OTG, external memory interface 单芯位CMOS微机
Octal inverting buffer (3-state) - Description: Octal Buffer/Line Driver; Inverting (3-State) ; Logic switching levels: TTL ; Number of pins: 20 ; Output drive capability: -15/ 64 mA ; Propagation delay: 4.5 ns; Voltage: 4.5-5.5 V 单芯位CMOS微机
MCB2100 (Keil Evaluation Board) 单芯位CMOS微机
KS2106 (IAR Kickstart Board for LPC2104/5/6) 单芯位CMOS微机
phyCORE-ARM7/LPC2220 RDK (LPC2220 Rapid Development Kit) 单芯8位CMOS微机
MOSFET driver MOSFET驱动
4-bit asynchronous bus arbiter - Description: 4-Bit Asynchronous Bus Arbiter ; Logic switching levels: TTL ; Number of pins: 16 ; Output drive capability: -1/ 24 mA ; Propagation delay: 4.5 ns; Voltage: 4.5-5.5 V 单芯位CMOS微机
CONN HEADER 200POS .8MM DUAL SMD 单芯位CMOS微机
CONNECTOR ACCESSORY 连接器附
Advanced LinCMOS(TM) Rail-To-Rail Output Wide-Input-Voltage Dual Operational Amplifier 8-TSSOP -40 to 85 单芯位CMOS微机
Quad 2-input NAND 30Ohm driver - Description: 2-Input 30 Ohm Line Driver; Non-Inverting ; Logic switching levels: TTL ; Number of pins: 16 ; Output drive capability: -67/ 160 mA ; Propagation delay: 2 ns; Voltage: 4.5-5.5 V 单芯位CMOS微机
8-BIT SINGLE CHIP MICROCONTROLLERS 8位单晶片微控制器
5-channel I2C hub - I2C-bus: 400 kHz; Inputs: 1 ; Operating temperature: -40~85 Cel; Operating voltage: 3.0~3.6 VDC; Outputs: 4 单芯位CMOS微机
Circular Connector; No. of Contacts:55; Series:MS27472; Body Material:Aluminum; Connecting Termination:Crimp; Connector Shell Size:16; Circular Contact Gender:Socket; Circular Shell Style:Wall Mount Receptacle RoHS Compliant: No 单芯位CMOS微机
Hot swappable I2C-bus and SMBus bus buffer - I2C-bus: 400 kHz; Inputs: 1 ; Operating temperature: -40~85 Cel; Operating voltage: 2.7~5.5 VDC; Outputs: 1 单芯位CMOS微机
1 A very low VF MEGA Schottky barrier rectifier 1安很低正向压降MEGA肖特基势垒整流器
32-Bit System-on-Chip 单芯位CMOS微机
IC LOGIC 244 OCTAL BUFFERS AND LINE DRIVERS WITH 3-STATE OUTPUTS -40 85C QSOP-20 55/TUBE 单芯位CMOS微机
Silicon temperature sensors 单芯位CMOS微机
2-to-1 I&#178;C-bus master selector with interrupt logic and reset 单芯位CMOS微机
ULPI Hi-Speed USB transceiver 单芯位CMOS微机
DisplayPort protection 单芯位CMOS微机
32 kHz watch circuits with EEPROM 单芯位CMOS微机
Dual 14 bits DAC, up to 160 MHz, 2 x interpolating 单芯位CMOS微机
Gen1 Hex Display Multiplexer - Bandwidth: 2.7 Gbps ; Number of channels: 6 ; Operating temperature: -10~ 85 Cel; Standby current: 10 uA; Supply current: 0.2 mA; Supply voltage: 3.0~3.6 V 单芯位CMOS微机
Trenchmos (tm) Standard level FET - Configuration: Single N-channel ; I<sub>D</sub> DC: 75 A; Q<sub>gd</sub> (typ): 35 nC; R<sub>DS(on)</sub>: 15@10V mOhm; V<sub>DS</sub>max: 110 V
PLUG, D, IDC, 25WAY; Connector type:D Sub; Gender:Plug; Ways, No. of:25; Mating cycles, No. of:250; Termination method:IDC; Material, contact:Beryllium Copper; Plating, contact:Gold over Nickel; Material:Steel; Colour:Yellow; RoHS Compliant: Yes
Insulation Displacement (IDC) Connector; Leaded Process Compatible:No; No. of Positions:25; Peak Reflow Compatible (260 C):No; Body Material:Steel; Body Plating:Zinc; Contact Plating:Gold Flash Over Nickel RoHS Compliant: No
RING TERM LB AWG-22-18 # 6
SOCKET, D, IDC, 15WAY; Connector type:D Sub; Gender:Socket; Ways, No. of:15; Mating cycles, No. of:250; Termination method:IDC; Material, contact:Beryllium Copper; Plating, contact:Gold over Nickel; Material:Steel; Colour:Yellow; RoHS Compliant: Yes
POT 200K OHM 1/2 SQ CERM SL MT
Electrolytic Capacitor, Radial
CAN transceiver for 24 V systems
EPM900 (Keil Emulator)
	Mitsubishi Electric Corporation
Mitsubishi Electric, Corp.
Sumida, Corp.

	MI-P621-IXA MI-P621-IXV MI-P621-IXW MI-P621-IXX MI	5V/2A(I/O), 4-CH Multi-Converter w/ VCOM Op-Amp &amp; GPM for LCD Bias, 24 QFN/TSSOP 24-HTSSOP -40 to 85
TPS65100, TPS65105 -  (TFT) LCD Supply with Vcom Buffer 24-HTSSOP -40 to 85
16V, 0.5W Zener Diode; Package: SOD-123; No of Pins: 2; Container: Tape &amp; Reel
Single Ic = 100 mA; Package: PG-SOT23-3; Polarity: PNP; R<sub>1</sub> (typ): 4.7 kOhm; R<sub>2</sub>: 47.0 k?; h<sub>FE</sub> (min): 70.0; V<sub>i (on)</sub> (min): 0.5 2mA / 0.3V;
RV6 Series Industrial Potentiometer, Conductive Plastic Element, Solder hook Terminals, 0.5 W Power Rating, 5 kOhm Resistance Value
RF Switches; Package: SG-FWLP-6; P<sub>-0.1dB</sub>(min): 21.0 dBm; Switching Time<sub>(max)</sub>: 4.0 &#181;s; Isolation @1GHz: 34.0 dB; Insertion Loss @1GHz: 0.3 dB; P<sub>max</sub>: 21.0 dBm
12V/2.8A(I/O), 4-CH Multi-Converter w/ 3.3V@2.3A LDO &amp; 19.5V OVP for LCD Bias, 28 TSSOP  28-HTSSOP -40 to 85
12V/2.8A(I/O), 4-CH Multi-Converter w/ 3.3V@1.8A LDO &amp; 23V OVP for LCD Bias, 28 TSSOP  28-HTSSOP -40 to 85
Inverting Octal 3-STATE Buffers; Package: SOIC-Wide; No of Pins: 20; Container: Tape &amp; Reel
TinyLogic UHS 2-Input OR Gate; Package: SC70; No of Pins: 5; Container: Tape &amp; Reel
TinyLogic UHS 2-Input Non-Inverting Multiplexer; Package: MicroPak; No of Pins: 6; Container: Tape &amp; Reel
12V/3.5A(I/O), 4-CH Multi-Converter w/ Programmble@2.5A LDO, HVS(Boost/VGH) &amp; Temp. Sensor for LCD B 40-VQFN -40 to 85
Single Output LDO, 150mA, Fixed (2.6V),  High PSRR, Low Quiescent Current, Low Noise 5-SC70 -40 to 85
Small Signal Diode; Package: SOD-123; No of Pins: 2; Container: Tape &amp; Reel
Hex Schmitt Trigger; Package: DIP; No of Pins: 14; Container: Rail
Dual Differential Line Driver; Package: SOIC; No of Pins: 14; Container: Tape &amp; Reel
Adjustable, 600-mA Switch, 90% Efficient PFM/PWM Boost Converter in ThinSOT-23  6-SOT -40 to 85
TVS UNIDIRECT 1500W 78V SMC
TinyLogic UHS Triple Buffer; Package: MicroPak; No of Pins: 8; Container: Tape &amp; Reel
Solenoid Spring Kit; Contents Of Kit:5 Springs, 1 Plunger; For Use With:Guardian T12X19 Series DC Solenoids; Leaded Process Compatible:Yes RoHS Compliant: Yes
Solenoid Spring Kit; Contents Of Kit:5 Springs, 1 Plunger; For Use With:Guardian T8X16 Series DC Solenoids; Leaded Process Compatible:Yes RoHS Compliant: Yes
BS Datamate L-Tek SIL Male Vertical 3mm PC Tail Connector, latched, selective gold   tin/lead, 5-way 军事底座安装的DC - DC转换000W的单，双，三输出
CAP CER 36000PF 50V 5% C0G 2220 军事底座安装的DC - DC转换000W的单，双，三输出
TinyLogic ULP D-Type Flip-Flop with Preset and Clear; Package: MicroPak; No of Pins: 8; Container: Tape &amp; Reel 军事底座安装的DC - DC转换000W的单，双，三输出
Adjustable, -15V Output Inverting DC/DC Converter in 3x3 QFN 10-SON -40 to 85 军事底座安装的DC - DC转换000W的单，双，三输出
GTN Series Hall-Effect Gear-Tooth Sensor; 24 Vdc version; connector position 1; 40 mm probe length 军事底座安装的DC - DC转换1000W的单，双，三输出
Dual-output 1A/2A Low Dropout (LDO) with dual enables and SVS for split-voltage systems 24-HTSSOP -40 to 125 军事底座安装的DC - DC转换000W的单，双，三输出
Mechanism/cutter, ultra high speed, ELM, w/partial cut 军事底座安装的DC - DC转换000W的单，双，三输出
Kiosk printer, ultra high speed, 3 inch paper, USB interface 军事底座安装的DC - DC转换000W的单，双，三输出
12-Stage Binary Counter 军事底座安装的DC - DC转换000W的单，双，三输出
3.3V Input Synchronous Buck Converter for Sequencing 28-HTSSOP 0 to 70 军事底座安装的DC - DC转换000W的单，双，三输出
MICRO 15 SOCKET 24" RBW FLOAT 军事底座安装的DC - DC转换000W的单，双，三输出
MICRO 15 SOCKET 24" RBW 军事底座安装的DC - DC转换000W的单，双，三输出
High Current Synchronous Buck Controller with 3.3V Output 28-HTSSOP 军事底座安装的DC - DC转换000W的单，双，三输出
Mechanism/cutter, ultra high speed, w/front feed 军事底座安装的DC - DC转换000W的单，双，三输出
SWTCH PLNGER SPDT 10A SOLD TERM 军事底座安装的DC - DC转换000W的单，双，三输出
Enclosure; Panel Height:1.72"; Panel Width:19.00"; Enclosure Color:Clear; Enclosure Material:Aluminum; Thickness:0.13" RoHS Compliant: Yes 军事底座安装的DC - DC转换1000W的单，双，三输出
CERAMIC CHIP/MIL-PRF-55681 陶瓷芯片/mil-prf-55681
Power and Battery Management IC for Li-Ion Powered Systems 48-VQFN -40 to 85 军事底座安装的DC - DC转换000W的单，双，三输出
Hex D-Type Flip-Flop with Clear; Package: TSSOP; No of Pins: 16; Container: Tape &amp; Reel 军事底座安装的DC - DC转换000W的单，双，三输出
Quad 2-Input AND Gate; Package: TSSOP; No of Pins: 14; Container: Rail 军事底座安装的DC - DC转换000W的单，双，三输出
Single Output LDO, 50mA, Fixed(2.5V), High Input Voltage, Low Quiescent Current 5-SC70 -40 to 85 军事底座安装的DC - DC转换000W的单，双，三输出
Time-Delay Relay; Contacts:DPDT; Time Range:Adjustable; Peak Reflow Compatible (260 C):Yes; Switch Function:DPDT 军事底座安装的DC - DC转换000W的单，双，三输出
STORAGE, SHELVES CABINET RoHS Compliant: Yes 军事底座安装的DC - DC转换000W的单，双，三输出
5 Bit Programmable Synchronous Buck Controller 28-HTSSOP 0 to 70 军事底座安装的DC - DC转换000W的单，双，三输出
TERMINAL BLOCK ID MARKERS RoHS Compliant: Yes 军事底座安装的DC - DC转换000W的单，双，三输出
Control Transformer; Series:PT 军事底座安装的DC - DC转换000W的单，双，三输出
Quad Analog Switch with Level Translator; Package: SOIC; No of Pins: 16; Container: Tape &amp; Reel 军事底座安装的DC - DC转换000W的单，双，三输出
Single Output LDO, 150mA, Fixed (1.0V), High PSRR, Low Quiescent Current, Low Noise 5-SC70 -40 to 85 军事底座安装的DC - DC转换000W的单，双，三输出
93dB SNR Low-Power Stereo DAC with HP Amplifier (S/W Control) 20-QFN -40 to 85 军事底座安装的DC - DC转换000W的单，双，三输出
Quad Analog Switch with Level Translator 军事底座安装的DC - DC转换000W的单，双，三输出
8-Channel 3-STATE Multiplexer; Package: TSSOP; No of Pins: 16; Container: Tape &amp; Reel 军事底座安装的DC - DC转换000W的单，双，三输出
1.8V, 500-mA, 3-MHz Step-Down Converter in Chip-Scale Package 8-DSBGA -40 to 85 军事底座安装的DC - DC转换000W的单，双，三输出
Dual-Output Low-Dropout (LDO) Voltage Regulators 24-HTSSOP -40 to 125 军事底座安装的DC - DC转换000W的单，双，三输出
28-V, 85% Efficient Boost Converter in QFN-8, Digitally Adjustable 8-SON -40 to 85 军事底座安装的DC - DC转换000W的单，双，三输出
PNP RF Transistor 军事底座安装的DC - DC转换000W的单，双，三输出
NPN RF Transistor; Package: SOT-23; No of Pins: 3; Container: Tape &amp; Reel 军事底座安装的DC - DC转换000W的单，双，三输出
8-Bit Magnitude Comparator (Equality Detector); Package: TSSOP; No of Pins: 20; Container: Rail 军事底座安装的DC - DC转换000W的单，双，三输出
Hex D-Type Flip-Flop with Clear; Package: SOIC; No of Pins: 16; Container: Tape &amp; Reel 军事底座安装的DC - DC转换000W的单，双，三输出
TinyLogic ULP-A 3-Input AND Gate 军事底座安装的DC - DC转换000W的单，双，三输出
Automotive Catalog 3-V to 6-V Input 6-A Output Sync Buck PWM Switcher 28-HTSSOP -40 to 125 军事底座安装的DC - DC转换0300W的单，双，三输出
Dual, 2x 27V, 700mA Switch, 1.2MHz Boost Converter with Single Inductor White LED and OLED Driver 10-SON -40 to 85 军事底座安装的DC - DC转换1000W的单，双，三输出
13V, 0.5W Zener Diode; Package: SOD-123; No of Pins: 2; Container: Tape &amp; Reel 军事底座安装的DC - DC转换000W的单，双，三输出
5.6V 350mW 5% ZENER 军事底座安装的DC - DC转换000W的单，双，三输出
POWER STAGE, SMD, QFN-48, 4412; Pins, No. of:48; Case style:QFN / 48; Base number:4412; Packaging type:Peel Pack; Termination Type:SMD RoHS Compliant: Yes 军事底座安装的DC - DC转换000W的单，双，三输出
12V, 0.5W Zener Diode 军事底座安装的DC - DC转换000W的单，双，三输出
Metal Connector Cover; Leaded Process Compatible:Yes; Connector Type:Top Entry Hood; For Use With:Han 3A, Single Lever; Overall Depth:28mm; Overall Height:56.5mm; Overall Width:27mm; Thread Size:PG 11 军事底座安装的DC - DC转换000W的单，双，三输出
28-V, 400-mA Switch Boost Converter in SOT-23 for LCD and White LED Applications 5-SOT-23 -40 to 85 军事底座安装的DC - DC转换000W的单，双，三输出
Enclosure; Panel Depth:3"; Panel Height:13.97"; Panel Width:19.00"; Rack U Height:4; Enclosure Color:Clear; Enclosure Material:Aluminum; Thickness:0.13" RoHS Compliant: Yes 军事底座安装的DC - DC转换000W的单，双，三输出
CMOS Phase-Locked Loop; Package: TSSOP; No of Pins: 16; Container: Tape &amp; Reel 军事底座安装的DC - DC转换000W的单，双，三输出
12-Stage Binary Counter; Package: TSSOP; No of Pins: 16; Container: Rail 军事底座安装的DC - DC转换000W的单，双，三输出
8-Channel 3-STATE Multiplexer; Package: SOIC; No of Pins: 16; Container: Tape &amp; Reel 军事底座安装的DC - DC转换000W的单，双，三输出
Dual Output, Low Input Voltage Controllers with Sequencing 28-HTSSOP -40 to 125 军事底座安装的DC - DC转换000W的单，双，三输出
TinyLogic HS 2-Input AND Gate 军事底座安装的DC - DC转换000W的单，双，三输出
CAP CER 6800PF 250V 10% X7R 0805 军事底座安装的DC - DC转换000W的单，双，三输出
D/A Converter (D-A) IC; Resolution (Bits):24; Update Rate:192kSPS; Number of DACs:2; Data Interface:Serial; Package/Case:10-TSSOP; Leaded Process Compatible:No; Number of Bits:24; Peak Reflow Compatible (260 C):No 军事底座安装的DC - DC转换000W的单，双，三输出
Quad 2-Input Exclusive OR Gate 军事底座安装的DC - DC转换000W的单，双，三输出
Low Input Voltage Boost Converter with Fixed 3.0V Output 10-MSOP -40 to 85 军事底座安装的DC - DC转换000W的单，双，三输出
TinyLogic ULP-A 2-Input AND Gate 军事底座安装的DC - DC转换000W的单，双，三输出
Connector,D-Shell,Cable Mnt,RECEPT,15 Contacts,SKT,0.05 Pitch,SOLDER Terminal,HOLE .087-.098 军事底座安装的DC - DC转换000W的单，双，三输出
Reflective Object Sensor; Package: Arrowhead, DustCover, Wires; No of Pins: 4; Container: Bulk 军事底座安装的DC - DC转换000W的单，双，三输出
Dual, Adjustable, 600mA and 1000mA, 2.25MHz Step-Down Converter with 1-Wire Interface in QFN 10-SON -40 to 85 军事底座安装的DC - DC转换000W的单，双，三输出
2.25MHZ 2x800mA Dual Step-Down Converter with 1-Wire Interface in QFN 10-SON -40 to 85 军事底座安装的DC - DC转换000W的单，双，三输出
Quad 2 Input NAND Gate; Package: SOIC; No of Pins: 14; Container: Tape &amp; Reel 军事底座安装的DC - DC转换000W的单，双，三输出
Enclosure; Panel Height:8.72"; Panel Width:19.00"; Enclosure Color:Clear; Enclosure Material:Aluminum; Thickness:0.13" RoHS Compliant: Yes 军事底座安装的DC - DC转换000W的单，双，三输出
Low Input Voltage Boost Converter with Fixed 2.8V Output 10-MSOP -40 to 85 军事底座安装的DC - DC转换000W的单，双，三输出
TinyLogic UHS 2-Input NOR Gate 军事底座安装的DC - DC转换000W的单，双，三输出
TinyLogic UHS 2-Input NOR Gate; Package: SC70; No of Pins: 5; Container: Tape &amp; Reel 军事底座安装的DC - DC转换000W的单，双，三输出
POS Series Liquid Level Sensor with Stainless-Steel housing, Output PNP NC, standard temperature range, 2 m [6.56 ft] flying lead (cable), crystal tip 军事底座安装的DC - DC转换000W的单，双，三输出
Quad 2-Input OR Gate; Package: SOP; No of Pins: 14; Container: Tape &amp; Reel 军事底座安装的DC - DC转换000W的单，双，三输出
28-V, 250-mA Switch Boost Converter in SOT-23 for LCD and White LED Applications 6-SON -40 to 85 军事底座安装的DC - DC转换000W的单，双，三输出
8-Bit Magnitude Comparator (Equality Detector); Package: DIP; No of Pins: 20; Container: Rail 军事底座安装的DC - DC转换000W的单，双，三输出
KEYBOARD, WITH TOUCHPAD, PS2, BLK; Colour:Black; Connector type:PS/2; Depth, external:193mm; Length / Height, external:37mm; Width, external:415mm 军事底座安装的DC - DC转换000W的单，双，三输出
CAP CER 15000PF 50V X7R 0402 军事底座安装的DC - DC转换000W的单，双，三输出
170 uVrms Zero-Ripple Switched Cap Boost Converter With Fixed 5.0V Output For VCO Supply 8-MSOP -40 to 85 军事底座安装的DC - DC转换000W的单，双，三输出
V-Basic Standard V15 Series, 16 A, long roller lever, 6,35 mm x 0,80 mm quick connect terminals, SPDT, 200 gf [1,96 N] 军事底座安装的DC - DC转换000W的单，双，三输出
98dB SNR Low-Power Stereo DAC with HP Amplifier (S/W Control) 16-TSSOP 0 to 70 军事底座安装的DC - DC转换000W的单，双，三输出
SWITCH ROLLER SPDT .1A QC TERM 军事底座安装的DC - DC转换000W的单，双，三输出
Octal D Flip-Flop with Clear 军事底座安装的DC - DC转换000W的单，双，三输出
Splashproof 军事底座安装的DC - DC转换000W的单，双，三输出
Automotive Catalog 3-V to 6-V Input 6-A Output Sync Buck PWM Switcher 28-HTSSOP -40 to 125 军事底座安装的DC - DC转换000W的单，双，三输出
Inverting Octal 3-STATE Buffers 军事底座安装的DC - DC转换000W的单，双，三输出
Dual Input Bus (3.3, 2.5V) 9A Output Synchronous Buck Converter 28-HTSSOP -40 to 85 军事底座安装的DC - DC转换000W的单，双，三输出
1.5V, 500-mA, 3-MHz Step-Down Converter in QFN or Chip-Scale 8-DSBGA -40 to 85 军事底座安装的DC - DC转换000W的单，双，三输出
Power Management IC for Li-Ion Powered Systems 40-VQFN -40 to 85 军事底座安装的DC - DC转换000W的单，双，三输出
6-channel Power Mgmt IC with 3DC/DCs, 3 LDOs, I<sup>2</sup>C interface and Dynamic Voltage Scaling 40-VQFN -40 to 85 军事底座安装的DC - DC转换000W的单，双，三输出
Adjustable, 500-mA, 3-MHz Step-Down Converter in QFN or Chip-Scale 8-DSBGA -40 to 85 军事底座安装的DC - DC转换000W的单，双，三输出
Snap-Acting Switch; Contact Current Max:10.1A; Actuator Style:Push Plunger; Current Rating:10.1A; Features:Button Actuator; Leaded Process Compatible:Yes; Mounting Type:Screw Terminal 军事底座安装的DC - DC转换000W的单，双，三输出
Panel Mount 军事底座安装的DC - DC转换000W的单，双，三输出
MRS Series Rocker, Non-lighted subminiature rectangle housing, SPDT, 3 position, Quick-connect, Snap-in panel 军事底座安装的DC - DC转换000W的单，双，三输出
Adjustable, 500-mA, 3-MHz Step-Down Converter in Chip-Scale Package 8-DSBGA -40 to 85 军事底座安装的DC - DC转换000W的单，双，三输出
High Conductance Fast Diode; Package: SOD-123; No of Pins: 2; Container: Tape &amp; Reel 军事底座安装的DC - DC转换000W的单，双，三输出
Replaced by DAC7742 : 军事底座安装的DC - DC转换000W的单，双，三输出
Military Chassis Mount DC-DC Converters 10 to 300W Single, Dual, Triple Outputs 军事底座安装的DC - DC转换0300W的单，双，三输出
CHASSIS PLATE 军事底座安装的DC - DC转换000W的单，双，三输出
106dB SNR Stereo DAC 16-SSOP/QSOP 军事底座安装的DC - DC转换000W的单，双，三输出
3-STATE Octal D-Type Flip-Flop 军事底座安装的DC - DC转换000W的单，双，三输出
Bracket; For Use With:LT7 pole units; Mounting Type:Wall Mount RoHS Compliant: Yes 军事底座安装的DC - DC转换000W的单，双，三输出
3-STATE Octal D-Type Edge-Triggered Flip-Flop 军事底座安装的DC - DC转换000W的单，双，三输出
3-STATE Octal D-Type Edge-Triggered Flip-Flop; Package: SOP; No of Pins: 20; Container: Rail 军事底座安装的DC - DC转换000W的单，双，三输出
8-Bit Magnitude Comparator (Equality Detector); Package: SOP; No of Pins: 20; Container: Rail 军事底座安装的DC - DC转换000W的单，双，三输出
15V, 0.5W Zener Diode; Package: SOD-123; No of Pins: 2; Container: Tape &amp; Reel 军事底座安装的DC - DC转换000W的单，双，三输出
98dB SNR Low-Power Stereo DAC with HP Amplifier (H/W Control) 20-VQFN 军事底座安装的DC - DC转换000W的单，双，三输出
330uF 450WV  20% *NO Pb* 军事底座安装的DC - DC转换000W的单，双，三输出
N-Channel RF Amplifier; Package: SOT-23; No of Pins: 3; Container: Tape &amp; Reel 军事底座安装的DC - DC转换000W的单，双，三输出
8.7V 350mW 5% ZENER; Package: SOT-23; No of Pins: 3; Container: Tape &amp; Reel 军事底座安装的DC - DC转换000W的单，双，三输出
8.7V 350mW 5% ZENER 军事底座安装的DC - DC转换000W的单，双，三输出
Quad 2-Input NOR Gate; Package: SOIC; No of Pins: 14; Container: Rail 军事底座安装的DC - DC转换000W的单，双，三输出
Quad 2-Input NAND Gate; Package: SOP; No of Pins: 14; Container: Rail 军事底座安装的DC - DC转换000W的单，双，三输出
5-V Output, 1.5-A Switch, 96% Efficient Boost Converter w/ LDO Down-Mode, QFN-10 10-SON -40 to 85 军事底座安装的DC - DC转换000W的单，双，三输出
TinyLogic ULP-A 2-Input AND Gate; Package: SC70; No of Pins: 5; Container: Tape &amp; Reel 军事底座安装的DC - DC转换000W的单，双，三输出
9-A Active Bus Termination/ DDR Memory DC/DC Converter 28-HTSSOP -40 to 85 军事底座安装的DC - DC转换000W的单，双，三输出
1.2V, 500-mA, 3-MHz Step-Down Converter in QFN or Chip-Scale 8-DSBGA -40 to 85 军事底座安装的DC - DC转换000W的单，双，三输出
Dual, 400mA and 600mA, 2.25MHz Step-Down Converter with 1-Wire Interface in QFN 10-SON -40 to 85 军事底座安装的DC - DC转换000W的单，双，三输出
Dual, Adjustable, 400mA and 600mA, 2.25MHz Step-Down Converter with 1-Wire Interface in QFN 10-SON -40 to 85 军事底座安装的DC - DC转换000W的单，双，三输出
1.8V, 500-mA, 3-MHz Step-Down Converter in QFN or Chip-Scale 10-SON -40 to 85 军事底座安装的DC - DC转换000W的单，双，三输出
47uF 50 WVDC *No Pb* 军事底座安装的DC - DC转换000W的单，双，三输出
5V Input 8A Synchronous Buck Converter with Disabled Sinking During Start Up 28-HTSSOP -40 to 85 军事底座安装的DC - DC转换000W的单，双，三输出
1.2A High Power White LED Driver with I<sup>2</sup>C Compatible Interface 12-DSBGA -40 to 85 军事底座安装的DC - DC转换000W的单，双，三输出
1.2A High Power White LED Driver with I<sup>2</sup>C Compatible Interface 10-SON -40 to 85 军事底座安装的DC - DC转换000W的单，双，三输出
RESISTOR CER 100 OHM 5W RADIAL 军事底座安装的DC - DC转换000W的单，双，三输出
Octal 3-STATE Transceiver 军事底座安装的DC - DC转换000W的单，双，三输出
OSC 5V SMT PLAS 14X9 CMOS 军事底座安装的DC - DC转换000W的单，双，三输出
6-Pin DIP 800V Zero Crossing Triac Driver Output Optocoupler 军事底座安装的DC - DC转换000W的单，双，三输出
OSC 3.3V SMT 14X9 CMOS 军事底座安装的DC - DC转换000W的单，双，三输出
Automotive Catalog Low Power DC/DC Boost Conveter 5-SOT-23 -40 to 125 军事底座安装DC - DC转换000W的单，双，三输出
Automotive Catalog Low Power DC/DC Boost Converter 5-SOT-23 -40 to 125 军事底座安装DC - DC转换000W的单，双，三输出
High Power Single Cell White LED Driver with 1.5A Switch, in 3x3 QFN 10-SON -40 to 85 军事底座安装的DC - DC转换000W的单，双，三输出
TVS BIDIRECT 1500W 8.5V SMC 军事底座安装的DC - DC转换000W的单，双，三输出
TVS ZENER BIDIRECT 1500W 70V SMC 军事底座安装的DC - DC转换000W的单，双，三输出
CONNECTOR 连接
Panel, J Box / 14.75x12.88 RoHS Compliant: Yes 军事底座安装的DC - DC转换000W的单，双，三输出
Inverting Octal 3-STATE Buffers; Package: SOP; No of Pins: 20; Container: Rail 军事底座安装DC - DC转换000W的单，双，三输出
Military Chassis Mount DC-DC Converters 10 to 300W Single, Dual, Triple Outputs 军事底座安装DC - DC转换1000W的单，双，三输出
Inverting Octal 3-STATE Buffers; Package: DIP; No of Pins: 20; Container: Rail 军事底座安装DC - DC转换000W的单，双，三输出
Capacitor Mounting Bracket; For Use With:Cylindrical capacitors with 0.875" diameter; Series:TH RoHS Compliant: Yes 军事底座安装的DC - DC转换000W的单，双，三输出
Mounting Bracket; For Use With:Cylindrical capacitors with 1" diameter; Leaded Process Compatible:Yes; Peak Reflow Compatible (260 C):Yes; Length:1.06ft; Outer Diameter:1" RoHS Compliant: Yes 军事底座安装的DC - DC转换000W的单，双，三输出
30A, 1200V HyperFast Diode 军事底座安装的DC - DC转换000W的单，双，三输出
SOLID TANTALUM 军事底座安装的DC - DC转换000W的单，双，三输出
SENSOR RH CAP NTC THERM VOUT 军事底座安装的DC - DC转换000W的单，双，三输出
Stop Screw; For Use With:8mm Sensors RoHS Compliant: Yes 军事底座安装的DC - DC转换000W的单，双，三输出
Connector Wall Plate; Body Material:Stainless Steel; Color:Brush Stainless Steel; No. of Ports:1 军事底座安装的DC - DC转换000W的单，双，三输出
Mounting Bracket; For Use With:18mm Sensors RoHS Compliant: Yes 军事底座安装的DC - DC转换000W的单，双，三输出
Mounting Bracket; For Use With:30mm Sensors RoHS Compliant: Yes 军事底座安装的DC - DC转换000W的单，双，三输出
D/A Converter (D-A) IC; Resolution (Bits):24; Update Rate:192kSPS; Number of DACs:2; Data Interface:Serial; Package/Case:20-TSSOP; A/D, D/A Features:Automatic sample rate detection, Digital volume control with soft ramp 军事底座安装DC - DC转换000W的单，双，三输出
Optologic Optical Interrupter Switch 军事底座安装的DC - DC转换000W的单，双，三输出
SMD Slotted Optical Switch; Package: SMT OPTO INTERRUPTER 2mm; No of Pins: 4; Container: Tape &amp; Reel 军事底座安装的DC - DC转换000W的单，双，三输出
SMD Slotted Optical Switch 军事底座安装的DC - DC转换000W的单，双，三输出
6-channel Power Mgmt IC with 2 DC/DCs, 4 LDOs, in 4x4mm QFN 32-VQFN 军事底座安装的DC - DC转换000W的单，双，三输出
Plastic Silicon Photosensor; Package: T-1 3/4, 5mm Diode; No of Pins: 2; Container: Bulk 军事底座安装的DC - DC转换000W的单，双，三输出
Wall Switch; Circuitry:SPST; Operating Voltage:277VAC; Switch Terminals:Screw; Color:Gray; Contact Current Max:20A; Switch Operation:On-Off RoHS Compliant: Yes 军事底座安装的DC - DC转换000W的单，双，三输出
Wall Switch; Circuitry:SPST; Operating Voltage:277VAC; Switch Terminals:Screw; Color:Brown; Contact Current Max:15A; Switch Operation:On-Off RoHS Compliant: Yes 军事底座安装的DC - DC转换000W的单，双，三输出
Surface Mount Silicon Infrared PIN Photodiode; Package: PLCC; No of Pins: 2; Container: Bulk 军事底座安装的DC - DC转换000W的单，双，三输出
Subminiature Plastic Silicon Phototransistor 军事底座安装的DC - DC转换000W的单，双，三输出
Plastic Silicon Phototransistor; Package: T-1, 3mm Detector; No of Pins: 2; Container: Bulk 军事底座安装的DC - DC转换000W的单，双，三输出
MIC OMNI DIRECT 4.0X1.5MM -46DB 军事底座安装的DC - DC转换000W的单，双，三输出
MIC HOLDER FOR 9.7X4.5MM MIC 军事底座安装的DC - DC转换000W的单，双，三输出
MIC HOLDER FOR 6.0X1.5MM MIC 军事底座安装的DC - DC转换000W的单，双，三输出
MIC HOLDER FOR 6.0X1.8MM MIC 军事底座安装的DC - DC转换000W的单，双，三输出
MIC HOLDER FOR 9.4MM MICROPHONE 军事底座安装的DC - DC转换000W的单，双，三输出
BREAKOUT TEST CABLE ASSEMBLY; ALLIGATOR CLIP TO; STACKING BANANA PLUG - 12" RED; RATED AT 2500 VOLTS, 5 AMPS &   50 DEGREE C 军事底座安装的DC - DC转换000W的单，双，三输出
Regulated 3.3-V High-Power Low-Noise Charge Pump DC/DC Converter 20-HTSSOP -40 to 85 军事底座安装的DC - DC转换0300W的单，双，三输出
Mechanism, 4-inch wide, Battery, ELM 军事底座安装的DC - DC转换000W的单，双，三输出
Enclosure Panel; For Use With:NEMA 3R, 4, 4X, 12 , and 13 Enclosures; Body Material:Steel; External Height:13"; External Width:9" 军事底座安装的DC - DC转换000W的单，双，三输出
Single Output LDO, 50mA, Fixed(1.9V), High Input Voltage, Low Quiescent Current 5-SC70 -40 to 85 军事底座安装的DC - DC转换000W的单，双，三输出
3-Channel, Current-regulated 75-mA Charge Pump for White LED Backlight in 3x3 QFN 16-QFN -40 to 85 军事底座安装的DC - DC转换1000W的单，双，三输出
Dual N-Channel Enhancement Mode Field Effect Transistor; ; No of Pins: 8; Container: Tape &amp; Reel 军事底座安装的DC - DC转换000W的单，双，三输出
Low Input Voltage Synchronous Boost Converter with Fixed 2.5V Output 10-MSOP -40 to 85 军事底座安装的DC - DC转换000W的单，双，三输出
Low Input Voltage Synchronous Boost Converter with Fixed 1.5V Output 10-MSOP -40 to 85 军事底座安装的DC - DC转换000W的单，双，三输出
MICRO 25 PIN 24" RBW 军事底座安装的DC - DC转换1000W的单，双，三输出
Quad 2-Input NAND Gate 2输入与非
TVS BIDIRECT 1500W 7.5V SMC 军事底座安装的DC - DC转换000W的单，双，三输出
Enclosure Panel; For Use With:PolyPro Series Enclosures; Body Material:Aluminum; External Height:17"; External Width:15.62"; Features:Swing-Out 军事底座安装的DC - DC转换000W的单，双，三输出
Mechanism, 4-inch wide, Rear Feed 军事底座安装的DC - DC转换000W的单，双，三输出
98dB SNR Stereo USB2.0 FS DAC with line-out and S/PDIF output, Bus/Self-powered (S/W Control) 28-SSOP -25 to 85 军事底座安装的DC - DC转换000W的单，双，三输出
123dB SNR Stereo Audio ADC with PCM output 48-TQFP -40 to 85 军事底座安装的DC - DC转换000W的单，双，三输出
MICRO 25 SKT 24" RBW JACKp 军事底座安装的DC - DC转换1000W的单，双，三输出
98dB SNR Stereo USB2.0 FS DAC with line-out and S/PDIF output, Bus/Self-powered (I2S) 32-TQFP -25 to 85 军事底座安装的DC - DC转换000W的单，双，三输出
Tantalum Capacitor; Capacitor Type:Solid; Voltage Rating:6VDC; Capacitor Dielectric Material:Tantalum; Capacitance:56uF; Capacitance Tolerance: /- 10%; Termination:Axial Leaded RoHS Compliant: Yes 军事底座安装的DC - DC转换000W的单，双，三输出
Reflective Object Sensor; Package: Focusing Sensor PCB; No of Pins: 4; Container: Rail 军事底座安装的DC - DC转换000W的单，双，三输出
Reflective Object Sensor 军事底座安装的DC - DC转换000W的单，双，三输出
Reflective Object Sensor; Package: Non Focusing Sensor PCB; No of Pins: 4; Container: Bulk 军事底座安装的DC - DC转换000W的单，双，三输出
INDUCTOR 27NH 300MA 0402 军事底座安装的DC - DC转换000W的单，双，三输出
Adjustable, up to 3A, 95% Efficient Step-Down Controller, 20uA, SOT-23 6-SOT-23 -40 to 85 军事底座安装的DC - DC转换000W的单，双，三输出
NPN RF Transistor; Package: TO-92; No of Pins: 3; Container: Tape &amp; Reel 军事底座安装的DC - DC转换000W的单，双，三输出
Circular Connector; No. of Contacts:6; Series:MS27467; Body Material:Aluminum; Connecting Termination:Crimp; Connector Shell Size:9; Circular Contact Gender:Pin; Circular Shell Style:Straight Plug; Insert Arrangement:9-35 军事底座安装的DC - DC转换000W的单，双，三输出
DIODE SCHOTTKY 600V 4A TO252-2 军事底座安装的DC - DC转换000W的单，双，三输出
DIODE SCHOTTKY 600V 2A TO220-2 军事底座安装的DC - DC转换000W的单，双，三输出
DIODE SCHOTTKY 1200V 10A TO220-2 军事底座安装的DC - DC转换000W的单，双，三输出
JIS C 5432 standard waterproof connectors; HRS No: 114-2055-4 71; Shell Size (dia): 16; Applicable Cable: Cable outer dia.f10; Operating Temperature Range (degrees C): -25 to 85; General Description: Standard cable clamp 军事底座安装的DC - DC转换000W的单，双，三输出
2.3-V Output, 400-mA, 95% Efficient Step-Down Converter, 15uA, ThinSOT-23 5-SOT -40 to 85 军事底座安装的DC - DC转换000W的单，双，三输出
1.8-V Output, 400-mA, 95% Efficient Step-Down Converter, 15uA, ThinSOT-23 5-SOT -40 to 85 军事底座安装的DC - DC转换000W的单，双，三输出
Single Output LDO, 150mA, Fixed(1.8V), High PSRR, Low Quiescent Current, Low Noise 5-SC70 -40 to 85 军事底座安装的DC - DC转换000W的单，双，三输出
1.5-V Output, 400-mA, 95% Efficient Step-Down Converter, 15uA, ThinSOT-23 5-SOT -40 to 85 军事底座安装的DC - DC转换000W的单，双，三输出
1.2-V Output, 400-mA, 95% Efficient Step-Down Converter, 15uA, ThinSOT-23 5-SOT -40 to 85 军事底座安装的DC - DC转换000W的单，双，三输出
Single Output LDO, 150mA, Fixed(1.8V), High PSRR, Low Quiescent Current, Low Noise 6-WSON -40 to 125 军事底座安装的DC - DC转换000W的单，双，三输出
1.6-V Output, 400-mA, 95% Efficient Step-Down Converter, 15uA, ThinSOT-23 5-SOT -40 to 85 军事底座安装的DC - DC转换000W的单，双，三输出
Adjustable, 1.5-A, 17-V Vin Step-Down Converter in QFN-16 16-QFN -40 to 85 军事底座安装的DC - DC转换000W的单，双，三输出
Regulated 3.3-V 50-mA Low-Ripple Charge Pump with Ultra Low Operating Current 10-MSOP -40 to 85 军事底座安装的DC - DC转换000W的单，双，三输出
Regulated 3.3-V 100-mA Low-Ripple Charge Pump with Ultra Low Operating Current 10-MSOP -40 to 85 军事底座安装的DC - DC转换000W的单，双，三输出
Regulated 3.3-V Low Ripple Charge Pump with Low Battery Indicator 10-MSOP -40 to 85 军事底座安装的DC - DC转换000W的单，双，三输出
Low-Dropout (LDO) Voltage Regulator 8-PDIP 军事底座安装的DC - DC转换000W的单，双，三输出
Multimode 600kHz Synchronous Buck Converter with Adjustable Output 8-SOIC -40 to 85 军事底座安装的DC - DC转换000W的单，双，三输出
Regulated 3.3-V Low Ripple Charge Pump with Power Good Indicator 10-MSOP -40 to 85 军事底座安装的DC - DC转换000W的单，双，三输出
Single-Cell to 3-V, 20mA Ultra-Low Quiescent Current Charge Pump 10-MSOP 军事底座安装的DC - DC转换000W的单，双，三输出
3-Channel, Current-regulated 75-mA Charge Pump for White LED Backlight in 3x3 QFN 16-QFN -40 to 85 军事底座安装的DC - DC转换000W的单，双，三输出
170 uVrms Zero-Ripple Switched Cap Boost Converter With Fixed 3.3V Output For VCO Supply 8-MSOP -40 to 85 军事底座安装的DC - DC转换000W的单，双，三输出
Single Output LDO, 150mA, Fixed (2.6V), High PSRR, Low Quiescent Current, Low Noise 5-SC70 -40 to 85 军事底座安装的DC - DC转换000W的单，双，三输出
Single Output LDO, 150mA, Fixed (2.5V), High PSRR, Low Quiescent Current, Low Noise 5-SC70 -40 to 85 军事底座安装的DC - DC转换000W的单，双，三输出
Single-Cell to 3.0V/3.3V, 20mA Dual Output, High Efficiency Charge Pump 10-MSOP -40 to 85 军事底座安装的DC - DC转换000W的单，双，三输出
Automotive Catalog 50 mA 24 V 3.2uA Supply Current Low-Dropout Linear Regulator 5-SC70 -40 to 125 军事底座安装的DC - DC转换000W的单，双，三输出
Lowest Dropout (LDO) PMOS Voltage Regulator 20-TSSOP -40 to 125 军事底座安装的DC - DC转换000W的单，双，三输出
Single-Cell to 3.3-V, 20-mA Ultra-Low Quiescent Current Charge Pump 10-MSOP 军事底座安装的DC - DC转换000W的单，双，三输出
Dual-Output LDO With SVS and Independent Enables 20-HTSSOP -40 to 125 军事底座安装的DC - DC转换000W的单，双，三输出
Lowest Dropout (LDO) PMOS Voltage Regulator 8-SOIC -40 to 125 军事底座安装的DC - DC转换000W的单，双，三输出
0.1UF CERAMIC CAP, 50V, 10%, 0603, X7R 军事底座安装的DC - DC转换000W的单，双，三输出
Lowest Dropout (LDO) PMOS Voltage Regulator 8-PDIP -40 to 125 军事底座安装的DC - DC转换000W的单，双，三输出
3.3-V Output, 800-mA, 10V Vin, 95% Efficient Step-Down Converter in MSOP-10 10-MSOP -40 to 85 军事底座安装的DC - DC转换000W的单，双，三输出
PANELS RACK ALUM UNFIN 3.5X19,1 军事底座安装的DC - DC转换000W的单，双，三输出
Adjustable, 800-mA, 10V Vin, 95% Efficient Step-Down Converter in MSOP-10 10-MSOP -40 to 85 军事底座安装的DC - DC转换000W的单，双，三输出
FREEDOM 军事底座安装的DC - DC转换000W的单，双，三输出
BOX HI PROFILE VENT 6X6X5,1 军事底座安装的DC - DC转换000W的单，双，三输出
Han D F Crimp Contact Au AWG 26 - 22 军事底座安装的DC - DC转换000W的单，双，三输出
1.8-V Output, 1.2-A, 95% Efficient Step-Down Converter, 18uA, MSOP-10 10-MSOP-PowerPAD -40 to 85 军事底座安装的DC - DC转换000W的单，双，三输出
1.5-V Output, 1.2-A, 95% Efficient Step-Down Converter, 18uA, MSOP-10 10-MSOP-PowerPAD -40 to 85 军事底座安装的DC - DC转换000W的单，双，三输出
0.5 in Diameter, 200mA Single Deck Rotary Switch 军事底座安装的DC - DC转换000W的单，双，三输出
Proximity Sensor; Sensor Input Type:Magnetic; Circuitry:SPST-NO; Leaded Process Compatible:Yes; Peak Reflow Compatible (260 C):Yes; Breakdown Voltage Min:200VDC RoHS Compliant: Yes 军事底座安装的DC - DC转换000W的单，双，三输出
3-STATE Octal D-Type Edge-Triggered Flip-Flop; Package: TSSOP; No of Pins: 20; Container: Tape &amp; Reel 军事底座安装的DC - DC转换000W的单，双，三输出
1A, 3MHz Buck Converter with I<sup>2</sup>C for Dynamic Voltage Scaling 12-DSBGA -40 to 85 军事底座安装的DC - DC转换000W的单，双，三输出
Timer-Counter Display Panel; Display Technology:Analog; Accuracy: 0.25%; Mounting Type:3-Hole; Output Current:15A; Output Type:Relay; Output Voltage:115VAC; Range:5 Minutes; Time Interval Resolution:5s 军事底座安装的DC - DC转换000W的单，双，三输出
Timer-Counter Display Panel; Display Technology:Analog; Accuracy: 0.25%; Mounting Type:3-Hole; Output Current:15A; Output Type:Relay; Output Voltage:115VAC; Range:60 Minutes; Time Interval Resolution:60s 军事底座安装的DC - DC转换000W的单，双，三输出
Timer-Counter Display Panel; Display Technology:Analog; Accuracy: 0.5%; Mounting Type:3-Hole; Output Current:15A; Output Type:Relay; Output Voltage:115VAC; Range:15 Minutes; Time Interval Resolution:15s 军事底座安装的DC - DC转换000W的单，双，三输出
INDICATOR PANEL SPLASH PROOF AMB 军事底座安装的DC - DC转换000W的单，双，三输出
5-V, 1.5-A, 17-V Vin Step-Down Converter in QFN-16 16-QFN -40 to 85 军事底座安装的DC - DC转换000W的单，双，三输出
3.3-V, 1.5-A, 17-V Vin Step-Down Converter in QFN-16 16-QFN -40 to 85 军事底座安装的DC - DC转换000W的单，双，三输出
Hex D-Type Flip-Flop with Clear; Package: TSSOP; No of Pins: 16; Container: Rail 军事底座安装的DC - DC转换000W的单，双，三输出
12V/2.8A(I/O), 4-CH Multi-Converter w/ 3.3V@1.8A LDO &amp; 23V OVP for LCD Bias, 28 TSSOP 28-HTSSOP -40 to 85 军事底座安装的DC - DC转换000W的单，双，三输出
Dummy Contact Block; For Use With:22 mm 军事底座安装的DC - DC转换000W的单，双，三输出
Relay Socket; Contact Termination:Screw Terminal; Current Rating:10A; For Use With:RR2P Relays; Number of Contacts:8; Series:SR 军事底座安装的DC - DC转换000W的单，双，三输出
RELAY SSR SPST-NC 165MA 6PIN SMD 军事底座安装的DC - DC转换000W的单，双，三输出
5.0-V Output, 1.8-A Switch, 96% Efficient Boost Converter w/ LDO Down-Mode, QFN-10 10-SON -40 to 85 军事底座安装的DC - DC转换000W的单，双，三输出
Programmable Logic Controller; For Use With:FL1C-B12RCC 军事底座安装的DC - DC转换000W的单，双，三输出
Power Module 军事底座安装的DC - DC转换000W的单，双，三输出
Programmable Logic Controller; For Use With:FL1D-B12RCE 军事底座安装的DC - DC转换000W的单，双，三输出
CONN PLUG 14POS 2.54MM VERT TIN 军事底座安装的DC - DC转换000W的单，双，三输出
DIN Mount I/O Module 军事底座安装的DC - DC转换000W的单，双，三输出
IC,Normally-Open PC-Mount Solid-State Relay,1-CHANNEL,DIP 军事底座安装的DC - DC转换000W的单，双，三输出
43 CORE 军事底座安装的DC - DC转换000W的单，双，三输出
CONN PLUG 15POS 2.54MM VERT TIN 军事底座安装的DC - DC转换000W的单，双，三输出
CONN PLUG 16POS 2.54MM VERT TIN 军事底座安装的DC - DC转换000W的单，双，三输出
600 Watt Transient Voltage Suppressors 军事底座安装的DC - DC转换000W的单，双，三输出
600 Watt Transient Voltage Suppressors; Package: DO-214AA(SMB); No of Pins: 2; Container: Tape &amp; Reel 军事底座安装的DC - DC转换000W的单，双，三输出
1.0 Ampere Schottky Barrier Rectifiers; Package: DO-214AC(SMA); No of Pins: 2; Container: Tape &amp; Reel 军事底座安装的DC - DC转换000W的单，双，三输出
MOTOR-RUN AND POWER SUPPLY CAPACITORS RoHS Compliant: Yes 军事底座安装的DC - DC转换000W的单，双，三输出
AC MEXICO CAPACITANCE=50 VOLT=440 军事底座安装的DC - DC转换000W的单，双，三输出
LKG CONN, 50A 125/250V, 3P4W RoHS Compliant: No 军事底座安装的DC - DC转换000W的单，双，三输出
Electrical Outlet Connector; Voltage Rating:480V; Mounting Type:Cable; Current Rating:50A; Gender:Plug RoHS Compliant: No 军事底座安装的DC - DC转换000W的单，双，三输出
Phototransistor Optical Interrupter Switch; Package: SMT Opto Interrupter QCK; No of Pins: 4; Container: Rail 军事底座安装的DC - DC转换000W的单，双，三输出
AC MEXICO CAPACITANCE=12.5 VOLT=370 军事底座安装的DC - DC转换000W的单，双，三输出
Electrical Outlet Connector; Voltage Rating:250V; Mounting Type:Cable; Current Rating:50A; Gender:Plug RoHS Compliant: No 军事底座安装的DC - DC转换000W的单，双，三输出
Phototransistor Optical Interrupter Switch 军事底座安装的DC - DC转换000W的单，双，三输出
GaAs Infrared Emitting Diode; Package: T-1 3/4, 5mm Diode; No of Pins: 2; Container: Tape &amp; Reel 军事底座安装的DC - DC转换000W的单，双，三输出
Strain Relief; Cable Bundle Diameter Max:0.43"; Cable Bundle Diameter Min:0.32"; For Use With:Insulated Cables; Leaded Process Compatible:No; Peak Reflow Compatible (260 C):No RoHS Compliant: Yes 军事底座安装的DC - DC转换000W的单，双，三输出
AlGaAs Infrared Emitting Diode; Package: T-1; No of Pins: 2; Container: Bulk 军事底座安装的DC - DC转换000W的单，双，三输出
GaAs Infrared Emitting Diode; Package: T-1 3/4, 5mm Diode; No of Pins: 2; Container: Bulk 军事底座安装的DC - DC转换000W的单，双，三输出
NPN General Purpose Amplifier 军事底座安装的DC - DC转换000W的单，双，三输出
Surface Mount Infrared Light Emitting Diode; Package: PLCC-2 Diode; No of Pins: 2; Container: Tape &amp; Reel 军事底座安装的DC - DC转换000W的单，双，三输出
Strain Relief; For Use With:1/2" NPT, Grip Cord Diameter .250"-.375" RoHS Compliant: Yes 军事底座安装的DC - DC转换000W的单，双，三输出
Surface Mountable Opto Interrupter Slotted Optical Switch; Package: SMT Opto Interrupter QCK; No of Pins: 4; Container: Rail 军事底座安装的DC - DC转换000W的单，双，三输出
Strain Relief; Cable Bundle Diameter Max:0.85"; Cable Bundle Diameter Min:0.73"; For Use With:Indoor wire drops; Material:Single weave Galvanized steel RoHS Compliant: Yes 军事底座安装的DC - DC转换000W的单，双，三输出
Surface Mountable Opto Interrupter Slotted Optical Switch 军事底座安装的DC - DC转换000W的单，双，三输出
Surface Mount Infrared Light Emitting Diode; Package: PLCC-2 Diode; No of Pins: 2; Container: Bulk 军事底座安装的DC - DC转换000W的单，双，三输出
ADAPT, PARALLELS THREE 4 PR JACKS 军事底座安装的DC - DC转换000W的单，双，三输出
Phototransistor Optical Interrupter Switch; Package: SMT Opto Interrupter QCK; No of Pins: 4; Container: Tape &amp; Reel 军事底座安装的DC - DC转换000W的单，双，三输出
NPN RF Transistor; Package: TO-92; No of Pins: 3; Container: Bulk 军事底座安装的DC - DC转换000W的单，双，三输出
Strain Relief; Cable Bundle Diameter Max:0.56"; Cable Bundle Diameter Min:0.43"; For Use With:Indoor wire drops; Material:Single weave Galvanized steel RoHS Compliant: Yes 军事底座安装的DC - DC转换000W的单，双，三输出
Strain Relief; For Use With:1/2" NPT, Grip Cord Diameter .375"-.5" RoHS Compliant: Yes 军事底座安装的DC - DC转换000W的单，双，三输出
NPN RF Transistor; Package: TO-92; No of Pins: 3; Container: Ammo 军事底座安装的DC - DC转换000W的单，双，三输出
Strain Relief; Cable Bundle Diameter Max:0.73"; Cable Bundle Diameter Min:0.56"; For Use With:Indoor wire drops; Material:Single weave Galvanized steel RoHS Compliant: Yes 军事底座安装的DC - DC转换000W的单，双，三输出
Octal 3-STATE Buffer; Package: SOIC-Wide; No of Pins: 20; Container: Rail 军事底座安装的DC - DC转换000W的单，双，三输出
Octal 3-STATE Buffer; Package: SOP; No of Pins: 20; Container: Rail 军事底座安装的DC - DC转换000W的单，双，三输出
Quad 2 Input NAND Gate; Package: TSSOP; No of Pins: 14; Container: Tape &amp; Reel 军事底座安装的DC - DC转换000W的单，双，三输出
Octal 3-STATE Buffer; Package: SOP; No of Pins: 20; Container: Tape &amp; Reel 军事底座安装的DC - DC转换000W的单，双，三输出
Quad 2-Input NAND Gate; Package: DIP; No of Pins: 14; Container: Rail 军事底座安装的DC - DC转换000W的单，双，三输出
Zener Diode; Package: SOD523F; No of Pins: 2; Container: Tape &amp; Reel 军事底座安装的DC - DC转换000W的单，双，三输出
Quad 2 Input NAND Gate; Package: TSSOP; No of Pins: 14; Container: Rail 军事底座安装的DC - DC转换000W的单，双，三输出
Octal 3-STATE Buffer 军事底座安装的DC - DC转换000W的单，双，三输出
Torque Wrench; Torque Max:18N-m; Drive Size:3/8"; Features:Single Scale, Newton Meter; Length:11.5"; Series:Classic Series; Torque Increments:.5N-m; Torque Min:0N-m; Weight:1.1lb 军事底座安装的DC - DC转换000W的单，双，三输出
Quad 2 Input NAND Gate 军事底座安装的DC - DC转换000W的单，双，三输出
N-Channel Switch 军事底座安装的DC - DC转换000W的单，双，三输出
CAPACITOR 军事底座安装的DC - DC转换000W的单，双，三输出
Military Chassis Mount DC-DC Converters 10 to 300W Single, Dual, Triple Outputs 军事底座安装DC - DC转换000W的单，双，三输出
V7 Series Miniature Basic Switch, Single Pole Double Throw Circuitry, 3 A at 250 Vac, Paddle Lever Actuator, 0,02 N [0.1 oz] Maximum Operating Force, Silver Contacts, Quick Connect Termination 军事底座安装的DC - DC转换000W的单，双，三输出
V7 Series Miniature Basic Switch, Single Pole Double Throw Circuitry, 15 A at 277 Vac, Simulated Roller Lever Actuator, 2,22 N [8.0 oz] Maximum Operating Force, Silver Contacts, Quick Connect Termination 军事底座安装的DC - DC转换000W的单，双，三输出
V7 Series Miniature Basic Switch, Single Pole Double Throw Circuitry, 100 mA at 125 Vac, Pin Plunger Actuator, 0,49 N [1.76 oz] Maximum Operating Force, Gold Contacts, Quick Connect Termination, CSA, UL 军事底座安装的DC - DC转换000W的单，双，三输出
V7 Series Miniature Basic Switch, Single Pole Double Throw Circuitry, 100 mA at 125 Vac, Roller Lever Actuator, 0,88 N [3.2 oz] Maximum Operating Force, Gold Contacts, Quick Connect Termination 军事底座安装的DC - DC转换000W的单，双，三输出
V7 Series Miniature Basic Switch, Single Pole Double Throw Circuitry, 11 A at 277 Vac, Straight Lever Actuator, 0,40 N [1.5 oz] Maximum Operating Force, Silver Contacts, Quick Connect Termination 军事底座安装的DC - DC转换000W的单，双，三输出
V7 Series Miniature Basic Switch, Single Pole Double Throw Circuitry, 11 A at 277 Vac, Pin Plunger, 0,44 N [21.6 oz] Maximum Operating Force, Silver Contacts, Quick Connect Termination 军事底座安装的DC - DC转换000W的单，双，三输出
V7 Series Miniature Basic Switch, Single Pole Double Throw Circuitry, 11 A at 277 Vac, Roller Lever Actuator, 0,44 N [21.6 oz] Maximum Operating Force, Silver Contacts, Quick Connect Termination 军事底座安装的DC - DC转换000W的单，双，三输出
PNP General Purpose Amplifier 军事底座安装的DC - DC转换000W的单，双，三输出
Marker Strip Fastener; For Use With:All Models RoHS Compliant: Yes 军事底座安装的DC - DC转换1000W的单，双，三输出
NPN RF Amplifier; Package: TO-92; No of Pins: 3; Container: Bulk 军事底座安装的DC - DC转换000W的单，双，三输出
RTP, 7-wire, 15-in, 1.1mm glass, P/F, 86%, AG5, 100mm tail 军事底座安装的DC - DC转换000W的单，双，三输出
Dual P-Channel Enhancement Mode Field Effect Transistor; ; No of Pins: 8; Container: Tape &amp; Reel 军事底座安装的DC - DC转换000W的单，双，三输出
Dual P-Channel PowerTrench MOSFET 军事底座安装的DC - DC转换000W的单，双，三输出
RTP, 7-wire, 17-in, 1.8mm glass, P/F, 80%, AG5, 220mm tail 军事底座安装的DC - DC转换000W的单，双，三输出
RTP, 4-wire, 6.5-in W 16:9, 1.1mm glass, P/F, 82%, AG5, AS, Auto, 50mm tail, RoHS 军事底座安装的DC - DC转换000W的单，双，三输出
RTP, 7-wire, 15-in, 1.8mm glass, P/F, 80%, AG5, 100mm tail 军事底座安装的DC - DC转换000W的单，双，三输出
RTP, 7-wire, 17-in, 1.8mm glass, P/ F, 86% AG5, 220mm tail, 军事底座安装的DC - DC转换000W的单，双，三输出
RTP, 7-wire, 15-in, 1.1mm glass, P/F, 86%, Clear, 100mm tail 军事底座安装的DC - DC转换000W的单，双，三输出
TinyLogic HST 2-Input AND Gate 军事底座安装的DC - DC转换000W的单，双，三输出
INDUCTOR 3.9NH 300MA 0402 军事底座安装的DC - DC转换000W的单，双，三输出
Adjustable, 90% Efficient SEPIC Converter with 200-mA LDO for 1-Cell LiIon or Dual-Cell Applications 16-TSSOP -40 to 85 军事底座安装的DC - DC转换000W的单，双，三输出
SPACER, 2.5MM; Depth, external:26mm; Length / Height, external:24mm; Material, case:PPO (Noryl); Temp, op. max:80(degree C); Temp, op. min:-20(degree C); Width, external:2.5mm RoHS Compliant: Yes 军事底座安装的DC - DC转换000W的单，双，三输出
CAP,1500uF,450VDC,2-% Tol,2 % Tol 军事底座安装的DC - DC转换000W的单，双，三输出
600 Watt Transient Voltage Suppressors; Package: DO-15; No of Pins: 2; Container: Tape &amp; Reel 军事底座安装的DC - DC转换000W的单，双，三输出
NPN General Purpose Amplifier; Package: TO-92; No of Pins: 3; Container: Ammo 军事底座安装的DC - DC转换000W的单，双，三输出
HARDWARE RoHS Compliant: Yes 军事底座安装的DC - DC转换000W的单，双，三输出
8 Characters x 2 Lines, 5x7 Dot Matrix Character and Cursor 军事底座安装的DC - DC转换000W的单，双，三输出
16 Characters x 1 Lines, 5x7 Dot Matrix Character and Cursor 军事底座安装的DC - DC转换000W的单，双，三输出
D52 - GLENAIR 军事底座安装的DC - DC转换000W的单，双，三输出
IGBT Modules up to 600V SixPACK; Package: AG-EASY750-1; I<sub>C </sub>(max): 6.0 A; V<sub>CE(sat)</sub> (typ): 1.55 V; Configuration: SixPACK; Technology: IGBT3; Housing: EasyPACK 750; 军事底座安装的DC - DC转换000W的单，双，三输出
PINS 军事底座安装的DC - DC转换000W的单，双，三输出
ER 7C 7#8 SKT PLUG RTANG 军事底座安装的DC - DC转换000W的单，双，三输出
71-331514-12P 军事底座安装的DC - DC转换000W的单，双，三输出
Circular Connector; Body Material:Aluminum; Series:PT00; No. of Contacts:61; Connector Shell Size:24; Connecting Termination:Solder; Circular Shell Style:Wall Mount Receptacle; Circular Contact Gender:Socket 军事底座安装的DC - DC转换000W的单，双，三输出
71-331514-12S 军事底座安装的DC - DC转换000W的单，双，三输出
Circular Connector; No. of Contacts:37; Series:TVS06; Body Material:Metal; Connecting Termination:Crimp; Connector Shell Size:15; Circular Contact Gender:Pin; Circular Shell Style:Straight Plug; Insert Arrangement:15-35 军事底座安装的DC - DC转换000W的单，双，三输出
PT 55C 55#20 SKT RECP 军事底座安装的DC - DC转换000W的单，双，三输出
Circular Connector; Body Material:Aluminum; Series:PT00; Number of Contacts:61; Connector Shell Size:24; Connecting Termination:Solder; Circular Shell Style:Wall Mount Receptacle; Circular Contact Gender:Socket 军事底座安装的DC - DC转换000W的单，双，三输出
PTSE 12C 4#16, 8#20 PIN PLUG 军事底座安装的DC - DC转换000W的单，双，三输出
91-441504-12S 军事底座安装的DC - DC转换000W的单，双，三输出
PTSE 3C 3#16 SKT PLUG 军事底座安装的DC - DC转换000W的单，双，三输出
PT 8C 8#20 PIN RECP 军事底座安装的DC - DC转换000W的单，双，三输出
91-441504-12P 军事底座安装的DC - DC转换000W的单，双，三输出
Circular Connector; Body Material:Aluminum; Series:PT00; Number of Contacts:61; Connector Shell Size:24; Connecting Termination:Solder; Circular Shell Style:Wall Mount Receptacle; Circular Contact Gender:Pin 军事底座安装的DC - DC转换000W的单，双，三输出
PT 12C 8#20 4#16 SKT PLUG 军事底座安装的DC - DC转换000W的单，双，三输出
TV 4C 4#12 PIN PLUG 军事底座安装的DC - DC转换000W的单，双，三输出
TRANSFRMR TOROID 9V .556A WIRES 军事底座安装的DC - DC转换000W的单，双，三输出
TV 37C 37#22D SKT PLUG 军事底座安装的DC - DC转换000W的单，双，三输出
TV 37C 37#22D PIN WALL RECP 军事底座安装的DC - DC转换000W的单，双，三输出
TRANSFRMR TOROID 7V .714A WIRES 军事底座安装的DC - DC转换000W的单，双，三输出
TV 37C 37#22D SKT WALL RECP 军事底座安装的DC - DC转换000W的单，双，三输出
CONNECTOR ACCESSORY 军事底座安装的DC - DC转换000W的单，双，三输出
240 x 64 pixel format, CFL, LED, or EL Backlight available 军事底座安装的DC - DC转换000W的单，双，三输出
CAP CER 43000PF 50V 5% C0G 2220 军事底座安装的DC - DC转换000W的单，双，三输出
CAP CER 16000PF 50V 5% C0G 2220 军事底座安装的DC - DC转换000W的单，双，三输出
RF/Coaxial Connector; RF Coax Type:SMA; Contact Termination:Solder; Body Style:Straight Plug; RG Cable Type:402, 0.141" Semi-Rigid RoHS Compliant: Yes 军事底座安装的DC - DC转换000W的单，双，三输出
IGBT Modules up to 1200V Diodes; Package: AG-62MM-2; I<sub>F </sub> (max): 300.0 A; V<sub>F</sub> (max): 2.3 V; Configuration: Single Diode; Housing: 62 mm; Features: -; 军事底座安装的DC - DC转换000W的单，双，三输出
IGBT Modules up to 1600V / 1700V Dual; Package: AG-62MM-1; I<sub>C </sub>(max): 300.0 A; V<sub>CE(sat)</sub> (typ): 2.0 V; Configuration: Dual Modules; Technology: IGBT3; Housing: 62 mm; 军事底座安装的DC - DC转换000W的单，双，三输出
LIGHTS: LAVENDER #19 军事底座安装的DC - DC转换000W的单，双，三输出
MAGNET USE W/10-38 A/T .062 SQ 军事底座安装的DC - DC转换000W的单，双，三输出
Phototransistor Optical Interrupter Switche 军事底座安装的DC - DC转换000W的单，双，三输出
N-Channel RF Amplifier 军事底座安装的DC - DC转换000W的单，双，三输出
19V, 400mA Switch, 1MHz Boost Converter w/Brightness Control for White LED Power Supplies 8-SON -40 to 85 军事底座安装的DC - DC转换000W的单，双，三输出
19V, 400mA Switch, 1MHz Boost Converter w/Brightness Control for White LED Power Supplies 8-DSBGA -40 to 85 军事底座安装的DC - DC转换000W的单，双，三输出
DSUB 军事底座安装的DC - DC转换000W的单，双，三输出
24V, 400mA Switch, 1MHz Boost Converter w/Brightness Control for White LED Power Supplies 8-DSBGA -40 to 85 军事底座安装的DC - DC转换000W的单，双，三输出
MICRO 25 SKT 24" RBW JACKS 军事底座安装的DC - DC转换000W的单，双，三输出
IGBT Modules up to 1200V Chopper 军事底座安装的DC - DC转换000W的单，双，三输出
UM Series Subminiature Basic Switch, Single Pole Double Throw (SPDT), 250 Vac, 2 A, Pin Plunger Actuator, Leadwire Termination 军事底座安装的DC - DC转换000W的单，双，三输出
IGBT Modules up to 1200V PIM; Package: AG-34MM-1; I<sub>C </sub>(max): 50.0 A; V<sub>CE(sat)</sub> (typ): 2.5 V; Configuration: Chopper Modules; Technology: IGBT2 Standard ; Housing: 34 mm; 军事底座安装的DC - DC转换000W的单，双，三输出
Military Chassis Mount DC-DC Converters 10 to 300W Single, Dual, Triple Outputs 军事底座安装的DC - DC转换1000W的单，双，三输出
UX Series Subminiature Basic Switch, Single Pole Double Throw (SPDT), 125 Vac, 100 mA, Pin Plunger Actuator, Solder Termination 军事底座安装的DC - DC转换000W的单，双，三输出
Connector assemblies, Keyboard Computer cables; Leaded Process Compatible:Yes RoHS Compliant: Yes 军事底座安装的DC - DC转换000W的单，双，三输出
UM Series Subminiature Basic Switch, Single Pole Double Throw (SPDT), 250 Vac, 2 A, Straight Lever Actuator, Leadwire Termination 军事底座安装的DC - DC转换000W的单，双，三输出
WIRE 22 AWG SOLID TINNED 军事底座安装的DC - DC转换000W的单，双，三输出
DB 15 MALE SHELL-CRIMP 军事底座安装的DC - DC转换000W的单，双，三输出
MD68 FEMALE TO MD50 MALE ADAPTER 军事底座安装的DC - DC转换000W的单，双，三输出
MIC 25 S 36" RBW 281-11-60-511 军事底座安装的DC - DC转换000W的单，双，三输出
WIRE,22AWG,1/22,TIN CU,BARE BUS BAR 军事底座安装的DC - DC转换000W的单，双，三输出
Connector assemblies, Keyboard Computer cables; RoHS Compliant: Yes 军事底座安装的DC - DC转换000W的单，双，三输出
DB25 FEMALE-MD50 MALE ADAPTER 军事底座安装的DC - DC转换000W的单，双，三输出
DB25 TAP MM-MF 军事底座安装的DC - DC转换000W的单，双，三输出
IGBT Modules up to 600V PIM 军事底座安装的DC - DC转换000W的单，双，三输出
IGBT Modules up to 1200V Dual ; Package: AG-34MM-1; I<sub>C </sub>(max): 50.0 A; V<sub>CE(sat)</sub> (typ): 2.1 V; Configuration: Dual Modules; Technology: IGBT2 Low Loss; Housing: 34 mm; 军事底座安装的DC - DC转换000W的单，双，三输出
UMTS LNA 军事底座安装的DC - DC转换000W的单，双，三输出
Power Semiconductors , High Power Semiconductors (eupec) , IGBT-Modules , IGBT Modules up to 1200V Single 军事底座安装的DC - DC转换000W的单，双，三输出
MD68 FEMALE-FEMALE ADAPTER 军事底座安装的DC - DC转换000W的单，双，三输出
MD68 MALE-MD50 FEMALE ADAPTER 军事底座安装的DC - DC转换000W的单，双，三输出
IGBT Modules up to 1200V Dual ; Package: AG-34MM-1; I<sub>C </sub>(max): 50.0 A; V<sub>CE(sat)</sub> (typ): 2.5 V; Configuration: Dual Modules; Technology: IGBT2 Standard; Housing: 34 mm; 军事底座安装的DC - DC转换000W的单，双，三输出
IGBT Modules up to 1200V Single; Package: AG-62MM-2; I<sub>C </sub>(max): 400.0 A; V<sub>CE(sat)</sub> (typ): 2.5 V; Configuration: Single Modules; Technology: IGBT2 Standard; Housing: 62 mm; 军事底座安装的DC - DC转换000W的单，双，三输出
MD68 MALE-C50 FEMALE ADAPTER 军事底座安装的DC - DC转换000W的单，双，三输出
IGBT Modules up to 600V SixPACK 军事底座安装的DC - DC转换000W的单，双，三输出
IGBT Modules up to 1200V Single; Package: AG-62MM-2; I<sub>C </sub>(max): 400.0 A; V<sub>CE(sat)</sub> (typ): 2.1 V; Configuration: Single Modules; Technology: IGBT2 Low Loss; Housing: 62 mm; 军事底座安装的DC - DC转换000W的单，双，三输出
CRIMP SHELLS, DB15, MALE 军事底座安装的DC - DC转换000W的单，双，三输出
IGBT Modules up to 1200V PIM 军事底座安装的DC - DC转换000W的单，双，三输出
DB25 TAP MF-FF 军事底座安装的DC - DC转换000W的单，双，三输出
Small Signal Discretes , PIN, Varactor RF Diodes and Schottky Diodes , VCO and Low Voltage Tuner 军事底座安装的DC - DC转换000W的单，双，三输出
RF/Coaxial Connector; RF Coax Type:SMA; Contact Termination:Solder; Body Style:Straight Plug; RG Cable Type:405, Semi Rigid 0.085" RoHS Compliant: Yes 军事底座安装的DC - DC转换000W的单，双，三输出
Circular Connector; MIL SPEC:MIL-C-26482, Series I, Solder; Body Material:Metal; Series:PC C-26482 Series I; No. of Contacts:2; Connector Shell Size:8; Connecting Termination:Solder; Circular Shell Style:Straight Plug 军事底座安装的DC - DC转换000W的单，双，三输出
Circular Connector; MIL SPEC:MIL-C-26482, Series I, Solder; Body Material:Aluminum; Series:PT00; Number of Contacts:55; Connector Shell Size:22; Connecting Termination:Solder; Circular Shell Style:Wall Mount Receptacle 军事底座安装的DC - DC转换000W的单，双，三输出
IGBT Modules up to 1200V Dual ; Package: AG-62MM-1; I<sub>C </sub>(max): 200.0 A; V<sub>CE(sat)</sub> (typ): 2.5 V; Configuration: Dual Modules; Technology: IGBT2 Standard; Housing: 62 mm; 军事底座安装的DC - DC转换000W的单，双，三输出
Connector,D-Shell,PCB Mnt,PLUG,25 Contacts,SKT,0.05 Pitch,PC TAIL Terminal,#2-56 军事底座安装的DC - DC转换000W的单，双，三输出
IGBT Modules up to 1200V SixPACK 军事底座安装的DC - DC转换000W的单，双，三输出
CIR 7C 7#12 FR PIN RECP 军事底座安装的DC - DC转换000W的单，双，三输出
CAP CER 2.2UF 4V X5R 0402 军事底座安装的DC - DC转换000W的单，双，三输出
CAP 56PF 50V 5% C0G SMD-0402 TR-7-PA SN100 军事底座安装的DC - DC转换000W的单，双，三输出
CAP CER 620PF 50V C0G 0402 军事底座安装的DC - DC转换000W的单，双，三输出
Dual 200mA Output, Low Noise, High PSRR, Low Dropout, Linear Regulator 6-SON -40 to 125 军事底座安装的DC - DC转换000W的单，双，三输出
CAP,47uF,50VDC,20-% Tol,20% Tol 军事底座安装的DC - DC转换000W的单，双，三输出
Top Cap; ; Peak Reflow Compatible (260 C):No RoHS Compliant: Yes 军事底座安装的DC - DC转换000W的单，双，三输出
2.25MHz 600mA Step-Down Converter in 2x2mm SON/TSOT23 Package 6-SON -40 to 85 军事底座安装的DC - DC转换000W的单，双，三输出
CORD COIL SGL END 6-6 WHITE 10' 军事底座安装的DC - DC转换000W的单，双，三输出
CAP CER 22000PF 16V Y5V 0402 军事底座安装的DC - DC转换000W的单，双，三输出
AL6H-M24P-G RCT LED PB DPDT RoHS Compliant: Yes 军事底座安装的DC - DC转换000W的单，双，三输出
CIR 10C 10#16 FR SKT RECP 军事底座安装的DC - DC转换000W的单，双，三输出
Single Output LDO, 150mA, Fixed (3.3V), High PSRR, Low Quiescent Current, Low Noise 6-WSON -40 to 125 军事底座安装的DC - DC转换000W的单，双，三输出
Single Output LDO, 150mA, Fixed (3.3V), High PSRR, Low Quiescent Current, Low Noise 6-SON -40 to 85 军事底座安装的DC - DC转换000W的单，双，三输出
Cap-Free, NMOS, 150mA Low Dropout Regulator with Reverse Current Protection 无电容，NMOS管，150mA的低压差稳压器的反向电流保护
Single Output LDO, 150mA, Fixed (3.0V), High PSRR, Low Quiescent Current, Low Noise 5-SC70 -40 to 85 军事底座安装的DC - DC转换000W的单，双，三输出
Plug, plug, 20 A, 250 V, black and white, nylon, screw termination, 2 pole, 2 wire non grounding; RoHS Compliant: Yes RoHS Compliant: Yes 军事底座安装的DC - DC转换000W的单，双，三输出
2.25MHz 300mA Step-Down Converter in 2x2mm SON/TSOT23 Package 5-SOT -40 to 85 军事底座安装的DC - DC转换000W的单，双，三输出
CIR 2C 2#0 FR SKT RECP 军事底座安装的DC - DC转换000W的单，双，三输出
Electrical Outlet Connector; Current Rating:15A RoHS Compliant: Yes 军事底座安装的DC - DC转换000W的单，双，三输出
Single Output LDO, 150mA, Fixed (3.3V), High PSRR, Low Quiescent Current, Low Noise 5-SC70 -40 to 85 军事底座安装的DC - DC转换000W的单，双，三输出
2.25MHz 600mA Step-Down Converter in 2x2mm SON/TSOT23 Package 5-SOT -40 to 85 军事底座安装的DC - DC转换000W的单，双，三输出
2.25MHz 300mA Step-Down Converter in 2x2mm SON/TSOT23 Package 6-SON -40 to 85 军事底座安装的DC - DC转换000W的单，双，三输出
Single Output LDO, 150mA, Fixed (2.8V), High PSRR, Low Quiescent Current, Low Noise 6-WSON -40 to 85 军事底座安装的DC - DC转换000W的单，双，三输出
CAP CER 0603 NPO 25V 15PF 军事底座安装的DC - DC转换000W的单，双，三输出
SDP Series Optoschmitt Detector, Side-looking Plastic Package 军事底座安装的DC - DC转换000W的单，双，三输出
LEVER FIXED BACK STEEL ROLLER 军事底座安装的DC - DC转换000W的单，双，三输出
Single Output LDO, 150mA, Fixed (2.9V), High PSRR, Low Quiescent Current, Low Noise 5-SC70 -40 to 125 军事底座安装的DC - DC转换000W的单，双，三输出
SDP Series Silicon PhotoTransistor, T-1 Plastic Package 军事底座安装的DC - DC转换000W的单，双，三输出
SDP Series Silicon PhotoTransistor, Side-looking Plastic Package 军事底座安装的DC - DC转换000W的单，双，三输出
Single Output LDO, 150mA, Fixed (2.85V), High PSRR, Low Quiescent Current, Low Noise 5-SC70 -40 to 85 军事底座安装的DC - DC转换000W的单，双，三输出
SENSOR ABSOLUTE 0-15PSIA SMT 军事底座安装的DC - DC转换000W的单，双，三输出
LEVER FIXED FRONT NYLON ROLLER 军事底座安装的DC - DC转换000W的单，双，三输出
Single Output LDO, 150mA, Fixed (2.8V), High PSRR, Low Quiescent Current, Low Noise 5-SC70 -40 to 85 军事底座安装的DC - DC转换000W的单，双，三输出
Military Chassis Mount DC-DC Converters 10 to 300W Single, Dual, Triple Outputs 军事底座安装的DC - DC转换000W的单，双，三输出
CAP, 220PF, 50V, 0603, SMT 军事底座安装的DC - DC转换000W的单，双，三输出
POT W/O SHAFT 500OHM PMT W/HRDWR
RES ARRAY 22 OHM 8 TERM 4RES SMD
RES ARRAY 27 OHM 8 TERM 4RES SMD
POT SLIDE 1MEG OHM 1/4W 15MM HRZ
POT W/O SHAFT 25KOHM PMT W/HRDWR
POT W/O SHAFT 250KOHM PMT W/HRDW
POT SLIDE 1MEG OHM 1/4W 10MM HRZ
.022uF 250WV  10% *NO Pb*
1500 Watt Transient Voltage Suppressors; Package: DO-214AB(SMC); No of Pins: 2; Container: Tape &amp; Reel
POT 25K OHM PANEL 1 SHAFT SD
Datamate J-Tek DIL Male Vertical 3mm PC Tail Connector, gold, with jackscrews   5mm board mount, 2 2-way
VC Series, 40 kOhms, 10.0 W, Fixed, Wirewound Resistor
Film Capacitor; Voltage Rating:50VDC; Capacitor Dielectric Material:Polyphenylene Sulphide; Capacitance:5600pF; Capacitance Tolerance: /- 5%; Leaded Process Compatible:Yes; Package/Case:1206; Packaging:Tape And Reel RoHS Compliant: Yes
Switches; Leaded Process Compatible:No; Peak Reflow Compatible (260 C):No RoHS Compliant: No
Flip-cover, 1 gang,  weatherproof GFCI; Body Material:Cast alum.; Leaded Process Compatible:No; Peak Reflow Compatible (260 C):No RoHS Compliant: No
Incandescent Lamp; Supply Voltage:120VAC; Lamp Base Type:Bayonet; Power Rating:7W; Bulb Size:T-20; Average Rated Bulb Life:2000h; Leaded Process Compatible:No; Peak Reflow Compatible (260 C):No RoHS Compliant: No
Electrical Outlet Connector; Leaded Process Compatible:No; Peak Reflow Compatible (260 C):No RoHS Compliant: No
D-Subminiature Connector; Gender:Female; No. of Contacts:15; Contact Termination:Wire; D Sub Shell Size:DB15; Body Material:Thermoplastic; Leaded Process Compatible:No; Mounting Type:Jackpost; Peak Reflow Compatible (260 C):No RoHS Compliant: No
Power Outlet Strip; Cable Length:25ft; Leaded Process Compatible:No; Peak Reflow Compatible (260 C):No RoHS Compliant: No
D-Subminiature Connector; Gender:Female; No. of Contacts:25; Contact Termination:Wire; D Sub Shell Size:DB25; Body Material:Thermoplastic; Leaded Process Compatible:No; Mounting Type:Jackpost; Peak Reflow Compatible (260 C):No RoHS Compliant: No
V9 Series Miniature Basic Switch, Pin Plunger, Silver Contacts, Quick Connect Termination
400 Watt Unidirectional Transient Voltage Suppressor
SWITCH LEVER SPDT 11A QC TERM
V7 Series Miniature Basic Switch, Single Pole Double Throw Circuitry, 5 A at 250 Vac, Pin Plunger Actuator, 0,25 N [0.9 oz] Maximum Operating Force, Silver Contacts, Quick Connect Termination
V7 Series Miniature Basic Switch, Single Pole Double Throw Circuitry, 11 A at 277 Vac, Roller Lever Actuator, 0,86 N [3.1 oz] Maximum Operating Force, Silver Contacts, Quick Connect Termination
BUTT SPLICE SHORT BARREL CU
N-Channel Logic Level Enhancement Mode Field Effect Transistor; ; No of Pins: 3; Container: Tape &amp; Reel
LED Driver Product Portfolio; Package: PG-SC74-6; Type: Linear; VS (max): 40.0 V; Iout (typ): 20.0 mA; PWM: ext. digital transistor required; Ptot  (max): 750.0 mW;
Single Ic = 100 mA; Package: PG-SOT323-3; Polarity: NPN; R1 (typ): 22.0 kOhm; R2: 22.0 k; hFE (min): 50.0; Vi (on) (min): 1.0 2mA / 0.3V;
Single Ic = 100 mA; Package: PG-SOT323-3; Polarity: NPN; R1 (typ): 22.0 kOhm; R2: 47.0 k; hFE (min): 70.0; Vi (on) (min): 1.2 2mA / 0.3V;
2.54mm Pitch PC Tail IC Socket Strip, gold clip   tin shell, 32-way
MR Series Rocker, 1 lamp circuit (Clear Red) miniature rectangle housing, DPDT, 2 position, Quick-connect, Snap-in panel, Silver alloy contacts
MR Series Rocker, 1 lamp circuit (Clear Green) miniature rectangle housing, DPDT, 2 position, Quick-connect, Snap-in panel, Silver alloy contacts
MR Series Rocker, 1 lamp circuit (Clear Amber) miniature rectangle housing, DPDT, 2 position, Quick-connect, Snap-in panel, Silver alloy contacts
SZR-HY General Purpose Relay: Quick-Connect Terminal; DPDT; 12 Vdc
SZR-HY General Purpose Relay: Quick-Connect Terminal; DPDT; 24 Vdc
TinyLogic UHS Dual 2-Input OR Gate; Package: MicroPak; No of Pins: 8; Container: Tape & Reel
TinyLogic UHS Dual 2-Input NAND Gate (Open Drain Output); Package: US8; No of Pins: 8; Container: Tape & Reel
TinyLogic UHS Dual 2-Input OR Gate; Package: US8; No of Pins: 8; Container: Tape & Reel
BS Datamate L-Tek SIL Female Vertical 3mm PC Tail Connector, gold clip   tin/lead shell, 17-way
BS Datamate L-Tek SIL Female Vertical 3mm PC Tail Connector, gold clip   tin/lead shell, 3-way
BS Datamate L-Tek SIL Female Vertical 3mm PC Tail Connector, gold clip   tin/lead shell, 5-way
BS Datamate L-Tek SIL Female Vertical 3mm PC Tail Connector, gold clip   tin/lead shell, 4-way
TinyLogic UHS Dual 2-Input AND Gate; Package: MicroPak; No of Pins: 8; Container: Tape & Reel
Small Signal Discretes , General Purpose and Digital Transistors , Single Ic3100 mA
Single Output LDO, 150mA, Fixed (1.5V), Low Noise, High PSRR 5-SC70 -40 to 85
Solid-State Panel Mount Relay; Contacts:SPST-NO; Output Device:Triac; Output Voltage Max:280Vrms; Output Voltage Min:24Vrms; Control Voltage Max:32VDC; Control Voltage Min:3VDC; Load Current Max:25A; Switching:Zero Cross RoHS Compliant: Yes
LIQUID LEVEL FLOAT SWITCH,VERT
HITFET™, TEMPFET™ - Smart Low-Side Switches; Package: P-TO220-3; Channels: 1.0; VDS (max): 60.0 V; ID(nom): 3.5 A; RDS (on) (max): 100.0 mOhm; ID(lim) (min): 7.0 A
FLOAT SWITCH, VERTICALFLOAT SWITCH, VERTICAL; Current, contact max:0.6A; Material:Nylon; Temp, op. max:75(degree C); Temp, op. min:-20(degree C); Colour:Black; Configuration, contact:C/O (Form C); Diameter, fixing hole:12.2mm;
FLOAT SWITCH, VERTICALFLOAT SWITCH, VERTICAL; Current, contact max:0.5A; Material:Polyphenylene (stem), Polypropylene (float), PVC Class 7 (body); Temp, op. max:75(degree C); Temp, op. min:0(degree C); Approval Bodies:UL; Length /
FLOAT SWITCH, VERTICALFLOAT SWITCH, VERTICAL; Current, contact max:0.6A; Material:Polypropylene; Temp, op. max:100(degree C); Temp, op. min:-20(degree C); Approval Bodies:UL; Colour:Opaque; Configuration, contact:N/O (Form A);
FLOAT SWITCH, VERTICALFLOAT SWITCH, VERTICAL; Current, contact max:0.6A; Material:Polypropylene; Temp, op. max:100(degree C); Temp, op. min:-20(degree C); Colour:Opaque; Configuration, contact:C/O (Form C); Diameter, fixing
1.875-V Output, 400-mA, 95% Efficient Step-Down Converter, 15uA, ThinSOT-23 5-SOT -40 to 85
HITFET™, TEMPFET™ - Smart Low-Side Switches; Package: PG-TO252-3; Channels: 1.0; VDS (max): 42.0 V; ID(nom): 2.4 A; RDS (on) (max): 100.0 mOhm; ID(lim) (min): 10.0 A
CoolSET™ F3; Package: PG-TO220-6; Package: TO-220; VDS (max): 650.0 V; ID  (max): 5.5 A; RDS (on) (typ): 0.79 Ohm; Ptot  (max): -;
IGBT Modules up to 1200V Single; Package: A-IHM190-2; IC (max): 2,400.0 A; VCE(sat) (typ): 2.7 V; Configuration: Single Modules; Technology: IGBT2 Standard; Housing: IHM 190 mm;
UHF and VHF Tuner; Package: PG-SCD80-2; Configuration: Single; IF (max): 20.0 mA; CT1 (typ): 20.0 pF; CT2 (typ): 14.8 pF; CT / C T: 7.2 (2/25V);
1.7-V Output, 400-mA, 95% Efficient Step-Down Converter, 15uA, ThinSOT-23 5-SOT -40 to 85
Single Ic = 100 mA; Package: PG-SOT23-3; Polarity: PNP; R1 (typ): 4.7 kOhm; R2: 4.7 k; hFE (min): 20.0; Vi (on) (min): 1.0 2mA / 0.3V;
Time-Delay Relay; Contacts:DPDT; Time Range:0.1 sec. to 10 hr.; Mounting Type:Plug In; Timing Function:On-Delay/Interval; Number of Pins:8; Peak Reflow Compatible (260 C):Yes; Relay Mounting:Plug-In; Supply Current:12A
IGBT Modules up to 1200V PIM; Package: AG-62MM-1; IC (max): 200.0 A; VCE(sat) (typ): 1.7 V; Configuration: Chopper Modules; Technology: IGBT3; Housing: 62 mm;
IGBT Modules up to 1200V PIM; Package: AG-62MM-1; IC (max): 300.0 A; VCE(sat) (typ): 1.7 V; Configuration: Chopper Modules; Technology: IGBT3; Housing: 62 mm;
UMTS LNA; Package: PG-TSLP-7; Frequency  Hz: 2100 MHz; Gain (typ): 16.0 dB; F (typ): 1.1 dB; P-1dB (in): -16; I (typ): 5.8 mA;
UHF and VHF Tuner; Package: PG-SC79-2; Configuration: Single; IF (max): 20.0 mA; CT1 (typ): 18.7 pF; CT2 (typ): 15.0 pF; CT / C T: 8.9 (1/28V);
Integrated High current Motor Drivers; Package: P-TO263-7; Operating Range: 5.5 - 28.0 V; RDS (on) (typ): 16.0 mOhm; ID(lim): 68 A; Iq (typ): 7.0 µA; Diagnosis: OV, OT, OC-failure flag, current sense
Integrated High current Motor Drivers; Package: PG-TO263-7; Operating Range: 5.5 - 28.0 V; RDS (on) (typ): 16.0 mOhm; ID(lim): 47 A; Iq (typ): 7.0 µA; Diagnosis: OV, OT, OC-failure flag, current sense
HITFET™, TEMPFET™ - Smart Low-Side Switches; Package: PG-SOT223-4; Channels: 1.0; VDS (max): 60.0 V; ID(nom): 0.7 A; RDS (on) (max): 550.0 mOhm; ID(lim) (min): 1.0 A
CoolSET™ F3; Package: PG-DIP-8; Package: PG-DIP-8; VDS (max): 650.0 V; ID  (max): 0.5 A; RDS (on) (typ): 4.7 Ohm; Ptot  (max): -;
CAP 27PF 50V 5% C0G SMD-0603 TR-7-PA SN100
HITFET™, TEMPFET™ - Smart Low-Side Switches; Package: P-TO220-3; Channels: 1.0; VDS (max): 100.0 V; ID(nom): 1.75 A; RDS (on) (max): 200.0 mOhm; ID(lim) (min): -
High Efficiency Charge Pump for 7 WLEDs with I2C Interface 24-QFN -40 to 85
CAP 3.9PF 50V  /-0.1PF C0G SMD-0402 TR-7 SN100
Circular Connector; No. of Contacts:7; Series:; Body Material:Aluminum Alloy; Connecting Termination:Solder; Connector Shell Size:22; Circular Contact Gender:Socket; Circular Shell Style:Right Angle Plug; Insert Arrangement:22-33 RoHS Compliant: No
Single Output LDO, 150mA, Fixed (1.2V), Low Noise, High PSRR 5-SC70 -40 to 125
VCO and Low Voltage Tuner; Package: PG-SOT323-3; Configuration: Dual; IF (max): 20.0 mA; CT1 (typ): 18.3 pF; CT2 (typ): 12.35 pF; CT / C T: 2.15 (1/3V);
Single Output LDO, 150mA, Fixed(1.8V),  High PSRR, Low Quiescent Current, Low Noise 5-SC70 -40 to 85
VCO and Low Voltage Tuner; Package: PG-SOD323-2; Configuration: Single; IF (max): 20.0 mA; CT1 (typ): 18.3 pF; CT2 (typ): 12.35 pF; CT / C T: 2.15 (1/3V);
VCO and Low Voltage Tuner; Package: PG-SC79-2; Configuration: Single; IF (max): 50.0 mA; CT1 (typ): 20.25 pF; CT2 (typ): 9.8 pF; CT / C T: 4.55 (1/3V);
UHF and VHF Tuner; Package: PG-SC79-2; Configuration: Single; IF (max): 20.0 mA; CT1 (typ): 20.0 pF; CT2 (typ): 14.8 pF; CT / C T: 10 (1/28V);
RF/Coaxial Connector; RF Coax Type:SMA; Contact Termination:Crimp; Body Style:Straight Bulkhead Jack; RG Cable Type:174,179, 187, 188, 316 RoHS Compliant: Yes
Circular Connector; No. of Contacts:12; Series:; Body Material:Aluminum; Connector Shell Size:14; Circular Contact Gender:Pin; Circular Shell Style:Wall Mount Receptacle; Insert Arrangement:14-12; MIL SPEC:MIL-C-26482 Series I RoHS Compliant: No
Circular Connector; MIL SPEC:MIL-C-26482, Series I, Solder; Body Material:Aluminum; Series:PC06; No. of Contacts:2; Connector Shell Size:8; Connecting Termination:Solder; Circular Shell Style:Straight Plug; Body Style:Straight
RF/Coaxial Connector; RF Coax Type:SMA; Contact Termination:Crimp; Body Style:Straight Plug; RG Cable Type:141, 223 RoHS Compliant: Yes
8 Characters x 2 Lines, Wide temperature  range
Circular Connector; MIL SPEC:MIL-C-26482, Series I; Body Material:Aluminum Alloy; Series:MS3120; No. of Contacts:15; Connector Shell Size:14; Connecting Termination:Crimp; Circular Shell Style:Wall Mount Receptacle RoHS Compliant: No
Circular Connector; MIL SPEC:MIL-C-26482, Series I, Solder; Body Material:Metal; Series:PC C-26482 Series I; Number of Contacts:3; Connector Shell Size:12; Connecting Termination:Solder; Circular Shell Style:Straight Plug
BUZZER PIEZO 3KHZ 24MM PC MT
Connector,D-Shell,PCB Mnt,PLUG,9 Contacts,SKT,0.050 Pitch,PC TAIL Terminal,#2-56
CAP CER 91PF 100V 5% C0G 0603
Plug-In Relay; Contacts:DPDT; Coil Voltage AC Max:120V; Contact Carry Current:40A; Coil Resistance:290ohm; Relay Options:Magnetic Blow Out; Relay Terminals:Screw Clamp; Mounting Type:Screw; Switch Function:DPDT; Terminal Type:Screw
Single Output LDO, 50mA, Fixed(5.0V), High Input Voltage, Low Quiescent Current 5-SC70 -40 to 85
Automotive Catalog 50-mA, 5.0-V High Input-Voltage LDO Voltage Regulator 5-SC70 -40 to 125
Single Output LDO, 50mA, Fixed(3.45V), High Input Voltage, Low Quiescent Current 5-SC70 -40 to 85
Transducers
TVS ZENER UNIDRECT 1500W 85V SMC
TVS BIDIRECT 1500W 8.0V SMC
TVS BIDIRECT 1500W 75V SMC
TVS BI-DIR 9.0V 1500W SMC
Piezo Transducer; Current Rating:14A; Leaded Process Compatible:No; Mounting Type:Panel; Peak Reflow Compatible (260 C):No; Tone Output Type:Continuous
CAP CER 33000PF 25V Y5V 0603
CAP CER .22UF 25V Y5V 0603
RESISTOR POWER 3.0 OHM 50W
RESISTOR 12 OHM .5W CARB COMP
Piezo Transducer; Current Rating:21A; Leaded Process Compatible:No; Mounting Type:Panel; Peak Reflow Compatible (260 C):No
CAP 0.1UF 25V 10% X7R SMD-0603 TR-7-PA SN100
Cable Assembly; Connector Type A:DB15 Male; Connector Type B:DB15 Male; Cable Length:5ft; Approval Categories:UL AWM Style 2464; Body Material:Foil Plus Braided Shield/Semi-Rigid PVC Insulation/PVC Jacket; Color:Chrome RoHS Compliant: Yes
Triac; Thyristor Type:Logic Level; Peak Repetitive Off-State Voltage, Vdrm:1000V; On State RMS Current, IT(rms):8A; Gate Trigger Current (QI), Igt:10mA; Current, It av:8A; Gate Trigger Current Max, Igt:10mA RoHS Compliant: Yes
Triac; Thyristor Type:Snubberless; Peak Repetitive Off-State Voltage, Vdrm:400V; On State RMS Current, IT(rms):8A; Gate Trigger Current (QI), Igt:50mA; Current, It av:8A; Gate Trigger Current Max, Igt:50mA RoHS Compliant: Yes
Switch Contact Block; Circuitry:SPST-1NC RoHS Compliant: Yes
Dual Synchronous DC/DC Controller; ; No of Pins: 20; Container: Tape & Reel
Highly-Integrated Green-Mode PWM Controller; Package: SOIC; No of Pins: 8; Container: Tape & Reel
Green mode PFC/Forward PWM Controller; ; No of Pins: 16; Container: Rail
FLOAT SWITCH, DUAL PSNFLOAT SWITCH, DUAL PSN; Current, contact max:0.6A; Material:PPS; Temp, op. max:85(degree C); Temp, op. min:-10(degree C); Colour:Grey; Current, switching AC max:0.6A; Length / Height, external:152mm; SG, liquid
0.1 UF CAP 25V CERAM 603
C STANDARD MINIATURE RADIAL LEAD ALUMINUM ELECTROLYTIC CAPACITORS, 4.7 UF, 250 VOLTS, 20% TOLERANCE
Non-Inverting Line Driver with 3-STATE Outputs; Package: SSOP; No of Pins: 56; Container: Rail
Non-Inverting Line Driver with 3-STATE Outputs; Package: SSOP; No of Pins: 56; Container: Tape & Reel
ASLW3124604D-R TW INC SEL SW
PC Power Supply Supervisor; Package: DIP; No of Pins: 16; Container: Rail
Coaxial Cable; Coaxial RG/U Type:59; Impedance:75ohm; Conductor Size AWG:23; No. Strands x Strand Size:Solid; Jacket Material:Polyvinylchloride (PVC); Jacket Color:Red; Leaded Process Compatible:Yes; Voltage Nom.:300V RoHS Compliant: Yes
Coaxial Cable; Coaxial RG/U Type:59; Impedance:75ohm; Conductor Size AWG:23; No. Strands x Strand Size:Solid; Jacket Material:Polyvinylchloride (PVC); Conductor Material:Copper; Jacket Color:Yellow; Leaded Process Compatible:Yes RoHS Compliant: Yes
Coaxial Cable; Coaxial RG/U Type:59; Impedance:75ohm; Conductor Size AWG:23; No. Strands x Strand Size:Solid; Jacket Material:Polyvinylchloride (PVC); Leaded Process Compatible:Yes RoHS Compliant: Yes
PC Power Supply Supervisor; Package: SOIC; No of Pins: 16; Container: Tape & Reel
P/B 16MM LED MOM RECT STD 24V IP65 SPDT
CAP 390PF 50V 10% X7R SMD-0402 TR-7 SN-PB
CAP 0.01UF 50V 10% X7R SMD-0603 TR-7-PA SN100
CAP 470PF 50V 5% X7R SMD-0402 TR-7 SN-PB
CAP 470PF 50V 10% X7R SMD-0402 TR-7 SN-PB
CAP 3300PF 50V 10% X7R SMD-0402 TR-7 SN-PB
OSCILLATORS 50PPM -40 85 1.8V 4 3.300MHZ PD HCMOS 3.2X5 4PAD SMD
ASSEMBLY 6 POSITION 6 CONTACT
2 Line for character icons, Battery and bar graph icon
0.3V Input Voltage Boost Converter with 1.3A Switches and 'Down Mode' in 3x3 QFN  10-SON -40 to 85
0.3V Input Voltage Boost Converter with 1.3A Switches and 'Down Mode' in a 3x3 QFN  10-SON -40 to 85
0.3V Input, 3.3V Output Voltage Boost Converter with 1.3A Switches and 'Down Mode' in a 3x3 QFN  10-SON -40 to 85
Circular Connector; MIL SPEC:MIL-C-26482, Series I, Solder; Body Material:Aluminum; Series:PC06; No. of Contacts:8; Connector Shell Size:12; Connecting Termination:Solder; Circular Shell Style:Straight Plug; Body Style:Straight
RF Coaxial Connector Adapter; Convert From:N Jack; Convert To:SMA Jack RoHS Compliant: Yes
Circular Connector; MIL SPEC:MIL-C-26482, Series I; Body Material:Aluminum Alloy; Series:MS3120; Number of Contacts:15; Connector Shell Size:14; Connecting Termination:Crimp; Circular Shell Style:Wall Mount Receptacle
BS Datamate L-Tek SIL Female Vertical 3mm PC Tail Connector, gold clip   tin/lead shell, 6-way
Circular Connector; MIL SPEC:MIL-C-26482, Series I, Solder; Body Material:Aluminum; Series:PC06; No. of Contacts:10; Connector Shell Size:12; Connecting Termination:Solder; Circular Shell Style:Straight Plug; Body Style:Straight
SMA, Connector, Size 0.560 x 0.162 x 0.050 x 0.060 x 0.125 Inches RoHS Compliant: Yes
Circular Connector; No. of Contacts:18; Series:; Body Material:Aluminum; Connector Shell Size:14; Circular Contact Gender:Pin; Circular Shell Style:Wall Mount Receptacle; Insert Arrangement:14-18; MIL SPEC:MIL-C-26482 Series I RoHS Compliant: No
Circular Connector; MIL SPEC:MIL-C-26482, Series I, Solder; Body Material:Aluminum; Series:PT00; Number of Contacts:2; Connector Shell Size:8; Connecting Termination:Solder; Circular Shell Style:Wall Mount Receptacle
RF/Coaxial Connector; RF Coax Type:SMA; Contact Termination:Crimp; Body Style:Straight Plug; RG Cable Type:58, 58A, 58C, 141, 303, LMR195, Belden 7806A RoHS Compliant: Yes
Circular Connector; MIL SPEC:MIL-C-26482, Series I; Body Material:Aluminum Alloy; Series:MS3120; Number of Contacts:12; Connector Shell Size:14; Connecting Termination:Crimp; Circular Shell Style:Wall Mount Receptacle
Circular Connector; MIL SPEC:MIL-C-26482, Series I, Solder; Body Material:Aluminum; Series:PC06; Number of Contacts:2; Connector Shell Size:8; Connecting Termination:Solder; Circular Shell Style:Straight Plug; Body Style:Straight
Circular Connector; MIL SPEC:MIL-C-26482, Series I, Solder; Body Material:Aluminum; Series:PT00; No. of Contacts:2; Connector Shell Size:8; Connecting Termination:Solder; Circular Shell Style:Wall Mount Receptacle
RF/Coaxial Connector; RF Coax Type:SMA; Contact Termination:Crimp; Body Style:Straight Bulkhead Jack; RG Cable Type:55, 142, 223, 400 RoHS Compliant: Yes
SPST Rocker DIP Switches
Piezo Transducer Tone Output Type:Continuous
Time-Delay Relay; Contacts:DPDT; Time Range:0.1 sec. to 10 hr.; Mounting Type:Plug In; Timing Function:On-Delay/Interval; Peak Reflow Compatible (260 C):Yes; Relay Mounting:Plug-In; Supply Current:12A; Supply Voltage Max:240VAC RoHS Compliant: Yes
Alarms; Mounting Type:Flange; Resonant Frequency:2.9kHz; Sound Range Max.:90dB; Supply Voltage Max:28VDC; Supply Voltage Min:3VDC; Tone Output Type:Continuous
RES THICK FILM 1K OHM 1W 5% SMD
WASHER COMPRESSION SNP SERIES
CAP CER .47UF 6.3V 10% X5R 0603
Single Output LDO, 150mA, Fixed (0.9V), High PSRR, Low Quiescent Current, Low Noise 6-WSON -40 to 85
CAP CER .33UF 6.3V 10% X5R 0603
TinyLogic ULP 2-Input Exclusive-OR Gate; Package: MicroPak; No of Pins: 6; Container: Tape & Reel
MIC OMNI DIRECT 6.0X1.1MM -46DB
TinyLogic HS 2-Input OR Gate; Package: MicroPak; No of Pins: 6; Container: Tape & Reel
Low Voltage SPDT Analog Switch or 2:1 Multiplexer/Demultiplexer Bus Switch; Package: SC70; No of Pins: 6; Container: Tape & Reel
CAP CER 47000PF 16V Y5V 0603
TinyLogic HS 2-Input AND Gate; Package: MicroPak; No of Pins: 6; Container: Tape & Reel
CAP 0.1UF 16V 10% B-TC SMD-0603 TR-7-PA SN100
Single Output LDO, 150mA, Fixed (2.8V),  High PSRR, Low Quiescent Current, Low Noise 6-WSON -40 to 85
RF Switches; Package: SG-FWLP-6; P-0.1dB(min): 21.0 dBm; Switching Time(max): 4.0 µs; Isolation @1GHz: 34.0 dB; Insertion Loss @1GHz: 0.3 dB; Pmax: 21.0 dBm
JKL SERIES I
CAP 0.022UF 50V 10% X7R SMD-0805 TR-7-PA SN100
KJL 11C 11#16 SKT PLUG
KJL 19C 19#12 SKT RECP
; Connector Type A:GPIB24 Male (1)/Female (1); Connector Type B:GPIB24 Male (1)/Female (1); Body Material:PVC; Color:Gray; Features:Shielded; For Use With:IEEE-488 Compatible Electronic Equipment; Insulator Material:PVC RoHS Compliant: Yes
TRIMPOT 500 OHM 4MM SIDE ADJ SMD
Circular Connector; MIL SPEC:MIL-C-38999 Series I; Body Material:Aluminum Alloy; Series:MS; No. of Contacts:22; Connector Shell Size:13; Connecting Termination:Grounded; Gender:Male
Dual-Output LDO Voltage Regulators 20-HTSSOP -40 to 125
Circuit breakers RoHS Compliant: Yes
BOOT VINYL TERMINAL INSULATING
ER 6C 3#16 3#8 PIN PLUG
TVS UNIDIRECT 1500W 70V SMC
TVS UNIDIRECT 1500W 8.0V SMC
Dual-Output Low-Dropout (LDO) Voltage Regulator with Power Up Sequencing For Split Vo 20-HTSSOP -40 to 125
Circular Connector; No. of Contacts:22; Series:MS27467; Body Material:Aluminum; Connecting Termination:Crimp; Connector Shell Size:13; Circular Contact Gender:Pin; Circular Shell Style:Straight Plug; Insert Arrangement:13-35
Circular Connector; MIL SPEC:MIL-C-38999 Series I; Body Material:Aluminum Alloy; Series:MS; No. of Contacts:6; Connector Shell Size:11; Connecting Termination:Grounded; Gender:Male
TVS ZENER UNIDIRECT 1500W 9V SMC
RESISTOR 7.5 OHM .5W CARB COMP
KJL 5C 5#20 SKT PLUG
CCFL Controller for Full Bridge Phase Shift Topologies 30-TSSOP -40 to 85
Replaced by TPS63700 : Adjustable Inverting DC/DC Converter 8-SOIC
CAP CER 9100PF 50V 5% C0G 0805
RESISTOR 8.2M OHM .5W CARB COMP
High Brightness White LED Driver in 2mm x 2mm QFN Package 6-SON -40 to 85
RES THICK FILM 10K OHM 1W 5% SMD
CoolSET™ F3; Package: PG-TO220-6; Package: TO-220; VDS (max): 650.0 V; ID  (max): 3.0 A; RDS (on) (typ): 2.1 Ohm; Ptot  (max): -;
HiRel Silicon Diodes; Package: --; Package: -; IF (max): 120.0 A; VBR (min): 40.0 V; rF (typ): 9.0 Ohm; CT (max): 1.5 pF
Ground Fault Circuit Interrupter Receptacle; Current Rating:15A; Voltage Rating:125V; Electrical Outlet Style:NEMA 5-15R; Mounting Type:Screw; Body Material:Thermoplastic; Color:Black; Operating Temp. Min:-35 C; Pack Quantity:1 RoHS Compliant: Yes
VCO and Low Voltage Tuner; Package: PG-SOT323-3; Configuration: Dual; IF (max): 50.0 mA; CT1 (typ): 68.7 pF; CT2 (typ): 35.4 pF; CT / C T: 5.41 (1/4.5V);
500 Watt Transient Voltage Suppressors; Package: DO-15; No of Pins: 2; Container: Tape & Reel
ASSEMBLY 8 POSITION 8 CONTACT
3.3-V Output, 600-mA, 95% Efficient Step-Down Converter in MSOP-10 10-MSOP -40 to 85
Adjustable, 600-mA, 95% Efficient Step-Down Converter, 18uA, Active-Low Mode in QFN-10 10-SON -40 to 85
Adjustable, 600-mA, 95% Efficient Step-Down Converter, 18uA, MSOP-10 10-MSOP-PowerPAD -40 to 85
2.5-V Output, 600-mA, 95% Efficient Step-Down Converter in MSOP-10 10-MSOP -40 to 85
Adjustable, 600-mA, 95% Efficient Step-Down Converter, 18uA, MSOP-10 10-SON -40 to 85
1.9-V Output, 600-mA, 95% Efficient Step-Down Converter in MSOP-10 10-MSOP -40 to 85
Adjustable, 600-mA, 95% Efficient Step-Down Converter, 18uA, Active-Low Mode in QFN-10 10-MSOP-PowerPAD -40 to 85
Automotive Catalog High-Efficiency Step-Down Low Power DC-DC Converter 10-MSOP -40 to 125
1.5-V Output, 600-mA, 95% Efficient Step-Down Converter in MSOP-10 10-MSOP -40 to 85
1.2-V Output, 600-mA, 95% Efficient Step-Down Converter in MSOP-10 10-MSOP -40 to 85
1.0-V Output, 600-mA, 95% Efficient Step-Down Converter in MSOP-10 10-MSOP -40 to 85
0.9-V Output, 600-mA, 95% Efficient Step-Down Converter in MSOP-10 10-MSOP -40 to 85
TinyLogic ULP-A Dual Buffer; Package: MicroPak; No of Pins: 6; Container: Tape & Reel
MOUNT. BRACKET, WALL, UPRIGHT ;
TinyLogic ULP-A Dual Buffer with Schmitt Trigger Input; Package: MicroPak; No of Pins: 6; Container: Tape & Reel
TinyLogic ULP-A Dual Buffer with Schmitt Trigger Input; Package: SC70; No of Pins: 6; Container: Tape & Reel
TinyLogic ULP-A Dual Buffer; Package: SC70; No of Pins: 6; Container: Tape & Reel
Adjustable, 600-mA, 95% Efficient Step-Down Converter 10-MSOP -40 to 85
BOX EXTRUD ALUM 6.30X3.07X1.06,1
TinyLogic ULP Dual Inverting Buffer with 3-STATE Outputs; Package: MicroPak; No of Pins: 8; Container: Tape & Reel
TinyLogic ULP Dual Inverting Buffer with 3-STATE Outputs; Package: US8; No of Pins: 8; Container: Tape & Reel
TinyLogic ULP Buffer with 3-STATE Output; Package: US8; No of Pins: 8; Container: Tape & Reel
TinyLogic ULP Buffer with 3-STATE Output; Package: MicroPak; No of Pins: 8; Container: Tape & Reel
SEP Series GaAs Infrared Emitting Diode, T-1 Package
TinyLogic ULP Dual 2-Input AND Gate
DB25 TAP MF-MF
V7 Series Miniature Basic Switch, Single Pole Double Throw Circuitry, 11 A at 277 Vac, Roller Lever Actuator, 2,78 N [10.0 oz] Maximum Operating Force, Silver Contacts, Quick Connect Termination
PRESSURE SENSOR 0~15-PSIA
1-Bit Low Power Bus Switch with Level Shifting; Package: MicroPak; No of Pins: 6; Container: Tape & Reel
Low-Power Green-Mode PWM Flyback Power Controller without Se; Package: DIP; No of Pins: 8; Container: Rail
Discrete, High Performance IGBT with Diode; Package: TO-220; No of Pins: 3; Container: Rail
Primary-side-control PWM controller; Package: SOIC; No of Pins: 8; Container: Tape & Reel
MODULE RH TEMP FREQ OUT MINI
SENSOR RH CAPACITIVE
P-Channel MOSFETs; Package: PG-SOT363-6; Package: SOT-363 dual; VDS (max): -20.0 V; RDS (on) (max) (@10V): -; RDS (on) (max) (@4.5V): 1,200.0 mOhm; RDS (on) (max) (@2.5V): 2,100.0 mOhm;
HiRel Silicon Diodes; Package: --; Package: T1; IF (max): 400.0 mA; VBR (min): 200.0 V; rF (typ): 3.0 Ohm; CT (max): 0.2 pF
Adjustable/2.5V, 1% Tolerance Shunt Regulator; Package: TO-92R; No of Pins: 3; Container: Bulk
Adjustable/2.5V, 1% Tolerance Shunt Regulator; Package: SOIC; No of Pins: 8; Container: Rail
NPN General Purpose Amplifier; Package: TO-92; No of Pins: 3; Container: Tape & Reel
NPN General Purpose Amplifier; Package: TO-92; No of Pins: 3; Container: Bulk
Automotive Catalog 50-mA, 2.5-V High Input-Voltage LDO Voltage Regulator 5-SC70 -40 to 125
IGBT Modules up to 1200V SixPACK; Package: AG-EASY2-1; IC (max): 25.0 A; VCE(sat) (typ): 1.7 V; Configuration: SixPACK; Technology: IGBT3 Fast; Housing: EasyPACK 2;
IGBT Modules up to 1200V FourPACK; Package: A-IHM130-1; IC (max): 400.0 A; VCE(sat) (typ): 3.2 V; Configuration: FourPACK; Technology: IGBT2 Fast ; Housing: IHM 130 mm;
IGBT Modules up to 1600V / 1700V Single; Package: A-IHM190-1; IC (max): 2,400.0 A; VCE(sat) (typ): 2.0 V; Configuration: Single Modules; Technology: IGBT3; Housing: IHM 190 mm;
HITFET™, TEMPFET™ - Smart Low-Side Switches; Package: P-TO220-3; Channels: 1.0; VDS (max): 60.0 V; ID(nom): 2.2 A; RDS (on) (max): 170.0 mOhm; ID(lim) (min): -
CAP 1PF 50V  /-0.25PF C0G SMD-0603 TR-7-PA SN100
D-Sub Molded Cable Assembly; Connector Type A:DB15 Male; Connector Type B:DB15 Female; Cable Length:5ft; Color:Chrome; Contact Material:Copper; Leaded Process Compatible:Yes; No. Strands x Strand Size:7 x 32; No. of Contacts:15 RoHS Compliant: Yes
NOZZLE, NQ 18.0X18.0MMNOZZLE, NQ 18.0X18.0MM; Temp, op. max:550(degree C); Tip Size A x B:18 x 18
D-Sub Molded Cable Assembly; Connector Type A:DB9 Male; Connector Type B:DB9 Male; Cable Length:5ft; Color:Chrome; Contact Material:Copper; Leaded Process Compatible:Yes; No. Strands x Strand Size:7 x 32; No. of Contacts:9 RoHS Compliant: Yes
Low-Power Green-Mode PWM Flyback Power Controller without Se; Package: SOT-23; No of Pins: 6; Container: Tape & Reel
Dual-Output Low-Dropout (LDO) Voltage Regulator with Power Up Sequencing 20-HTSSOP -40 to 125
FLOAT SWITCH, CABLE, CO; Current, contact max:20A; Material:Polyethene, High Density; Temp, op. max:55(degree C); Temp, op. min:0(degree C); Approval Bodies:UL, VDE, CENELEC; Configuration, contact:C/O; Current rating, inductive:8A;
2.25MHz 600mA Step-Down Converter in TSOT23 Package 5-SOT -40 to 85
LENS P/B 22MM RND FLUSH WHITE
Dual N & P Channel Enhancement Mode Field Effect Transistor
Single P-Channel Logic Level PowerTrench MOSFET; ; No of Pins: 6; Container: Tape & Reel
WLAN LNA; Package: PG-TSLP-16; Gain (typ): 15.0 dB 21.0 dB; F (typ): 0.9 dB 1.3 dB; P-1dB (in):  4  10; I (typ): 11.0 mA 17.0 mA; P-1dB (out): -;
WLAN LNA; Package: PG-SOT343-4; Gain (typ): 12.0 dB; F (typ): 1.2 dB; P-1dB (in):  1; I (typ): 5.8 mA; P-1dB (out): -;
PNP High Voltage Amplifier; Package: SOT-223; No of Pins: 4; Container: Tape & Reel
PNP Darlington Transistor; Package: SOT-223; No of Pins: 4; Container: Tape & Reel
PNP General Purpose Amplifier; Package: SOT-223; No of Pins: 4; Container: Tape & Reel
NPN High Voltage Amplifier; Package: SOT-223; No of Pins: 4; Container: Tape & Reel
NPN Darlington Transistor; Package: SOT-223; No of Pins: 4; Container: Tape & Reel
Reflective Object Sensor; Package: Arrowhead, DustCover; No of Pins: 4; Container: Bulk
Plastic Infrared Light Emitting Diode; ; No of Pins: 2; Container: Bulk
AlGaAs Infrared Emitting Diode; Package: Sidelooker Diode; No of Pins: 2; Container: Tape & Reel
AlGaAs Infrared Emitting Diode; Package: Sidelooker Diode; No of Pins: 2; Container: Bulk
Plastic Infrared Light Emitting Diode; Package: Sidelooker Diode; No of Pins: 2; Container: Tape & Reel
Plastic Infrared Light Emitting Diode; Package: Sidelooker Diode; No of Pins: 2; Container: Bulk
AlGaAs Infrared Emitting Diode; Package: TO-46 Diode (Plastic); No of Pins: 2; Container: Bulk
3.3-V Output, 600-mA, 95% Efficient Step-Down Converter, 18uA, MSOP/QFN-10 10-SON -40 to 85
3.3-V Output, 600-mA, 95% Efficient Step-Down Converter, 18uA, MSOP/QFN-10 10-MSOP-PowerPAD -40 to 85
30V N-Channel PowerTrench MOSFET
60V N-Channel Logic Level UltraFET PowerMOSFET
Schottky Barrier Diode; Package: SOD923; No of Pins: 2; Container: Tape & Reel
HITFET™, TEMPFET™ - Smart Low-Side Switches; Package: P-TO220-5; Channels: 1.0; VDS (max): 60.0 V; ID(nom): 6.4 A; RDS (on) (max): 22.0 mOhm; ID(lim) (min): 9.5 A
MICROPHONE UNI DIRECT 9.7X5.2MM
Low Power Ground Fault Interrupt Controller; Package: SOIC; No of Pins: 8; Container: Rail
IC,Normally-Open PC-Mount Solid-State Relay,1-CHANNEL,M:ML043MW015
IC,Normally-Closed Panel-Mount Solid-State Relay,1-CHANNEL,M:HL090HW025
IC,Normally-Closed Panel-Mount Solid-State Relay,1-CHANNEL,M:HL048HD4.4
IGBT Modules up to 1200V Single; Package: A-IHM190-2; IC (max): 2,400.0 A; VCE(sat) (typ): 1.7 V; Configuration: Single Modules; Technology: IGBT3; Housing: IHM 190 mm;
Integrated High current Motor Drivers; Package: PG-TO263-7; Operating Range: 5.5 - 28.0 V; RDS (on) (typ): 28.0 mOhm; ID(lim): 32 A; Iq (typ): 7.0 µA; Diagnosis: OV, OT, OC-failure flag, current sense
IGBT Modules up to 1600V / 1700V Single; Package: AG-62MM-2; IC (max): 400.0 A; VCE(sat) (typ): 2.6 V; Configuration: Single Modules; Technology: IGBT2 Low Loss; Housing: 62 mm;
IGBT Modules up to 1200V Dual ; Package: AG-34MM-1; IC (max): 25.0 A; VCE(sat) (typ): 2.5 V; Configuration: Dual Modules; Technology: IGBT2 Standard; Housing: 34 mm;
Si RF Transistors, fT < 24 GHz; Package: PG-SOT323-3; VCEO (max): 20.0 V; IC(max): 35.0 mA; Ptot (max): 280.0 mW; fT (typ): 0.8 GHz; F (typ): 3.0 dB;
Single Semi Biased; Package: PG-SOT343-4; ID (max): 25.0 mA; Ptot (max): 200.0 mW; gfs (typ): 41.0 mS; Gp (typ): 24.0 dB; F (typ): 1.3 dB;
P-Channel 2.5V Specified PowerTrench MOSFET; Package: SSOT-6; No of Pins: 6; Container: Tape & Reel
CoolSET™ F3; Package: PG-TO220-6; Package: TO-220; VDS (max): 650.0 V; ID  (max): 5.0 A; RDS (on) (typ): 0.95 Ohm; Ptot  (max): -;
Low-Dropout (LDO) Voltage Regulator 8-SOIC
Lowest Dropout (LDO) PMOS Adjustable Voltage Regulator 20-TSSOP -40 to 125
Lowest Dropout (LDO) PMOS Adjustable Voltage Regulator 8-PDIP -40 to 125
Lowest Dropout (LDO) PMOS Adjustable Voltage Regulator 8-SOIC -40 to 125
Han D M Crimp Contact Au AWG 14 RoHS Compliant: NA
DIN 41612 PCB Connector; No. of Contacts:1; Mounting Type:PC Board Thru Hole; Body Style:Right Angle; Contact Termination:Solder; Current Rating:10A; Gender:Male; Leaded Process Compatible:Yes; Series:Type M DIN 41612 RoHS Compliant: Yes
Integrated High current Motor Drivers; Package: P-TO263-7; Operating Range: 5.5 - 27.6 V; RDS (on) (typ): 16.0 mOhm; ID(lim): 43 A; Iq (typ): 7.0 µA; Diagnosis: OV, OT, OC-failure flag, current sense
TinyLogic ULP Single Buffer
TinyLogic HS 2-Input AND Gate; Package: SC70; No of Pins: 5; Container: Tape & Reel
CAP CER 130PF 50V 5% C0G 0603
1.0A Ultra Fast Recovery Rectifier
1.0A Fast Recovery Rectifier; Package: DO-41; No of Pins: 2; Container: Tape & Reel
V7 Series Miniature Basic Switch, Single Pole Normally Open Circuitry, 11 A at 277 Vac, Pin Plunger Actuator, 0,74 N [2.7 oz] Maximum Operating Force, Silver Contacts, Quick Connect Termination
V7 Series Miniature Basic Switch, Single Pole Double Throw Circuitry, 11 A at 277 Vac, Pin Plunger Actuator, 1,67 N - 3,89 N [6 oz -14 oz] Maximum Operating Force, Silver Contacts, Quick Connect Termination
SZR-MY General Purpose Relay: Standard Relay; Plug-in/Solder Terminal; 4PDT; 24 Vdc
SZR-MY General Purpose Relay: Standard Relay; Plug-in/Solder Terminal; 4PDT; 220 Vac
CAP 12PF 50V 5% C0G SMD-0603 TR-7-PA SN100
CAP 2200PF 50V 10% 0603 X7R
Explosion-Proof Limit Switches Series GXS: Side Rotary; 1NC 1NO SPDT Snap Action; 5 m Cable
2.2 UF 50 WVDC *No Pb*
BS Datamate L-Tek SIL Female Vertical 1.3mm PC Tail Connector, gold clip   tin/lead shell, 6-way
BS Datamate L-Tek SIL Female Vertical 1.3mm PC Tail Connector, gold clip   tin/lead shell, 4-way
Header Connector,PCB Mnt,PLUG,10 Contacts,SKT,0.05 Pitch,PC TAIL Terminal,#1-64
POS Series Liquid Level Sensor with Stainless-Steel housing, Output NPN NO, high temperature range, 2 m [6.56 ft] flying lead (cable), crystal tip
CAP CER 2400PF 50V C0G 0603
IC,Normally-Open Panel-Mount Solid-State Relay,1-CHANNEL,M:HL048HD4.3
1.2A High Power White LED Driver with I2C Compatible Interface 12-DSBGA -40 to 85
TinyLogic UHS Dual Inverting Buffer with 3-STATE Outputs; Package: MicroPak; No of Pins: 8; Container: Tape & Reel
TinyLogic UHS Buffer with 3-STATE Output; Package: MicroPak; No of Pins: 8; Container: Tape & Reel
1.2A High Power White LED Driver with I2C Compatible Interface 10-SON -40 to 85
DB9 TAP MM-M
1500 Watt Transient Voltage Suppressors; Package: DO-214AB(SMC); No of Pins: 2; Container: Tape & Reel
TinyLogic UHS Dual Buffer with 3-STATE Outputs
TinyLogic UHS Buffer with 3-STATE Output; Package: US8; No of Pins: 8; Container: Tape & Reel
SD Series Silicon PhotoTransistor, TO-46 Metal, Flat Window Can Package
TinyLogic UHS 3-Input OR Gate; Package: MicroPak; No of Pins: 6; Container: Tape & Reel
SD Series Silicon PhotoTransistor, Compact Metal Can Coaxial Package
TinyLogic UHS 2-Input OR Gate; Package: SC70; No of Pins: 5; Container: Tape & Reel
Extraction Tool for R15 Series, Crimp Tool Insertion Tool
EXTRACTION TOOL FOR HAN ; Series:HAN
SENSOR GAGE 0-5PSIG SMT
TinyLogic UHS 3-Input OR Gate; Package: SC70; No of Pins: 6; Container: Tape & Reel
CONNECTORS RoHS Compliant: Yes
TinyLogic UHS D-Type Flip-Flop with Asynchronous Clear; Package: SC70; No of Pins: 6; Container: Tape & Reel
TinyLogic UHS 2-Input Non-Inverting Multiplexer; Package: MicroPak; No of Pins: 6; Container: Tape & Reel
TinyLogic UHS D-Type Flip-Flop with Asynchronous Clear; Package: MicroPak; No of Pins: 6; Container: Tape & Reel
CAP 31000UF 50V ELECT SCREW TERM
Aluminum Electrolytic Capacitor; Capacitor Type:Computer Grade; Voltage Rating:20VDC; Capacitor Dielectric Material:Aluminum Electrolytic; Operating Temperature Range:-40 C to  85 C; Capacitance:250000uF RoHS Compliant: Yes
Aluminum Electrolytic Capacitor; Capacitor Type:Computer Grade; Voltage Rating:10VDC; Capacitor Dielectric Material:Aluminum Electrolytic; Operating Temperature Range:-40 C to  85 C; Capacitance:250000uF RoHS Compliant: Yes
Aluminum Electrolytic Capacitor; Capacitor Type:Computer Grade; Voltage Rating:150VDC; Capacitor Dielectric Material:Aluminum Electrolytic; Operating Temperature Range:-40 C to  C; Capacitance:25000uF RoHS Compliant: Yes
Aluminum Electrolytic Capacitor; Capacitor Type:Computer Grade; Voltage Rating:250VDC; Capacitor Dielectric Material:Aluminum Electrolytic; Operating Temperature Range:-40 C to  85 C; Capacitance:2600uF RoHS Compliant: Yes
INSERT, HANK 8/24 PIN
TinyLogic UHS Inverter
RV4 Series Industrial Potentiometer, Conductive Plastic Element, Solder lug Terminals, 2 W Power Rating, 2.5 MOhm Resistance Value
RV4 Series Industrial Potentiometer, Conductive Plastic Element, Solder lug Terminals, 2 W Power Rating, 2 MOhm Resistance Value
Aluminum Electrolytic Capacitor; Capacitor Type:Computer Grade; Voltage Rating:250VDC; Capacitor Dielectric Material:Aluminum Electrolytic; Operating Temperature Range:-40 C to  85 C; Capacitance:15000uF RoHS Compliant: Yes
Programmable Logic Controller; No. of Digital Outputs:8; No. of Analog Inputs:8; No. of Analog Outputs:8; Controller Features:Sink/Source; No. of Channels:16; Output Type:Relay; Signal Input Type:Sink/Source RoHS Compliant: Yes
MR Series Rocker, Non-lighted miniature rectangle housing, SPDT, 2 position, Quick-connect, Snap-in panel, Silver alloy contacts
RELAYS; 0.5A SPST-NC REED SIP W/ DIODE
Time-Delay Relay; Contacts:DPDT; Time Range:8 to 120 min.; Peak Reflow Compatible (260 C):Yes; Supply Voltage:120VAC; Switch Function:DPDT
CAP CER 4.7UF 10V  X6S 0805
Replaced by TPS61080 : Fixed 12-V 120-MA Boost-Converter Supply 8-PDIP -40 to 85
Replaced by TPS63700 : Fixed Negative 5-V 200-MA Inverting DC/DC Converter 8-SOIC -40 to 85
Circular Connector; MIL SPEC:MIL-C-38999 Series I; Series:MS; No. of Contacts:37; Connecting Termination:Grounded; Gender:Male; Operating Temperature Range :-65 C to  C
CAP CER 91PF 100V 5% C0G 0805
D-Subminiature Connector; Contact Current:5A; Contact Size:8
CAP CER 1.5UF 6.3V 20% X5R 0805
CAP, CER, 4.7UF, 10V, 0805, X5R, 10%, SM
CAP CER 1.5UF 6.3V 10% X5R 0805
CAP 1UF 10V 10% X5R SMD-0805 TR-7-PA SN100
CAP CER 3.3UF 10V 10% X5R 0805
Replaced by TPS61080 : Fixed 12-V 120-MA Boost-Converter Supply 8-SOIC -40 to 85
Integrated Single-Cell Lithium-Ion Battery and Power Management IC 56-VQFN -40 to 85
MS27467T19B32B
Regulated 3.3-V High Efficiency Charge Pump DC/DC Converter 20-HTSSOP -40 to 85
ER 4C 4#8 SKT PLUG
KJL 66C 66#22 SKT PLUG
Integrated Photo Flash Charger and IGBT Driver 16-QFN
Integrated Photo Flash Charger and IGBT Driver  16-QFN -30 to 85
12V/3.5A(I/O), 4-CH Multi-Converter w/ Programmble@2.5A LDO, HVS(Boost/VGH) & Temp. Sensor for LCD B 40-VQFN -40 to 85
Fully Integrated 8-Channel DC/DC Converter For Digital Still Cameras 48-VQFN -25 to 85
Integrated Photo Flash Charger and IGBT Driver 10-MSOP-PowerPAD -35 to 85
MS27467T19B35B
Power Management IC For Digital Still Camera 113-NFBGA -40 to 85
CAP CER .56UF 16V 10% X7R 0805
CAP CER .27UF 25V 10% X7R 0805
Integrated Single Cell Li-Ion Battery and Power Management IC  56-QFN -40 to 125
CAP CER 68000PF 16V 10% X7R 0805
Dual Output Boost WLED Driver Using Single Inductor 10-SON -40 to 85
Circular Connector; Body Material:Aluminum Alloy; Series:D38999; No. of Contacts:22; Connector Shell Size:13; Connecting Termination:Wall Mount; Gender:Female
Dual, 2x 27V, 700mA Switch, 1.2MHz Boost Converter with Single Inductor White LED diver (up to 2x6) 10-SON -40 to 85
5V/0.96A(I/O), 4-CH Multi-Converter w/ LDO controller, Fault Detection & Power Good Pin for LCD Bias 24-VQFN -40 to 85
Dual, 2x 27V, 700mA Switch, 1.2MHz Boost Converter with Single Inductor White LED driver (up to 2x6) 10-SON -40 to 85
White LED Driver with Digital and PWM Brightness Control in 2mm x 2mm Package 6-SON -40 to 85
White LED Driver with Digital and PWM Brightness Control in 2mm x 2mm QFN Package 6-SON -40 to 85
CAP CER 3900PF 100V 10% X7R 0805
Automotive Catalog 4 Channel Power Supply for LCD Monitor w/ Fault Detection (5V) 24-HTSSOP -40 to 85
KJL SERIES I
12V/3.5A(I/O), 4-CH Multi-Converter w/ Programmble@2.5A LDO, HVS, & Temp. Sensor for LCD Bias, 40 QF 40-VQFN -40 to 85
12V/2.8A(I/O), 4-CH Multi-Converter w/ 3.3V@2.5A LDO, 2 VCOM Op-Amp, GPM, & Integrated Iso.SW for LC 48-VQFN -40 to 85
Reed Relay; Contacts:SPST-NO; Contact Carry Current:1.5A; Coil Voltage DC Max:12V; Relay Terminals:SMT J-Lead; Switching Current Max:0.5A; Switching Voltage Max:200V; Contact Carrying Power:10W; Leaded Process Compatible:Yes RoHS Compliant: Yes
; Contacts:SPST-NO; Contact Carry Current:0.5A; Coil Voltage DC Max:5V; Relay Terminals:PCB; Relay Mounting:PC Board; Coil Power VDC:50mW; Contact Rating:0.5A; Control Voltage Pickup:80VDC; Mounting Type:PCB; Switch Function:SPST-NO
600 Watt Transient Voltage Suppressors; Package: DO-15; No of Pins: 2; Container: Tape & Reel
Integrated Single-Cell Lithium-Ion Battery and Power Management IC 56-QFN -40 to 85
SENSOR MAG SPST OPENED THREADED
3.3V, 90% Efficient SEPIC Converter with 3.3V, 200-mA LDO for 1-Cell LiIon or Dual-Cell Applications 16-TSSOP -40 to 85
Adjustable, 90% Efficient SEPIC Converter with 200-mA LDO for 1-Cell LiIon or Dual-Cell Applications 16-QFN -40 to 85
3.3V, 90% Efficient SEPIC Converter with 1.5V, 200-mA LDO for 1-Cell LiIon or Dual-Cell Applications 16-TSSOP -40 to 85
; Connector Type A:DB15 Male; Connector Type B:DB15 Female; Cable Length:10ft; Approval Bodies:UL; Approval Categories:UL Style 2464 (300V 80 deg C -- cable only); Color:Chrome; Leaded Process Compatible:Yes RoHS Compliant: Yes
GPIB Molded Cable Assembly; Connector Type A:GPIB24 Male; Connector Type B:GPIB24 Female; Cable Length:13.1ft; Approval Bodies:UL; Approval Categories:UL Style 2464 (300V 80 deg C -- cable only); Color:Gull Gray RoHS Compliant: Yes
HITFET™, TEMPFET™ - Smart Low-Side Switches; Package: PG-SOT223-4; Channels: 1.0; VDS (max): 42.0 V; ID(nom): 3.0 A; RDS (on) (max): 50.0 mOhm; ID(lim) (min): 18.0 A
Integrated High current Motor Drivers; Package: PG-DSO-28; Operating Range: 4.8 - 42.0 V; RDS (on) (typ): 115.0 mOhm; ID(lim): 12.0 A; Iq (typ): 5.0 µA; Diagnosis: OT-Status Flag
Integrated High current Motor Drivers; Package: PG-DSO-28; Operating Range: 4.8 - 42.0 V; RDS (on) (typ): 210.0 mOhm; ID(lim): 8.0 A; Iq (typ): 5.0 µA; Diagnosis: OT-Status Flag
Integrated High current Motor Drivers; Package: PG-DSO-28; Operating Range: 4.8 - 42.0 V; RDS (on) (typ): 190.0 mOhm; ID(lim): 9.5 A; Iq (typ): 5.0 µA; Diagnosis: OT-Status Flag
PROFET™: Smart High Side Switches; Package: PG-DSO-8; Channels: 1.0; RON @ Tj = 25°C : 60.0 mOhm; Recommended Operating Voltage Range: 5.0 - 34.0 V; IL(SC): 17.0 A; Diagnostic: n.a.
HITFET™, TEMPFET™ - Smart Low-Side Switches; Package: PG-SOT223-4; Channels: 1.0; VDS (max): 42.0 V; ID(nom): 1.4 A; RDS (on) (max): 200.0 mOhm; ID(lim) (min): 5.0 A
Si RF Transistors, fT < 24 GHz; Package: PG-SOT23-3; VCEO (max): 15.0 V; IC(max): 45.0 mA; Ptot (max): 280.0 mW; fT (typ): 5.0 GHz; F (typ): 1.4 dB;
VPR Series, 75 Ohms, 5.0 W, Fixed, Wirewound Resistor
VC Series, 3 Ohms, 5.0 W, Fixed, Wirewound Resistor
VC Series, 2 kOhms, 5.0 W, Fixed, Wirewound Resistor
VC Series, 270 Ohms, 5.0 W, Fixed, Wirewound Resistor
VC Series, 27 Ohms, 5.0 W, Fixed, Wirewound Resistor
VC Series, 1 Ohm, 5.0 W, Fixed, Wirewound Resistor
VC Series, 0.75 Ohms, 5.0 W, Fixed, Wirewound Resistor
V7 Series Miniature Basic Switch, Single Pole Double Throw Circuitry, 1 A at 125 Vac, Roller Lever Actuator, 1,39 N [5.0 oz] Maximum Operating Force, Gold Contacts, Quick Connect Termination
5.0 Ampere Schottky Barrier Rectifiers
WA Series Standard Basic Switch, Single Pole Normally Closed Circuitry, 20 A at 250 Vac, Pin Plunger Actuator, 5,56 N [20 oz] Operating Force, Gold Contacts, Quick Connect Termination Silver Contacts, Screw Termination, CE, CSA, SEMKO
Single Ic = 100 mA; Package: PG-SOT323-3; Polarity: PNP; R1 (typ): 4.7 kOhm; R2: 47.0 k; hFE (min): 70.0; Vi (on) (min): 0.5 2mA / 0.3V;
Single Ic = 100 mA; Package: PG-SOT23-3; Polarity: PNP; R1 (typ): 4.7 kOhm; R2: 47.0 k; hFE (min): 70.0; Vi (on) (min): 0.5 2mA / 0.3V;
Single Ic = 100 mA; Package: PG-SOT323-3; Polarity: PNP; R1 (typ): 2.2 kOhm; R2: 47.0 k; hFE (min): 70.0; Vi (on) (min): 0.5 2mA / 0.3V;
Single Ic = 100 mA; Package: PG-SOT23-3; Polarity: PNP; R1 (typ): 2.2 kOhm; R2: 47.0 k; hFE (min): 70.0; Vi (on) (min): 0.5 2mA / 0.3V;
Single Ic = 100 mA; Package: PG-SOT23-3; Polarity: NPN; R1 (typ): 47.0 kOhm; R2: 22.0 k; hFE (min): 50.0; Vi (on) (min): 1.5 2mA / 0.3V;
Single Ic = 100 mA; Package: PG-SOT323-3; Polarity: NPN; R1 (typ): 10.0 kOhm; R2: 47.0 k; hFE (min): 70.0; Vi (on) (min): 0.5 2mA / 0.3V;
Flash Memory Interfaces; Package: S-WLP-8; Pitch: 500.0 µm; GSM-Rejection: 10.0 dB; VBR (min): 5.0 V; Ct, Cl @ 0V: 18.0 pF; VESD(min)(IEC61000-4-2 contact): 15.0 kV;
1A/2A Dual-Output LDO Voltage Regulator W/Power Up Seq. For Split Vo, Adjust. Outputs 1.22V - 5.5V 24-HTSSOP -40 to 125
Flash Memory Interfaces; Package: S-WLP-24; Pitch: 400.0 µm; GSM-Rejection: 10.0 dB; VBR (min): 14.0 V; Ct, Cl @ 0V: 13.5 pF; VESD(min)(IEC61000-4-2 contact): 15.0 kV;
CoolSET™ F3; Package: PG-TO220-6; Package: TO-220; VDS (max): 650.0 V; ID  (max): 3.5 A; RDS (on) (typ): 1.55 Ohm; Ptot  (max): -;
Strobe LED Unit; Supply Voltage:24VDC; Power Rating:6.96W; Color:Amber; Current Rating:280mA; IP/NEMA Rating:IP65 / NEMA 4X; Current Rating:280mA
Switch Enclosure; NEMA Type:4X; Enclosure Material:Polycarbonate; External Height:200mm; External Width:76mm; External Depth:59.5mm; Enclosure Color:Beige; Number of Slots:5 RoHS Compliant: Yes
Switch Enclosure; NEMA Type:4X; Enclosure Material:Polycarbonate; External Height:200mm; External Width:76mm; External Depth:59.5mm; Enclosure Color:Beige; Number of Slots:4 RoHS Compliant: Yes
Switch Enclosure; NEMA Type:4X; Enclosure Material:Polycarbonate; External Height:200mm; External Width:76mm; External Depth:59.5mm; Enclosure Color:Beige; Number of Slots:3 RoHS Compliant: Yes
Switch Enclosure; NEMA Type:4X; Enclosure Material:Polycarbonate; External Height:140mm; External Width:76mm; External Depth:59.5mm; Enclosure Color:Beige; Number of Slots:3 RoHS Compliant: Yes
Switch Enclosure; NEMA Type:4X; Enclosure Material:Polycarbonate; External Height:140mm; External Width:76mm; External Depth:59.5mm; Enclosure Color:Beige; Number of Slots:2 RoHS Compliant: Yes
Switch Enclosure; NEMA Type:4X; Enclosure Material:Polycarbonate; External Height:76mm; External Width:76mm; External Depth:59.5mm; Enclosure Color:Beige; Number of Slots:1 RoHS Compliant: Yes
Switch Enclosure; NEMA Type:4X; Enclosure Material:Polycarbonate; External Height:76mm; External Width:76mm; External Depth:59.5mm; Enclosure Color:Yellow; Number of Slots:1 RoHS Compliant: Yes
OSCILLATOR 3.072 MHZ SMT
Low Power Ground Fault Interrupt Controller; Package: DIP; No of Pins: 8; Container: Rail
Low Power Ground Fault Interrupt Controller; Package: SOIC; No of Pins: 8; Container: Tape & Reel
CAP 4700PF 50V 10% X7R SMD-0402 TR-7 SN-PB
Plastic Silicon Infrared Phototransistor; ; No of Pins: 2; Container: Bulk
CAP 4700PF 50V 10% X7R SMD-0402 TR-7-PA SN-PB
CAP 680PF 50V 10% X7R SMD-0402 TR-7-PA SN-PB
Piezo Transducer; Current Rating:20A; Leaded Process Compatible:No; Mounting Type:Panel; Peak Reflow Compatible (260 C):No
CAP 560PF 50V 10% X7R SMD-0402 TR-7 SN-PB
Plastic Silicon Infrared Phototransistor; Package: Thin Sidelooker Detector; No of Pins: 2; Container: Bulk
Plastic Silicon Infrared Rbe Phototransistor; ; No of Pins: 2; Container: Bulk
1.8mm Dome Lens Emitting Diode; ; No of Pins: 2; Container: Tape & Reel
Slotted Optical Switch; Package: Slotted Switch QVA; No of Pins: 4; Container: Rail
POT 200 OHM 6MM CERMET HORZ
POT 20 OHM 6MM CERMET HORZ
POT 1.0M OHM 6MM CERMET HORZ
CANMS3120F22-21PF0
CAP 180PF 50V 5% C0G SMD-0402 TR-7 SN-PB
DSUB 15 M CRIMP FLOA
Low Input Voltage Boost Converter with Fixed 1.8V Output 10-MSOP -40 to 85
Low Input Voltage Boost Converter with Fixed 1.5V Output 10-MSOP -40 to 85
8-Channel 3-STATE Multiplexer; Package: SOP; No of Pins: 16; Container: Rail
SILICONE
5 GAL
Quad Analog Switch with Level Translator; Package: TSSOP; No of Pins: 16; Container: Tape & Reel
Quad Analog Switch with Level Translator; Package: TSSOP; No of Pins: 16; Container: Rail
Dual D Flip-Flop; Package: SOIC; No of Pins: 14; Container: Rail
Dual D Flip-Flop; Package: SOIC; No of Pins: 14; Container: Tape & Reel
Hex Schmitt Trigger; Package: SOIC; No of Pins: 14; Container: Rail
High Power Single Cell White LED Driver with 1.1A Switch, in 3x3 QFN 10-SON -40 to 85
600 Watt Transient Voltage Suppressors; Package: DO-214AA(SMB); No of Pins: 2; Container: Tape & Reel
IC,Normally-Closed PC-Mount Solid-State Relay,1-CHANNEL,Module
TRANSFORMER CURR .55OPENING PNL
Discrete, Short Circuit Rated IGBT with Diode
Solid-State PC Board Relay; Control Voltage Min:4VDC; Control Voltage Max:10VDC; Output Voltage Min:12Vrms; Output Voltage Max:280Vrms; Load Current Max:2A; Switching:Random; Leaded Process Compatible:Yes; Mounting Type:PC Board RoHS Compliant: Yes
IC,Normally-Open PC-Mount Solid-State Relay,1-CHANNEL,Module
Highly-Integrated Green-Mode PWM Controller; Package: DIP; No of Pins: 8; Container: Rail
Right Angled Surface Mount Infrared Light Emitting Diode; ; No of Pins: 2; Container: Tape & Reel
CAP 470PF 50V 10% X7R SMD-0402 TR-7-PA SN-PB
NPN RF Amplifier; Package: TO-92; No of Pins: 3; Container: Tape & Reel
CAP 680PF 50V 10% X7R SMD-0402 TR-7 SN-PB
NPN RF Amplifier; Package: TO-92; No of Pins: 3; Container: Ammo
Dual Differential Line Driver; Package: SOIC; No of Pins: 14; Container: Tape & Reel
Dual Differential Line Driver; Package: DIP; No of Pins: 14; Container: Rail
Dual D Flip-Flop with Preset and Clear; Package: SOP; No of Pins: 14; Container: Rail
Dual D Flip-Flop with Preset and Clear; Package: SOP; No of Pins: 14; Container: Tape & Reel
Dual D Flip-Flop with Preset and Clear; Package: DIP; No of Pins: 14; Container: Rail
Octal 3-STATE Buffer; Package: DIP; No of Pins: 20; Container: Rail
TinyLogic UHS 2-Input Non-Inverting Multiplexer; Package: SC70; No of Pins: 6; Container: Tape & Reel
DAMM7W2PS
DAMM7W2SA
CANMS3121F24-61SXF0
3-STATE Octal D-Type Flip-Flop; Package: SOIC-Wide; No of Pins: 20; Container: Rail
N-Channel RF Amplifier; Package: TO-92; No of Pins: 3; Container: Tape & Reel
N-Channel RF Amplifier; Package: TO-92; No of Pins: 3; Container: Bulk
Silver Mica Capacitor; Capacitance:18pF; Capacitance Tolerance: /- 0.5pF; Series:CD10; Voltage Rating:500VDC; Capacitor Dielectric Material:Mica; Termination:Radial Leaded; Lead Pitch:3.6mm; Leaded Process Compatible:Yes RoHS Compliant: Yes
Silver Mica Capacitor; Capacitance:36pF; Capacitance Tolerance: /- 5%; Series:CD10; Voltage Rating:500VDC; Capacitor Dielectric Material:Mica; Termination:Radial Leaded; Lead Pitch:3.6mm; Leaded Process Compatible:No RoHS Compliant: No
Silver Mica Capacitor; Capacitance:150pF; Capacitance Tolerance: /- 1%; Series:CD15; Voltage Rating:500VDC; Capacitor Dielectric Material:Mica; Termination:Radial Leaded; Lead Pitch:5.9mm; Leaded Process Compatible:No RoHS Compliant: No
Silver Mica Capacitor; Capacitance:75pF; Capacitance Tolerance: /- 1%; Series:CD15; Voltage Rating:500VDC; Capacitor Dielectric Material:Mica; Termination:Radial Leaded; Lead Pitch:5.9mm; Leaded Process Compatible:Yes RoHS Compliant: Yes
Silver Mica Capacitor; Capacitance:6pF; Capacitance Tolerance: /- 0.5pF; Series:CD10; Voltage Rating:500VDC; Capacitor Dielectric Material:Mica; Termination:Radial Leaded; Lead Pitch:3.6mm; Leaded Process Compatible:Yes RoHS Compliant: Yes
NPN RF Transistor; Package: TO-92; No of Pins: 3; Container: Tape & Reel
N-Channel RF Amplifier; Package: TO-92; No of Pins: 3; Container: Ammo
TPS61043: Constant Current LED Driver 8-SON -40 to 85
1A, 3MHz Buck Converter with I2C for Dynamic Voltage Scaling 10-SON -40 to 85
1A, 3MHz Buck Converter with I2C for Dynamic Voltage Scaling 12-DSBGA -40 to 85
RES 15 OHM 2W 1% WW AXIAL
Hex Schmitt Trigger; Package: SOIC; No of Pins: 14; Container: Tape & Reel
1.0A Fast Recovery Rectifier; Package: DO-214AC(SMA); No of Pins: 2; Container: Tape & Reel
TVS BIDIRECT 1500W 85V SMC
LAMP, EM BIAX GLS ES 15WLAMP, EM BIAX GLS ES 15W; Colour temperature, typ:2700K; Current consumption:120mA; Diameter, External:60mm; Lamp fitting type:ES(E27); Length / Height, external:139mm; Power rating:15W; Temp, op.
LAMP, EM BIAX ES 11WLAMP, EM BIAX ES 11W; Colour temperature, typ:2700K; Current consumption:85mA; Diameter, External:42mm; Lamp fitting type:ES(E27); Length / Height, external:115mm; Power rating:11W; Temp, op. max:40(degree C);
LBS Series (3/4) Extension Ball Bearing Slide RoHS Compliant: Yes
STORAGE, DRAWERS CABINET RoHS Compliant: Yes
FRONT PANEL FOR CHASSIS ASSEMBLY RoHS Compliant: Yes
Dual 4-Channel Analog Multiplexer
8-Channel 3-STATE Multiplexer; Package: DIP; No of Pins: 16; Container: Rail
Hex Inverting Schmitt Trigger
RF/Coaxial Connector; RF Coax Type:SMA; Contact Termination:Crimp; Body Style:Straight Bulkhead Jack; RG Cable Type:174, 179, 187, 188, 316 RoHS Compliant: Yes
Fuse Holder; Current Rating:400A; Leaded Process Compatible:No; Peak Reflow Compatible (260 C):No; Mounting Type:Panel; Stud Size:1/4 RoHS Compliant: Yes
TVS UNIDIRECT 1500W 7.5V SMC
CAP CER 4700PF 25V Y5V 0603
Single Output LDO, 150mA, Fixed (1.3V), Low Noise, High PSRR 5-SC70 -40 to 85
VP Adjustable Series, 50 kOhms, 50.0 W, Adjustable, Wirewound Resistor
JIS C 5432 standard waterproof connectors; HRS No: 114-2051-3 71; Shell Size (dia): 13; Applicable Cable: Cable outer dia.f10; Operating Temperature Range (degrees C): -25 to 85; General Description: Standard cable clamp
D/A Converter (D-A) IC; Package/Case:16-TSSOP; Interface Type:Serial; Leaded Process Compatible:No; No. of Bits:24; Peak Reflow Compatible (260 C):No; Mounting Type:Surface Mount RoHS Compliant: No
AUDIO AMP, DIG CONTR, 192KHZ, 64LQFP; Channels, No. of:6; Power, RMS:1W; Voltage, Supply Min:2.5V; Voltage, Supply Max:5V; Case Style:LQFP; Pins, No. of:64; Temperature, Operating Range:-10°C to  70°C; Base Number:44600;
AUDIO AMP, DIG CONTR, 8CH, 64LQFP; Channels, No. of:8; Power, RMS:1W; Voltage, Supply Min:2.5V; Voltage, Supply Max:5V; Case Style:LQFP; Pins, No. of:64; Temperature, Operating Range:-10°C to  70°C; Base Number:44800;
AMP, PWM AUDIO, SMD, QFN-48, 4525; Pins, No. of:48; Case style:QFN / 48; Base number:4525; Packaging type:Peel Pack; Termination Type:SMD RoHS Compliant: Yes
18V, 0.5W Zener Diode; Package: SOD-123; No of Pins: 2; Container: Tape & Reel
17V, 0.5W Zener Diode; Package: SOD-123; No of Pins: 2; Container: Tape & Reel
16V, 0.5W Zener Diode; Package: SOD-123; No of Pins: 2; Container: Tape & Reel
15V, 0.5W Zener Diode; Package: SOD-123; No of Pins: 2; Container: Tape & Reel
19V, 0.5W Zener Diode; Package: SOD-123; No of Pins: 2; Container: Tape & Reel
13V, 0.5W Zener Diode; Package: SOD-123; No of Pins: 2; Container: Tape & Reel
14V, 0.5W Zener Diode; Package: SOD-123; No of Pins: 2; Container: Tape & Reel
MS27467T09B35S
MS27467T09B98B
Connector,D-Shell,PCB Mnt,PLUG,9 Contacts,SKT,0.05 Pitch,PC TAIL Terminal,#2-56
CANMS3120F18-32SF0
RESNET, ISO., 4 EA. 33 OHM  5% .063 WT
CANMS3121E20-39PF0
RECTIFIER STANDARD SINGLE 3A 1000V 1000 100A-ifsm 10uA-ir 1.15V-vf SMC 3K/REEL
RECTIFIER STANDARD SINGLE 3A 1000V 1000 100A-ifsm 10uA-ir 1.15V-vf SMB 3K/REEL
MICRO 21C SKT SOLDER
Regulated 5-V High-Power Low-Noise Charge Pump DC/DC Converter 20-HTSSOP -40 to 85
MS27467T09B98P
5-Channel, Current-regulated 125-mA Charge Pump for White LED Backlight in 3x3 QFN 16-QFN -40 to 85
CAP CER 5.1PF 50V C0G 0402
MS27467T11B35AA
Film Capacitor; Capacitor Type:Suppression; Voltage Rating:250VAC; Capacitor Dielectric Material:Polyester; Capacitance:0.047uF; Capacitance Tolerance: 10%; Lead Pitch:10mm; Leaded Process Compatible:Yes RoHS Compliant: Yes
RES NETWORK, SMD, 5%, 4 X 22 OHM
RES, 22, S/M, 5%, ARRAY, 4X
NPN Epitaxial Silicon Transistor
Replaced by TPS3510 : 3 Channel Power Supply Supervisor 8-PDIP -40 to 125
Replaced by ADS8381 : Dual CMOS 18-Bit Monolithic Audio A/D Converter 28-SOIC
Reed Relay; Contacts:SPST-NO; Contact Carry Current:1.5A; Coil Voltage DC Max:5V; Relay Terminals:SMT J-Lead; Switching Current Max:0.5A; Switching Voltage Max:200V; Contact Carrying Power:10W; Leaded Process Compatible:Yes RoHS Compliant: Yes
Reed Relay; Contacts:SPST; Contact Carry Current:0.5A; Coil Voltage DC Max:5V; Relay Terminals:Thru Hole; Switching Current Max:0.25A; Switching Voltage Max:100V; Contact Carrying Power:3W; Leaded Process Compatible:Yes RoHS Compliant: Yes
Reed Relay; Contacts:SPDT; Contact Carry Current:0.4A; Coil Voltage DC Max:12V; Relay Terminals:PCB; Switching Current Max:0.25A; Switching Voltage Max:125V; Contact Carrying Power:3W; Contact Rating:250mA RoHS Compliant: Yes
Reed Relay; Contacts:SPST-NO; Contact Carry Current:1.5A; Coil Voltage DC Max:5V; Relay Terminals:SMT Gullwing; Switching Current Max:0.5A; Switching Voltage Max:200V; Contact Carrying Power:10W; Leaded Process Compatible:Yes RoHS Compliant: Yes
Reed Relay; Contacts:SPST-NO; Contact Carry Current:1.3A; Coil Voltage DC Max:12V; Relay Terminals:Thru Hole; Switching Current Max:0.5A; Switching Voltage Max:1000V; Contact Carrying Power:10W; Leaded Process Compatible:Yes RoHS Compliant: Yes
CAP CER 47000PF 25V Y5V 0402
KJA SERIES III
): -25 to 85; General Description: Plug cap; Waterproof; Push-pull lock; Lightweight; Corrosion-resistant; Misinsertion prevention; Alignment mark
Replaced by ADS1271 : Multi-Bit Enhanced Noise Shaping 20-Bit A/D Conversion System 28-PDIP
Automotive Catalog 4 Channel Power Supply for LCD Monitor (5V) 24-HTSSOP -40 to 85
5V/1.6A(I/O), 4-CH Multi-Converter w/ LDO controller, Fault Detection & Power Good Pin for LCD Bias, 24-VQFN -40 to 85
5V/1.6A(I/O), 4-CH Multi-Converter w/ LDO controller, Fault Detection & Power Good Pin for LCD Bias, 24-HTSSOP -40 to 85
5V/2A(I/O), 4-CH Multi-Converter w/ VCOM Op-Amp & GPM for LCD Bias, 24 QFN/TSSOP 24-VQFN -40 to 85
5V/2A(I/O), 4-CH Multi-Converter w/ VCOM Op-Amp & GPM for LCD Bias, 24 QFN/TSSOP 24-HTSSOP -40 to 85
12V/2.8A(I/O), 4-CH Multi-Converter w/ 3.3V@2.3A LDO & 19.5V OVP for LCD Bias, 28 TSSOP  28-HTSSOP -40 to 85
12V/2.8A(I/O), 4-CH Multi-Converter w/ 3.3V@1.8A LDO & 23V OVP for LCD Bias, 28 TSSOP  28-HTSSOP -40 to 85
CAP,47uF,16VDC,20-% Tol,20 % Tol RoHS Compliant: Yes
SENSOR DISPLACEMENT LIN/ANGULAR
220PF 10% 50V NPO MLCC 0603 CAP,50V,NPO SMD, 0603
High Voltage General Purpose Diode
Automotive Catalog Tracking Synchronous Buck PWM Switcher 28-HTSSOP -40 to 125
High Conductance Ultra Fast Diode
Dual N-Channel Enhancement Mode Field Effect Transistor; ; No of Pins: 8; Container: Tape & Reel
Dual Differential Line Driver; Package: SOIC; No of Pins: 14; Container: Rail
96% Buck-Boost Converter with 1.7A Current Switches, 3.3V fixed Output voltage in 3x3 QFN 10-SON -40 to 85
96% Buck-Boost Converter with 1.7A Current Switches, 5V fixed Output voltage in 3x3 QFN 10-SON -40 to 85
6-Pin DIP Phototransistor Output Optocoupler- No Base Connection
Low Input Voltage Synchronous Boost Converter with Adjustable Output 10-MSOP -40 to 85
Low Input Voltage Boost Converter with Adjustable Output 10-MSOP -40 to 85
Low Input Voltage Boost Converter with Fixed 2.5V Output 10-MSOP -40 to 85
8-Channel 3-STATE Multiplexer; Package: SOIC; No of Pins: 16; Container: Tape & Reel
8-Channel 3-STATE Multiplexer; Package: TSSOP; No of Pins: 16; Container: Tape & Reel
8-Channel 3-STATE Multiplexer; Package: TSSOP; No of Pins: 16; Container: Rail
8-Channel 3-STATE Multiplexer; Package: SOIC; No of Pins: 16; Container: Rail
1.875V, 500-mA, 3-MHz Step-Down Converter in QFN or Chip-Scale 10-SON -40 to 85
Octal 3-STATE Buffer; Package: SOP; No of Pins: 20; Container: Tape & Reel
Low Input Voltage Boost Converter with Fixed 3.3V Output 10-MSOP -40 to 85
28-V, 400-mA Switch Boost Converter in SOT-23 for LCD and White LED Applications 6-SON -40 to 85
Octal D Flip-Flop with Clear; Package: DIP; No of Pins: 20; Container: Rail
8-Pin SOIC Phototransistor Output Optocoupler
3.0-V Output, 1.5-A Switch, 96% Efficient Boost Converter w/ LDO Down-Mode, QFN-10 10-SON -40 to 85
Quad 2-Input OR Gate; Package: SOP; No of Pins: 14; Container: Tape & Reel
Quad 2-Input OR Gate; Package: SOP; No of Pins: 14; Container: Rail
28-V, 250-mA Switch Boost Converter in SOT-23 for LCD and White LED Applications 5-SOT-23 -40 to 85
Adjustable, 1.5-A Switch, 96% Efficient Boost Converter with Down-Mode, QFN-10 10-SON -40 to 85
3.3-V Output, 1-A, 96% Efficient Boost Converter w/20uA Iq in TSSOP-16 16-HTSSOP -40 to 85
Adjustable, 800mA Switch, 96% Efficient Boost Converter w/LDO Down-Mode, QFN-10 10-SON -40 to 85
Octal D Flip-Flop with Clear; Package: SOP; No of Pins: 20; Container: Tape & Reel
Octal D Flip-Flop with Clear; Package: SOP; No of Pins: 20; Container: Rail
3.3-V Output, 1.5-A Switch, 96% Efficient Boost Converter w/ LDO Down-Mode, QFN-10 10-SON -40 to 85
Adjustable, 4-A Switch, 96% Efficient Boost Converter w/20A Iq in TSSOP-16 16-HTSSOP -40 to 85
Adjustable, 1.8-A Switch, 96% Efficient Boost Converter with Down-Mode, QFN-10 10-SON -40 to 85
1.875V, 500-mA, 3-MHz Step-Down Converter in Chip-Scale 8-DIESALE -40 to 85
1.875V, 500-mA, 3-MHz Step-Down Converter in QFN or Chip-Scale 8-DSBGA -40 to 85
Quad 2 Input NAND Gate; Package: SOIC; No of Pins: 14; Container: Tape & Reel
Quad 2 Input NAND Gate; Package: TSSOP; No of Pins: 14; Container: Tape & Reel
RES .10 OHM 1W 1% WW AXIAL
Plug-In Relay; Contacts:DPST-2NO; Contact Carry Current:40A; Coil Voltage AC Max:240V; Relay Mounting:Panel; Relay Terminals:Screw/Quick Connect; Coil Resistance:1200ohm
1.2V, 500-mA, 3-MHz Step-Down Converter in QFN or Chip-Scale 10-SON -40 to 85
1.8V, 500-mA, 3-MHz Step-Down Converter in QFN or Chip-Scale 8-DSBGA -40 to 85
Regulated 3.0-V High Efficiency Charge Pump With Power Good Indicator 20-HTSSOP -40 to 85
Quad Analog Switch with Level Translator; Package: DIP; No of Pins: 16; Container: Rail
Replaced by TPS3510 : 3 Channel Power Supply Supervisor 8-SOIC -40 to 125
1.8-V Output, 600-mA, 95% Efficient Step-Down Converter in MSOP-10 10-MSOP -40 to 85
3-STATE Octal D-Type Edge-Triggered Flip-Flop; Package: DIP; No of Pins: 20; Container: Rail
Regulated 3.0-V High Efficiency Charge Pump With Low Battery Indicator 20-HTSSOP -40 to 85
Regulated 5V high Efficiency Charge Pump DC/DC Converter 20-HTSSOP
Quad 2 Input NAND Gate; Package: SOIC; No of Pins: 14; Container: Rail
Quad 2-Input Exclusive OR Gate; Package: SOP; No of Pins: 14; Container: Tape & Reel
Quad 2-Input Exclusive OR Gate; Package: SOP; No of Pins: 14; Container: Rail
Computer Keyboard; No. of Keys:104; Color:Light Gray; Leaded Process Compatible:No; Peak Reflow Compatible (260 C):No; Voltage Rating:5V RoHS Compliant: Yes
Quad 2-Input Exclusive OR Gate; Package: SOIC; No of Pins: 14; Container: Tape & Reel
3-STATE Octal D-Type Edge-Triggered Flip-Flop; Package: SOP; No of Pins: 20; Container: Tape & Reel
Computer Keyboard; No. of Keys:104; Color:Light Gray; Leaded Process Compatible:No; Output Type:PS/2; Peak Reflow Compatible (260 C):No RoHS Compliant: Yes
3-STATE Octal D-Type Edge-Triggered Flip-Flop; Package: TSSOP; No of Pins: 20; Container: Rail
2LB KIT...CHEMICAL
ADHESIVE, RTV, WHITE
Computer Keyboard; No. of Keys:104; Color:Black
Switch accessories, Assembly hardware; For Use With:10 or 16 Position PE Series Selector Switches; Mounting Type:PC Board; No. of Switch Positions:3; Number of Positions:3; Series:PE RoHS Compliant: Yes
8-Bit Magnitude Comparator (Equality Detector); Package: TSSOP; No of Pins: 20; Container: Tape & Reel
Computer Keyboard; Leaded Process Compatible:No; Peak Reflow Compatible (260 C):No
SWITCH, DPDT, LATCHING; Switch function type:Latching; Voltage, contact AC max:250V; Temp, op. max:85(degree C); Temp, op. min:-40(degree C); Length / Height, external:24.64mm; Width, external:31.5mm; Depth, external:17.27mm; RoHS Compliant: Yes
Quad 2-Input Exclusive OR Gate; Package: DIP; No of Pins: 14; Container: Rail
KEYBOARD, WITH TOUCHPAD, PS2, GREY; Colour:Grey; Connector type:PS/2; Depth, external:193mm; Length / Height, external:37mm; Width, external:415mm
3-STATE Octal D-Type Edge-Triggered Flip-Flop; Package: SOIC-Wide; No of Pins: 20; Container: Rail
3-STATE Octal D-Type Edge-Triggered Flip-Flop; Package: TSSOP; No of Pins: 20; Container: Tape & Reel
Quad Analog Switch with Level Translator; Package: SOIC; No of Pins: 16; Container: Tape & Reel
Inverting Octal 3-STATE Buffers; Package: SOP; No of Pins: 20; Container: Tape & Reel
SWITCH MOM DPDT 10A QC TERM
STEEL DRAWER SLIDE ASSEMBLY RoHS Compliant: Yes
3-STATE Octal D-Type Edge-Triggered Flip-Flop; Package: SOIC-Wide; No of Pins: 20; Container: Tape & Reel
Quad Analog Switch with Level Translator; Package: SOP; No of Pins: 16; Container: Rail
8-Channel Analog Multiplexer
Left End Cap; For Use With:Cherry PA Series Selector Switches RoHS Compliant: Yes
STORAGE, SLIDES CABINET RoHS Compliant: Yes
Octal 3-STATE Buffers; Package: TSSOP; No of Pins: 20; Container: Tape & Reel
12-Stage Binary Counter; Package: SOP; No of Pins: 16; Container: Rail
CMOS Phase-Locked Loop; Package: SOIC; No of Pins: 16; Container: Tape & Reel
12-Stage Binary Counter; Package: SOIC; No of Pins: 16; Container: Tape & Reel
12-Stage Binary Counter; Package: DIP; No of Pins: 16; Container: Rail
3-STATE Octal D-Type Flip-Flop; Package: TSSOP; No of Pins: 20; Container: Tape & Reel
12-Stage Binary Counter; Package: TSSOP; No of Pins: 16; Container: Tape & Reel
3-STATE Octal D-Type Flip-Flop; Package: TSSOP; No of Pins: 20; Container: Rail
Octal D-Type Flip-Flop with Clear; Package: SOP; No of Pins: 20; Container: Tape & Reel
MODULE WITH DIODE
N-MISC., TIE WRAPS
Hex D-Type Flip-Flop with Clear; Package: SOIC; No of Pins: 16; Container: Tape & Reel
Hex D-Type Flip-Flop with Clear; Package: TSSOP; No of Pins: 16; Container: Tape & Reel
Quad 2-Input Multiplexer
Mechanism, 4-inch wide, Rear Feed w/Cutter
Dual Retriggerable Monostable Multivibrator
RELAY DPDT 4.5V COIL SMT
Mechanism, 4-inch wide, Front Feed
Kiosk printer, ultra high speed, 3 inch paper, serial interface
Mechanism/cutter, ultra high speed, ELM, w/full cut
Mechanism/cutter, ultra high speed,  w/rear feed and adapter
Mechanism/cutter, ultra high speed,  w/front feed
Quad 2-Input NAND Gate; Package: SOP; No of Pins: 14; Container: Tape & Reel
20-Key Encoder
Quad 2-Input NAND Gate; Package: TSSOP; No of Pins: 14; Container: Rail
Quad 2-Input NAND Gate; Package: TSSOP; No of Pins: 14; Container: Tape & Reel
Quad 2-Input NAND Gate; Package: SOIC; No of Pins: 14; Container: Rail
Quad 2-Input NAND Gate; Package: SOIC; No of Pins: 14; Container: Tape & Reel
CMOS Phase-Locked Loop; Package: SOIC; No of Pins: 16; Container: Rail
12-Stage Binary Counter; Package: SOP; No of Pins: 16; Container: Tape & Reel
RTP, 7-wire, 15-in, 1.8mm glass, P/F, 80%,  AG5, 100mm tail
CMOS Phase-Locked Loop; Package: TSSOP; No of Pins: 16; Container: Rail
CMOS Phase-Locked Loop; Package: TSSOP; No of Pins: 16; Container: Tape & Reel
 /-5V Stereo Audio Volume Control 16-SOIC -40 to 85
6800UF 63WV  20% *NO Pb*
RESISTOR MOUNTING KIT (A CENTERING WASHER)
Low Noise, High-Bandwidth PSRR, Low-Dropout 150mA Linear Regulator 5-SC70 -40 to 125
170 uVrms Zero-Ripple Switched Cap Boost Converter With Fixed 2.7V Output For VCO Supply 8-MSOP -40 to 85
MS3120F20-16PF0
170 uVrms Zero-Ripple Switched Cap Boost Converter With Fixed 3V Output For VCO Supply 8-MSOP -40 to 85
High Efficiency Charge Pump for 7 WLEDs with I2C Interface 24-QFN -40 to 85
High Efficiency Charge Pump for 7 WLEDs with I2C Interface 16-WQFN -40 to 85
CAP CER 2200PF 50V Y5V 0402
Silver Mica Capacitor; Capacitance:910pF; Capacitance Tolerance: /- 5%; Series:CD17; Voltage Rating:100VDC; Capacitor Dielectric Material:Mica
CAP CER .47UF 10V X5R 0402
CAP CER 4.7UF 6.3V Y5V 0603
Automotive Catalog 50-mA, Output Adj from 1.2 to 15V, High Input-Voltage LDO Voltage Regulator 5-SC70 -40 to 125
D/A Converter (D-A) IC; Resolution (Bits):24; Update Rate:192kSPS; Number of DACs:2; Data Interface:Serial; Package/Case:28-TSSOP; Interface Type:Serial; Leaded Process Compatible:No; Number of Bits:24
D/A Converter (D-A) IC; Package/Case:8-SOIC; A/D, D/A Features:Complete stereo D/A converter system: interpolation, D/A, output analog filtering, ; IC Generic Number:4335; Interface Type:Serial; Leaded Process Compatible:Yes
D/A Converter (D-A) IC; Resolution (Bits):24; Update Rate:192kSPS; No. of DACs:2; Data Interface:Serial; Package/Case:28-SOIC RoHS Compliant: Yes
D/A Converter (D-A) IC; Resolution (Bits):24; Update Rate:192kSPS; No. of DACs:2; Data Interface:Serial; Package/Case:20-SOIC; Interface Type:Serial; Leaded Process Compatible:No; No. of Bits:24; Peak Reflow Compatible (260 C):No RoHS Compliant: No
D/A Converter (D-A) IC; Resolution (Bits):24; Update Rate:96kSPS; No. of DACs:2; Data Interface:Serial; Package/Case:16-SOIC; Interface Type:Serial; Leaded Process Compatible:No; No. of Bits:24; Peak Reflow Compatible (260 C):No RoHS Compliant: No
Small Signal Diode; Package: SOD-123; No of Pins: 2; Container: Tape & Reel
D/A Converter (D-A) IC; Package/Case:8-SOIC; Interface Type:Serial; No. of Bits:18; Mounting Type:Surface Mount
Quad NPN & PNP General Purpose Amplifier; Package: SOIC; No of Pins: 16; Container: Tape & Reel
24BIT DAC, SMD, TSSOP24, 4349; Bits, No. of:24; Case style:TSSOP; Base number:4349; Pins, No. of:24; Termination Type:SMD RoHS Compliant: Yes
D/A Converter (D-A) IC; Resolution (Bits):24; Update Rate:96kSPS; Number of DACs:2; Data Interface:Serial; Package/Case:16-TSSOP; A/D, D/A Features:Complete stereo D/A converter system: interpolation, D/A, output analog filtering
8.7V 350mW 5% ZENER; Package: SOT-23; No of Pins: 3; Container: Tape & Reel
20V, 0.5W Zener Diode; Package: SOD-123; No of Pins: 2; Container: Tape & Reel
D/A Converter (D-A) IC; Resolution (Bits):24; Update Rate:192kSPS; No. of DACs:2; Data Interface:Serial; Package/Case:20-TSSOP; Interface Type:Serial; Leaded Process Compatible:No; No. of Bits:24; Peak Reflow Compatible (260 C):No RoHS Compliant: Yes
High Conductance Fast Diode; Package: SOD-123; No of Pins: 2; Container: Tape & Reel
20V 350mW 5% ZENER
Industrial Connector; Series:300; No. of Contacts:3; Gender:Female; Leaded Process Compatible:No; Peak Reflow Compatible (260 C):No RoHS Compliant: No
8.2V 350mW 5% ZENER; Package: SOT-23; No of Pins: 3; Container: Tape & Reel
NPN RF Transistor; Package: SOT-23; No of Pins: 3; Container: Tape & Reel
3.3V, 90% Efficient SEPIC Converter with 1.5V, 200-mA LDO for 1-Cell LiIon or Dual-Cell Applications 16-QFN -40 to 85
3V to 4V, 9A Synchronous Step Down SWIFT Converter 28-HTSSOP -40 to 85
RF/Coaxial Connector; RF Coax Type:SMA; Body Style:Straight Bulkhead Receptacle RoHS Compliant: Yes
RF/Coaxial Connector; RF Coax Type:SMA; Body Style:Panel Flanged Jack; Series:SMA RoHS Compliant: Yes
RF/Coaxial Connector; RF Coax Type:SMA; Contact Termination:Crimp; Body Style:Straight Bulkhead Jack; RG Cable Type:316DB RoHS Compliant: Yes
RF/Coaxial Connector; RF Coax Type:SMA; Contact Termination:Crimp; Body Style:Straight Plug; RG Cable Type:174,179, 187, 188, 316 RoHS Compliant: Yes
CAP CER 24000PF 50V 5% C0G 2220
; Contacts:SPST-NO; Contact Carry Current:0.5A; Relay Terminals:Thru Hole RoHS Compliant: Yes
15V, 400mA Switch, 1MHz Boost Converter w/Brightness Control for White LED Power Supplies 8-DSBGA -40 to 85
15V, 400mA Switch, 1MHz Boost Converter w/Brightness Control for White LED Power Supplies 8-SON -40 to 85
CAP CER 30000PF 50V 5% C0G 2220
CAP CER 20000PF 50V 5% C0G 2220
24V, 400mA Switch, 1MHz Boost Converter w/Brightness Control for White LED Power Supplies 8-SON -40 to 85
DSUB 15 M CRIMP G
P-Channel Switch
Time-Delay Relay; Contacts:DPDT; Time Range:0.1 sec. to 10 hr.; Mounting Type:Plug In; Timing Function:Off-Delay/Retriggerable One Shot; Peak Reflow Compatible (260 C):Yes; Relay Mounting:Plug-In; Supply Current:12A RoHS Compliant: Yes
RES POWER 360 OHM .5W 5% SMD
RES, SM NTWK 75 OHM X 4 5%
RES ARRAY 100KOHM 16TERM 8RESSMD
Programmable Four Channel Step Down DC/DC Converter 16-TSSOP -40 to 85
N-Channel RF Amplifier; Package: SOT-23; No of Pins: 3; Container: Tape & Reel
Dual Output 13-Bit Register with SSTL-2 Compatible I/O and Reset; Package: BGA; No of Pins: 96; Container: Tape & Reel
5-Channel Power Mgmt IC with two step down converters and 3 low-input voltage LDOs  24-VQFN -40 to 85
5-V Output, 1-A, 96% Efficient Boost Converter w/20uA Iq in TSSOP-16 16-HTSSOP -40 to 85
METER RoHS Compliant: NA
Inverting Octal 3-STATE Buffers; Package: SOIC-Wide; No of Pins: 20; Container: Rail
Inverting Octal 3-STATE Buffers; Package: SOIC-Wide; No of Pins: 20; Container: Tape & Reel
Octal 3-STATE Buffers; Package: TSSOP; No of Pins: 20; Container: Rail
 /-5V Stereo Audio Volume Control 16-PDIP
Mechanism/cutter, ultra high speed, ELM,  w/partial cut
Dual Operational Amplifier; Package: SOIC; No of Pins: 8; Container: Rail
SDP Series Low Light Rejection PhotoTransistor, Side-looking Plastic Package
Triple Chargepump for LTPS LCD 24-VQFN -40 to 85
98dB SNR Low-Power Stereo DAC with line-out (H/W Control) 16-TSSOP 0 to 70
Connector,D-Shell,PCB Mnt,RECEPT,9 Contacts,PIN,0.05 Pitch,PC TAIL Terminal,#2-56
Zener Diode; Package: SOD523F; No of Pins: 2; Container: Tape & Reel
RES POWER 150 OHM .5W 5% SMD
CAP 4700PF 50V 10% X7R SMD-0603 TR-7-PA SN100
2MHz 650mA Step-Down Converter for RF Power Amplifiers with Built in Clock Dittering Circuit and Tin 8-DSBGA -40 to 85
Dual D Flip-Flop with Preset and Clear; Package: SOIC; No of Pins: 14; Container: Tape & Reel
2 MHz 650mA Step-Down Converter for RF Power Amplifiers in tiny 8-pin WCSP Package 8-DSBGA -40 to 85
Dual D Flip-Flop with Preset and Clear; Package: TSSOP; No of Pins: 14; Container: Tape & Reel
96% Buck-Boost Converter with 1.8A Current Switches in 3x3 QFN 10-SON -40 to 85
Adjustable, 97% Efficiency, 1.5A Buck Converter for low input voltages  10-SON -40 to 85
Connector,D-Shell,Cable Mnt,RECEPT,21 Contacts,SKT,0.05 Pitch,SOLDER Terminal,HOLE .087-.098
Terminal Block ID Markers; Leaded Process Compatible:No; Peak Reflow Compatible (260 C):No RoHS Compliant: Yes
Connector,D-Shell,Cable Mnt,PLUG,51 Contacts,PIN,0.05 Pitch,SOLDER Terminal,HOLE .087-.098
14 Stage Binary Counter
3-STATE Octal D-Type Flip-Flop; Package: SOP; No of Pins: 20; Container: Tape & Reel
3-STATE Octal D-Type Flip-Flop; Package: DIP; No of Pins: 20; Container: Rail
3-STATE Octal D-Type Flip-Flop; Package: SOP; No of Pins: 20; Container: Rail
Single-Cell to 3.3-V, 20-mA, Ultra-Low Quiescent Current Charge Pump 10-MSOP
Single-Cell to 3-V, 20-mA Ultra-Low Quiescent Current Charge Pump 10-MSOP
Plug-In Relay; Contacts:DPDT; Contact Carry Current:40A; Coil Voltage AC Max:24V; Relay Mounting:Panel; Relay Terminals:Screw/Quick Connect; Coil Resistance:12ohm
1.2A High Power White LED Driver with I2C Compatible Interface 12-DSBGA -40 to 85
1.2A High Power White LED Driver with I2C Compatible Interface 10-SON -40 to 85
PCB Relay; Contacts:SPDT; Contact Carry Current:500mA; Coil Voltage DC Max:9V; Relay Terminals:SMT Gullwing; Coil Resistance:405ohm; Contact Rating:10mA at 30VAC; Leaded Process Compatible:Yes; Peak Reflow Compatible (260 C):No RoHS Compliant: Yes
Replaced by PCM1851A : 101dB SNR Stereo ADC with 6x2 channel MUX and PGA 32-TQFP -40 to 85
98dB SNR Stereo USB2.0 FS DAC with line-out and S/PDIF output, Bus/Self-powered (Ext. ROM Interface) 28-SSOP -25 to 85
TVS BIDIRECT 1500W 7.0V SMC
Tips for SP23, SP25D and SP12 Irons, MT Series, for Series: SP12, Cone Shaped
MODULE DIGITAL COMPASS RS232
MODULE COMPASS DGTL 2AXIS 24PLCC
HOOD, HAN10B
TinyLogic UHS 2-Input NOR Gate; Package: MicroPak; No of Pins: 6; Container: Tape & Reel
Aluminum Electrolytic Capacitor; Capacitor Type:Computer Grade; Voltage Rating:25VDC; Capacitor Dielectric Material:Aluminum Electrolytic; Operating Temperature Range:-40 C to  85 C; Capacitance:120000uF RoHS Compliant: Yes
TinyLogic UHS 2-Input NOR Gate; Package: SC70; No of Pins: 5; Container: Tape & Reel
Aluminum Electrolytic Capacitor; Capacitor Type:Computer Grade; Voltage Rating:16VDC; Capacitor Dielectric Material:Aluminum Electrolytic; Operating Temperature Range:-40 C to  85 C; Capacitance:120000uF RoHS Compliant: Yes
TinyLogic UHS 2-Input NOR Gate; Package: SOT-23; No of Pins: 5; Container: Tape & Reel
TinyLogic UHS 2-Input NAND Gate; Package: SC70; No of Pins: 5; Container: Tape & Reel
HOUSING, SURFACE HAN10B 2XPG16 ; Material:Zinc Alloy; Colour:Powder Coated, RAL 7037 Grey; Series:HAN; Thread size:PG16
HOUSING, SURFACE HAN10B PG16
Accessory, Connector
POS Series Liquid Level Sensor with Stainless-Steel housing, Output PNP NO, standard temperature range, 2 m [6.56 ft] flying lead (cable), crystal tip
TinyLogic ULP-A 2-Input OR Gate
1.5V, 500-mA, 3-MHz Step-Down Converter in QFN or Chip-Scale 10-SON -40 to 85
Low Input Voltage 6A Synchronous Buck SWIFT Converter for Sequencing 28-HTSSOP -40 to 85
Dual, Adjustable, 400mA and 600mA, 2.25MHz Step-Down Converter with 1-Wire Interface in QFN  10-SON -40 to 85
Dual Positive and Negative Output Regulator (SIMO), 1.0A, for AMOLED  16-WQFN -40 to 85
6-Pin DIP 250V Zero Crossing Triac Driver Output Optocoupler
Low Input Voltage Synchronous Boost Converter with Fixed 3.3V Output 10-MSOP -40 to 85
Low Input Voltage Synchronous Boost Converter with Fixed 2.8V Output 10-MSOP -40 to 85
Octal 3-STATE Buffer; Package: SOIC-Wide; No of Pins: 20; Container: Tape & Reel
Low Input Voltage Synchronous Boost Converter with Fixed 3.0V Output 10-MSOP -40 to 85
Silver Mica Capacitor; Capacitance:750pF; Capacitance Tolerance: 1%; Series:CD7; Voltage Rating:100VDC; Capacitor Dielectric Material:Mica; Termination:Radial Leaded; Lead Pitch:4.4mm; Leaded Process Compatible:No RoHS Compliant: No
Silver Mica Capacitor; Capacitance:620pF; Capacitance Tolerance: /- 5%; Series:CD7; Voltage Rating:100VDC; Capacitor Dielectric Material:Mica; Termination:Radial Leaded; Lead Pitch:4.4mm; Leaded Process Compatible:No RoHS Compliant: No
TinyLogic ULP-A Buffer with 3-STATE Output; Package: MicroPak; No of Pins: 6; Container: Tape & Reel
TinyLogic ULP-A 3-Input AND Gate; Package: SC70; No of Pins: 6; Container: Tape & Reel
Silver Mica Capacitor; Capacitance:680pF; Capacitance Tolerance: /- 2%; Series:CD7; Voltage Rating:100VDC; Capacitor Dielectric Material:Mica; Termination:Radial Leaded; Lead Pitch:4.4mm; Leaded Process Compatible:No RoHS Compliant: No
LEVR OFFSET FRONT NYLON ROLLER
TinyLogic ULP-A 3-Input AND Gate; Package: MicroPak; No of Pins: 6; Container: Tape & Reel
TinyLogic ULP-A 2-Input AND Gate; Package: SC70; No of Pins: 5; Container: Tape & Reel
Silver Mica Capacitor; Capacitance:750pF; Capacitance Tolerance: /- 2%; Series:CD7; Voltage Rating:100VDC; Capacitor Dielectric Material:Mica; Termination:Radial Leaded; Lead Pitch:4.4mm; Leaded Process Compatible:No RoHS Compliant: No
Silver Mica Capacitor; Capacitance:680pF; Capacitance Tolerance: /- 1%; Series:CD7; Voltage Rating:100VDC; Capacitor Dielectric Material:Mica; Termination:Radial Leaded; Lead Pitch:4.4mm; Leaded Process Compatible:No RoHS Compliant: No
DSUB 15 M SOD FLOA G
Low Input Voltage Synchronous Boost Converter with Fixed 1.8V Output 10-MSOP -40 to 85
BRACKET, DIN41612 B/SHELLBRACKET, DIN41612 B/SHELL; Material:Thermoplastic
CODING KEY, PK60 ;
1A, 3MHz Buck Converter with I2C for Dynamic Voltage Scaling 10-SON -40 to 85
1A, 3MHz Buck Converter with I2C for Dynamic Voltage Scaling 12-DSBGA -40 to 85
5V Input 8A Synchronous Buck Converter with Sequencing 28-HTSSOP -40 to 85
Dual P-Channel Enhancement Mode Field Effect Transistor; ; No of Pins: 8; Container: Tape & Reel
Hex D-Type Flip-Flop with Clear; Package: SOIC; No of Pins: 16; Container: Rail
98dB SNR Low-Power Stereo DAC with HP Amplifier (S/W Control) 20-VQFN 0 to 70
RESISTOR CER 82 OHM 3W RADIAL
98dB SNR Low-Power Stereo DAC with HP Amplifier (H/W Control) 16-TSSOP 0 to 70
5V/0.96A(I/O), 4-CH Multi-Converter w/ LDO controller, Fault Detection & Power Good Pin for LCD Bias 24-HTSSOP -40 to 85
Circular Connector; MIL SPEC:MIL-C-26482, Series I; Body Material:Aluminum Alloy; Series:MS3121; Number of Contacts:8; Connector Shell Size:16; Connecting Termination:Crimp; Circular Shell Style:Cable Receptacle
3.3V Input, 9A Synchronous Buck Converter with Disabled Sinking During Start Up 28-HTSSOP -40 to 85
LEVER ADJ FRONT STEEL ROLLER
LEVER ADJ BACK STEEL ROLLER
LEVER FIXED BACK NYLON ROLLER
LEVER ADJ FRONT NYLON ROLLER
LEVER FIXED FRONT STEEL ROLLER
LEVER ADJ BACK NYLON ROLLER
Filtered D-Subminiature Connector; Gender:Male; No. of Contacts:9; Contact Termination:Surface Mount Vertical; D Sub Shell Size:DB9; Capacitance:1000pF; Leaded Process Compatible:Yes RoHS Compliant: Yes
5MMSMTCAP 47UF  16V
CAP 470PF 50V 10% X7R SMD-0402 BULK SN-PB
Dual, Adjustable, 600mA and 1000mA, 2.25MHz Step-Down Converter with 1-Wire Interface in QFN  10-SON -40 to 85
MS3121F24-61PWF0
Military Chassis Mount DC-DC Converters 10 to 300W Single Dual Triple Outputs
Military Chassis Mount DC-DC Converters 10 to 300W Single / Dual / Triple Outputs
Military Chassis Mount DC-DC Converters 10 to 300W Single/ Dual/ Triple Outputs
Vicor Corporation
8-PinSOIC Photodarlington Output Optocoupler
TPS65100, TPS65105 -  (TFT) LCD Supply with Vcom Buffer 24-VQFN -40 to 85
	Glenair, Inc.
Panasonic, Corp.
HIROSE ELECTRIC Co., Ltd.
Vicor, Corp.
TVS-瞬态抑制二极管
DC/DC变换
VICOR[Vicor Corporation]
Military Chassis Mount DC-DC Converters 10 to 300W Single / Dual / Triple Outputs
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