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			 Related Part Number
	
					PART	Description	Maker
	AQW414EHAZ AQW414EH AQW414EHA AQW414EHAX 	General use and economy type. DIP (2 Form B) 8-pin type. Reinforced insulation 5,000V type.
	PANASONIC[Panasonic Semiconductor]

	AQY410EH AQY414EHAZ AQY410EHA AQY410EHAX AQY410EHA	PhotoMOS relay, GU (general use)-E type, 1-channel (form B). AC/DC type. I/O isolastion reinforced 5,000V. Output rating: load voltage 400 V, load current 120 mA.
GU (General Use)-E Type 1-Channel (Form B) 4-pin Type 顾（一般使用）- E通道（表B针型
GU (General Use)-E Type 1-Channel (Form B) 4-pin Type 顾（一般使用）- E1通道（表B针型
	Matsushita Electric Works(Nais)
NASI
NAIS[Nais(Matsushita Electric Works)]
Panasonic, Corp.
Electronic Theatre Controls, Inc.

	DRT107V040F048A DRT117V040F052 DRT127V040F056A DRD	CYLINDRICAL TYPE DIELECTRIC RESONATOR, 5340 MHz - 5740 MHz
CYLINDRICAL TYPE DIELECTRIC RESONATOR, 4890 MHz - 5340 MHz
CYLINDRICAL TYPE DIELECTRIC RESONATOR, 4480 MHz - 4890 MHz
DISC TYPE DIELECTRIC RESONATOR, 3440 MHz - 3740 MHz
DISC TYPE DIELECTRIC RESONATOR, 4060 MHz - 4420 MHz
DISC TYPE DIELECTRIC RESONATOR, 6170 MHz - 6710 MHz
DISC TYPE DIELECTRIC RESONATOR, 5220 MHz - 5680 MHz
DISC TYPE DIELECTRIC RESONATOR, 7300 MHz - 7930 MHz
DISC TYPE DIELECTRIC RESONATOR, 7930 MHz - 8640 MHz
DISC TYPE DIELECTRIC RESONATOR, 6710 MHz - 7300 MHz
DISC TYPE DIELECTRIC RESONATOR, 2910 MHz - 3160 MHz
DISC TYPE DIELECTRIC RESONATOR, 4420 MHz - 4800 MHz
CYLINDRICAL TYPE DIELECTRIC RESONATOR, 3450 MHz - 3760 MHz
DISC TYPE DIELECTRIC RESONATOR, 3160 MHz - 3440 MHz
DISC TYPE DIELECTRIC RESONATOR, 11100 MHz - 12070 MHz
	MURATA MANUFACTURING CO LTD

	L8231 L8231-21 L8231-22 L8231-23 L8231-32 L8231-44	2V; 0.2mW; laser diode: repectacle type, 1.3um, 1.25, 2.5Gbps. For optical fiber communications, fiber channel, gigabit ethernet, HDTV, SDH
Receptacle type, 1.3 レm, 1.25, 2.5 Gbps 插座类型.3レ米.25.5 Gbps
CAP 1.5PF 50V  /-0.25PF C0G SMD-0402 TR-7-PA SN100 插座类型.3レ米.25.5 Gbps
Receptacle type/ 1.3 m/ 1.25/ 2.5 Gbps
Receptacle type, 1.3 m, 1.25, 2.5 Gbps
Receptacle type 1.3 m 1.25 2.5 Gbps
Receptacle type, 1.3 μm, 1.25, 2.5 Gbps
FIBER OPTIC LASER DIODE EMITTER, 1250Mbps, PANEL MOUNT, SC CONNECTOR
	Hamamatsu Photonics K.K.
HAMAMATSU[Hamamatsu Corporation]

	AQW224NA 	PhotoMOS relay, FR (radio frequency) type, [2-channel (form A) type] low on resistance. AC/DC type. Output rating: load voltage 400 V, load current 40 mA. surface-mount terminal, tube packing style.
	Matsushita Electric Works(Nais)

	SLI-570YT SLI-570 SLI-570DT SLI-570UT 	High Brightness Type 5.0 Circular Type LED Lamps &ltMid Focus Type 2 1/2:25>
High Brightness Type 5.0 Circular Type LED Lamps 
	Rohm CO.,LTD.
ROHM[Rohm]

	BCR16B BCR16C BCR16E 	MEDIUM POWER USE A, B, C : NON-INSULATED TYPE, E : INSULATED TYPE, GLASS PASSIVATION TYPE
	Mitsubishi Electric Sem...
Mitsubishi Electric Corporation

	SLI-580YT SLI-580 SLI-580DT SLI-580UT 	High Brightness Type 5.0 Circular Type LED Lamps  Type 2 1/2:12
High Brightness Type 5.0 Circular Type LED Lamps 
	Rohm CO.,LTD.
ROHM[Rohm]

	88741-8120 	LEAD, DVI-D TO DVI-D DUAL LINK, 5M; Connector type A:DVI-D; Connector type B:DVI-D; Length, lead:5m; Cable type:Sh; Ways, No. of:24; Colour:Black; Series:MICROCROSS RoHS Compliant: Yes INTERCONNECTION DEVICE
	Molex, Inc.

	687860005 	HDMI Type D-to-Type A Cable Assembly, CAT 2, AWG 34, 0.2m (7.84), Lead free
	Molex Electronics Ltd.

	BCR10CM 	MEDIUM POWER USE NON-INSULATED TYPE, PLANAR PASSIVATION TYPE 中功率使用非绝缘型，平面型钝
	Mitsubishi Electric, Corp.
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