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			 Related Part Number
	
					PART	Description	Maker
	BSS84 BSS84-NL 	?.13A, ?0V. RDS(ON) = 10Ω @ VGS = ? V
RP10 (EW) Series - Powerline Regulated DC-DC Converters; Input Voltage (Vdc): 24V; Output Voltage (Vdc): 15V; 4:1 Wide Input Voltage Range; 10 Watts
P-Channel Enhancement Mode Field Effect Transistor
	Fairchild Semiconductor Corporation

	MAX1999 	7V to 24V Input Voltage Range, 3.3V and 5V Output Voltages
	Maxim Integrated Produc...

	BSS98 Q62702-S635 Q62702-S053 Q62702-S517 SIEMENSA	RP10 (EW) Series - Powerline Regulated DC-DC Converters; Input Voltage (Vdc): 24V; Output Voltage (Vdc): 15V; 4:1 Wide Input Voltage Range; 10 Watts
SIPMOS Small-Signal Transistor (N channel Enhancement mode Logic Level)
From old datasheet system
	SIEMENS AG
SIEMENS[Siemens Semiconductor Group]

	24IMP12-0505-7 24IMP12-051212-7 24IMP12-05-7 24IMP	   1...12 Watt DC-DC Converters
1...12WattDC-DCConverters
Test Lead Storage Rack; Color:Orange; External Width:11"; Features:Accepts Type RG-58 & RG-142 Cable Sizes; Cold Rolled Steel w/Baked Enamel Finish; 4 Mounting Holes 0.094" RoHS Compliant: NA 1 ... 12瓦特的DC - DC转换
1...12 Watt DC-DC Converters 1 ... 12瓦特的DC - DC转换
Connector Adapter; Convert From:Binding Post; Convert To:BNC Male; Contact Material:Brass; Impedance:50ohm RoHS Compliant: Yes
Input voltage range:4.5-5.5V output voltage  /-5V ( /-100mA) DC/DC converter
Input voltage range:4.5-5.5V output voltage  /-12V ( /-42mA) DC/DC converter
Input voltage range:4.5-5.5V output voltage  /-15V ( /-33mA) DC/DC converter
Input voltage range:4.5-5.5V output voltage  /-5V ( /-500mA) DC/DC converter
Input voltage range:4.5-5.5V output voltage  /-12V ( /-250mA) DC/DC converter
Input voltage range:4.5-5.5V output voltage  /-15V ( /-200mA) DC/DC converter
	Electronic Theatre Controls, Inc.
TE Connectivity, Ltd.
Vishay Intertechnology, Inc.
Cosmo Electronics
POWER-ONE[Power-One]

	WU400 WU100 WU101 WU102 WU103 WU104 WU105 WU106 WU	DC/DC converter, 10/15 watts. 4:1 input range. Input voltage 4.5-6.0 VDC. Output voltage  -12.0 VDC. Output current  -400 mA. Input current 10 mA(no load), 2520 mA(full load).
DC/DC converter, 10/15 watts. 4:1 input range. Input voltage 4.5-6.0 VDC. Output voltage  -15.0 VDC. Output current  -333 mA. Input current 10 mA(no load), 2510 mA(full load).
DC/DC converter, 10/15 watts. 4:1 input range. Input voltage 4.5-6.0 VDC. Output voltage 15.0 VDC. Output current 667 mA. Input current 10 mA(no load), 2510 mA(full load).
DC/DC converter, 10/15 watts. 4:1 input range. Input voltage 4.5-6.0 VDC. Output voltage 3.3 VDC. Output current 3000 mA. Input current 10 mA(no load), 2470 mA(full load).
10/15 Watts WU Series 10/15瓦吴系列
Nickel Cadmium Battery; Voltage Rating:1.2V; Battery Size Code:Sub C; Battery Capacity:2100mAh
Nickel Cadmium Battery; Voltage Rating:1.2V; Battery Size Code:Sub C; Battery Capacity:1900mAh; Battery Terminals:Pressure Contact
DC/DC converter, 10/15 watts. 4:1 input range. Input voltage 4.5-6.0 VDC. Output voltage 5.0 VDC. Output current 2000 mA. Input current 10 mA(no load), 2620 mA(full load).
DC/DC converter, 10/15 watts. 4:1 input range. Input voltage 4.5-6.0 VDC. Output voltage 12.0 VDC. Output current 800 mA. Input current 10 mA(no load), 2520 mA(full load).
DC/DC converter, 10/15 watts. 4:1 input range. Input voltage 4.5-6.0 VDC. Output voltage  -5.0 VDC. Output current  -1000 mA. Input current 10 mA(no load), 2620 mA(full load).
	XPiQ
Electronic Theatre Controls, Inc.
ETC[ETC]
List of Unclassifed Manufacturers
International Power Sources

	P8SG-XXXXZH30M P8SG-0505ZH30M P8SG-053R6ZH30M P8SG	Input voltage:24V, output voltage  /-7.2V ( /-100mA), 3KV isolated 1.5W regulated single output
Input voltage:24V, output voltage  /-15V ( /-50mA), 3KV isolated 1.5W regulated single output
Input voltage:24V, output voltage  /-5V ( /-150mA), 3KV isolated 1.5W regulated single output
Input voltage:12V, output voltage  /-12V ( /-63mA), 3KV isolated 1.5W regulated single output
Input voltage:12V, output voltage  /-5V ( /-150mA), 3KV isolated 1.5W regulated single output
Input voltage:5V, output voltage  /-3.6V ( /-200mA), 3KV isolated 1.5W regulated single output
Input voltage:5V, output voltage  /-5V ( /-150mA), 3KV isolated 1.5W regulated single output
3 KV ISOLATED 1.5 W REGULATED DUAL OUTPUT DIP24 3千伏隔震1.5糯稳压双输出DIP24
	PEAK[PEAK electronics GmbH]

	BUV48 BUV48A 	RP Series - Econoline Unregulated DC-DC Converters; Input Voltage (Vdc): 24V; Output Voltage (Vdc): 15V; Power: 1W; Pot-Core Transformer - separated
RP Series - Econoline Unregulated DC-DC Converters; Input Voltage (Vdc): 24V; Output Voltage (Vdc): 24V; Power: 1W; Pot-Core Transformer - separated
SITCHMODE II Series NPN Silicon Power Transistors
	ONSEMI[ON Semiconductor]

	P6MU-2415EH40 P6MU-0505EH40 P6MU-0512EH40 P6MU-120	Input voltage: 5V, output voltage 12V (84mA), 4KV isolated 1W unregulated single output
Input voltage:12V, output voltage 12V (84mA), 4KV isolated 1W unregulated single output
Input voltage:24V, output voltage 5V (200mA), 4KV isolated 1W unregulated single output
Input voltage:24V, output voltage 15V (67mA), 4KV isolated 1W unregulated single output
Input voltage:24V, output voltage 12V (84mA), 4KV isolated 1W unregulated single output
4 KV ISOLATED 1W UNREGULATED SINGLE OUTPUT DIP14 4千伏隔震1W的未稳压单输出DIP14
Input voltage: 5V, output voltage 5V (200mA), 4KV isolated 1W unregulated single output
	Electronic Theatre Controls, Inc.
PEAK[PEAK electronics GmbH]

	PN6CU-4812E PN6CU-0505E PN6CU-0512E PN6CU-1205E PN	Input voltage: 48V, output voltage 12V (84mA), 1KV isolated 1W unregulated single output
Input voltage: 48V, output voltage 5V (200mA), 1KV isolated 1W unregulated single output
Input voltage: 24V, output voltage 3.3V (303mA), 1KV isolated 1W unregulated single output
Input voltage: 24V, output voltage 12V (84mA), 1KV isolated 1W unregulated single output
Input voltage: 24V, output voltage 5V (200mA), 1KV isolated 1W unregulated single output
Input voltage: 12V, output voltage 12V (84mA), 1KV isolated 1W unregulated single output
Input voltage: 12V, output voltage 5V (200mA), 1KV isolated 1W unregulated single output
Input voltage: 5V, output voltage 12V (84mA), 1KV isolated 1W unregulated single output
Input voltage: 5V, output voltage 5V (200mA), 1KV isolated 1W unregulated single output
PN6CU-XXXXE 1KV ISOLATED 1W UNREGULATED SINGLE OUTPUT SIP7 PN6CU - XXXXE 1KV交隔W的未稳压单输出SIP7
	PEAK[PEAK electronics GmbH]

	SP7650 SP7650ER_TR SP7650ER-L_TR SP7650ER-L/TR SP7	CAP 150PF 25V 5% NP0(C0G) SMD-0402 TR-7 PLATED-NI/SN
Wide Input Voltage Range 3A / 300kHz / Buck Regulator
Wide Input Voltage Range 3A, 300kHz, Buck Regulator
	SIPEX[Sipex Corporation]

	BSP50BSP52 BSP51 Q62702-P1165 BSP50 BSP50BBSP52 BS	NPN Silicon Darlington Transistors (High collector current Low collector-emitter saturation voltage)
From old datasheet system
RP10 (E) Series - Powerline Regulated DC-DC Converters; Input Voltage (Vdc): 12V; Output Voltage (Vdc): 3.3V; 2:1 Wide Input Voltage Range; 10 Watts
	Siemens Semiconductor G...
Infineon
SIEMENS[Siemens Semiconductor Group]
SIEMENS AG
SIEMENS A G

	BY255 BY251 BY252 BY253 BY254 	RP40 (G) Series - Powerline Regulated DC-DC Converters; Input Voltage (Vdc): 24V; Output Voltage (Vdc): 5V; Auxilary Voltage (Vdc): 12V; 2:1 Wide
GENERAL PURPOSE PLASTIC RECTIFIER
	GOOD-ARK[GOOD-ARK Electronics]
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