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			 Related Part Number
	
					PART	Description	Maker
	R1510S009C-T1-FE 	Input Voltage Range (Maximum Rating) Max. 36.0V (50V)
	RICOH electronics devic...

	TVL05-1220 TVL05-1225 TVL05-1516 TVL05-1520 TYL05-	   DC/DC Converter
Multiconductor Cable; Jacket Material:Polyvinylchloride (PVC); Leaded Process Compatible:Yes RoHS Compliant: Yes
SERVSWITCH USER CABLE    FOR PS2 STYLE 50 FT
Input voltage range:4.75-6V, output voltage  /-12V ( /-200mA) DC/DC converter
Input voltage range:4.75-6V, output voltage  /-12V ( /-250/125mA) DC/DC converter
Input voltage range:4.75-6V, output voltage  /-15V ( /-165mA) DC/DC converter
Input voltage range:4.75-6V, output voltage  /-15V ( /-200/100mA) DC/DC converter
	TRACOPOWER[TRACO Electronic AG]
TRACO ELECTRONIC AG.

	R1518J851D-T1-FE 	   Input Voltage Range (Maximum Rating)
	RICOH electronics devic...

	BSP78 	RP10 (E) Series - Powerline Regulated DC-DC Converters; Input Voltage (Vdc): 24V; Output Voltage (Vdc): 5V; 2:1 Wide Input Voltage Range; 10 Watts
Smart Lowside Power Switch (Logic Level Input Input Protection ESD Thermal shutdown with auto restart)
From old datasheet system
	SIEMENS AG
SIEMENS[Siemens Semiconductor Group]

	LXR1240-6M1 LXR1701-6 LXR1740-6M1 LXN1240-6M1 LXR-	460 Watt, input voltage range:85-264/90-350V, output voltage 25.7-29.3V,(16.9A)  AC/DC converter
345 Watt, input voltage range:85-264/90-350V, output voltage 25.7-29.3V,(12.6A)  AC/DC converter
460 Watt, input voltage range:85-264/90-350V, output voltage 51.4-58.6V,(8.4A)  AC/DC converter
375 and 500 Watt AC-DC Converters 37500瓦AC - DC转换
375 Watt, input voltage range:85-264/90-350V, output voltage 49.4V,(7.5A)  AC/DC converter
345 Watt, input voltage range:85-264/90-350V, output voltage 51.4-58.6V,(6.3A)  AC/DC converter
	Vishay Intertechnology, Inc.
POWER-ONE[Power-One]
http://

	RT9284A-20GJ6E RT9284PB RT9284APB 	Maximum Output Voltage up to 20V, Dimming with Zero-inrush and Wide Frequency Range of 100 to 100kHz
	Richtek Technology Corporat...
Richtek Technology Corp...

	2N5427 2N5428 2N3766 2N3767 2N3738 2N4240 2N4900 2	75 OHM BNC FEMALE POWER DIVIDER; NUMBER OF OUTPUT PORTS: 2; FREQUENCY RANGE: 10 - 1,000 MHz; MINIMUM ISOLATION: 20 dB; VSWR: 1.50 MAXIMUM; MAXIMUM
POWER TRANSISTORS
	Central Semiconductor Corp.
CENTRAL[Central Semiconductor Corp]

	BSS63 	RP10 (EW) Series - Powerline Regulated DC-DC Converters; Input Voltage (Vdc): 24V; Output Voltage (Vdc): 12V; 4:1 Wide Input Voltage Range; 10 Watts
EPITAXIAL PLANAR PNP TRANSISTOR (GENERAL PURPOSE, SWITCHING)
	KEC Holdings
KEC(Korea Electronics)

	BY298 BY299 BY296 	RP40 (GW) Series - Powerline Regulated DC-DC Converters; Input Voltage (Vdc): 24V; Output Voltage (Vdc): 12V; 4:1 Wide Input Voltage Range; 40 Watts
CAP.CER, 22NF, 50V, 10%, X7R, 0805 技术规格快速恢复整
	DC Components Co., Ltd.

	FLTR75V05 FLTR75V055Z FLTR75V058Z FLTR75V05Z FLTR7	75 Vdc Input Maximum, 5 A Maximum
	Lineage Power Corporation

	BSS98 Q62702-S635 Q62702-S053 Q62702-S517 SIEMENSA	RP10 (EW) Series - Powerline Regulated DC-DC Converters; Input Voltage (Vdc): 24V; Output Voltage (Vdc): 15V; 4:1 Wide Input Voltage Range; 10 Watts
SIPMOS Small-Signal Transistor (N channel Enhancement mode Logic Level)
From old datasheet system
	SIEMENS AG
SIEMENS[Siemens Semiconductor Group]
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