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			 Related Part Number
	
					PART	Description	Maker
	MC10SX1189 MC10SX1189D ON0811 MC10SX1189-D 	Fibre Channel Coaxial Cable Driver and Loop Resillency Circuit
From old datasheet system
Fibre Channel Coaxial Cable Driver and Loop Resiliency Circuit(光纤通道同轴电缆驱动器和环路弹性电
	ONSEMI[ON Semiconductor]
Motorola, Inc.

	GNR10D391K GNR10D182K GNR10D180K GNR10D431K GNR10D	   VARISTOR
Coaxial Cable; Coaxial RG/U Type:213; Impedance:50ohm; Conductor Size AWG:13; No. Strands x Strand Size:7 x 21; Jacket Material:Polyvinylchloride (PVC); Jacket Color:Black; Leaded Process Compatible:Yes; Voltage Nom.:150V RoHS Compliant: Yes
PAIRED OVERALL SHIELDED PLENUM CABLE FOR AUDIO, INSTRUMENT, CONTR...,FIBER OPTICS,PLENUM COMPUTER CABLE, 24 AMERICAN WIRE GAUGE, BLACK, REDALL SHIELDED PLENUM CABLE F RoHS Compliant: Yes 压敏电阻
Coaxial Cable; Coaxial RG/U Type:214; Impedance:50ohm; Conductor Size AWG:13; No. Strands x Strand Size:7 x 21; Jacket Material:Polyvinylchloride (PVC); Jacket Color:Black; Leaded Process Compatible:Yes; Voltage Nom.:150V RoHS Compliant: Yes 压敏电阻
Coaxial Cable; Coaxial RG/U Type:59B; Impedance:75ohm; Conductor Size AWG:23; No. Strands x Strand Size:Solid; Jacket Material:Polyvinylchloride (PVC); Jacket Color:Black; Leaded Process Compatible:Yes; Voltage Nom.:150V RoHS Compliant: Yes 压敏电阻
Coaxial Cable; Coaxial RG/U Type:62; Impedance:93ohm; Conductor Size AWG:22; No. Strands x Strand Size:Solid; Jacket Material:Polyvinylchloride (PVC); Jacket Color:Black; Leaded Process Compatible:Yes; Voltage Nom.:30V RoHS Compliant: Yes 压敏电阻
Programmable Logic Controller; For Use With:I/O Bricks; Leaded Process Compatible:No; Peak Reflow Compatible (260 C):No RoHS Compliant: No 压敏电阻
Coaxial Cable; Coaxial RG/U Type:58C; Impedance:50ohm; Conductor Size AWG:20; No. Strands x Strand Size:19 x 33; Jacket Material:Polyvinylchloride (PVC); Jacket Color:Black; Leaded Process Compatible:Yes; Voltage Nom.:150V RoHS Compliant: Yes 压敏电阻
Coaxial Cable; Coaxial RG/U Type:58C; Impedance:50ohm; Conductor Size AWG:20; No. Strands x Strand Size:19 x 33; Jacket Material:Polyvinylchloride (PVC); Leaded Process Compatible:Yes RoHS Compliant: Yes 压敏电阻
Coaxial Cable; Coaxial RG/U Type:58A; Impedance:50ohm; Conductor Size AWG:20; No. Strands x Strand Size:19 x 33; Jacket Material:Polyvinylchloride (PVC); Leaded Process Compatible:Yes RoHS Compliant: Yes 压敏电阻
Coaxial Cable; Coaxial RG/U Type:58A; Impedance:50ohm; Conductor Size AWG:20; No. Strands x Strand Size:19 x 33; Jacket Material:Polyvinylchloride (PVC); Jacket Color:Black; Leaded Process Compatible:Yes; Voltage Nom.:30V RoHS Compliant: Yes 压敏电阻
2 PR #22 FEP FS FLRST RoHS Compliant: Yes
Varistor.
VARISTOR 压敏电阻
Connectors, Accessories; For Use With:G4 I/O Module Mounting Racks; Accessory Type:Jumper Strap; Peak Reflow Compatible (260 C):No RoHS Compliant: Yes
	CERAMATE[Ceramate Technical]
CERAMATE TECHNOLOGY CO., Ltd.

	TZMB10 TZMB11 TZMB12 TZMB13 TZMB15 TZMB16 TZMB18 T	RF/Coaxial Connector; RF Coax Type:BNC; Contact Termination:Clamp; Body Style:Straight Plug; RG Cable Type:59 RoHS Compliant: Yes
RF/Coaxial Connector; RF Coax Type:BNC; Contact Termination:Clamp; Body Style:Right Angle Plug; RG Cable Type:55, 58, 141, 142, 223, 400 RoHS Compliant: Yes
RF/Coaxial Connector; RF Coax Type:BNC; Contact Termination:Clamp; Body Style:Straight Jack; RG Cable Type:59, 62, 71, 140, 210 RoHS Compliant: Yes
RF/Coaxial Connector; RF Coax Type:MHV; Contact Termination:Clamp; Body Style:Straight Plug; RG Cable Type:59, 62, 71, 140, 210 RoHS Compliant: Yes
RF/Coaxial Connector; RF Coax Type:BNC; Contact Termination:Clamp; Body Style:Straight Plug; RG Cable Type:58, 141, 142, 400 RoHS Compliant: Yes
RF/Coaxial Connector; RF Coax Type:BNC; Contact Termination:Solder; Body Style:Straight Bulkhead Jack; RG Cable Type:58, 59, 179, 316 RoHS Compliant: Yes
RF/Coaxial Connector; RF Coax Type:MHV; Contact Termination:Clamp; Body Style:Right Angle Plug; RG Cable Type:59, 62, 71, 140, 210 RoHS Compliant: Yes
RF/Coaxial Connector; RF Coax Type:BNC; Contact Termination:Clamp; Body Style:Straight Plug; RG Cable Type:59, 62, 71, 140, 210, 302 RoHS Compliant: Yes
RF/Coaxial Connector; RF Coax Type:BNC; Contact Termination:Solder; Body Style:Straight Flanged Jack; RG Cable Type:58, 59, 179, 316 RoHS Compliant: Yes
From old datasheet system
Silicon Epitaxial Planar Z-Diodes
	Vishay Intertechnology,Inc.
VISAY[Vishay Siliconix]
Vishay Telefunken

	M36W108AT120ZM6T M36W108AB100ZM6T M36W108AT100ZM6T	Coaxial Cable; Coaxial RG/U Type:6; Impedance:75ohm; Conductor Size AWG:18; No. Strands x Strand Size:Solid; Jacket Material:FEP; Leaded Process Compatible:Yes RoHS Compliant: Yes
Low-Smoke Zero-Halogen (LSZH) Shipboard Precision Low-Loss Serial Analog & Digital Video Coax Cable; Coaxial RG/U Type:6; Impedance:75ohm; Conductor Size AWG:18; No. Strands x Strand Size:Solid RoHS Compliant: Yes
8 Mbit 1Mb x8, Boot Block Flash Memory and 1 Mbit 128Kb x8 SRAM Low Voltage Multi-Memory Product 81兆8，启动块闪存1兆位128KB的x8 SRAM的低电压多媒体存储产
	意法半导
STMicroelectronics N.V.

	BYX82 BYX83 BYX84 BYX85 BYX86 	Coaxial Cable; Coaxial RG/U Type:6; Impedance:75ohm; Conductor Size AWG:18; No. Strands x Strand Size:Solid; Conductor Material:Steel; Conductor Plating:Copper; Jacket Color:Black; Leaded Process Compatible:Yes RoHS Compliant: Yes
Coaxial Cable; Coaxial RG/U Type:6; Impedance:75ohm; Conductor Size AWG:18; No. Strands x Strand Size:Solid; Jacket Material:Polyvinylchloride (PVC); Conductor Material:Steel; Conductor Plating:Copper; Jacket Color:Black RoHS Compliant: Yes
Silicon Mesa Rectifiers
From old datasheet system
	Vishay Intertechnology,Inc.
Vishay Siliconix

	141-10SMNM 	Coaxial Cable
	Mini-Circuits

	086-12KM 	Coaxial Cable
	Mini-Circuits

	141-20SM 	Coaxial Cable
	Mini-Circuits

	086-10SMRSM 	Coaxial Cable
	Mini-Circuits

	086-10SM 	Coaxial Cable
	Mini-Circuits

	141-24SMNM 	Coaxial Cable
	Mini-Circuits

	047-6SMPR 	Coaxial Cable
	Mini-Circuits
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