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			 Related Part Number
	
					PART	Description	Maker
	CAT4139 	22V High Current Boost White LED Driver
	ON Semiconductor

	1N974B 1N963B 1N965B 1N962B 1N970B 1N960B 1N968D 1	0.5W, silicon zener diode. Zener voltage 56V. Test current 2.2mA.  -10% tolerance.
0.5W, silicon zener diode. Zener voltage 30V. Test current 4.2mA.  -20% tolerance.
0.5W, silicon zener diode. Zener voltage 62V. Test current 2.0mA.  -20% tolerance.
0.5W, silicon zener diode. Zener voltage 120V. Test current 1.0mA.  -10% tolerance.
0.5W, silicon zener diode. Zener voltage 120V. Test current 1.0mA.  -20% tolerance.
0.5W, silicon zener diode. Zener voltage 75V. Test current 1.7mA.  -10% tolerance.
0.5W, silicon zener diode. Zener voltage 22V. Test current 5.6mA.  -10% tolerance.
0.5W, silicon zener diode. Zener voltage 39V. Test current 3.2mA.  -20% tolerance.
0.5W, silicon zener diode. Zener voltage 68V. Test current 1.8mA.  -10% tolerance.
0.5W, silicon zener diode. Zener voltage 160V. Test current 0.80mA.  -20% tolerance.
0.5W, silicon zener diode. Zener voltage 150V. Test current 0.85mA.  -20% tolerance.
0.5W SILICON ZENER DIODES
Low Current Operation at 250??A???Low Reverse Leakage,Low Noise Zener Diode(250??A?・￥?????μ?μ?????°????????????μ?μ?????????a?￡°???é???o3?o???????) 50μA低电流操作，低反向漏，低噪声稳压二极管（250μA工作电流，小反向漏电流，低噪声，齐纳二极管）
PC 4/ 5-ST-7,62 .5W硅稳压二极管
Low Current Operation at 250?录A茂录?Low Reverse Leakage,Low Noise Zener Diode(250?录A氓路楼盲陆?莽?碌忙碌?茫??氓掳?氓??氓??忙录?莽?碌忙碌?茫??盲陆?氓?陋氓拢掳茫??茅陆?莽潞鲁盲潞?忙??莽庐隆)
0.5W, silicon zener diode. Zener voltage 180V. Test current 0.68mA.  -20% tolerance.
0.5W, silicon zener diode. Zener voltage 180V. Test current 0.68mA.  -10% tolerance.
0.5W, silicon zener diode. Zener voltage 200V. Test current 0.65mA.  -20% tolerance.
0.5W, silicon zener diode. Zener voltage 150V. Test current 0.85mA.  -10% tolerance.
0.5W, silicon zener diode. Zener voltage 68V. Test current 1.8mA.  -20% tolerance.
0.5W, silicon zener diode. Zener voltage 22V. Test current 5.6mA.  -20% tolerance.
0.5W, silicon zener diode. Zener voltage 7.5V. Test current 16.5mA.  -20% tolerance.
0.5W, silicon zener diode. Zener voltage 130V. Test current 0.95mA.  -20% tolerance.
0.5W, silicon zener diode. Zener voltage 51V. Test current 2.5mA.  -20% tolerance.
0.5W, silicon zener diode. Zener voltage 62V. Test current 2.0mA.  -10% tolerance.
0.5W, silicon zener diode. Zener voltage 56V. Test current 2.2mA.  -20% tolerance.
0.5W, silicon zener diode. Zener voltage 47V. Test current 2.7mA.  -10% tolerance.
	JGD[Jinan Gude Electronic Device]
济南固锝电子器件有限公司
Jinan Gude Electronic Device Co., Ltd.
Semtech, Corp.
娴???洪??靛??ㄤ欢??????
Jinan Gude Electronic D...

	SLG59H1009V 	   A 22V, 13.1 m, 4 A Integrated Power Switch with VIN Lockout Select and MOSFET Current Monitor Output
	Dialog Semiconductor

	LT1468CDD-2PBF LT1468CDD-2TRPBF LT1468-209 LT1468A	16-Bit DAC Current-to-Voltage Converter
90MHz, 22V/us 16-Bit Accurate Operational Amplifier; Package: DFN; No of Pins: 8; Temperature Range: -40&deg;C to  85&deg;C OP-AMP, 400 uV OFFSET-MAX, 88 MHz BAND WIDTH, PDSO8
	Linear Technology, Corp.

	LT1468 LT1468CN8 LT1468CS8 LT1468IN8 LT1468IS8 146	90MHz, 22V/us 16-Bit Accurate Operational Amplifier
90MHz/ 22V/us 16-Bit Accurate Operational Amplifier
From old datasheet system
	Linear Technology Corporation
LINER[Linear Technology]

	RT8270 	2A, 22V, 1.2MHz Step-Down Converter
	Richtek Technology Corporation

	RT8267 	2A, 22V, 400kHz Step-Down Converter
	Richtek Technology Corporation

	EV8048DQK-00A 	22V, 4A Quad Channel Power Half-Bridge Evaluation Board
	Monolithic Power System...

	LT146809 LT1468CDDTRPBF LT1468IDDTRPBF LT1468AIDDT	16-Bit Accurate Operational Amplifi er
90MHz, 22V/us 16-Bit Accurate Operational Amplifier; Package: DFN; No of Pins: 8; Temperature Range: 0&deg;C to  70&deg;C OP-AMP, 400 uV OFFSET-MAX, 88 MHz BAND WIDTH, PDSO8
90MHz, 22V/us 16-Bit Accurate Operational Amplifier; Package: DFN; No of Pins: 8; Temperature Range: -40&deg;C to  85&deg;C OP-AMP, 500 uV OFFSET-MAX, 88 MHz BAND WIDTH, PDSO8
90MHz, 22V/us 16-Bit Accurate Operational Amplifier; Package: SO; No of Pins: 8; Temperature Range: 0&deg;C to  70&deg;C
	Linear Technology, Corp.
LINEAR TECHNOLOGY CORP

	LA305-S 	Current Transducer LA 305-S
Sensor, Closed Loop Current Transducer, Primary Nominal r.m.s Current IPN 300A
	http://
LEM[LEM]
LEM Components

	FS1UM-16A 	Standard Recovery Rectifier; Forward Current:15A; Forward Current Average:9.5A; Forward Current Avg Rectified, IF(AV):9.5A; Forward Surge Current Max, Ifsm:225A; Forward Voltage:1.1V; Forward Voltage Max, VF:1.1V RoHS Compliant: Yes
HIGH-SPEED SWITCHING USE
	Mitsubishi Electric Corporation
Mitsubishi Electric Semiconductor

	CLY32-00 CLY32-05 CLY32-10 CLY32 	Standard Recovery Rectifier; Forward Current:25A; Forward Current Average:15.9A; Forward Current Avg Rectified, IF(AV):15.9A; Forward Surge Current Max, Ifsm:350A; Forward Voltage:1.1V; Forward Voltage Max, VF:1.1V RoHS Compliant: Yes 伊雷尔C波段砷化镓功率场效应
HiRel C-Band GaAs Power-MESFET
	INFINEON[Infineon Technologies AG]
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