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			 Related Part Number
	
					PART	Description	Maker
	COVER-275-XBC 	5 x 3 x 0.75 Inches Form factor
	Bel Fuse Inc.

	AD4C113 	1 Form A/1 Form B Solid State Relay
	SSOUSA[Solid State Optronic]

	PBH 	1pole 6 A, 1 form C (CO) or 1 form A (NO) contact
	TE Connectivity Ltd

	KT837L15 KT837W15 KT837L55 KT837L51 KT837W51 KT837	Slotted optical switch phototransistor output. IR transmissive polysulfone discrete shells. Electrical parameter C lead spacing .220 inches. Aperture in front of sensor .010 inches. Aperture in front of emitter .050 inches.
Slotted optical switch phototransistor output. IR transmissive polysulfone discrete shells. Electrical parameter C lead spacing .220 inches. Aperture in front of sensor .050 inches. Aperture in front of emitter .050 inches.
Slotted optical switch phototransistor output. IR transmissive polysulfone discrete shells. Electrical parameter C lead spacing .220 inches. Aperture in front of sensor .050 inches. Aperture in front of emitter .010 inches.
Slotted optical switch phototransistor output. Opaque polysulfone discrete shells. Electrical parameter A lead spacing .320 inches. Aperture in front of sensor .010 inches. Aperture in front of emitter .010 inches.
Slotted optical switch phototransistor output. Opaque polysulfone discrete shells. Electrical parameter C lead spacing .320 inches. Aperture in front of sensor .050 inches. Aperture in front of emitter .050 inches.
Slotted optical switch phototransistor output. Opaque polysulfone discrete shells. Electrical parameter C lead spacing .320 inches. Aperture in front of sensor .010 inches. Aperture in front of emitter .050 inches.
Slotted optical switch phototransistor output. Opaque polysulfone discrete shells. Electrical parameter A lead spacing .220 inches. Aperture in front of sensor .010 inches. Aperture in front of emitter .010 inches.
Slotted optical switch phototransistor output. Opaque polysulfone discrete shells. Electrical parameter A lead spacing .320 inches. Aperture in front of sensor .010 inches. Aperture in front of emitter .050 inches.
Slotted optical switch phototransistor output. Opaque polysulfone discrete shells. Electrical parameter A lead spacing .220 inches. Aperture in front of sensor .050 inches. Aperture in front of emitter .010 inches.
Slotted optical switch phototransistor output. Opaque polysulfone discrete shells. Electrical parameter A lead spacing .320 inches. Aperture in front of sensor .050 inches. Aperture in front of emitter .010 inches.
Slotted optical switch phototransistor output. Opaque polysulfone discrete shells. Electrical parameter A lead spacing .320 inches. Aperture in front of sensor .050 inches. Aperture in front of emitter .050 inches.
Slotted optical switch phototransistor output. Opaque polysulfone discrete shells. Electrical parameter B lead spacing .320 inches. Aperture in front of sensor .010 inches. Aperture in front of emitter .050 inches.
Slotted optical switch phototransistor output. Opaque polysulfone discrete shells. Electrical parameter B lead spacing .320 inches. Aperture in front of sensor .050 inches. Aperture in front of emitter .010 inches.
Slotted optical switch phototransistor output. Opaque polysulfone discrete shells. Electrical parameter B lead spacing .320 inches. Aperture in front of sensor .050 inches. Aperture in front of emitter .050 inches.
Slotted optical switch phototransistor output. Opaque polysulfone discrete shells. Electrical parameter A lead spacing .220 inches. Aperture in front of sensor .050 inches. Aperture in front of emitter .050 inches.
Slotted optical switch phototransistor output. Opaque polysulfone discrete shells. Electrical parameter B lead spacing .220 inches. Aperture in front of sensor .050 inches. Aperture in front of emitter .010 inches.
Slotted optical switch phototransistor output. Opaque polysulfone discrete shells. Electrical parameter C lead spacing .220 inches. Aperture in front of sensor .010 inches. Aperture in front of emitter .050 inches.
Slotted optical switch phototransistor output. IR transmissive polysulfone discrete shells. Electrical parameter A lead spacing .320 inches. Aperture in front of sensor .050 inches. Aperture in front of emitter .010 inches.
Slotted optical switch phototransistor output. IR transmissive polysulfone discrete shells. Electrical parameter A lead spacing .320 inches. Aperture in front of sensor .010 inches. Aperture in front of emitter .050 inches.
Slotted optical switch phototransistor output. IR transmissive polysulfone discrete shells. Electrical parameter A lead spacing .320 inches. Aperture in front of sensor .010 inches. Aperture in front of emitter .010 inches.
Slotted optical switch phototransistor output. IR transmissive polysulfone discrete shells . Electrical parameter A lead spacing .320 inches. Aperture in front of sensor .050 inches. Aperture in front of emitter .050 inches.
Slotted optical switch phototransistor output. IR transmissive polysulfone discrete shells. Electrical parameter B lead spacing .320 inches. Aperture in front of sensor .010 inches. Aperture in front of emitter .050 inches.
Slotted optical switch phototransistor output. IR transmissive polysulfone discrete shells. Electrical parameter A lead spacing .320 inches. Aperture in front of sensor .050 inches. Aperture in front of emitter .050 inches.
Slotted optical switch phototransistor output. IR transmissive polysulfone discrete shells. Electrical parameter B lead spacing .320 inches. Aperture in front of sensor .050 inches. Aperture in front of emitter .010 inches.
Slotted optical switch phototransistor output. IR transmissive polysulfone discrete shells. Electrical parameter B lead spacing .320 inches. Aperture in front of sensor .050 inches. Aperture in front of emitter .050 inches.
Slotted optical switch phototransistor output. IR transmissive polysulfone discrete shells. Electrical parameter C lead spacing .320 inches. Aperture in front of sensor .010 inches. Aperture in front of emitter .050 inches.
Slotted optical switch phototransistor output. IR transmissive polysulfone discrete shells. Electrical parameter C lead spacing .320 inches. Aperture in front of sensor .050 inches. Aperture in front of emitter .010 inches.
Slotted optical switch phototransistor output. IR transmissive polysulfone discrete shells. Electrical parameter C lead spacing .320 inches. Aperture in front of sensor .050 inches. Aperture in front of emitter .050 inches.
Slotted optical switch phototransistor output. IR transmissive polysulfone discrete shells. Electrical parameter A lead spacing .220 inches. Aperture in front of sensor .010 inches. Aperture in front of emitter .010 inches.
Slotted optical switch phototransistor output. IR transmissive polysulfone discrete shells. Electrical parameter A lead spacing .220 inches. Aperture in front of sensor .010 inches. Aperture in front of emitter .050 inches.
Slotted optical switch phototransistor output. IR transmissive polysulfone discrete shells. Electrical parameter A lead spacing .220 inches. Aperture in front of sensor .050 inches. Aperture in front of emitter .010 inches.
Slotted optical switch phototransistor output. IR transmissive polysulfone discrete shells. Electrical parameter A lead spacing .220 inches. Aperture in front of sensor .050 inches. Aperture in front of emitter .050 inches.
Slotted optical switch phototransistor output. IR transmissive polysulfone discrete shells. Electrical parameter B lead spacing .220 inches. Aperture in front of sensor .010 inches. Aperture in front of emitter .050 inches.
Slotted optical switch phototransistor output. IR transmissive polysulfone discrete shells. Electrical parameter B lead spacing .220 inches. Aperture in front of sensor .050 inches. Aperture in front of emitter .010 inches.
Slotted optical switch phototransistor output. Opaque polysulfone discrete shells. Electrical parameter C lead spacing .220 inches. Aperture in front of sensor .050 inches. Aperture in front of emitter .010 inches.
Slotted optical switch phototransistor output. Opaque polysulfone discrete shells. Electrical parameter C lead spacing .220 inches. Aperture in front of sensor .050 inches. Aperture in front of emitter .050 inches.
Slotted optical switch phototransistor output. Opaque polysulfone discrete shells. Electrical parameter B lead spacing .220 inches. Aperture in front of sensor .010 inches. Aperture in front of emitter .050 inches.
	Optek Technology

	PA25-1579-008SA 	UNLESS OTHERWISE SPECIFIED DIMENSIONS ARE IN INCHES
	API Technologies Corp

	DISH-8-4MMPN 	Dimensions in inches and
	YENYO TECHNOLOGY Co., L...

	HITACHI 	Dimensions in inches and
	YENYO TECHNOLOGY Co., L...

	P600 	Dimensions in inches and
	YENYO TECHNOLOGY Co., L...

	2N3420L 	Dimensions in mm (inches).
	SEME-LAB[Seme LAB]

	PEWGHW1001 	standard tolerances apply only to dimensions in inches
	Pasternack Enterprises,...

	AQY410EH AQY414EHAZ AQY410EHA AQY410EHAX AQY410EHA	PhotoMOS relay, GU (general use)-E type, 1-channel (form B). AC/DC type. I/O isolastion reinforced 5,000V. Output rating: load voltage 400 V, load current 120 mA.
GU (General Use)-E Type 1-Channel (Form B) 4-pin Type 顾（一般使用）- E通道（表B针型
GU (General Use)-E Type 1-Channel (Form B) 4-pin Type 顾（一般使用）- E1通道（表B针型
	Matsushita Electric Works(Nais)
NASI
NAIS[Nais(Matsushita Electric Works)]
Panasonic, Corp.
Electronic Theatre Controls, Inc.
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