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			 Related Part Number
	
					PART	Description	Maker
	LT1213ACN8 LT1214C 	8-input positive-NAND gates 14-SOIC 0 to 70 DUAL OP-AMP, 425 uV OFFSET-MAX, 28 MHz BAND WIDTH, PDIP8
28MHz, 12V/us, Single Supply Dual and Quad Precision Op Amps 28MHz12V/us，单电源双核和四精密运算放大
	Linear Technology, Corp.

	ISL6549CA ISL6549CAZ ISL6549CAZA ISL6549CB ISL6549	Single 12V Input Supply Dual Regulator - Synchronous Rectified Buck PWM and Linear Power Controller; Temperature Range: 0&degC to 70&deg;C; Package: 16-QSOP T&amp;R SWITCHING CONTROLLER, 1000 kHz SWITCHING FREQ-MAX, PDSO16
Single 12V Input Supply Dual Regulator - Synchronous Rectified Buck PWM and Linear Power Controller; Temperature Range: 0&degC to 70&deg;C; Package: 14-SOIC T&amp;R SWITCHING CONTROLLER, 1000 kHz SWITCHING FREQ-MAX, PDSO14
Single 12V Input Supply Dual Regulator Synchronous Rectified Buck PWM and Linear Power Controller
	Intersil, Corp.
INTERSIL[Intersil Corporation]

	TML15212 TML05112 TML15105 TML15124 TML05205 TML10	   Encapsulated Power Supply
15 Watt, input voltage range: 85-264V, output voltage  /-12V ( /-650mA), encapsulated power supply
15 Watt, input voltage range: 85-264V, output voltage 5/ /-15V (2000/ /-150mA), encapsulated power supply
30 Watt, input voltage range: 85-264V, output voltage 12V (2500mA), encapsulated power supply
30 Watt, input voltage range: 85-264V, output voltage 15V (2000mA), encapsulated power supply
30 Watt, input voltage range: 85-264V, output voltage  /-5V ( /-3000mA), encapsulated power supply
15 Watt, input voltage range: 85-264V, output voltage 15V (1000mA), encapsulated power supply
15 Watt, input voltage range: 85-264V, output voltage  /-5V ( /-1500mA), encapsulated power supply
15 Watt, input voltage range: 85-264V, output voltage 12V (1250mA), encapsulated power supply
30 Watt, input voltage range: 85-264V, output voltage  /-12V ( /-1300mA), encapsulated power supply
30 Watt, input voltage range: 85-264V, output voltage 24V (1250mA), encapsulated power supply
30 Watt, input voltage range: 85-264V, output voltage 5V (6000mA), encapsulated power supply
30 Watt, input voltage range: 85-264V, output voltage 3.3V (6000mA), encapsulated power supply
15 Watt, input voltage range: 85-264V, output voltage 5/ /-12V (2000/ /-200mA), encapsulated power supply
15 Watt, input voltage range: 85-264V, output voltage  /-15V ( /-500mA), encapsulated power supply
15 Watt, input voltage range: 85-264V, output voltage 24V (625mA), encapsulated power supply
	TRACOPOWER[TRACO Electronic AG]
TRACO[Traco Electronic AG]

	LT1215C LT1215M LT1216CS LT1215 LT1216 	23MHz, 50V/ms,Single Supply Quad Precision Op Amps(23MHz, 50V/ms,单电源，四路精密运算放大
23MHz, 50V/ms, Single Supply Dual Precision Op Amps(23MHz, 50V/ms,单电源，双路精密运算放大
23MHz, 50V/us, Single Supply Dual and Quad Precision Op Amps QUAD OP-AMP, 750 uV OFFSET-MAX, 23 MHz BAND WIDTH, PDSO16
Quad 2-input positive-OR gates 14-SOIC 0 to 70
8-input positive-NAND gates 14-SO 0 to 70
	Linear Technology, Corp.
Linear Technology Corporation

	P6LU-243R3ZH40 P6LU P6LU-0505ZH40 P6LU-0512ZH40 P6	Input voltage:24V, output voltage  /-12V ( /-42mA), 4KV isolated 1W unregulated dual output
Input voltage:24V, output voltage  /-5V ( /-100mA), 4KV isolated 1W unregulated dual output
Input voltage:12V, output voltage  /-15V ( /-34mA), 4KV isolated 1W unregulated dual output
Input voltage:12V, output voltage  /-12V ( /-42mA), 4KV isolated 1W unregulated dual output
Input voltage:12V, output voltage  /-5V ( /-100mA), 4KV isolated 1W unregulated dual output
Input voltage:5V, output voltage  /-12V ( /-42mA), 4KV isolated 1W unregulated dual output
Input voltage:5V, output voltage  /-5V ( /-100mA), 4KV isolated 1W unregulated dual output
Input voltage:24V, output voltage  /-3.3V ( /-150mA), 4KV isolated 1W unregulated dual output
4KV ISOLATED 1W UNREGULATED DUAL OUTPUT SIP7 4kV的隔1W的未稳压双输出SIP7
	PEAK[PEAK electronics GmbH]
Electronic Theatre Controls, Inc.

	M29F040 M295V040-120N6R M295V040-120XK6R M295V040-	Excalibur Low-Noise High-Speed JFET-Input Dual Operational Amplifier 8-SOIC
JFET-Input Low Power High Drive Quad Operational Amplifier 14-CFP -55 to 125
JFET-Input Low Power High Drive Quad Operational Amplifier 14-SOIC 4兆位512KB的8，统一座单电源闪存
JFET-Input High Speed Low Noise Single Operational Amplifier 8-CDIP -55 to 125 4兆位512KB的8，统一座单电源闪存
Switch Mode Power Supply; Series:ZWS; Output Voltage:48VDC; Output Power Max:302.4W; Output Current:6.3A; Number of Outputs:1; Approval Bodies:UL, CSA, CE; Input Current Max:4A; Input Current Min:2A; Supply Voltage Max:265VAC 4兆位512KB的8，统一座单电源闪存
Switch Mode Power Supply; Series:ZWS; Output Voltage:36VDC; Output Power Max:302.4W; Output Current:8.4A; Number of Outputs:1; Leaded Process Compatible:No; Approval Bodies:UL, CSA, CE; Input Current Max:4A; Input Current Min:2A 4兆位512KB的8，统一座单电源闪存
Excalibur Low-Noise High-Speed JFET-Input Operational Amplifier 8-SOIC 4兆位512KB的8，统一座单电源闪存
Switch Mode Power Supply; Series:ZWS; Output Voltage:12VDC; Output Power Max:15W; Output Current:1.25A; Number of Outputs:1; Supply Voltage Max:265VAC; Supply Voltage Min:85VAC 4兆位512KB的8，统一座单电源闪存
JFET-Input Low Power High Drive Quad Operational Amplifier 14-CDIP -55 to 125 4兆位512KB的8，统一座单电源闪存
4 Mbit 512Kb x8, Uniform Block Single Supply Flash Memory 4兆位512KB的8，统一座单电源闪存
Switch Mode Power Supply; Series:ZWS; Output Voltage:24VDC; Output Power Max:300W; Output Current:12.5A; Number of Outputs:1; Approval Bodies:UL, CSA, CE; Input Current Max:4A; Input Current Min:2A; Supply Voltage Max:265VAC
Switch Mode Power Supply; Series:ZWS; Output Voltage:48VDC; Output Power Max:206.4W; Output Current:4.3A; Number of Outputs:1; Approval Bodies:UL, CSA, CE; Input Current Max:2.8A; Input Current Min:1.4A; Supply Voltage Max:265VAC
PSU, OPEN FRAME, 150W, 12V; Voltage, output:12V; Current, output:12.5A; Power rating:150W; Voltage, supply min:85V; Voltage, supply max:265V; Length / Height, external:40mm; Width, external:75mm; Depth, external:222mm; Frequency, RoHS Compliant: Yes
Switch Mode Power Supply; Series:ZWS; Output Voltage:24VDC; Output Power Max:201.6W; Output Current:8.4A; Number of Outputs:1; Approval Bodies:UL, CSA, CE; Input Current Max:2.8A; Input Current Min:1.4A; Supply Voltage Max:265VAC
POWER SUPPLY, 150 WATTS
Switch Mode Power Supply; Series:ZWS; Output Voltage:36VDC; Output Power Max:201.6W; Output Current:5.6A; Number of Outputs:1; Approval Bodies:UL, CSA, CE; Input Current Max:2.8A; Input Current Min:1.4A; Supply Voltage Max:265VAC
JFET-Input Low Power High Drive Quad Operational Amplifier 20-LCCC -55 to 125
4 Mbit 512Kb x8 / Uniform Block Single Supply Flash Memory
	STMicroelectronics N.V.
意法半导
ST Microelectronics

	74ALVC164245NBSP 74ALVC164245DL AC164245DL 74ALVC1	ECONOLINE: RB & RA - Dual Output from a Single Input Rail- Power Sharing on Output- Industry Standard Pinout- 1kVDC & 2kVDC Isolation- Custom Solutions Available- UL94V-0 Package Material- Efficiency to 85%
16-bit dual supply translating transciever; 3-state
16-bit dual supply translating transceiver 3-State
	NXP Semiconductors N.V.
PHILIPS[Philips Semiconductors]

	P6MU-2415EH52 P6MU-0505EH52 P6MU-0512EH52 P6MU-120	Input voltage:5V, output voltage 5V (200mA), 5.2KV isolated 1W unregulated single output
Input voltage:12V, output voltage 12V (84mA), 5.2KV isolated 1W unregulated single output
Input voltage:5V, output voltage 12V (84mA), 5.2KV isolated 1W unregulated single output
Input voltage:24V, output voltage 15V (67mA), 5.2KV isolated 1W unregulated single output
Input voltage:12V, output voltage 5V (200mA), 5.2KV isolated 1W unregulated single output
Input voltage:24V, output voltage 5V (200mA), 5.2KV isolated 1W unregulated single output
Input voltage:24V, output voltage 12V (84mA), 5.2KV isolated 1W unregulated single output
5.2 KV ISOLATED 1W UNREGULATED SINGLE OUTPUT DIP14 5.2千伏隔震1W的未稳压单输出DIP14
	http://
PEAK[PEAK electronics GmbH]

	BM81004MUV-ZE2 	12V Input Multi-Channel System Power Supply IC
	ROHM

	MAX5234 MAX5234AEUB MAX5234BEUB MAX5234-MAX5235 MA	Single-Supply 3V/5V / Voltage-Output / Dual / Precision 12-Bit DACs
Single-Supply 3V/5V, Voltage-Output, Dual, Precision 12-Bit DACs SERIAL INPUT LOADING, 10 us SETTLING TIME, 12-BIT DAC, PDSO10
	MAXIM - Dallas Semiconductor
MAXIM[Maxim Integrated Products]
Maxim Integrated Products, Inc.

	FDED-9PF FDED-9SF FDAD-15PF FDAD-15SF FDAD-25PF FD	   RIBBON-CABLE LOW-PROFILE FD CONNECTORS
RIBBON-CABLE LOW-PROFILE FD CONNECTORS 带状线低轮廓衍生连接
ECONOLINE: RJ & RG - Dual Output from a Single Input Rail - 3kVDC & 4kVDC Isolation - Optional Continuous Short Circuit Protected - Custom Solutions Available - UL94V-0 Package Material - Efficiency to 84%
Switch Mode Power Supply; Output Power:1500W; No. of Outputs:1; Output 1 VDC  :12VDC; Output Current 1:125A; Power Supply Mounting:Chassis; Output Voltage:12V; Series:HWS1800T RoHS Compliant: Yes
	HIROSE ELECTRIC Co., Ltd.
http://
Hirose Electric USA, INC.
HIROSE[Hirose Electric]

	MAX662A MAX662ACPA MAX662ACSA MAX662AEPA MAX662AES	 12V, 30mA Flash Memory Programming Supply
 12V 30mA Flash Memory Programming Supply
 12V / 30mA Flash Memory Programming Supply
Quadruple 2-Input Exclusive-OR Gates 14-CDIP -55 to 125
Decade Counter 14-CDIP -55 to 125 SWITCHED CAPACITOR REGULATOR, 500 kHz SWITCHING FREQ-MAX, PDIP8
Quadruple 2-Input Exclusive-OR Gates 14-CFP -55 to 125 SWITCHED CAPACITOR REGULATOR, 500 kHz SWITCHING FREQ-MAX, PDIP8
	Maxim Integrated Produc...
Maixm
MAXIM[Maxim Integrated Products]
Maxim Integrated Products, Inc.
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