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			 Related Part Number
	
					PART	Description	Maker
	122506A 	Connector assemblies, Test; Leaded Process Compatible:Yes; Peak Reflow Compatible (260 C):Yes INTERCONNECTION DEVICE
	Pomona Electronics

	TM23P-88P HT601-TM23_TM22P-88P TM23R-TO6 TM23P-88P	EVAL BOARD FOR CS5466
Development kit; Kit Contents:Evaluation Board and software; For Use With:CS5460A; Leaded Process Compatible:No; Peak Reflow Compatible (260 C):No RoHS Compliant: No
Development kit; Kit Contents:Evaluation Board and software; For Use With:CS5471; Leaded Process Compatible:No; Peak Reflow Compatible (260 C):No RoHS Compliant: No
EVAL BOARD FOR CS5524 ADC
BOARD EVAL FOR CS42448
EVAL BOARD CS4271 STEREO CODEC
EVAL BOARD CS42L51 CODEC
Development kit; Kit Contents:Evaluation Board; For Use With:CS4228A; Leaded Process Compatible:No; Peak Reflow Compatible (260 C):No RoHS Compliant: No
EVAL BOARD CS4270 CODEC
Development kit; Kit Contents:Evaluation Board; For Use With:CS43122; Leaded Process Compatible:No; Peak Reflow Compatible (260 C):No RoHS Compliant: No 6类布线系统的数据连接
CAT 6 Data Wiring System Connectors 6类布线系统的数据连接
DSUB RoHS Compliant: Yes 6类布线系统的数据连接
EVAL BOARD CS5451A 6CH ADC 6类布线系统的数据连接
EVAL BOARD CS4272 STEREO CODEC 6类布线系统的数据连接
	HIROSE[Hirose Electric]
Hirose Electric USA, INC.
HIROSE ELECTRIC Co., Ltd.

	227 	Flat Phone Plug; For Use With:11; Leaded Process Compatible:Yes; Peak Reflow Compatible (260 C):Yes; Number of Contacts:2; Terminal Type:Solder
	SWITCHCRAFT INC

	ISPPAC-CLK5610V-01T48C ISPPAC-CLK5610V-01T48I ISPP	LED Area Light; LED Color:Green; Leaded Process Compatible:No; Light Emitting Area:62x62mm; Peak Reflow Compatible (260 C):No; Supply Current:200mA; Supply Voltage:24VDC; Wavelength:525nm 在系统可编程，零延迟时钟发生器通用扇出缓冲
Spot Light; LED Color:Blue; Leaded Process Compatible:No; Peak Reflow Compatible (260 C):No; Supply Current:160mA; Supply Voltage:30VDC; Wavelength:470nm 5600 SERIES, PLL BASED CLOCK DRIVER, 10 TRUE OUTPUT(S), 0 INVERTED OUTPUT(S), PQFP48
Linear Array Light; LED Color:Blue; Leaded Process Compatible:No; Peak Reflow Compatible (260 C):No; Supply Current:1.6A; Supply Voltage:24VDC; Wavelength:470nm 在系统可编程，零延迟时钟发生器通用扇出缓冲
In-System Programmable, Zero-Delay Clock Generator with Universal Fan-Out Buffer 在系统可编程，零延迟时钟发生器通用扇出缓冲
LED Area Light; LED Color:Blue; Leaded Process Compatible:No; Light Emitting Area:80x80mm; Peak Reflow Compatible (260 C):No; Supply Current:250mA; Supply Voltage:24VDC; Wavelength:470nm
Backlight LED; Color:Infrared; Digit/Alpha Height:70mm; Forward Current:250mA; Operating Temperature Range:0 C to  50 C; Leaded Process Compatible:No; Light Emitting Area:70x70mm; Peak Reflow Compatible (260 C):No
Spot Light; LED Color:Green; Leaded Process Compatible:No; Peak Reflow Compatible (260 C):No; Supply Current:160mA; Supply Voltage:30VDC; Wavelength:530nm
Backlight LED; Color:Red; Digit/Alpha Height:70mm; Forward Current:250mA; Operating Temperature Range:0 C to  50 C; Leaded Process Compatible:No; Light Emitting Area:70x70mm; Peak Reflow Compatible (260 C):No; Supply Current:250mA
LED On-Axis Light; LED Color:Green; Leaded Process Compatible:No; Light Emitting Area:100x100mm; Peak Reflow Compatible (260 C):No; Supply Current:500mA; Supply Voltage:24VDC; Wavelength:520nm
LED Area Light; Forward Current:300mA; Operating Temperature Range:0 C to  50 C; LED Color:Infrared; Leaded Process Compatible:No; Light Emitting Area:80x80mm; Peak Reflow Compatible (260 C):No; Supply Current:250mA
Backlight LED; Color:Red; Digit/Alpha Height:85mm; Forward Current:500mA; Operating Temperature Range:0 C to  50 C; Leaded Process Compatible:No; Light Emitting Area:85x220mm; Peak Reflow Compatible (260 C):No
Linear Array Light; LED Color:Green; Leaded Process Compatible:No; Peak Reflow Compatible (260 C):No; Supply Current:800mA; Supply Voltage:24VDC; Wavelength:530nm
LED Area Light; LED Color:Green; Leaded Process Compatible:No; Light Emitting Area:80x80mm; Peak Reflow Compatible (260 C):No; Supply Current:250mA; Supply Voltage:24VDC; Wavelength:525nm
	Lattice Semiconductor, Corp.
Lattice Semiconductor Corporation

	ISPPAC-CLK5510V-01T48C ISPPAC-CLK5510V-01T48I ISPP	LED Area Light; Forward Current:300mA; Operating Temperature Range:0 C to  50 C; LED Color:Red; Leaded Process Compatible:No; Light Emitting Area:80x80mm; Peak Reflow Compatible (260 C):No; Supply Current:250mA
LED Area Light; LED Color:Blue; Leaded Process Compatible:No; Light Emitting Area:62x62mm; Peak Reflow Compatible (260 C):No; Supply Current:200mA; Supply Voltage:24VDC; Wavelength:470nm
Backlight LED; Color:Infrared; Digit/Alpha Height:85mm; Forward Current:500mA; Operating Temperature Range:0 C to  50 C; Leaded Process Compatible:No; Light Emitting Area:85x220mm; Peak Reflow Compatible (260 C):No
LED Area Light; LED Color:Infrared; Leaded Process Compatible:No; Light Emitting Area:62x62mm; Peak Reflow Compatible (260 C):No; Supply Current:150mA; Supply Voltage:24VDC; Wavelength:940nm
Linear Array Light; LED Color:Green; Leaded Process Compatible:No; Peak Reflow Compatible (260 C):No; Supply Current:1.6A; Supply Voltage:24VDC; Wavelength:530nm
Linear Array Light; LED Color:Blue; Leaded Process Compatible:No; Peak Reflow Compatible (260 C):No; Supply Current:800mA; Supply Voltage:24VDC; Wavelength:470nm 5500 SERIES, PLL BASED CLOCK DRIVER, 20 TRUE OUTPUT(S), 0 INVERTED OUTPUT(S), PQFP100
In-System Programmable Clock Generator with Universal Fan-Out Buffer 5500 SERIES, PLL BASED CLOCK DRIVER, 10 TRUE OUTPUT(S), 0 INVERTED OUTPUT(S), PQFP48
	Lattice Semiconductor Corporation
Lattice Semiconductor, Corp.

	0033.4501 	Rotary Cam Switch; No. of Switch Positions:2; Contact Current Max:6.3A; Leaded Process Compatible:Yes; Peak Reflow Compatible (260 C):Yes
	SCHURTER INC

	P50E-100S-TG 	Connector; Leaded Process Compatible:No; Peak Reflow Compatible (260 C):No 100 CONTACT(S), FEMALE, TWO PART BOARD CONNECTOR, IDC, SOCKET
	Integrated Device Technology, Inc.
ROBINSON NUGENT INC

	057-010-155A 	Multipole Connector; Leaded Process Compatible:No; Peak Reflow Compatible (260 C):No RoHS Compliant: Yes 10 CONTACT(S), MALE, TWO PART EURO CONNECTOR, IDC
	ITW Pancon

	SLD323V-3 SLD323V SLD323V-1 SLD323V-2 SLD323V-21 S	Audio CODEC IC; IC Function:Audio CODEC IC; Package/Case:24-TSSOP; IC Generic Number:4270; Leaded Process Compatible:No; Number of Bits:24; Number of Channels:1; Operating Temp. Max:70 C; Operating Temp. Min:-10 C 1W的高功率密度激光二极管
Stereo CODEC IC; IC Function:Stereo CODEC IC; Package/Case:28-TSSOP; Leaded Process Compatible:No; Operating Temp. Max:-40 C; Operating Temp. Min:85 C; Peak Reflow Compatible (260 C):No; Supply Voltage:3.1V RoHS Compliant: Yes
Audio CODEC IC; IC Function:Audio Codec; Package/Case:24-TSSOP; Leaded Process Compatible:No; No. of Bits:24; No. of Channels:1; Operating Temp. Max:70 C; Operating Temp. Min:-10 C; Peak Reflow Compatible (260 C):No RoHS Compliant: Yes
Audio CODEC IC; IC Function:Audio Codec; Package/Case:64-LQFP; Leaded Process Compatible:No; No. of Bits:24; No. of Channels:6; Operating Temp. Max:85 C; Operating Temp. Min:-40 C; Peak Reflow Compatible (260 C):No RoHS Compliant: Yes
24BIT CODEC AUDIO, 4271, TSSOP28; Resolution, Bits:24bit; Sample Rate:192kHz; DACs, No. of:2; Interface Type:Serial; Output Type:Differential; Voltage, Supply Min:2.37V; Voltage, Supply Max:5.25V; Termination Type:SMD;
A/D Converter (A-D) IC; Leaded Process Compatible:No; Peak Reflow Compatible (260 C):No
High Power Density 1W Laser Diode
	Sony, Corp.
SONY[Sony Corporation]

	AN90B10 AN90B10S AN90B20 AN90B70 AN90B00 AN90B00S 	TRANSISTOR ARRAYS
100 PIN 3M IDC SOCKET (STRAIGHT)
Connector; Leaded Process Compatible:No; Peak Reflow Compatible (260 C):No 25 mA, 24 V, 7 CHANNEL, NPN, Si, SMALL SIGNAL TRANSISTOR
	PANASONIC[Panasonic Semiconductor]
Panasonic Corporation
Panasonic, Corp.

	0467.375 0467.750 04671.25 046702.5 0467.250 04671	SlimLine Lead-Free 0603 Very Fast-Acting Fuse 467 Series 超薄无铅0603非常快速保险丝467系列
; Leaded Process Compatible:No; Peak Reflow Compatible (260 C):No RoHS Compliant: No 超薄无铅0603非常快速保险丝467系列
	http://
Littelfuse, Inc.

	OPB370 OPB360 OPB365T55 	INDUCTOR SERIES:PM2110; INDUCTANCE:1.2UH; INDUCTANCEPROCESS COMPATIBLE:YES; CURRENT RATING:2.3A; EXTERNAE:SURFACE MOUNT; PEAK REFLOW COMPATIBLE (260 C):YES;
Slotted Op ti cal Switches
8K, 1K X 8 2.5V SERIAL EE, IND, -40C to  125C, 8-TSSOP, T/R OPTOKOPPLER晶体管AUSGANG
	OPTEK[OPTEK Technologies]
ETC
TT electronics OPTEK Technology
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