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			 Related Part Number
	
					PART	Description	Maker
	V53C316405A50 	G Force Switch; Contact Current Max:10uA; Contact Resistance Max:50ohm; Circuitry:SPST-NO; Supply Voltage:3.2VDC RoHS Compliant: Yes 3.3米4 EDO公司页面模式的CMOS动态随机存储器
	Mosel Vitelic, Corp.

	P-MUSB-K552-XX 	CONTACT RESISTANCE
	Amphenol Corporation

	P-MUSB-A111-XX 	CONTACT RESISTANCE
	Amphenol Corporation

	1XPBH2UEENAGX 	CONTACT RESISTANCE: 100m?(INITIAL)
	E-SWITCH

	N800001 	CONTACT RESISTANCE; 50 m2 MAX INITIAL.
	E-SWITCH

	BM10B-44DP-0.4V BM10B0.8-44DP-0.4V51 	CONTACT RESISTANCE:  20mV AC OR LESS 1khz, 1m A.
	Hirose Electric

	N800210 	CONTACT RESISTANCE; 50 m2 MAX INITIAL.
	E-SWITCH

	SKPL 	6.45mm Diameter Low Contact Resistance
	ALPS ELECTRIC

	KO107A-1097 K100303 K100303-15 	KEYLOCK SWITCHES
Contact Resistance : 10m-OHMS
All DIMENSION IN MM[INCH]
	E-SWITCH

	AB4503 	Exclusive Laird Technologies gold-pated push-pin contact provides the most corrosion resistance and power transfer over time
	List of Unclassifed Manufacturers

	DSP56364 DSP56364D 	RESISTOR, 330R 25PPM 0.1% 0805; Series:PCF-P; Resistance:330R; Tolerance,  resistance:0.1%; Power rating:0.1W; Temperature, operating range:-55
24-Bit Audio Digital Signal Processor
	Motorola, Inc.
Motorola  Inc
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