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			 Related Part Number
	
					PART	Description	Maker
	MBRS1100T3 SK18 10BQ100 10MQ100N HSM1100J HSM190J 	Brilliance Coaxial Cable; Coaxial RG/U Type:59; Impedance:75ohm; Conductor Size AWG:23; No. Strands x Strand Size:Solid; Jacket Material
1 Amp Schottky Rectifier
	MICROSEMI CORP-SCOTTSDALE
MICROSEMI[Microsemi Corporation]

	GT13SCN-2PP-HU GT10A-2022SCF GT10SC-2022PCF GT13-1	Coaxial cable connection of Antennas/ Sensors/ and Communication Trunk Lines
WIRE MARKER CARD, SOLID NUMBERS, LEGEND 15
LABELS, CABLE MARKERS RoHS Compliant: Yes
Coaxial cable connection of Antennas, Sensors, and Communication Trunk Lines 在天线，传感器和通信中继同轴电缆连接
WIRE ACCESSORIES 在天线，传感器和通信中继同轴电缆连接
	HIROSE[Hirose Electric]
Hirose Electric USA, INC.
HIROSE ELECTRIC Co., Ltd.

	ZM-PTZ9.1B ZM-PTZ10B ZM-PTZ11B ZM-PTZ12B ZM-PTZ13B	RF/Coaxial Connector; RF Coax Type:SMA; Contact Termination:Crimp; Body Style:Straight Plug; RG Cable Type:55B, 142B, 223, 400 RoHS Compliant: Yes 硅平面稳压二极管外延
RECEPTACLE RoHS Compliant: Yes 硅平面稳压二极管外延
PLUG RoHS Compliant: Yes 硅平面稳压二极管外延
RF/Coaxial Connector; RF Coax Type:SMA; Body Style:Straight Bulkhead Jack RoHS Compliant: Yes 硅平面稳压二极管外延
SILICON EPITAXIAL PLANAR ZENER DIODES 硅平面稳压二极管外延
SMA, Connector RoHS Compliant: Yes 硅平面稳压二极管外延
RF/Coaxial Connector Adapter; RF Coax Type:SMA; Impedance:50ohm; Body Style:Right Angle Adapter, Plug-Jack; Body Plating:Passivated Steel RoHS Compliant: Yes 硅平面稳压二极管外延
RF/Coaxial Connector; RF Coax Type:SMA; Contact Termination:Crimp; Body Style:Straight Plug; RG Cable Type:58, 58A, 58C, 141, 303, LMR195, Belden 7806A RoHS Compliant: Yes
RF/Coaxial Connector; RF Coax Type:SMA; Contact Termination:Solder; Body Style:Straight Plug; RG Cable Type:174, 188A, 316, Belden 7805A RoHS Compliant: Yes
RF/Coaxial Connector; RF Coax Type:SMA; Contact Termination:Crimp; Body Style:Right Angle Plug; RG Cable Type:55, 142, 223, 400 RoHS Compliant: Yes
RF/Coaxial Connector; RF Coax Type:SMA; Contact Termination:Solder; Body Style:Right Angle Plug; RG Cable Type:174, 188A, 316, Belden 7805A RoHS Compliant: Yes
RF/Coaxial Connector; RF Coax Type:SMA; Contact Termination:Crimp; Body Style:Straight Plug; RG Cable Type:174, 178, 187, 188, 316 RoHS Compliant: Yes
RF/Coaxial Connector; RF Coax Type:SMA; Contact Termination:Crimp; Body Style:Straight Plug; RG Cable Type:188, 316 RoHS Compliant: Yes
RF/Coaxial Connector; RF Coax Type:SMA; Contact Termination:Crimp; Body Style:Right Angle Plug; RG Cable Type:316DB RoHS Compliant: Yes
	Semtech, Corp.
SEMTECH[Semtech Corporation]

	TZMB10 TZMB11 TZMB12 TZMB13 TZMB15 TZMB16 TZMB18 T	RF/Coaxial Connector; RF Coax Type:BNC; Contact Termination:Clamp; Body Style:Straight Plug; RG Cable Type:59 RoHS Compliant: Yes
RF/Coaxial Connector; RF Coax Type:BNC; Contact Termination:Clamp; Body Style:Right Angle Plug; RG Cable Type:55, 58, 141, 142, 223, 400 RoHS Compliant: Yes
RF/Coaxial Connector; RF Coax Type:BNC; Contact Termination:Clamp; Body Style:Straight Jack; RG Cable Type:59, 62, 71, 140, 210 RoHS Compliant: Yes
RF/Coaxial Connector; RF Coax Type:MHV; Contact Termination:Clamp; Body Style:Straight Plug; RG Cable Type:59, 62, 71, 140, 210 RoHS Compliant: Yes
RF/Coaxial Connector; RF Coax Type:BNC; Contact Termination:Clamp; Body Style:Straight Plug; RG Cable Type:58, 141, 142, 400 RoHS Compliant: Yes
RF/Coaxial Connector; RF Coax Type:BNC; Contact Termination:Solder; Body Style:Straight Bulkhead Jack; RG Cable Type:58, 59, 179, 316 RoHS Compliant: Yes
RF/Coaxial Connector; RF Coax Type:MHV; Contact Termination:Clamp; Body Style:Right Angle Plug; RG Cable Type:59, 62, 71, 140, 210 RoHS Compliant: Yes
RF/Coaxial Connector; RF Coax Type:BNC; Contact Termination:Clamp; Body Style:Straight Plug; RG Cable Type:59, 62, 71, 140, 210, 302 RoHS Compliant: Yes
RF/Coaxial Connector; RF Coax Type:BNC; Contact Termination:Solder; Body Style:Straight Flanged Jack; RG Cable Type:58, 59, 179, 316 RoHS Compliant: Yes
From old datasheet system
Silicon Epitaxial Planar Z-Diodes
	Vishay Intertechnology,Inc.
VISAY[Vishay Siliconix]
Vishay Telefunken

	BYW32 BYW36 BYW35 BYW33 BYW34 	Fast Silicon Mesa Rectifiers
From old datasheet system
Composite Data, Audio, Video, Security & Control Cable; Composite Conductor Types:2 Coaxial   8 Pairs   2 Fibers; Number of Conductors:18; Conductor
Composite Cable; Composite Conductor Types:2 Coaxial  8 Pairs; Number of Conductors:18; Conductor Size AWG:24-18; No. Strands x Strand Size:Solid
Composite Data, Audio, Video, Security & Control Cable; Composite Conductor Types:2 Coaxial   8 Pairs; Number of Conductors:18; Conductor Size AWG
ECONOLINE: RQS & RQD - 1kVDC Isolation- Internal SMD Construction- UL94V-0 Package Material- Toroidal Magnetics- Efficiency to 80%
	VISAY[Vishay Siliconix]
Vishay Intertechnology,Inc.
Vishay Telefunken

	MV1471_CG_DPAS MV1471 MV1471_CG_DGAS MV1471/CG/DPA	Coaxial Cable; Coaxial RG/U Type:59; Impedance:75ohm; Conductor Size AWG:20; No. Strands x Strand Size:Solid; Jacket Material:Polyvinylchloride (PVC); Capacitance:16.3pF/ft; Conductor Material:Copper; Jacket Color:White RoHS Compliant: Yes
Coaxial Cable; Coaxial RG/U Type:59; Impedance:75ohm; Conductor Size AWG:20; No. Strands x Strand Size:Solid; Jacket Material:Polyvinylchloride (PVC); Capacitance:16.3pF/ft; Conductor Material:Copper; Leaded Process Compatible:Yes RoHS Compliant: Yes
HDB3/AMI ENCODER/DECODER
	Zarlink Semiconductor Inc.

	WGA-3686-3M-W75-79 WGA-3645-NF-W90-79 WGA-3625-SM-	CABLE AND WAVEGUIDE TERMINATED, FEMALE, WAVEGUIDE TO COAXIAL ADAPTER
CABLE AND WAVEGUIDE TERMINATED, MALE, WAVEGUIDE TO COAXIAL ADAPTER
	

	10A02 10A06 10A07 10A05 10A04 10A03 	Coaxial Cable; Coaxial RG/U Type:59; Impedance:75ohm; Conductor Size AWG:23; No. Strands x Strand Size:Solid; Jacket Material:Polyvinylchloride (PVC); Conductor Material:Copper; Jacket Color:Natural; Leaded Process Compatible:Yes RoHS Compliant: Yes
Coaxial Cable; Coaxial RG/U Type:59; Impedance:75ohm; Conductor Size AWG:22; No. Strands x Strand Size:7 x 30; Jacket Material:Polyvinylchloride (PVC); Conductor Material:Copper; Jacket Color:Natural; Leaded Process Compatible:Yes RoHS Compliant: Yes
Coaxial Cable; Coaxial RG/U Type:62; Impedance:93ohm; Conductor Size AWG:22; No. Strands x Strand Size:Solid; Jacket Material:FEP; Jacket Color:Natural; Leaded Process Compatible:Yes; Voltage Nom.:300V RoHS Compliant: Yes
Coaxial Cable; Coaxial RG/U Type:58; Impedance:53.5ohm; Conductor Size AWG:20; No. Strands x Strand Size:Solid; Jacket Material:FEP; Jacket Color:Natural; Leaded Process Compatible:Yes; Voltage Nom.:300V RoHS Compliant: Yes
Coaxial Cable; Coaxial RG/U Type:59; Impedance:80ohm; Conductor Size AWG:22; No. Strands x Strand Size:Solid; Jacket Material:Polyvinylchloride (PVC); Jacket Color:Black; Leaded Process Compatible:Yes; Voltage Nom.:300V RoHS Compliant: Yes
10A RECTIFIER
	Diodes Inc.
DIODES[Diodes Incorporated]

	086-11SM 	Coaxial Cable
	Mini-Circuits

	086-11SBSM 	Coaxial Cable
	Mini-Circuits

	086-10SMR 	Coaxial Cable
	Mini-Circuits

	086-10BM 	Coaxial Cable
	Mini-Circuits



				
	 
	 Related keyword From Full Text Search System
	

					
						086-11SM linear	
						086-11SM complimentary against	
						086-11SM Specification of	
						086-11SM poliester	
						086-11SM Processors
	
						086-11SM epitaxial	
						086-11SM Microelectronic	
						086-11SM BLDC motor driver	
						086-11SM Nation	
						086-11SM processor


				
	 



		 


	
		
Price & Availability of 086-11SM 
	
	
			


	


	
			
		


				
	
				All Rights Reserved © 
				IC-ON-LINE 2003 - 2022  



	



	
			[Add Bookmark] [Contact 
				Us] [Link exchange] [Privacy policy]
	
				Mirror Sites :  [www.datasheet.hk]   
				[www.maxim4u.com]  [www.ic-on-line.cn] 
				[www.ic-on-line.com] [www.ic-on-line.net] 
				[www.alldatasheet.com.cn] 
				[www.gdcy.com] 
				[www.gdcy.net]





	




.
.
.
.
.




		 	We use cookies to deliver the best possible 
	web experience and assist with our advertising efforts. By continuing to use 
	this site, you consent to the use of cookies. For more information on 
	cookies, please take a look at our 
	Privacy Policy.	
	X




 
 






	
0.15977811813354















