

	
			
			
				

	
				
			 
				
			
				
	
		
			
	 
	Part Number	Hot Search : 
			

						IRFZ4			2SK2884			SF2088C			M3E25XQG			V850EIA4			2D100			C847UG			DIP24			

			
	
	Product Description

			
	
	Full Text Search




				


		












			086-12SBSM - Coaxial Cable 



		
			
					
						
						



					
				
					 		
	Part No.	086-12SBSM   

	Description	Coaxial Cable 
 

	File Size	419.77K  / 
						2 Page	 
	

						Maker	
						


						 Mini-Circuits 
  
						










	
						
						




						

	Homepage	
						http://www.minicircuits.com
	Download	[ 
						086-12SBSM  Datasheet PDF Downlaod from IC-ON-LINE.CN ]

                                                 [ 
						086-12SBSM  Datasheet PDF Downlaod from Datasheet.HK ]

						[086-12SBSM  Datasheet PDF Downlaod from Maxim4U.com ] :-)


						

						[ View it Online ]
					  [ Search more for 086-12SBSM ] 


					[ Price & Availability of 086-12SBSM by FindChips.com ] 

						


				

				




		


		

	
 			 Full text search : Coaxial Cable   



		

	

	












			 Related Part Number
	
					PART	Description	Maker
	10A02 10A01 10A07 10A03 10A04 10A05 10A06 	10 Amp Rectifier 50 to 1000 Volts
Coaxial Cable; Coaxial RG/U Type:59; Impedance:75ohm; Conductor Size AWG:23; No. Strands x Strand Size:Solid; Jacket Material:FEP; Conductor Material
Coaxial Cable; Coaxial RG/U Type:58; Impedance:53.5ohm; Conductor Size AWG:20; No. Strands x Strand Size:19 x 32; Jacket Material:Polyvinylchloride (PVC); Jacket Color:Black; Leaded Process Compatible:Yes; Voltage Nom.:300V RoHS Compliant: Yes
Coaxial Cable; Coaxial RG/U Type:62; Impedance:93ohm; Conductor Size AWG:22; No. Strands x Strand Size:Solid; Jacket Material:Thermoplastic; Jacket Color:Natural; Leaded Process Compatible:Yes; Number of Conductors:1 RoHS Compliant: Yes
Coaxial Cable; Coaxial RG/U Type:58; Impedance:53.5ohm; Conductor Size AWG:20; No. Strands x Strand Size:Solid; Jacket Material:FEP; Jacket Color:Natural; Leaded Process Compatible:Yes; Voltage Nom.:300V RoHS Compliant: Yes
Coaxial Cable; Coaxial RG/U Type:6; Impedance:75ohm; Conductor Size AWG:18; No. Strands x Strand Size:Solid; Jacket Material:LSPVC; Conductor Material:Copper; Jacket Color:Natural; Leaded Process Compatible:Yes RoHS Compliant: Yes
	Micro Commercial Compon...
MCC[Micro Commercial Components]
Micro Commercial Components Corp.

	M36W108T100ZN5T M36W108T100ZM6T M36W108T120ZM6T M3	TV 5C 5#16 PIN RECP
Coaxial Cable; Coaxial RG/U Type:6; Impedance:75ohm; Conductor Size AWG:18; No. Strands x Strand Size:Solid; Jacket Material:FEP; Conductor Material:Copper; Jacket Color:Light Blue; Leaded Process Compatible:Yes RoHS Compliant: Yes
Coaxial Cable; Coaxial RG/U Type:6; Impedance:75ohm; Conductor Size AWG:18; No. Strands x Strand Size:Solid; Jacket Material:FEP; Jacket Color:Blue; Leaded Process Compatible:Yes; Voltage Nom.:30V RoHS Compliant: Yes
Coaxial Cable; Coaxial RG/U Type:6; Impedance:75ohm; Conductor Size AWG:18; No. Strands x Strand Size:Solid; Jacket Material:FEP; Leaded Process Compatible:Yes RoHS Compliant: Yes
Coaxial Cable; Coaxial RG/U Type:6; Impedance:75ohm; Conductor Size AWG:18; No. Strands x Strand Size:Solid; Jacket Material:FEP; Conductor Material:Copper; Jacket Color:Black; Leaded Process Compatible:Yes; Number of Conductors:1 RoHS Compliant: Yes
TV 6C 6#20 PIN WALL RECP 8兆8，启动块闪存兆位128KB的x8 SRAM的低电压多媒体存储产
Coaxial Cable; Coaxial RG/U Type:6; Impedance:75ohm; Conductor Size AWG:18; No. Strands x Strand Size:Solid; Jacket Material:Polyvinylchloride (PVC); Leaded Process Compatible:Yes RoHS Compliant: Yes 8兆8，启动块闪存兆位128KB的x8 SRAM的低电压多媒体存储产
	意法半导
STMicroelectronics N.V.

	A29512L-90 A29512L-70 A29512L-55 A29512V-55 A29512	Coaxial Cable; Coaxial RG/U Type:174; Impedance:50ohm; Conductor Size AWG:26; No. Strands x Strand Size:7 x 34; Jacket Material:Polyvinylchloride (PVC); Leaded Process Compatible:Yes; Voltage Nom.:300V RoHS Compliant: Yes
64K X 8 Bit CMOS 5.0 Volt-only, Uniform Sector Flash Memory 64K的8位CMOS 5.0伏只，统一部门快闪记忆
Coaxial Cable; Coaxial RG/U Type:59; Impedance:75ohm; Conductor Size AWG:22; No. Strands x Strand Size:Solid; Jacket Material:Polyvinylchloride (PVC); Leaded Process Compatible:Yes; Voltage Nom.:300V RoHS Compliant: Yes 64K的8位CMOS 5.0伏只，统一部门快闪记忆
	AMIC Technology Corporation
AMIC Technology, Corp.

	086-11SMRSM 	Coaxial Cable
	Mini-Circuits

	FL141-12SMNM 	Coaxial Cable
	Mini-Circuits

	FL086-12SMNM 	Coaxial Cable
	Mini-Circuits

	141-12SMNB 	Coaxial Cable
	Mini-Circuits

	086-12KM 	Coaxial Cable
	Mini-Circuits

	141-20SM 	Coaxial Cable
	Mini-Circuits

	047-6SMPR 	Coaxial Cable
	Mini-Circuits

	047-3SMPSM 	Coaxial Cable
	Mini-Circuits

	047-3SMP 	Coaxial Cable
	Mini-Circuits
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