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			 Related Part Number
	
					PART	Description	Maker
	K75-29A K75-48M K75-82 K75-15 K75-80 K75-54 K78-10	Aluminum Snap-In  Capacitor; Capacitance: 10000uF; Voltage: 35V; Case Size: 30x30 mm; Packaging: Bulk
Aluminum Snap-In  Capacitor; Capacitance: 22000uF; Voltage: 35V; Case Size: 35x45 mm; Packaging: Bulk
FILM AND PAPER-FILM CAPACITORS
Aluminum Snap-In  Capacitor; Capacitance: 10000uF; Voltage: 35V; Case Size: 25x40 mm; Packaging: Bulk
Aluminum Snap-In  Capacitor; Capacitance: 4700uF; Voltage: 35V; Case Size: 25x25 mm; Packaging: Bulk
Aluminum Snap-In  Capacitor; Capacitance: 5600uF; Voltage: 35V; Case Size: 22x35 mm; Packaging: Bulk
Aluminum Snap-In  Capacitor; Capacitance: 680uF; Voltage: 450V; Case Size: 35x50 mm; Packaging: Bulk
Aluminum Snap-In  Capacitor; Capacitance: 8200uF; Voltage: 16V; Case Size: 22x25 mm; Packaging: Bulk
Aluminum Snap-In  Capacitor; Capacitance: 390uF; Voltage: 450V; Case Size: 30x40 mm; Packaging: Bulk
Aluminum Snap-In  Capacitor; Capacitance: 12000uF; Voltage: 35V; Case Size: 25x45 mm; Packaging: Bulk
CAPACITOR, 6800UF 35V CAPACITOR, 6800UF 35V; CAPACITANCE:6800UF; VOLTAGE RATING, DC:35V; CAPACITOR DIELECTRIC TYPE:ALUMINIUM ELECTROLYTIC; SERIES:LLS; TEMP, OP. MAX:85(DEGREE C); TEMP, OP. MIN:-40(DEGREE C); TOLERANCE, :20%; RoHS Compliant: Yes
Aluminum Snap-In  Capacitor; Capacitance: 8200uF; Voltage: 35V; Case Size: 22x45 mm; Packaging: Bulk
Aluminum Snap-In  Capacitor; Capacitance: 270uF; Voltage: 450V; Case Size: 35x25 mm; Packaging: Bulk
Aluminum Snap-In  Capacitor; Capacitance: 22000uF; Voltage: 16V; Case Size: 25x40 mm; Packaging: Bulk
Aluminum Snap-In  Capacitor; Capacitance: 22000uF; Voltage: 16V; Case Size: 30x30 mm; Packaging: Bulk
	Electronic Theatre Controls, Inc.
List of Unclassifed Manufacturers
http://

	GL35-00 GL35-01 GL35-02 GL35-04 GL35-06 GL35-08 GL	Aluminum Electrolytic Radial Lead Low Impedance High Reliability Capacitor; Capacitance: 120uF; Voltage: 6.3V; Case Size: 6.3x7 mm; Packaging: Bulk 在行高硅桥式整流器电流（电压- 5000伏特电流- 155安培
IN-LINE HIGH CURRENT SILICON BRIDGE RECTIFIERS(VOLTAGE - 50 to 800 Volts CURRENT - 15 to 35 Amperes) 在行高硅桥式整流器电流（电压- 5000伏特电流- 1535安培
IN-LINE HIGH CURRENT SILICON BRIDGE RECTIFIERS(VOLTAGE - 50 to 800 Volts CURRENT - 15 to 35 Amperes) 在行高硅桥式整流器电流（电压- 5000伏特电流- 155安培
Aluminum Electrolytic Radial Lead Low Impedance High Reliability Capacitor; Capacitance: 22uF; Voltage: 6.3V; Case Size: 5x11 mm; Packaging: Bulk
Aluminum Electrolytic Radial Lead Low Impedance High Reliability Capacitor; Capacitance: 68uF; Voltage: 6.3V; Case Size: 4x11 mm; Packaging: Bulk
Aluminum Electrolytic Radial Lead Low Impedance High Reliability Capacitor; Capacitance: 56uF; Voltage: 6.3V; Case Size: 5x7 mm; Packaging: Bulk
XTAL CER SMT 6X3.5 2PAD
Aluminum Electrolytic Radial Lead Low Impedance High Reliability Capacitor; Capacitance: 1200uF; Voltage: 6.3V; Case Size: 8x20 mm; Packaging: Bulk
LED Panel Indicator; LED Color:Yellow; Luminous Intensity:40foot lambert; Forward Current:8.5mA; Forward Voltage:125V; Operating Temperature Range:-25 C to  85 C; Color:Yellow; Leaded Process Compatible:No RoHS Compliant: No
	Transys Electronics, Ltd.
Transys Electronics Ltd.
TRSYS

	G8372-01 G8372-03 G8422-05 G5852-103 G5852-11 G585	Aluminum Snap-In Capacitor; Capacitance: 270uF; Voltage: 450V; Case Size: 30x35 mm; Packaging: Bulk
Aluminum Snap-In Capacitor; Capacitance: 330uF; Voltage: 450V; Case Size: 30x40 mm; Packaging: Bulk
Aluminum Snap-In Capacitor; Capacitance: 330uF; Voltage: 450V; Case Size: 35x35 mm; Packaging: Bulk
InGaAs PIN photodiode
	Hamamatsu Photonics
HAMAMATSU[Hamamatsu Corporation]

	GBP206 GBP208 GBP200 GBP201 GBP2010 GBP202 GBP204 	Aluminum Polymer Radial Lead Capacitor; Capacitance: 1000uF; Voltage: 2.5V; Case Size: 10x13 mm; Packaging: Bulk
Aluminum Polymer SMT Capacitor; Capacitance: 68uF; Voltage: 10V; Case Size: 5x6 mm; Packaging: Tape & Reel
IN-LINE GLASS PASSIVATED SINGLE-PHASE BRIDGE RECTIFIER(VOLTAGE - 50 to 1000 Volts CURRENT - 2.0 Amperes)
	PanJit International Inc.
PANJIT[Pan Jit International Inc.]
http://

	ADP3804 ADP3804JRU ADP3804JRU-125 ADP3804JRU-126 A	0.3-25V; high frequency switch mode li-ion battery charger. For portable computers, fast chargers
Aluminum Electrolytic Radial Leaded Bi-Polar Capacitor; Capacitance: 220uF; Voltage: 35V; Case Size: 12.5x20 mm; Packaging: Bulk
Aluminum Electrolytic Radial Leaded Bi-Polar Capacitor; Capacitance: 330uF; Voltage: 35V; Case Size: 12.5x20 mm; Packaging: Bulk 高频开关模式锂离子电池充电
	AD[Analog Devices]
Analog Devices, Inc.

	GS816032T-166 GS816036T-133 GS816036T-150 GS816036	Aluminum Electrolytic Radial Leaded Bi-Polar Capacitor; Capacitance: 33uF; Voltage: 50V; Case Size: 8x11.5 mm; Packaging: Bulk
1M x 18, 512K x 32, 512K x 36 18Mb Sync Burst SRAMs 1M×1812k×3212k×36 18M位同步突发静态存储器
Aluminum Electrolytic Radial Leaded Bi-Polar Capacitor; Capacitance: 33uF; Voltage: 25V; Case Size: 6.3x11 mm; Packaging: Bulk
Quad 2-input positive-NAND buffers with open collector outputs 14-PDIP 0 to 70
Quad 2-input positive-NAND buffers with open collector outputs 14-SOIC 0 to 70
Aluminum Electrolytic Radial Leaded Bi-Polar Capacitor; Capacitance: 220uF; Voltage: 25V; Case Size: 10x16 mm; Packaging: Bulk
Aluminum Electrolytic Radial Leaded Bi-Polar Capacitor; Capacitance: 2200uF; Voltage: 25V; Case Size: 18x35.5 mm; Packaging: Bulk
1M x 18/ 512K x 32/ 512K x 36 18Mb Sync Burst SRAMs
Aluminum Electrolytic Radial Leaded Bi-Polar Capacitor; Capacitance: 100uF; Voltage: 50V; Case Size: 10x20 mm; Packaging: Bulk
	ETC
Electronic Theatre Controls, Inc.
http://
GSI Technology

	G681 G680 	Microprocessor Reset IC
Tantalum Molded   Capacitor; Capacitance: 100uF; Voltage: 16V; Case Size: 4.3x7.3 mm; Packaging: Tape & Reel
Tantalum Molded   Capacitor; Capacitance: 1.5uF; Voltage: 16V; Case Size: 3.2x1.6 mm; Packaging: Tape & Reel
	List of Unclassifed Manufacturers
ETC[ETC]
Electronic Theatre Controls, Inc.

	A29DL163TV-90 A29DL162UG-70 A29DL162TG-90 A29DL162	Aluminum Snap-In Capacitor; Capacitance: 270uF; Voltage: 450V; Case Size: 30x30 mm; Packaging: Bulk
Aluminum Snap-In Capacitor; Capacitance: 270uF; Voltage: 450V; Case Size: 25x40 mm; Packaging: Bulk
16 Megabit (2M x 8-Bit/1M x 16-Bit) CMOS 3.0 Volt-only, Simultaneous Operation Flash Memory 16兆位米x 8-Bit/1M x 16位）.0伏的CMOS只，同时作业快闪记忆
	AMIC Technology Corporation
http://
AMIC Technology, Corp.

	381LQ222M180A052 381LQ823M010A452 	Higher Capacitance per Case Size
	Cornell Dubilier Electr...

	KA3027D2 KA3027D2TF 	Tantalum Molded High Reliability Capacitor; Capacitance: 3.3uF; Voltage: 35V; Case Size: 5.8x3.1 mm; Packaging: Tape & Reel
4-Channel Motor Driver
	FAIRCHILD SEMICONDUCTOR CORP
FAIRCHILD[Fairchild Semiconductor]

	GT-2Y GT-2B GT-2R GT-2W GT-2X 	Aluminum Electrolytic Radial Leaded General Purpose Capacitor; Capacitance: 330uF; Voltage: 10V; Case Size: 6.3x11 mm; Packaging: Bulk
Aluminum Electrolytic Radial Leaded General Purpose Capacitor; Capacitance: 33uF; Voltage: 10V; Case Size: 5x11 mm; Packaging: Bulk
GT-2X Series are small gifts that can be used as mini torches. They can give out white light
	MICRO-ELECTRONICS[Micro Electronics]
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