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			R1524S033B-E2-FE - Input Voltage Range (Maximum Rating) 3.5 V to 36 V (50 V) 
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			 Related Part Number
	
					PART	Description	Maker
	R1510S009C-T1-FE 	Input Voltage Range (Maximum Rating) Max. 36.0V (50V)
	RICOH electronics devic...

	TXS100ZA TXS100ZB TXS100ZY TXS75ZA TXS75ZB TXS75ZY	Input voltage range 36ˇ75V DC Single 80ˇ100A output 1500V DC I/O electrical strength test voltage 输入电压范围3675V直流1500V的单80100A直流输出的I / O电气强度试验电压
Input voltage range 365V DC Single 8000A output 1500V DC I/O electrical strength test voltage
Input voltage range 36?5V DC Single 80?00A output 1500V DC I/O electrical strength test voltage
	Power-One

	OET020YEHH OET020YEHH-A OET020YEJJ-A OET020ZEHH-A 	25 Watt, input voltage range:18-36V, output voltage 3.3-15V (3.5-0.28A) DC/DC converter
25 Watt, input voltage range:34-75V, output voltage 3.3-15V (3.5-0.28A) DC/DC converter
25 Watt, input voltage range:34-75V, output voltage 3.3-12V (3.5-0.35A) DC/DC converter
TRIPLE OUTPUT 25 WATT
T1/E1 Transformer
Analog IC
TRIPLE OUTPUT, 25 WATT 三路输出25瓦特
	POWER-ONE[Power-One]
EPCOS AG

	BSS38 	RP10 (E) Series - Powerline Regulated DC-DC Converters; Input Voltage (Vdc): 24V; Output Voltage (Vdc): 12V; 2:1 Wide Input Voltage Range; 10 Watts
NPN SILICON TRANSISTOR
	MICRO-ELECTRONICS[Micro Electronics]

	BT148-600R BT148 BT148-400R BT148-500R 	RP10 (E) Series - Powerline Regulated DC-DC Converters; Input Voltage (Vdc): 48V; Output Voltage (Vdc): 12V; 2:1 Wide Input Voltage Range; 10 Watts
Thyristors logic level
	PHILIPS[Philips Semiconductors]
NXP Semiconductors

	BY298 BY299 BY296 	RP40 (GW) Series - Powerline Regulated DC-DC Converters; Input Voltage (Vdc): 24V; Output Voltage (Vdc): 12V; 4:1 Wide Input Voltage Range; 40 Watts
CAP.CER, 22NF, 50V, 10%, X7R, 0805 技术规格快速恢复整
	DC Components Co., Ltd.

	FLTR100V20 FLTR100V206 FLTR100V20Z FLTR100V206Z 	75 Vdc Input Maximum, 20 A Maximum
	Lineage Power Corporation

	AD5530BRU AD5531BRU AD5531 AD5530 	Serial Input, ±10 V Output Voltage Range, 14-Bit DAC
Serial Input, ±10 V Output Voltage Range, 12-Bit DAC
Serial Input, 0 V Output Voltage Range, 12-Bit DAC
Serial Input, 0 V Output Voltage Range, 14-Bit DAC
Serial Input/ Voltage Output 12-/14-Bit DACs
Serial Input, Voltage Output 12-/14-Bit DACs 串行输入，电压输出数模转换器12-/14-Bit
	AD[Analog Devices]
Analog Devices, Inc.

	AM26LS32DCB AM26LS32JCTR AM26LS32/BEA AM26LS33/B2C	Micropower Precision Shunt Voltage Reference; Package: SO; No of Pins: 8; Temperature Range: 0°C to  70°C
Wide Input Range, High Efficiency, Step-Down Switching Regulator; Package: PDIP; No of Pins: 8; Temperature Range: 0°C to  70°C
Low Noise, Rail-to-Rail Precision Op Amp; Package: PDIP; No of Pins: 8; Temperature Range: 0°C to  70°C
1.1MHz, 0.4V/us Over-The-Top Micropower, Rail-To-Rail Input and Output Op Amp; Package: SO; No of Pins: 8; Temperature Range: -40°C to  85°C
1.1MHz, 0.4V/us Over-The-Top Micropower, Rail-To-Rail Input and Output Op Amp; Package: PDIP; No of Pins: 8; Temperature Range: 0°C to  70°C
Positive High Voltage Hot Swap Controllers; Package: SO; No of Pins: 8; Temperature Range: -40°C to  85°C
Line Receiver 线路接收
	接收
Advanced Micro Devices, Inc.

	LMZ12002TZ-ADJ/NOPB 	&ltfont color=red>[Old version datasheet]</font>   2A SIMPLE SWITCHER Power Module With 20-V Maximum Input Voltage
	TI store
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