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			 Related Part Number
	
					PART	Description	Maker
	XFTPRH64B-4R7M 	HIGH CURRENT SELF-LEADED SMT INDUCTORS
	XFMRS Inc.

	XFTPRH64B-471K 	HIGH CURRENT SELF-LEADED SMT INDUCTORS
	XFMRS Inc.

	XFTPRH1205-1R8M 	HIGH CURRENT SELF-LEADED SMT INDUCTORS
	XFMRS Inc.

	XFTPRH104-100K 	   HIGH CURRENT SELF-LEADED SMT INDUCTORS
	XFMRS Inc.

	CCLH150 CCLH120 CCLH080 CCLH100 	From old datasheet system
HIGH CURRENT CURRENT LIMITING DIODE
Leaded Current Limiting Diode Leaded
	CENTRAL[Central Semiconductor Corp]

	1130-4R7M-RC 1130-1R2M-RC 1130-6R8M-RC 1130-100K-R	RF Choke; Series:1130; Inductance:4.7uH; Inductance Tolerance: /- 20 %; Terminal Type:Radial Leaded; Core Material:Ferrite; Current Rating:21A; DC Resistance Max:0.003ohm; Leaded Process Compatible:Yes; Body Material:Ferrite
RF Choke; Series:1130; Inductance:1.2uH; Inductance Tolerance: /- 20 %; Terminal Type:Radial Leaded; Core Material:Ferrite; Current Rating:21A; DC Resistance Max:0.003ohm; Leaded Process Compatible:Yes; Body Material:Ferrite
RF Choke; Series:1130; Inductance:6.8uH; Inductance Tolerance: /- 20 %; Terminal Type:Radial Leaded; Core Material:Ferrite; Current Rating:21A; DC Resistance Max:0.004ohm; Leaded Process Compatible:Yes; Body Material:Ferrite
High Current Chokes Very high current capacity Fixed lead spacing
	BOURNS INC
Bourns Electronic Solutions

	170122630BB 170222630BB 170822630CB 170474160HC 17	Type 170 Axial Leaded Metallized Polypropylene
   High Current / Low ESR, Wrap and Fill Axial Leaded Capacitors
	List of Unclassifed Manufac...
http://
List of Unclassifed Manufacturers
ETC
Cornell Dubilier Electronics
List of Unclassifed Man...

	5704-RC 5705-RC 5711-RC 5717-RC 5706-RC 5707-RC 57	CHOKE RF HI CURR 275UH 15% RAD 1 ELEMENT, 275 uH, GENERAL PURPOSE INDUCTOR
Inductor, Toroidal 1 ELEMENT, 450 uH, GENERAL PURPOSE INDUCTOR
Inductor, Toroidal 1 ELEMENT, 50 uH, GENERAL PURPOSE INDUCTOR
Toroidal Inductor; Series:5700; Inductance:500uH; Inductance Tolerance: /- 15 %; Terminal Type:Radial Leaded; Current Rating:4A; DC Resistance Max:0.12ohm; Leaded Process Compatible:Yes 1 ELEMENT, 500 uH, GENERAL PURPOSE INDUCTOR
Toroidal Inductor; Series:5700; Inductance:25uH; Inductance Tolerance: /- 15 %; Terminal Type:Radial Leaded; Current Rating:9A; DC Resistance Max:0.012ohm; Leaded Process Compatible:Yes 1 ELEMENT, 25 uH, GENERAL PURPOSE INDUCTOR
Toroidal Inductor; Series:5700; Inductance:75uH; Inductance Tolerance: /- 15 %; Terminal Type:Radial Leaded; Current Rating:5A; DC Resistance Max:0.04ohm; Leaded Process Compatible:Yes 1 ELEMENT, 75 uH, GENERAL PURPOSE INDUCTOR
Inductor, Toroidal 1 ELEMENT, 800 uH, GENERAL PURPOSE INDUCTOR
Toroidal Inductor; Series:5700; Inductance:150uH; Inductance Tolerance: /- 15 %; Terminal Type:Radial Leaded; Current Rating:4.75A; DC Resistance Max:0.046ohm; Leaded Process Compatible:Yes 1 ELEMENT, 150 uH, GENERAL PURPOSE INDUCTOR
Inductor, Toroidal 1 ELEMENT, 1250 uH, GENERAL PURPOSE INDUCTOR
Toroidal Inductor; Series:5700; Inductance:1.6mH; Inductance Tolerance: /- 15 %; Terminal Type:Radial Leaded; Current Rating:1.5A; DC Resistance Max:1.27ohm; Leaded Process Compatible:Yes 1 ELEMENT, 1600 uH, GENERAL PURPOSE INDUCTOR
High Current Toroid Inductors
	Bourns, Inc.
Bourns Electronic Solutions
Bourns Electronic Solut...

	1120-222K-RC 1120-1R2M-RC 1120-680K-RC 1120-681K-R	RF Choke; Series:1120; Inductance:2.2mH; Inductance Tolerance: /- 10 %; Terminal Type:Radial Leaded; Core Material:Ferrite; Current Rating:800mA; DC Resistance Max:1.54ohm; Leaded Process Compatible:Yes; Body Material:Ferrite
RF Choke; Series:1120; Inductance:1.2uH; Inductance Tolerance: /- 20 %; Terminal Type:Radial Leaded; Core Material:Ferrite; Current Rating:11.4A; DC Resistance Max:0.003ohm; Leaded Process Compatible:Yes; Body Material:Ferrite
RF Choke; Series:1120; Inductance:68uH; Inductance Tolerance: /- 10 %; Terminal Type:Radial Leaded; Core Material:Ferrite; Current Rating:4.8A; DC Resistance Max:0.053ohm; Leaded Process Compatible:Yes; Body Material:Ferrite
RF Choke; Series:1120; Inductance:680uH; Inductance Tolerance: /- 10 %; Terminal Type:Radial Leaded; Core Material:Ferrite; Current Rating:1.6A; DC Resistance Max:0.430ohm; Leaded Process Compatible:Yes; Body Material:Ferrite
RF Choke; Series:1120; Inductance:1.8uH; Inductance Tolerance: /- 20 %; Terminal Type:Radial Leaded; Core Material:Ferrite; Current Rating:11.4A; DC Resistance Max:0.003ohm; Leaded Process Compatible:Yes; Body Material:Ferrite
RF Choke; Series:1120; Inductance:330uH; Inductance Tolerance: /- 10 %; Terminal Type:Radial Leaded; Core Material:Ferrite; Current Rating:1.6A; DC Resistance Max:0.305ohm; Leaded Process Compatible:Yes; Body Material:Ferrite
RF Choke; Series:1120; Inductance:470uH; Inductance Tolerance: /- 10 %; Terminal Type:Radial Leaded; Core Material:Ferrite; Current Rating:1.6A; DC Resistance Max:0.355ohm; Leaded Process Compatible:Yes; Body Material:Ferrite
RF Choke; Series:1120; Inductance:1.5mH; Inductance Tolerance: /- 10 %; Terminal Type:Radial Leaded; Core Material:Ferrite; Current Rating:800mA; DC Resistance Max:1.26ohm; Leaded Process Compatible:Yes; Body Material:Ferrite
Very high current capacity
	BOURNS INC
Bourns Electronic Solut...

	1140-4R7M-RC 1140-101K-RC 1140-3R3M-RC 1140-681K-R	RF Choke; Series:1140; Inductance:4.7uH; Inductance Tolerance: /- 20 %; Terminal Type:Radial Leaded; Core Material:Ferrite; Current Rating:27A; DC Resistance Max:0.003ohm; Leaded Process Compatible:Yes; Body Material:Ferrite
RF Choke; Series:1140; Inductance:100uH; Inductance Tolerance: /- 10 %; Terminal Type:Radial Leaded; Core Material:Ferrite; Current Rating:14.4A; DC Resistance Max:0.025ohm; Leaded Process Compatible:Yes; Body Material:Ferrite
RF Choke; Series:1140; Inductance:3.3uH; Inductance Tolerance: /- 20 %; Terminal Type:Radial Leaded; Core Material:Ferrite; Current Rating:27A; DC Resistance Max:0.003ohm; Leaded Process Compatible:Yes; Body Material:Ferrite
RF Choke; Series:1140; Inductance:680uH; Inductance Tolerance: /- 10 %; Terminal Type:Radial Leaded; Core Material:Ferrite; Current Rating:7.2A; DC Resistance Max:0.139ohm; Leaded Process Compatible:Yes; Body Material:Ferrite
RF Choke; Series:1140; Inductance:470uH; Inductance Tolerance: /- 10 %; Terminal Type:Radial Leaded; Core Material:Ferrite; Current Rating:7.2A; DC Resistance Max:0.114ohm; Leaded Process Compatible:Yes; Body Material:Ferrite
Very high current capacity Low DCR
RF Choke; Series:1140; Inductance:82uH; Inductance Tolerance: /- 10 %; Terminal Type:Radial Leaded; Core Material:Ferrite; Current Rating:14.4A; DC Resistance Max:0.023ohm; Leaded Process Compatible:Yes; Body Material:Ferrite
RF Choke; Series:1140; Inductance:2.2uH; Inductance Tolerance: /- 20 %; Terminal Type:Radial Leaded; Core Material:Ferrite; Current Rating:27A; DC Resistance Max:0.002ohm; Leaded Process Compatible:Yes; Body Material:Ferrite
	BOURNS INC
Bourns Electronic Solutions

	DO3316P-152HCB DO3316P-331HCB DO3316P-272HCB DO331	NOT RoHS. Power inductor, high current, 20% tol, SMT 1 ELEMENT, 1.5 uH, GENERAL PURPOSE INDUCTOR
NOT RoHS. Power inductor, high current, 20% tol, SMT 1 ELEMENT, 0.33 uH, GENERAL PURPOSE INDUCTOR
NOT RoHS. Power inductor, high current, 20% tol, SMT 1 ELEMENT, 2.7 uH, GENERAL PURPOSE INDUCTOR
NOT RoHS. Power inductor, high current, 20% tol, SMT 1 ELEMENT, 2.7 uH, FERRITE-CORE, GENERAL PURPOSE INDUCTOR
NOT RoHS. Power inductor, high current, 20% tol, SMT 1 ELEMENT, 2.2 uH, GENERAL PURPOSE INDUCTOR
NOT RoHS. Power inductor, high current, 20% tol, SMT 1 ELEMENT, 1.5 uH, FERRITE-CORE, GENERAL PURPOSE INDUCTOR
NOT RoHS. Power inductor, high current, 20% tol, SMT 1 ELEMENT, 0.68 uH, GENERAL PURPOSE INDUCTOR
	Coilcraft, Inc.
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