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	Part No.	MAX9890   

	Description	Audio Click-Pop Suppressor 
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			 Related Part Number
	
					PART	Description	Maker
	ISL54409 ISL54409IRTZ-T ISL54409IRUZ-T ISL54410IRT	Audio/USB 2.0 Wired-OR Switch with Click and Pop Reduction
	Intersil Corporation

	EVAL-SSM2377Z SSM2377ACBZ-R7 SSM2377ACBZ-RL 	Filterless, High Efficiency, Mono 2.5 W Class-D Audio Amplifier Pop-and-click suppression
	http://
Analog Devices

	ISIS31AP4991 	Near-zero click-and-pop
	Integrated Silicon Solu...

	STEVAL-CCA008V1 	Circuit free of Pop and click
	STMicroelectronics

	ISL54210EVAL1Z ISL54210IRTZ ISL54210IRTZ-T ISL5421	MP3/USB 2.0 High Speed Switch with Negative Signal Handling/Click and Pop Suppression; Temperature Range: -40&deg;C to 85&deg;C; Package: 10-TDFN SGL POLE DOUBLE THROW SWITCH, PDSO10
	Intersil, Corp.
Intersil Corporation

	TCUA2221WBG TCUA221WBG 	USB2.0 High-Speed and Audio Switch with Negative Signal Capability (With Pop Sound Eliminator at Audio Switch)
	Toshiba Semiconductor

	ATV04A360JB-G ATV04A580J-G ATV04A580JB-G ATV04A7V0	Transient Voltage Suppressor (TVS), P&ltsub&gtPPM</sub>=400Watts, V&ltsub&gtRWM</sub>=36V, Tolerance=5%
Transient Voltage Suppressor (TVS), P-PPM=400Watts, V-RWM=58V, Tolerance=5%
Transient Voltage Suppressor (TVS), P-PPM=400Watts, V-RWM=7V, Tolerance=5%
Transient Voltage Suppressor (TVS), P-PPM=400Watts, V-RWM=7.5V, Tolerance=5%
Transient Voltage Suppressor (TVS), P-PPM=400Watts, V-RWM=5V, Tolerance=5%
Transient Voltage Suppressor (TVS), P-PPM=400Watts, V-RWM=140V, Tolerance=5%
Transient Voltage Suppressor (TVS), P-PPM=400Watts, V-RWM=110V, Tolerance=5%
Transient Voltage Suppressor (TVS), P-PPM=400Watts, V-RWM=160V, Tolerance=5%
Transient Voltage Suppressor (TVS), P-PPM=400Watts, V-RWM=170V, Tolerance=5%
Transient Voltage Suppressor (TVS), P-PPM=400Watts, V-RWM=100V, Tolerance=5%
Transient Voltage Suppressor (TVS), P-PPM=400Watts, V-RWM=300V, Tolerance=5%
Transient Voltage Suppressor (TVS), P-PPM=400Watts, V-RWM=30V, Tolerance=5%
Transient Voltage Suppressor (TVS), P-PPM=400Watts, V-RWM=33V, Tolerance=5%
Transient Voltage Suppressor (TVS), P-PPM=400Watts, V-RWM=78V, Tolerance=5%
Transient Voltage Suppressor (TVS), P-PPM=400Watts, V-RWM=10V, Tolerance=5%
Transient Voltage Suppressor (TVS), P-PPM=400Watts, V-RWM=11V, Tolerance=5%
Transient Voltage Suppressor (TVS), P-PPM=400Watts, V-RWM=9V, Tolerance=5%
Transient Voltage Suppressor (TVS), P-PPM=400Watts, V-RWM=60V, Tolerance=5%
Transient Voltage Suppressor (TVS), P-PPM=400Watts, V-RWM=6V, Tolerance=5%
Transient Voltage Suppressor (TVS), P-PPM=400Watts, V-RWM=64V, Tolerance=5%
Transient Voltage Suppressor (TVS), P-PPM=400Watts, V-RWM=6.5V, Tolerance=5%
Transient Voltage Suppressor (TVS), P-PPM=400Watts, V-RWM=14V, Tolerance=5%
Transient Voltage Suppressor (TVS), P-PPM=400Watts, V-RWM=15V, Tolerance=5%
Transient Voltage Suppressor (TVS), P-PPM=400Watts, V-RWM=16V, Tolerance=5%
Transient Voltage Suppressor (TVS), P-PPM=400Watts, V-RWM=17V, Tolerance=5%
Transient Voltage Suppressor (TVS), P-PPM=400Watts, V-RWM=18V, Tolerance=5%
Transient Voltage Suppressor (TVS), P-PPM=400Watts, V-RWM=20V, Tolerance=5%
Transient Voltage Suppressor (TVS), P-PPM=400Watts, V-RWM=51V, Tolerance=5%
Transient Voltage Suppressor (TVS), P-PPM=400Watts, V-RWM=54V, Tolerance=5%
	Comchip Technology

	SOH-213HST SOH-213HNT 	Side Click Type Tactile Switches
	MITSUMI[Mitsumi Electronics, Corp.]

	GW17070250E 	2.4GHz 2dBi Click-in Terminal Dipole Antenna 250mm RG-178 cable IPEX MHFI
	List of Unclassifed Man...

	GRS-4021B-0000 	ROCKER SWITCH ASSEMBLY(POP-IN) D.P.-S.T.
	CW Industries

	GRS-4012-1600 	ROCKER SWIDGET ASSEMBLY(POP-IN) S.P.-D.T.
	CW Industries
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