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			 Related Part Number
	
					PART	Description	Maker
	FSC5002U 	HOUSING AND RETAINER RING MATERIAL: POLYPROPYLENE, BLACK
	Meder Electronic

	SFA44S10K375B-F SFA44S12.5K375B-F SFA44S15K375B-F 	Polypropylene Film Capacitor; Capacitance:25uF; Capa Terminal Type:Solder Lug; Series:SF; Dielectric Matne; Leaded Process Compatible:No; Operating Temp. Mi CAPACITOR, METALLIZED FILM, POLYPROPYLENE, 25 uF, CHASSIS MOUNT
CAPACITOR, METALLIZED FILM, POLYPROPYLENE, 17.5 uF, CHASSIS MOUNT ROHS COMPLIANT
CAPACITOR, METALLIZED FILM, POLYPROPYLENE, 10 uF, CHASSIS MOUNT ROHS COMPLIANT
Motor-Run and Power Supply Capacitors
	Cornell Dubilier Electronics, Inc.
http://
Cornell Dubilier Electr...

	KTSM48U206M3E 	CAP,Met Polypropylene,20uF,10-% Tol,10% Tol CAPACITOR, METALLIZED FILM, POLYPROPYLENE, 20 uF, CHASSIS MOUNT
	Cornell Dubilier Electronics, Inc.

	PHE840KR7470MR03R06L2 PHE840JR7470MR03R06L2 PHE840	CAPACITOR, METALLIZED FILM, POLYPROPYLENE, 4.7 uF, THROUGH HOLE MOUNT RADIAL LEADED, ROHS COMPLIANT
EMI suppressor, class X2, metallized polypropylene
	KEMET, Corp.
Kemet Corporation

	LR03-L05M-CPE LR03-L05M-PVC LR03-L10M-CPE LR03-L10	FLOAT SWITCHES
	List of Unclassifed Manufacturers
ETC

	VFS30 	Float - Reed Switch
	Comus

	LS-541 	Liquid level float switch
	List of Unclassifed Manufacturers
ETC[ETC]

	FKP3PCM7.5100/5/630VDCREEL18/360 FKP3PCM104700/20/	CAPACITOR, FILM/FOIL, POLYPROPYLENE, 630 V, 0.0001 uF, THROUGH HOLE MOUNT RADIAL LEADED
CAPACITOR, FILM/FOIL, POLYPROPYLENE, 1000 V, 0.0047 uF, THROUGH HOLE MOUNT RADIAL LEADED
CAPACITOR, FILM/FOIL, POLYPROPYLENE, 250 V, 0.0068 uF, THROUGH HOLE MOUNT RADIAL LEADED
CAPACITOR, FILM/FOIL, POLYPROPYLENE, 400 V, 0.0033 uF, THROUGH HOLE MOUNT RADIAL LEADED
CAPACITOR, FILM/FOIL, POLYPROPYLENE, 400 V, 0.0047 uF, THROUGH HOLE MOUNT RADIAL LEADED
CAPACITOR, FILM/FOIL, POLYPROPYLENE, 250 V, 0.0022 uF, THROUGH HOLE MOUNT RADIAL LEADED
CAPACITOR, FILM/FOIL, POLYPROPYLENE, 400 V, 0.015 uF, THROUGH HOLE MOUNT RADIAL LEADED
CAPACITOR, FILM/FOIL, POLYPROPYLENE, 100 V, 0.015 uF, THROUGH HOLE MOUNT RADIAL LEADED
CAPACITOR, FILM/FOIL, POLYPROPYLENE, 160 V, 0.0047 uF, THROUGH HOLE MOUNT RADIAL LEADED
CAPACITOR, FILM/FOIL, POLYPROPYLENE, 400 V, 0.0068 uF, THROUGH HOLE MOUNT RADIAL LEADED
CAPACITOR, FILM/FOIL, POLYPROPYLENE, 100 V, 0.0068 uF, THROUGH HOLE MOUNT RADIAL LEADED
CAPACITOR, FILM/FOIL, POLYPROPYLENE, 160 V, 0.01 uF, THROUGH HOLE MOUNT RADIAL LEADED
CAPACITOR, FILM/FOIL, POLYPROPYLENE, 630 V, 0.00022 uF, THROUGH HOLE MOUNT RADIAL LEADED
CAPACITOR, FILM/FOIL, POLYPROPYLENE, 100 V, 0.033 uF, THROUGH HOLE MOUNT RADIAL LEADED
CAPACITOR, FILM/FOIL, POLYPROPYLENE, 1000 V, 0.00033 uF, THROUGH HOLE MOUNT RADIAL LEADED
CAPACITOR, FILM/FOIL, POLYPROPYLENE, 400 V, 0.01 uF, THROUGH HOLE MOUNT RADIAL LEADED
CAPACITOR, FILM/FOIL, POLYPROPYLENE, 160 V, 0.0022 uF, THROUGH HOLE MOUNT RADIAL LEADED
CAPACITOR, FILM/FOIL, POLYPROPYLENE, 160 V, 0.0033 uF, THROUGH HOLE MOUNT RADIAL LEADED
CAPACITOR, FILM/FOIL, POLYPROPYLENE, 630 V, 0.00015 uF, THROUGH HOLE MOUNT RADIAL LEADED
CAPACITOR, FILM/FOIL, POLYPROPYLENE, 160 V, 0.0068 uF, THROUGH HOLE MOUNT RADIAL LEADED
CAPACITOR, FILM/FOIL, POLYPROPYLENE, 160 V, 0.068 uF, THROUGH HOLE MOUNT RADIAL LEADED
CAPACITOR, FILM/FOIL, POLYPROPYLENE, 250 V, 0.0033 uF, THROUGH HOLE MOUNT RADIAL LEADED
CAPACITOR, FILM/FOIL, POLYPROPYLENE, 250 V, 0.015 uF, THROUGH HOLE MOUNT RADIAL LEADED
CAPACITOR, FILM/FOIL, POLYPROPYLENE, 250 V, 0.0015 uF, THROUGH HOLE MOUNT RADIAL LEADED
CAPACITOR, FILM/FOIL, POLYPROPYLENE, 100 V, 0.068 uF, THROUGH HOLE MOUNT RADIAL LEADED
CAPACITOR, FILM/FOIL, POLYPROPYLENE, 1000 V, 0.00068 uF, THROUGH HOLE MOUNT RADIAL LEADED
CAPACITOR, FILM/FOIL, POLYPROPYLENE, 1000 V, 0.0015 uF, THROUGH HOLE MOUNT RADIAL LEADED
CAPACITOR, FILM/FOIL, POLYPROPYLENE, 1000 V, 0.001 uF, THROUGH HOLE MOUNT RADIAL LEADED
CAPACITOR, FILM/FOIL, POLYPROPYLENE, 1000 V, 0.0001 uF, THROUGH HOLE MOUNT RADIAL LEADED
CAPACITOR, FILM/FOIL, POLYPROPYLENE, 630 V, 0.001 uF, THROUGH HOLE MOUNT RADIAL LEADED
	Grayhill, Inc.
TE Connectivity, Ltd.
TOKO, Inc.
IRC Advanced Film
ITT, Corp.
Rhombus Industries, Inc.
Amphenol, Corp.

	MC12U256HBFA-0QC00 MC1GU032HCYA-0QC00 MC1GU016HCFB	CABLE, 9505, 5PAIR, 30.5M; Cores, No. of:10; Conductor make-up:7/32AWG; Area, conductor CSA:0.2mm2; Diameter, External:7.34mm; Material, secondary insulation:PVC; Length, Reel (Imperial):100ft; Colour, secondary insulation:Chrome; RoHS Compliant: Yes
Shielded Paired Cable; Number of Conductors:2; Conductor Size AWG:24; No. Strands x Strand Size:7 x 32; Jacket Material:Polyvinylchloride (PVC); Shielding Material:Aluminum Foil/Polyester Tape; Number of Pairs:1 RoHS Compliant: Yes
CABLE, 9506, 6PAIR,  PER M; Cores, No. of:12; Conductor make-up:7/32AWG; Area, conductor CSA:0.2mm2; Diameter, External:7.34mm; Material, secondary insulation:PVC; Colour, secondary insulation:Chrome; Alpha type number:5476C RoHS Compliant: Yes
AC MEXICO
Shielded Paired Cable; Number of Conductors:10; Conductor Size AWG:24; No. Strands x Strand Size:7 x 32; Jacket Material:Polyvinylchloride (PVC); Number of Pairs:5; Impedance:75ohm; Leaded Process Compatible:Yes; Voltage Nom.:300V RoHS Compliant: Yes
Film Capacitor; Capacitor Type:Motor Start/Motor Run; Voltage Rating:370VAC; Capacitor Dielectric Material:Polypropylene; Capacitance:3uF; Capacitance Tolerance: 10%; Lead Pitch:20.6mm; Leaded Process Compatible:Yes; Series:MPF RoHS Compliant: Yes
Film Capacitor; Capacitor Type:Motor Start/Motor Run; Voltage Rating:370VAC; Capacitor Dielectric Material:Polypropylene; Capacitance:4uF; Capacitance Tolerance: /- 10%; Lead Pitch:20.64mm; Package/Case:32; Series:MPF
The HFC-S mini is not recommended for new projects. Please use XHFC-1SU instead. 多媒体卡规格
MultiMediaCard Specification 多媒体卡规格
   MultiMediaCard Specification
	http://
SAMSUNG SEMICONDUCTOR CO. LTD.
Cologne Chip
Samsung Semiconductor Co., Ltd.

	LLF59Y100JC LLF59Y100JC004 LLF69A198 LLF69B198 	Vertical Fast Lift Float switches
	Cynergy3 Co

	SSF217 	Compact external fitting float switch via BSP thread
	Cynergy3 Co
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