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			 Related Part Number
	
					PART	Description	Maker
	DFE18SANR24ME0 	When rated current is applied to the products, inductance will be within 30% of initial inductance value range
	Murata Manufacturing Co...

	2205-H-RC 2202-V-RC 2218-H-RC 2215-V-RC 2208-H-RC 	Toroidal Inductor; Series:2200; Inductance:22uH; Inductance Tolerance: /- 15 %; Terminal Type:Radial Leaded; Current Rating:10.3A; DC Resistance Max:0.010ohm; Leaded Process Compatible:Yes 1 ELEMENT, 22 uH, GENERAL PURPOSE INDUCTOR
Toroidal Inductor; Series:2200; Inductance:12uH; Inductance Tolerance: /- 15 %; Terminal Type:Radial Leaded; Current Rating:12A; DC Resistance Max:0.008ohm; Leaded Process Compatible:Yes 1 ELEMENT, 12 uH, GENERAL PURPOSE INDUCTOR
Toroidal Inductor; Series:2200; Inductance:330uH; Inductance Tolerance: /- 15 %; Terminal Type:Radial Leaded; Current Rating:3.3A; DC Resistance Max:0.10ohm; Leaded Process Compatible:Yes 1 ELEMENT, 330 uH, GENERAL PURPOSE INDUCTOR
Toroidal Inductor; Series:2200; Inductance:180uH; Inductance Tolerance: /- 15 %; Terminal Type:Radial Leaded; Current Rating:3.8A; DC Resistance Max:0.075ohm; Leaded Process Compatible:Yes 1 ELEMENT, 180 uH, GENERAL PURPOSE INDUCTOR
Toroidal Inductor; Series:2200; Inductance:39uH; Inductance Tolerance: /- 15 %; Terminal Type:Radial Leaded; Current Rating:7.1A; DC Resistance Max:0.022ohm; Leaded Process Compatible:Yes 1 ELEMENT, 39 uH, GENERAL PURPOSE INDUCTOR
High Current Toroid Inductors Horizontal or vertical mount Low cost
Toroidal Inductor; Series:2200; Inductance:68uH; Inductance Tolerance: /- 15 %; Terminal Type:Radial Leaded; Current Rating:4.9A; DC Resistance Max:0.046ohm; Leaded Process Compatible:Yes
Toroidal Inductor; Series:2200; Inductance:560uH; Inductance Tolerance: /- 15 %; Terminal Type:Radial Leaded; Current Rating:2.2A; DC Resistance Max:0.21ohm; Leaded Process Compatible:Yes
	Bourns, Inc.
Bourns Electronic Solutions
BOURNS INC
Rohm
Bourns Electronic Solut...

	VN920-B5 VN920SOTR-E 	SINGLE CHANNEL HIGH SIDE SOLID STATE RELAY
INDUCTOR, AXIAL, 12UH; Inductor type:Choke; Inductance:12uH; Tolerance, inductance: /-20%; Resistance:0.04R; Current, DC max:4A; Frequency, resonant
INDUCTOR, AXIAL, 22UH; Inductor type:Choke; Inductance:22uH; Tolerance, inductance: /-20%; Resistance:0.07R; Current, DC max:3A; Frequency, resonant:110MHz; Case style:Axial; Material, core:Ferrite; Tolerance,  :20%; Tolerance, RoHS Compliant: Yes
	STMicroelectronics
意法半导

	6000-560K-RC 6000-391K-RC 6000-392K-RC 6000-390K-R	Unshielded Surface Mount Inductors 1 ELEMENT, 56 uH, FERRITE-CORE, GENERAL PURPOSE INDUCTOR
Radial Lead RF Chokes
RF Choke; Series:6000; Inductance:68uH; Inductance Tolerance: /- 10 %; Q Factor:30; Self Resonant Frequency:4.9MHz; Terminal Type:Radial Leaded; Core Material:Ferrite; Current Rating:1.36A; DC Resistance Max:0.21ohm
RF Choke; Series:6000; Inductance:6.8uH; Inductance Tolerance: /- 20 %; Q Factor:20; Self Resonant Frequency:29MHz; Terminal Type:Radial Leaded; Core Material:Ferrite; Current Rating:4.1A; DC Resistance Max:0.035ohm
RF Choke; Series:6000; Inductance:47uH; Inductance Tolerance: /- 10 %; Q Factor:30; Self Resonant Frequency:6.5MHz; Terminal Type:Radial Leaded; Core Material:Ferrite; Current Rating:1.77A; DC Resistance Max:0.16ohm
	NorComp
Bourns Electronic Solutions
BOURNS INC

	PM1812-221J-RC PM1210-470J-RC PM1812-470J-RC PM181	SMT Chip Inductors
SMD Inductor; Series:PM1210; Inductance:10uH; Inductance Tolerance: /- 5 %; Q Factor:30; Self Resonant Frequency:36MHz; Terminal Type:PCB Surface Mount; Core Material:Ferrite; Current Rating:150mA; Leaded Process Compatible:Yes
SMD Inductor; Series:PM1812; Inductance:3.3uH; Inductance Tolerance: /- 5 %; Q Factor:50; Self Resonant Frequency:45MHz; Terminal Type:PCB Surface Mount; Current Rating:335mA; Leaded Process Compatible:Yes
SMD Inductor; Series:PM1210; Inductance:1.5uH; Inductance Tolerance: /- 5 %; Q Factor:28; Self Resonant Frequency:85MHz; Terminal Type:PCB Surface Mount; Core Material:Ferrite; Current Rating:370mA; Leaded Process Compatible:Yes
	Bourns Electronic Solutions
BOURNS INC

	PM105-271K-RC PM105-151K-RC 	Power Inductor; Series:PM105; Inductance:270uH; Inductance Tolerance: /- 10 %; Self Resonant Frequency:4MHz; Terminal Type:PCB Surface Mount; Core Material:Ferrite; Current Rating:0.57A; DC Resistance Max:0.97ohm
Power Inductor; Series:PM105; Inductance:150uH; Inductance Tolerance: /- 10 %; Self Resonant Frequency:5MHz; Terminal Type:PCB Surface Mount; Core Material:Ferrite; Current Rating:0.78A; DC Resistance Max:0.47ohm
	BOURNS INC

	PM0805-2N2M PM0805-R39K 	SMD Inductor; Series:PM0805; Inductance:2.2nH; Inductance Tolerance: /- 20 %; Q Factor:15; Self Resonant Frequency:6GHz; Package/Case:0805; Terminal Type:PCB Surface Mount; Core Material:Ceramic; Current Rating:600mA
SMD Inductor; Series:PM0805; Inductance:390nH; Inductance Tolerance: /- 10 %; Q Factor:40; Self Resonant Frequency:700MHz; Package/Case:0805; Terminal Type:PCB Surface Mount; Core Material:Ceramic; Current Rating:200mA
	BOURNS INC

	BOURNSINC-SRU1028-1R0Y SRU1028-3R3Y SRU1028-1R5Y 	Power Inductor; Series:SRU1028; Inductance:3.3uH; Inductance Tolerance: /- 30 %; DC Current Rating:4.60A; Q Factor:14; Self Resonant Frequency:55MHz; Package/Case:1028; Terminal Type:PCB Surface Mount; Core Material:Ferrite DR/RI
Power Inductor; Series:SRU1028; Inductance:1.5uH; Inductance Tolerance: /- 30 %; DC Current Rating:6.50A; Q Factor:12; Self Resonant Frequency:80MHz; Package/Case:1028; Terminal Type:PCB Surface Mount; Core Material:Ferrite DR/RI
	BOURNS INC

	1130-6R8M 1130-560K 1130-1R0M 	Leaded Choke; Series:1130; Inductance:6.8uH; Inductance Tolerance: /- 20 %; Terminal Type:Radial Leaded; Core Material:Ferrite; Current Rating:21A; DC Resistance Max:0.004ohm; Leaded Process Compatible:No
1 ELEMENT, 56 uH, FERRITE-CORE, GENERAL PURPOSE INDUCTOR
Leaded Choke; Series:1130; Inductance:1uH; Inductance Tolerance: /- 20 %; Terminal Type:Radial Leaded; Core Material:Ferrite; Current Rating:21A; DC Resistance Max:0.003ohm; Leaded Process Compatible:No
	BOURNS INC

	FQP27P06 	   60V P-Channel MOSFET
Inductor; Inductor Type:Standard; Inductance:217uH; Series:CMS; DC Resistance Max:0.02ohm; Package/Case:PCB Surface Mount; Core Material:Ferrite; Current, It rms:2.85A; Leaded Process Compatible:Yes; Leakage Inductance:1.9uH RoHS Compliant: Yes
	FAIRCHILD[Fairchild Semiconductor]
FAIRCHILD SEMICONDUCTOR CORP

	BY226G BY227G BY228G 	Standard silicon rectifier diodes 3 A, 450 V, SILICON, RECTIFIER DIODE, DO-201
Wirewound Inductor; Inductor Type:High Frequency; Inductance:3.9nH; Inductance Tolerance: /- 0.3 nH; Current Rating:450mA; Series:IMC; Package/Case:0603; Core Material:Ceramic; Leaded Process Compatible:Yes RoHS Compliant: Yes
	Semikron International

	PM42S-101 PM42S-4R7 	Power Inductor; Series:PM42S; Inductance:100uH; Inductance Tolerance: /- 30 %; Terminal Type:PCB Surface Mount; Current Rating:0.20A; Leaded Process Compatible:No; Mounting Type:Surface Mount; Packaging:Tape And Reel
1 ELEMENT, 4.7 uH, FERRITE-CORE, GENERAL PURPOSE INDUCTOR, SMD
	BOURNS INC
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