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	Part: ADL5315ACPZ-R7
	Maker: Analog Devices Inc
	Pack: ETC
	Stock: Reserved
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			 Related Part Number
	
					PART	Description	Maker
	ZXCT1051 	Precision wide input range current monitor
	Diodes Incorporated

	ADL5315ACPZ-R7 ADL5315ACPZ-WP ADL5315 ADL5315-EVAL	Precision Wide Range (3 nA to 3 mA) High-Side Current Mirror
	ANALOG DEVICES INC

	ADL5315 	Precision Wide-range (3 nA - 3 mA) High-Side Current Mirror
	Analog Devices

	P0603H2002BBT 	High Precision Wraparound - Wide Ohmic Value Range Thin Film Chip Resistors
	Vishay Siliconix

	SC4437SK-3.3TRT SC4437EVB 	Wide Input Voltage Range Precision Voltage Reference
	Semtech Corporation

	6CWQ10GTRRPBF 6CWQ10G 6CWQ10GPBF 6CWQ10GTR 6CWQ10G	Precision, Very Low Noise, Low Input Bias Current, Wide Bandwidth JFET Operational Amplifier (Single); Package: SOIC; No of Pins: 8; Temperature Range: Industrial
SCHOTTKY RECTIFIER
	IRF[International Rectifier]

	ISL210070712 ISL21007 ISL21007BFB812Z ISL21007BFB8	Precision, Low Noise FGA?Voltage References
Precision, Low Noise FGA?⒅oltage References
Precision, Low Noise FGA⑩Voltage References
Precision, Low Noise FGA&#153; Voltage References; Temperature Range: Full-Range Ind; Package: 8-SOIC T&amp;R 1-OUTPUT THREE TERM VOLTAGE REFERENCE, 1.25 V, PDSO8
	Intersil Corporation
Intersil, Corp.

	LT3740EDHC-TRPBF LT3740EDHC-PBF LT3740EDHCTRPBF 	Wide Operating Range, Valley Mode, No RSENSE Synchronous Step-Down Controller; Package: DFN; No of Pins: 16; Temperature Range: -40&deg;C to  125&deg;C 0.14 A SWITCHING CONTROLLER, 330 kHz SWITCHING FREQ-MAX, PDSO16
Wide Operating Range, Valley Mode, No RSENSE?/a> Synchronous Step-Down Controller
	Linear Technology, Corp.

	MAX1895 MAX1995ETI MAX1895EGI MAX1895ETI MAX1995 M	High-Efficiency, Wide Brightness Range, CCFL Backlight Controllers
" High- Efficiency, Wide Brightness Range, CCFL Backlight Controllers"
Fixed-Point Digital Signal Processor 288-FCBGA
	MAXIM - Dallas Semiconductor
MAXIM[Maxim Integrated Products]
Maxim Integrated Products, Inc.

	EF6805R2PTD EF6805R2PVD EF6805R3PVD 	57MHz, Wideband, Four Quadrant, Voltage Output Analog Multiplier; Temperature Range: -40°C to 85°C; Package: 16-SOIC
Precision Quad Comparators; Temperature Range: 0&degC to 70°C; Package: 16-SOIC
20MHz, High Slew Rate, Uncompensated, High Input Impedance, Operational Amplifiers; Temperature Range: 0&degC to 70°C; Package: 8-SOIC
100MHz, High Input Impedance, Very Wideband, Uncompensated Operational Amplifiers; Temperature Range: 0&degC to 70°C; Package: 8-SOIC
1 Microsecond Precision Sample and Hold Amplifier; Temperature Range: 0&degC to 70&deg;C; Package: 16-SOIC 8位微控制
	KEMET Corporation

	AD73322AST AD73322EB AD73322EZ EVAL-AD73322EZ AD73	Low Cost/ Low Power CMOS General-Purpose Dual Analog Front End
Low Power 10MHz Current Feedback Amplifier; Package: SO; No of Pins: 8; Temperature Range: 0°C to  70°C
Precision Rail-to-Rail Input and Output Op Amp; Package: SO; No of Pins: 8; Temperature Range: 0°C to  70°C
Low Cost, Low Power CMOS General-Purpose Dual Analog Front End
Dual Voiceband Codec; Package: SOIC - Wide; No of Pins: 28; Temperature Range: Industrial SPECIALTY TELECOM CIRCUIT, PDSO28
	Analog Devices, Inc.
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