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			T541X477M006AH6710 - Tantalum, Polymer Tantalum, COTS Multi-Anode, T541_COTS, 470 uF, 20%, 6.3 V, 7343, SMD, Polymer, Molded, COTS, Multi-Anode, Low ESR, N/A, 10 mOhms, Height Max = 4.3mm 
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	Part No.	T541X477M006AH6710 T541X477M006AH6710-17   

	Description	Tantalum, Polymer Tantalum, COTS Multi-Anode, T541_COTS, 470 uF, 20%, 6.3 V, 7343, SMD, Polymer, Molded, COTS, Multi-Anode, Low ESR, N/A, 10 mOhms, Height Max = 4.3mm 
 

	File Size	75.19K  / 
						1 Page	 
	

						Maker	
						[image: ]


						 Kemet Corporation 
  
						










	
						
						




						

	Homepage	
						http://www.kemet.com
	Download	[ 
						T541X477M006AH6710 T541X477M006AH6710-17  Datasheet PDF Downlaod from IC-ON-LINE.CN[image: ] ]

                                                 [ 
						T541X477M006AH6710 T541X477M006AH6710-17  Datasheet PDF Downlaod from Datasheet.HK[image: ] ]

						[T541X477M006AH6710 T541X477M006AH6710-17  Datasheet PDF Downlaod from Maxim4U.com[image: ] ] :-)


						

						[ View it Online ]
					  [ Search more for T541X477M006AH6710 ] 


					[ Price & Availability of T541X477M006AH6710 by FindChips.com ] 

						


				

				




		


		

	
 			 Full text search : Tantalum, Polymer Tantalum, COTS Multi-Anode, T541_COTS, 470 uF, 20%, 6.3 V, 7343, SMD, Polymer, Molded, COTS, Multi-Anode, Low ESR, N/A, 10 mOhms, Height Max = 4.3mm   



		

	

	












			 Related Part Number
	
					PART	Description	Maker
	T520Y337M010ANE025 	T520, Tantalum, Polymer Tantalum, 330 uF, 20%, 10 V, SMD, Polymer, Molded, Low ESR, Non-Combustible, 25 mOhms, 7343, Height Max = 4mm
	Kemet Corporation

	T528W337M2R5ATE009 	   Tantalum, Polymer Tantalum, Reduced Volume, T528, 330 uF, 20%, 2.5 V, 7343, SMD, Polymer, Low ESR, NonCombustible, Face Down, 9 mOhms, Height Max = 1.5mm
	Kemet Corporation

	TCTOAL0E105M8R TCTOAL0E106M8R TCTOAL0E107M8R TCTOA	Conductive polymer chip tantalum capacitors ( Bottom surface electrode type )
CAPACITOR, TANTALUM, SOLID POLYMER, POLARIZED, 10 V, 10 uF, SURFACE MOUNT CHIP
	Rohm

	T543A226K010ATE080 	   Tantalum, Polymer Tantalum, COTS, T543_COTS, 22 uF, 10%, 10 V, 3216, SMD, Polymer, Molded, COTS, Up Screening, N/A, 80mOhms, Height Max = 1.8mm
	Kemet Corporation

	T541X337M016BH6720 	Tantalum, Polymer Tantalum, COTS Multi-Anode, T541_COTS, 330 uF, 20%, 16 V, 7343, SMD, Polymer, Molded, COTS, Multi-Anode, Low ESR, B (0.1%/1000 Hrs), 25 mOhms, Height Max = 4.3mm
	Kemet Corporation

	T541X337M016BH6710 	Tantalum, Polymer Tantalum, COTS Multi-Anode, T541_COTS, 330 uF, 20%, 16 V, 7343, SMD, Polymer, Molded, COTS, Multi-Anode, Low ESR, B (0.1%/1000 Hrs), 50 mOhms, Height Max = 4.3mm
	Kemet Corporation

	T541D227M010AH6620 	T541_COTS, Tantalum, Polymer Tantalum, COTS Multi-Anode, 220 uF, 20%, 10 V, SMD, Polymer, Molded, COTS, Multi-Anode, Low ESR, N/A, 6 mOhms, 7343, Height Max = 3.1mm
	Kemet Corporation

	T541X107M025AH6710 	T541_COTS, Tantalum, Polymer Tantalum, COTS Multi-Anode, 100 uF, 20%, 25 V, SMD, Polymer, Molded, COTS, Multi-Anode, Low ESR, N/A, 60 mOhms, 7343, Height Max = 4.3mm
	Kemet Corporation

	T541X227M016AH6710 	Tantalum, Polymer Tantalum, COTS Multi-Anode, T541_COTS, 220 uF, 20%, 16 V, 7343, SMD, Polymer, Molded, COTS, Multi-Anode, Low ESR, N/A, 40 mOhms, Height Max = 4.3mm
	Kemet Corporation

	T356G156K025AT 	T356, Tantalum, MnO2 Tantalum, Commercial Grade, 15 uF, 10%, 25 V, Radial, Solid Tantalum, Conformal, Dipped, Lead Spacing = 5.08mm
	Kemet Corporation

	135D306X0006C2 135D206X0010C2 135D476X0010C2 135D1	Wet Tantalum Capacitors, Axial, Tantalum-Case with Glass-to-Tantalum Hermetic Seal, for - 55°C to   200°C Operation
Tantalum-Case with Glass-to-Tantalum Hermetic Seal For-55?? to   200?? Operation
Tantalum-Case with Glass-to-Tantalum Hermetic Seal For-55∑C to   200∑C Operation
Tantalum-Case with Glass-to-Tantalum Hermetic Seal For-55隆?C to   200隆?C Operation
Tantalum-Case with Glass-to-Tantalum Hermetic Seal For-55掳C to   200掳C Operation
Tantalum-Case with Glass-to-Tantalum Hermetic Seal For-55°C to   200°C Operation
	VISAY[Vishay Siliconix]
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