

	
			
			
			[image: ]	

	
				
			 
				
			
				
	
		
			
	 
	Part Number	Hot Search : 
			

						Z5221B			SN67013			HER3003			P85N10			TDSO5150			OM5222SM			9P2F0ES			156M0			

			
	
	Product Description

			
	
	Full Text Search




				


		
		
		


			




			
				 	
				To Download 
				NTE5335 Datasheet File

	
				 
				If you can't view the 
				Datasheet, Please click here to try to view without PDF Reader .	
				 



[image: ]


			
				
					





				　



			 



	

	



		



			
				


				


			



		
 
		





		  Datasheet File OCR Text:


		 NTE5335 & NTE5338 3-Phase Bridge Rectifier
Description: The NTE5335 and NTE5338 3-Phase bridge rectifiers incorporate highly efficient thermal management to provide high surge capability, extended life, and reliable performance. Available in an industry standard screw-mount package, these devices provide 2500Vrms from all terminals to the baseplate. Features: D High Surge Current Rectifier Circuits Electrical Characteristics: Repetitive Peak Reverse Voltage (240VAC), VRRM . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 600V Maximum DC Output Current (TC = +85C), ID NTE5335 . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 60A NTE5338 . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 100A Maximum Non-Repetitive Surge Current (1/2 Cycle, 60Hz), ITSM NTE5335 . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 800A NTE5338 . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 1500A Maximim Voltage Drop (At Rated Current Peak), VF NTE5335 . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 1.35V NTE5338 . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 1.20V Maximum I2t for Fusing (t = 8.3ms), I2t NTE5335 . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 2650A2sec NTE5338 . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 9350A2sec Isolation Voltage, VISOL . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 2500Vrms Operating Junction Temperature Range, TJ . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . -40 to +125C Maximum Thermal Resistance (Per Chip), Junction-to-Ceramic Base, RJC NTE5335 . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 0.45C/W NTE5338 . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 0.30C/W
1.890 (48.0) 10-32 Screw (5)
+
AC 1 AC 3 AC2 AC1 1.085 (27.26 - + AC 3 AC 2 1.800 (45.7)
-
1.645 (41.8) 2.300 (58.4)
1.015 (25.8) 1.140 (28.9)



		


		
			

			▲Up To 
				Search▲    



		 
	
Price & Availability of NTE5335 
	[image: ]
	
			


	


	
			
		


				
	
				All Rights Reserved © 
				IC-ON-LINE 2003 - 2022  



	



	
			[Add Bookmark] [Contact 
				Us] [Link exchange] [Privacy policy]
	
				Mirror Sites :  [www.datasheet.hk]   
				[www.maxim4u.com]  [www.ic-on-line.cn] 
				[www.ic-on-line.com] [www.ic-on-line.net] 
				[www.alldatasheet.com.cn] 
				[www.gdcy.com] 
				[www.gdcy.net]





	

	


.
.
.
.
.




		 	We use cookies to deliver the best possible 
	web experience and assist with our advertising efforts. By continuing to use 
	this site, you consent to the use of cookies. For more information on 
	cookies, please take a look at our 
	Privacy Policy.	
	X




 
 























