

	
			
			
			[image: ]	

	
				
			 
				
			
				
	
		
			
	 
	Part Number	Hot Search : 
			

						090327			DSS4832			STUK024			2SC3873			2SK631			0M75J			MA2ZD02			BB4DF			

			
	
	Product Description

			
	
	Full Text Search




				


		
		
		


			




			
				 	
				To Download 
				KBL403 Datasheet File

	
				 
				If you can't view the 
				Datasheet, Please click here to try to view without PDF Reader .	
				 



[image: ]


			
				
					





				　



			 



	

	



		



			
				


				


			



		
 
		





		  Datasheet File OCR Text:


		 LESHAN RADIO COMPANY, LTD.
RS401 - RS407 KBL401 - KBL407
4.0A 4.0A BRIDGE RECTIFIERS
MAXIMUM RATINGS AND ELECTRICAL CHARACTERISTICS Ratings at 25C ambient temperature unless otherwise specified. Single phase,half wave, 60Hz,resistive or inductive load. For capacitive load,derate current by 20%.
TYPE
Maximum Peak Reverse Voltage PRV V PK
Maximum Maximum Average Forward Peak Forward Surge Current Output @ 8.3ms Current @TA=50C Superimposed I
O
Maximum DC Forward Voltage drop per element at IF =2.0ADC VF VPK
Maximum DC Reverse Current at rated DC Blocking Voltage per element IR 25CTA ADC 125CTA ADC
Operating Junction Temperature
Package Dimensions
IFM (Surge) A PK
TJ C
A AV
RS401 RS402 RS403 RS404 RS405 RS406 RS407
KBL401 KBL402 KBL403 KBL404 KBL405 KBL406 KBL407
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RS - 4L
.768(19.5) .728(18.5) .580(14.7) .540(15.7) .640(16.3) .600(15.2)
.052(1.3) .048(1.2)
.750 MIN. .(19.0)
.083 (2.1)
.256(6.5) .236(6.0) .220(5.6) .180(4.6)
RS - 4L
8C-1/2
LESHAN RADIO COMPANY, LTD.
RS401-RS407 KBL401-KBL407 BRIDGE RECTIFIERS RATING AND CHARACTERISTIC CURVES
FIG. 1 - TYPICAL FORWARD CURRENT DERATING CURVE
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FIG. 2 - MAXIMUM FORWARD SURGE CURRENT
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FIG. 3 - TYPICAL REVERSE CHARACTERISTICS
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FIG. 4 - TYPICAL FORWARD CHARACTERISTICS
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