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		 MITSUMI
mini SD Card Connectors
CIM-F07N, F07R
FEATURES
1. Thin, space-saving design for use in smaller mobile products. 2. Power supply and GND pin have double contact structure to ensure stable contact. 3. Card detection switch detects card insertion. 4.Half lock/release prevention mechanism prevents card drop-out and mistaken release. 5.EMI measure taken with all-in-one plate and wing.
Connectors
CIM-F07R
CIM-F07N
HOW TO ORDER
F07N-011- 21 0 - A G G E
1 2 3 4 5 6 7 8 1 2 34 5678 Series No. (F07N : Normal type) (F07R : Reverse type) No. of contacts (011 : 11pins) Housing material (21 : LCP resin) Housing UL grade (0 : UL94V-0) Contact plating (A : Gold) Contact plating thickness (G : 0.3m) Contact read style (G : Angle SMT) Package (E : Taping)
MITSUMI
mini SD Card Connectors
SPECIFICATIONS
ELECTRICAL CHARACTERISTICS
Rated Voltage Rated Current Withstanding Voltage Insulation Resistance Contact Resistance AC 50V (rms) 0.5A 500V AC (rms) 1minute 1000M min. (at 500V DC) 100m max.
MECHANICAL CHARACTERISTICS
Life (Matching Cycle) Card Insertion Force Eject Force Using Temperature Range 10,000times 4.9N (0.5kgf) ~ 9.8N (1kgf) 4.9N (0.5kgf) ~ 9.8N (1kgf) -25~+85C
MATERIAL & FINISH
Component Parts Housing Contact CD Switch Vdd CD Switch Vss Plate Slider Half Lock Coil Spring Lock Pin Material LCP resin Copper Alloy Copper Alloy Copper Alloy Copper Alloy PA9T resin SUS SUS SUS Finish (Black) Gold plating Gold plating Gold plating Tin plating (Black) -
MITSUMI
DIMENSIONS
CIM-F07N
22.83
Pattern prohibited area
17.19 0.2 1.3 PITCH
CDSW [Vdd] #8
17.18 1.3 10=13 2.13 0.6 1.3 5 0.9 0.6
7.88 5.75 0.3
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6.75
2-O1.3 +0.1 hole 0 19.35
1.5
10.4 12.15 22.8 CENTER OF CARD INSERTION SLOT 1.75 +0.1 -0.05 CARD INSERTION SLOT 0.55
0 2-O1.2 -0.1
1.4 11.75 0.75
1.4
2.2 CENTER OF CARD INSERTION SLOT 19.35
0.55
RECOMMENDED PWB LAYOUT(NTS)0.05
CENTER OF CARD INSERTION SLOT
CIRCUIT OF SWITCHES
WITHOUT CARD INSERTED CARD
CD CD
GND GND
20.13 CARD INSERTION SLOT
+0.13 -0.02
0.35
EJECT STROKE
(24.1) (1.3) (4.7)
CARD LOCK POSITION
CARD OVER STROKE POSITION
CARD EJECT POSITION
A SIZE WHEN A HOOK PART OPERATES(MAX1.2mm)
Packing specification
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f cov
er ta
pe
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20~3
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Pulling direction
23.1
1.9
CENTER OF CARD INSERTION SLOT
Unit : mm
18.7
MITSUMI
mini SD Card Connectors
CIM-F07R
0.35
20.15 +0.15 0 CARD INSERT SLOT
1.7 +0.15 0 CARD INSERTION SOLT
(14.8) (19) CENTER OF CARD INSERTION SLOT 0.55 (12.15) 7.88 (22.8) CENTER OF CARD INSERTION SLOT 0.55 FIGURE-A : Guide rib range (No Scale) 19.35 9.9
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PIN ARRANGEMENT
Packing specification
Tiller area 8~20 Pocket
Lead
ea o er ar
f cov
er ta
pe
150~ 200
20~3
0
Connector parked area
8~20 Pocket Leader area
32 6.5 0.5 1.8 4 1.75 20.3 25.7 40.4 44 40 0.2 (10pitch)
Pulling direction
23.1
Unit : mm



		


		
			

			▲Up To 
				Search▲    



		 
	
Price & Availability of F07N-011-210-AGGE 
	[image: ]
	
			


	


	
			
		


				
	
				All Rights Reserved © 
				IC-ON-LINE 2003 - 2022  



	



	
			[Add Bookmark] [Contact 
				Us] [Link exchange] [Privacy policy]
	
				Mirror Sites :  [www.datasheet.hk]   
				[www.maxim4u.com]  [www.ic-on-line.cn] 
				[www.ic-on-line.com] [www.ic-on-line.net] 
				[www.alldatasheet.com.cn] 
				[www.gdcy.com] 
				[www.gdcy.net]





	

	


.
.
.
.
.




		 	We use cookies to deliver the best possible 
	web experience and assist with our advertising efforts. By continuing to use 
	this site, you consent to the use of cookies. For more information on 
	cookies, please take a look at our 
	Privacy Policy.	
	X




 
 























