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		 DATA SHEET
GBPC3500~GBPC3510
GLASS PASSIVATED BRIDGE RECTIFIER
VOLTAGE
50 to 1000 Volts
CURRENT
35 Amperes
GBPC
.25(6.35)
Unit: mm
Recongnized File # E111753
FEATURES
* Plastic material has Underwriters Laboratory Flammability Classification 94V-O * The plastic package has Underwriters Laboratory Flammability Classification 94V-O. * Both normal and Pb free product are available : Normal : 80~95% Sn, 5~20% Pb Pb free: 98.5% Sn above
.886(22.0) .787(20.0)
.299(7.59) .322(8.17)
METAL HEAT SINK
1.129(28.7) 1.118(28.4) .658(16.7) .618(15.7)
.658(16.7) .618(15.6)
MECHANICALDATA
Case:Molded plastic with heatsink integrally mounthed in the bringe encapsulation. Mounting position: Any Weight: 1 ounce, 30 grams Therminals: Plated . 25" FASTON
+
~
-
~
EPOXY CASE
.688(17.48) .657(16.69)
MAXIMUM RATINGS AND ELECTRICAL CHARACTERISTICS
Rating at 25Cambient temperature unless otherwise specified. Resistive or inductive load, 60Hz. For Capacitive load derate current by 20%.
P A R A M E TE R M a xi um R e curre nt P e a k R e ve rse V o l a g e m t M a xi um R M S B ri g e I p ut V o l a g e m d n t M a xi um D C B l cki g V o l a g e m o n t M a xi um A ve ra g e F o rw a rd C urre nt F o r R e si t ve L o a d a t m si TC = 5 5 O C N o n-re p e t t ve P e a k F o rw a rd S urg e C urre nt a t R a t d L o a d ii e M a xi um F o rw a rd V o l a g e p e r B ri g e E l m e nt a t 1 7 . A m t d e 5 S p e ci i d C urre nt fe M a xi um R e ve rse L e a ka g e C urre nt a t R a t d @ T A = 2 5 O C m e D c B l cki g V o l a g e @ T A = 1 0 0 O C o n t
2 I t R a t ng f r f si g ( t 8 . 5 m s) i oun S YM B O L V RRM V RM S VDC IA V I SM F VF I R
2 It
GBPC GBPC 3 5 0 05 3 5 0 1 50 35 50 100 70 100
GBPC 3502 200 140 200
GBPC 3504 400 280 400 35 400 1. 2 10. 0 1000 660 3. 0
GBPC 3506 600 420 600
GBPC 3508 800 560 800
GBPC UNI S T 3510 1000 700 1000 V V V A A V uA A 2t
O
Typ i a l T he rm a l R e si t nce p e r l g c sa e O p e ra t ng Junct o n a nd S t ra g e Te m p e ra t re R a ng e i i o u
R  JC TJ, TG TS
C/ W
O
-5 5 t + 1 5 0 o
C
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RATING AND CHARACTERISTIC CURVES
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Fig.1 DERATING CURVE FOR OUTPUT RECTIFIED CURRENT
Fig.2 TYPICAL REVERSE CHARACTEISTICS
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Fig.3 TYPICAL FORWARD CHARACTERISTIC
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