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		 Embedded Power for Business-Critical Continuity
DCH3 Series
3 Watts
Total Power: Input Voltage: # of Outputs: 3 Watts 100-254Vac Single
DCH3-050EU
DCH3-050AU-0004 DCH3-050UK DCH3-050US DCH3-050UK-0004
Rev.12.09.08_110 DCH3 Series 1 of 4
DCH3-050EU-0004
DCH3-050US-0004
RoHS
Electrical Specifications
Special Features
*USBSwitchingwallmount power supply *UniversalACinput *AvailableinmultipleACplug configurations *CEMarkEMC&LVD *Regulatedoutput *Overloadandshortcircuit protection *Constantvoltage,constant current *EnergyStarEfficiencyLevelIV *BuiltinEMIfilter (CISPR22ClassB) *Availableinvariousoutput connectors *MiniUSB2.0dcoutputplug -0001 *MicroUSB2.0dcoutputplug -0002 *Cablelessversion  -USB-Areceptacle-0004
Input
Inputrange: Frequency: EMI/RFI: Safetyground leakagecurrent: 100-254Vac(widerange) 47-63Hz FCCPart15,SubpartBClassB&EN55022 (CISPR22)ClassB&EMC89/336/EEC 10A@50/60Hz,230Vacinput
Output
Voltage(Vo): MaximumPower(Po): Hold-uptime: Overvoltageprotection: Overloadprotection: Output: ConnectorPinout: 5V(4.75-5.25V) 3W 25ms.typicalatfullload@115Vac Singlefault10.5Vmax. Latchingtype Outputshortcircuitprotectionautorecover Overloadprotected>800mA DCcablewithMiniUSB2.0-0001suffixand MicroUSB2.0-0002,CablelessUSB-A-0004suffix Pin1:+V Pin5:ground
EnvironmentalSpecifications
Operatingtemperature: Storagetemperature: Electromagnetic susceptibility: 0to45Cambient -20Cto+70C DesignedtomeetEN55082-1 Operating;non-condensing20%to90%RH PerIEC60068-2-6
Safety
* cUL  * CSA  * TUV  * NEMKO * CB * CE   60950/6500 60950 60950 60950 Certificate and report EMC&LVD
Humidity: Vibration:
Embedded Power for Business-Critical Continuity
OrderingInformation
Model Number DCH3-050US-0001 DCH3-050EU-0001 DCH3-050UK-0001 DCH3-050US-0002 DCH3-050EU-0002 DCH3-050UK-0002 DCH3-050US-0004 DCH3-050EU-0004 DCH3-050UK-0004 DCH3-050AU-0004 Maximum Power 3W 3W 3W 3W 3W 3W 3W 3W 3W 3W Output Voltage 5V 5V 5V 5V 5V 5V 5V 5V 5V 5V Minimum Load 0 0 0 0 0 0 0 0 0 0 Maximum Load 0.55A 0.55A 0.55A 0.55A 0.55A 0.55A 0.55A 0.55A 0.55A 0.55A Ripple P/P (PARD)1 200mV 200mV 200mV 200mV 200mV 200mV 200mV 200mV 200mV 200mV Connector MiniUSB2.0 MiniUSB2.0 MiniUSB2.0 MicroUSB2.0 MicroUSB2.0 MicroUSB2.0 USB-A USB-A USB-A USB-A
Rev. 12.09.08_110 DCH3 Series 2 of 4
1. Peak-to-peakwith20mHzbandwidthand10F(tantalumcapacitor)inparallelwitha0.1Fcapacitoratratedlinevoltageandloadranges. 2. OutputshouldnotbegroundedforEMIpurpose.
MechanicalDrawing DCH3-050US - 0001 & 0002
1.075" (27.3) 2.44" (62) .736" (18.1)
2.283" (58)
59" (1500)
DCH3-050EU - 0001 & -0002
1.06" (27)
2.56" (65) .74" (18.8)
1.028" (26.1)
2.283" (58)
59" (1500)
1.028" (26.1)
Embedded Power for Business-Critical Continuity
MechanicalDrawing DCH3-050UK - 0001 & - 0002
.905" (23)
Rev. 12.09.08_110 DCH3 Series 3 of 4
1.79" (45.5)
2.275" (57.8)
59" (1500)
2.016" (51.2)
DCH3-050US - 0004
DCH3-050EU - 0004
1.079" (27.4)
1.071" (27.2)
1.071" (27.2)
2.646" (67.2)
2.646" (67.2)
1.083" (27.5)
Embedded Power for Business-Critical Continuity
MechanicalDrawing DCH3-050UK - 0004
.708" (18)
Americas
5810VanAllenWay Carlsbad,CA92008 USA Telephone:+17609304600 Facsimile: +17609300698
Rev. Rev. 06.08.05 12.09.08_110 DA4 DCH3 Series 4 of 3 4
.965" (24.5)
Europe (UK)
2.016" (51.2)
1.528" (38.8)
WaterfrontBusinessPark MerryHill,Dudley WestMidlands,DY51LX UnitedKingdom Telephone:+44(0)1384842211 Facsimile: +44(0)1384843355
Asia (HK)
2.638" (67)
DCH3-050AU - 0004
.709" (18) .673" (17.1)
14/F,LuPlaza 2WingYipStreet KwunTong,Kowloon HongKong Telephone:+85221763333 Facsimile: +85221763888
Forglobalcontact,visit:
www.powerconversion.com techsupport.embeddedpower @emerson.com
Whileeveryprecautionhasbeentakentoensure accuracyandcompletenessinthisliterature,Emerson NetworkPowerassumesnoresponsibility,anddisclaims allliabilityfordamagesresultingfromuseofthis informationorforanyerrorsoromissions.
LASER PRINTED LABELS
1.53" (38.77)
1.67" (42.4)
1.05" (26.65)
2.63" (66.8)
Emerson Network Power. Thegloballeaderinenabling business-criticalcontinuity. ACPower Connectivity DCPower EmbeddedComputing Embedded Power Monitoring OutsidePlant PowerSwitching&Controls PrecisionCooling Racks&IntegratedCabinets Services SurgeProtection EmersonNetworkPower.com
EmersonNetworkPowerandtheEmerson NetworkPowerlogoaretrademarksand servicemarksofEmersonElectricCo. (c)2008EmersonElectricCo.
PinAssignments
PIN 5(GROUND) PIN 1(Vout)
Notes:
1. Specificationssubjecttochangewithoutnotice. 2. Alldimensionsininches(mm),toleranceis.02". 3. Warranty:2years 4. Weight:0.144lb./0.066kg.
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