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		 Customer Name Application Picture Carrier Frequency FMD Part Number
Standard specification IF Filter for
Digital Terrestrial TV (Switchable) 36.00MHz FAR-K4SH-36M000-L0E1
FUJITSU MEDIA DEVICES LIMITED
DATE Version
July 07, 2005 2.1
Table 1-1 Electrical Specification
Channel 1 (BW=6.4MHz) Items Insertion Loss Conditions Min.
36.00 MHz
relative attenuation(Ta=25oC)
Pin No.3=GROUND Unit Max. Remarks
Pin No.1&2=INPUT
Specification Typ.
18.2 32 11 19 30 30 ---
19.7 6.02 6.32 7.37 8.00 38 13 24 36 34 35
2.1//15.8 2.3//5.3
21.2 ---
dB MHz MHz MHz MHz dB dB dB dB dB nsp-p
Pass bandwidth
relative attenuation31.42MHz
Relative attenuation
39.67MHz 39.92MHz 25~31.42MHz 40.2~45MHz
Group delay ripple
32.9~39.1MHz Input kohms//pF Output kohms//pF
Impedance at 36MHz
Temperature coefficient
-72
ppm/ oC
MEASURING CIRCUIT
Characteristics of ChannelP
12V + 10 270 2.7k 470 100n 100E 100n 91 220 BF959 10n 47 1n BF959 120 1n 1 47 input 1.2k 91 270p BF214 2.7k 270 4:2 56 1.2k 270p BF214 1n 47 1n BF959 47 1n BF959 output 100n
(switching pin 2 connected to pin)
2.2k 100n 100n 560 10
390 10p 20 3.3k 100n 22p 39 15p
Customer Name Application Picture Carrier Frequency FMD Part Number
Standard specification IF Filter for
Digital Terrestrial TV (Switchable) 36.00MHz FAR-K4SH-36M000-L0E1
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DATE Version
July 07, 2005 2.1
Table 1-2 Electrical Specification
Channel 2 (BW=7.4MHz) Items Insertion Loss Conditions Min.
36.00 MHz
relative attenuation(Ta=25oC)
Pin No.2&3=GROUND Unit Max. Remarks
Pin No.1=INPUT
Specification Typ.
18.4 36 12.5 29 31 33 36 32 ---
19.9 6.72 7.17 8.35 9.01 51 17 42 45 44 38 35 56
1.5//20.8 2.3//5.3
21.4 ---
dB MHz MHz MHz MHz dB dB dB dB dB dB dB nsp-p
Pass bandwidth
relative attenuation30.75MHz 40.25MHz
Relative attenuation
40.75MHz 41.00MHz 41.25MHz 25~30.75MHz 41.25~45MHz
Group delay ripple
32.4~39.6MHz Input kohms//pF Output kohms//pF
Impedance at 36MHz
Temperature coefficient
-72
ppm/ oC
MEASURING CIRCUIT
Characteristics of ChannelQ*i switching pin 2 connected to ground*j
+12V 10 270 100n
2.2k
100n 100n 560
10 BF959
2.7k 470 100n 100E 100n 91 220 BF959 10n 47 1n BF959 390 10p 20 3.3k 100n 22p 1n 47 120 1 1.2k 91 270p BF214 2.7k 4:2 56 1.2k 270p BF214 1n 47 1n BF959
output 47 270 1n
input
39
15p
Customer Name Application Picture Carrier Frequency FMD Part Number
Standard specification IF Filter for
Digital Terrestrial TV (Switchable) 36.00MHz FAR-K4SH-36M000-L0E1
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DATE Version
July 07, 2005 2.1
Dimensions
13.7
2.15
0.3
#1 #2
0.6 2.54 pitch
#3
#4
#5
3.4 0.25 0.825
Fig.1
Pin Configuration Table 2 Pin No. #1 #2 #3 #4 #5 Symbol IN SW GND OUT OUT Function Input Switching Ground Output Output
4.8
Customer Name Application Picture Carrier Frequency FMD Part Number
Standard specification IF Filter for
Digital Terrestrial TV (Switchable) 36.00MHz FAR-K4SH-36M000-L0E1
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DATE Version
July 07, 2005 2.1
Amplitude Response [Channel1-BW=6.4MHz] (10dB/div)
Marker1 : 36.00 MHz Marker2 : 31.42 MHz Marker3 : 39.67 MHz Marker4 : 39.92 MHz
Customer Name Application Picture Carrier Frequency FMD Part Number
Standard specification IF Filter for
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DATE Version
July 07, 2005 2.1
Amplitude Response [Channel1-BW=6.4MHz] (1dB/div)
Marker1 : 36.00 MHz
Customer Name Application Picture Carrier Frequency FMD Part Number
Standard specification IF Filter for
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DATE Version
July 07, 2005 2.1
Group Delay [Channel1-BW=6.4MHz] (100ns/div)
Delay Aper.=250kHz
Marker1 : 36.00 MHz
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Standard specification IF Filter for
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Amplitude Response [Channel2-BW=7.4MHz] (10dB/div)
Marker1 : 36.00 MHz Marker2 : 30.75 MHz Marker3 : 40.25 MHz Marker4 : 40.75 MHz Marker5 : 41.25 MHz
Customer Name Application Picture Carrier Frequency FMD Part Number
Standard specification IF Filter for
Digital Terrestrial TV (Switchable) 36.00MHz FAR-K4SH-36M000-L0E1
FUJITSU MEDIA DEVICES LIMITED
DATE Version
July 07, 2005 2.1
Amplitude Response [Channel2-BW=7.4MHz] (1dB/div)
Marker1 : 36.00 MHz
Customer Name Application Picture Carrier Frequency FMD Part Number
Standard specification IF Filter for
Digital Terrestrial TV (Switchable) 36.00MHz FAR-K4SH-36M000-L0E1
FUJITSU MEDIA DEVICES LIMITED
DATE Version
July 07, 2005 2.1
Group Delay [Channel2-BW=7.4MHz] (100ns/div)
Delay Aper. = 250kHz
Marker1 : 36.00 MHz



		


		
			

			▲Up To 
				Search▲    



		 
	
Price & Availability of FAR-K4SH-36M000-L0E1 
	[image: ]
	
			


	


	
			
		


				
	
				All Rights Reserved © 
				IC-ON-LINE 2003 - 2022  



	



	
			[Add Bookmark] [Contact 
				Us] [Link exchange] [Privacy policy]
	
				Mirror Sites :  [www.datasheet.hk]   
				[www.maxim4u.com]  [www.ic-on-line.cn] 
				[www.ic-on-line.com] [www.ic-on-line.net] 
				[www.alldatasheet.com.cn] 
				[www.gdcy.com] 
				[www.gdcy.net]





	

	


.
.
.
.
.




		 	We use cookies to deliver the best possible 
	web experience and assist with our advertising efforts. By continuing to use 
	this site, you consent to the use of cookies. For more information on 
	cookies, please take a look at our 
	Privacy Policy.	
	X




 
 























