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		 Preset counters electromechanic
1 preset, subtracting Display 5 digits, manual/electric reset
FS218, FS219
Features - Large pulse counter with one preset - Subtracting - Display 5-digits - Manual and electric reset
FS218 - Front panel with screw mount Technical data - electrical ratings Voltage supply 24/110 VAC 10 % (50/60 Hz) 230 VAC +6/-10 % (50/60 Hz) 24 VDC 10 % Subject to modification in technic and design. Errors and omissions excepted. 30/10/2008
Ripple residue Nominal frequency Pulse ratio Service life
Preset Output contact Switching voltage Switching current Switching capacity Limit switch service life Spark extinguisher Standard DIN EN 61010-1 Emitted interference Interference immunity Approval
Front panel with 4 screws
1
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Preset counters electromechanic
1 preset, subtracting Display 5 digits, manual/electric reset
FS218, FS219
Trigger level Count Power Min. pulse duration Min. pulse interval Switch on time (at 25 C) Electr. reset Power Min. pulse duration Min. pulse interval Switch on time (at 25 C) Voltage DC 4W 50 ms 50 ms 100 % Voltage DC 30 W 300 ms 10 % max. 1 min Voltage AC 5 VA 50 ms 50 ms 100 % Voltage AC +(-) 300 ms 10 % max. 1 min -(+) 42 VA End contact Pulse Voltage 1 2 8 9 10 1 2 3 Connection diagram FS218 DC AC + 4 8 9 10
9x pulse duration 9x pulse duration
Voltage FS219 DC
End contact
AC + * 4 5 6 9 10 End contact
1
2
3
4
1 Reset 2 3
+(-)
-(+)
Voltage
Pulse Voltage Reset
* Also available as normally close. Please indicate when placing order. Accessories Front panels (page %S) Z 100.04A
Subject to modification in technic and design. Errors and omissions excepted. 30/10/2008
Front panel with transparent protective cover, for socket box 114 x 61 mm
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Preset counters electromechanic
1 preset, subtracting Display 5 digits, manual/electric reset
FS218, FS219
Part number With reset button FS218. 550B B Display B 5-digits 99999 A3 B5 B8 B9 Voltage 24 VDC 24 VAC 110 VAC 230 VAC A3 B5 B8 B9 With button reset and electrical reset FS219. 550B B Display B 5-digits 99999 Voltage 24 VDC 24 VAC 110 VAC 230 VAC
Reset 550B With reset button Dimensions 16 112 21
Reset 550B With button reset and electrical reset
14.6 6
72 62
134 144 134
5
129
60 3.5 M4
5
10.5
113 +0.5
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Subject to modification in technic and design. Errors and omissions excepted.
61 +0.5
62
0.5
Preset counters electromechanic
1 preset, subtracting Display 5 digits, manual/electric reset
FS218, FS219
4
www.baumerivo.com
30/10/2008
Subject to modification in technic and design. Errors and omissions excepted.
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