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		 SURFACE MOUNT
Small in size and light in weight Electrical stability and high reliability Excellent mechanical strength and high frequency characteristics Reduction of assembly costs and matching with auto placement machines Hybrid thick and thin integrated circuits Telecommunication equipment Computers
SURFACE MOUNT CHIP RESISTOR RPC
OUTLINE DRAWING
L T T
CONSTRUCTION
Protective Coating Output Termination Layer: Solder
W
Middle Termination Layer: Sn Inner Termination Layer: Sn High Purity Alumina Substrate Resistive Element (Ru0 )
2
H
t
t
H
Range RPC04 RPC16 RPC12 RPC25 RPC33 RPC50 RPC100
Size Code 0402 0603 0805 1206 1210 2010 2512
Length L (mm) 1.00  0.10 1.60  0.10 2.00  0.10 3.10  0.10 3.10  0.10 5.00  0.10 6.35  0.10
Width W (mm) 0.50  0.05 0.80  0.10 1.25  0.10 1.60  0.10 2.60  0.15 2.50  0.15 3.20  0.15
Height H (mm) 0.35  0.05 0.45  0.1 0.50  0.1 0.55  0.1 0.55  0.1 0.55  0.1 0.55  0.1
Terminal T (mm) 0.20  0.10 0.30  0.20 0.40  0.20 0.50  0.25 0.50  0.25 0.60  0.25 0.60  0.25
Terminal t (mm) 0.25  0.10 0.30  0.20 0.40  0.20 0.50  0.25 0.5  0.20 0.5  0.20 0.5  0.20
ORDERING INFORMATION RPC
Range
25
Size 04=0402 16 = 0603 12 = 0805 25 = 1206 33 = 1210 50 = 2010 100 = 2512
103
Value
J
Tolerance F =  1% J =  5%
Remark: E96 is only available for 1%
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SECTION 4
SURFACE MOUNT
SURFACE MOUNT CHIP RESISTOR RPC
POWER RATING
Size Code 0402 0402 0603 0603 0805 0805 1206 1206 1210 2010 2010 2010 2512 2512 Power Rating 1/16w 1/16w 1/10w 1/10w 1/8w 1/8w 1/4w 1/4w 1/2w 1/2w 3/4w 3/4w 1w 1w Max Working Voltage 50v 50v 50v 50v 150v 150v 200v 200v 200v 200v 200v 200v 200v 200v Max Overload Voltage 100v 100v 100v 100v 300v 300v 400v 400v 500v 500v 500v 500v 500v 500v F(1%) E-96 1R - < 10R 10R-10M 1R - < 10R 10R-10M 1R - < 10R 10R-10M 1R - < 10R 10R-10M 1R - < 10R 10R-10M 1R - < 10R 10R-10M 1R - < 10R 10R-10M Resistance Range/PPM PPM/C J(5%) E-24 200 1R - < 10R 100 10R-10M 200 1R - < 10R 10M-22M 100 10R-10M 200 1R - < 10R 10M-22M 100 10R-10M 200 1R - < 10R 10M-22M 100 10R-10M 200 1R - < 10R 10M-22M 100 10R-10M 200 1R - < 10R 10M-22M 100 10R-10M 200 1R - < 10R 10M-22M 100 10R-10M PPM/C 200 100 200 100 200 100 200 100 200 100 200 100 200 100
SECTION 4
* Low value resistors available between 0.01 - 1 in 1% & 5% TCR = 200ppm/C to 600ppm/C
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SURFACE MOUNT
SURFACE MOUNT CHIP RESISTOR RPC
OTHER SPECIFICATIONS & TEST METHODS
PERFORMANCE TEST Temperaturecoefficient ThermalShock LowTemperatureOperation ShortTimeOverload InsulationResistance DielectricWithstandVoltage ResistancetoSolderingHeat MoistureResistance Life ResistancetoSolderingHeat BendingStrength  TEST METHOD MIL-STD-202F,Method304 -55Cto+125C MIL-STD-202F,Method107 5Cycles,-55Cto+125C(StepbyStep2min) MIL-R-55342D,Para.4.7.4 OneHourat-65CFollowedby45minRCWV MIL-R-55342D,Para.4.7.5 2.5TimesRCWVfor5Seconds MIL-STD-202F,Method302 RCOVfor1minute MIL-STD-202F,Method301 R.M.Sfor1minute MIL-STD-202F,Method210C SolderedtoTestBoardat260Cfor10Seconds MIL-STD-202F,Method160F 42Cycles.Total1000Hours MIL-STD-202F,Method108A 1000Hoursat70CRCWVIntermittent MIL-STD-202F,Method210C 260C,for5Seconds JIS-C-5202,Para.6.1.4,UnitMountedinCentreof90mmBoardLength Deflected5mm(powerchip2mm)inEitherDirectionfor5Seconds 1% TOL. byType (0.5%+0.05) (0.5%+0.05) (1%+0.05) 10000M byType (0.5%+0.05) (0.5%+0.05) (1%+0.05) 95%min.coverage (1%+0.05) 5% TOL. byType (1%+0.05) (1%+0.05) (2%+0.05) 10000M byType (1%+0.05) (2%+0.05) (3%+0.05) 95%min.coverage (1%+0.05)
          
For taping and packaging specification please see the RTF range.
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