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		  Datasheet File OCR Text:


		 SHIELDED SMD POWER INDUCTORS
1. PART NO. EXPRESSION :
STB1106 SERIES
STB1106R54MZF
(a) (b) (c) (d)(e)(f)
(a) Series code (b) Dimension code (c) Inductance code : R54 = 0.54uH
(d) Tolerance code : M = 20% (e) X, Y, Z : Standard part (f) F : Lead Free
2. CONFIGURATION & DIMENSIONS :
H
A
4
3
K E
2
0
0
3 Marking
White dot on pin 1 side & inductance code
2
1
B
2
A A'
4
J
1
I
C
PCB Pattern Unit:m/m
F
A
A'
B 8.89 Typ.
C 5.97 Max.
E 7.04 Typ.
F 9.96 Typ.
H 0.76 Min.
I 3.05 Typ.
J
K
11.43 Typ. 8.89 Typ.
3.69 Typ. 10.70 Typ.
3. SCHEMATIC :
1
4
1
4
1
4
N1
2
N2
3 2 3 2 3
( Parallel ) " " : Polarity
( Series )
NOTE : Specifications subject to change without notice. Please check our website for latest information.
09.05.2008
SUPERWORLD ELECTRONICS (S) PTE LTD
PG. 1
SHIELDED SMD POWER INDUCTORS
4. GENERAL SPECIFICATION : a) Storage temp. : -40C to +125C b) Operating temp. : -40C to +85C c) Resistance to solder heat : 260C. 10secs d) Hi-Pot test ( N-N ) : 500VAC 60Hz 1mA 1sec
STB1106 SERIES
5. MATERIALS : e d (a) Core : Iron Core (b) Base : Phenolic a b c (c) Wire : Enamelled Copper Wire (d) Adhesive : Epoxy (e) Ink : Bon Margue
6. ELECTRICAL CHARACTERISTICS : Parallel Part No. L ( H ) 20% 0.54 0.85 1.22 2.18 4.90 7.65 9.83 14.99 19.58 24.79 32.67 49.10 68.85 99.14 L IDC ( H ) Min. 0.42 0.64 0.89 1.56 3.57 5.31 6.73 10.51 13.37 16.60 21.29 35.31 47.93 69.56 Test Frequency ( Hz ) 0.25V/100K 0.25V/100K 0.25V/100K 0.25V/100K 0.25V/100K 0.25V/100K 0.25V/100K 0.25V/100K 0.25V/100K 0.25V/100K 0.25V/100K 0.25V/100K 0.25V/100K 0.25V/100K RDC () Max. 0.0060 0.0070 0.0080 0.0140 0.0320 0.0400 0.0450 0.0850 0.0970 0.1090 0.1260 0.3050 0.3620 0.5410 IDC (A) 5.90 5.40 5.00 3.90 2.50 2.30 2.10 1.60 1.50 1.40 1.30 0.82 0.76 0.62 L ( H ) 20% 2.18 3.40 4.90 8.70 19.58 30.60 39.30 59.98 78.34 99.14 130.70 196.38 275.40 396.58 L IDC ( H ) Min. 1.69 2.55 3.57 6.26 14.26 21.23 26.92 42.02 53.48 66.38 85.17 141.24 191.71 278.22 Series Test Frequency ( Hz ) 0.25V/100K 0.25V/100K 0.25V/100K 0.25V/100K 0.25V/100K 0.25V/100K 0.25V/100K 0.25V/100K 0.25V/100K 0.25V/100K 0.25V/100K 0.25V/100K 0.25V/100K 0.25V/100K RDC () Max. 0.024 0.029 0.033 0.055 0.128 0.158 0.179 0.339 0.387 0.436 0.503 1.221 1.445 2.162 IDC (A) 2.95 2.70 2.50 1.95 1.25 1.15 1.05 0.80 0.75 0.70 0.65 0.41 0.38 0.31
STB1106R54MZF STB1106R85MZF STB11061R2MZF STB11062R2MZF STB11064R9MZF STB11067R6MZF STB1106100MZF STB1106150MZF STB1106200MZF STB1106250MZF STB1106330MZF STB1106500MZF STB1106680MZF STB1106101MZF * Turns Ratio : 1 : 1
NOTE : Specifications subject to change without notice. Please check our website for latest information.
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SUPERWORLD ELECTRONICS (S) PTE LTD
PG. 2
SHIELDED SMD POWER INDUCTORS
7. CHARACTERISTICS CURVES :
STB1106 SERIES
@ TEMP. RISE VS. DC SUPERPOSITION RESPONSE CURVE (PARA)
90 80 70 60 50
101M 250M 100M 2R2M R54M
@ TEMP. RISE VS. DC SUPERPOSITION RESPONSE CURVE (SER)
90 80 70 60
101M 250M 100M 2R2M R54M
t (C)
t (C)
50 40 30 20 10
40 30 20 10 0
0
1
2
3
4
5
6
7
8
9 10 11 12 13 14 15 16
00
1
2
3
4
5
6
7
8
DC CURRENT (A)
DC CURRENT (A)
@ INDUCTANCE VS. DC SUPERPOSITION RESPONSE CURVE (PARA)
103 5 3 102 5 3
250M 101M
@ INDUCTANCE VS. DC SUPERPOSITION RESPONSE CURVE (SER)
103 5 3 102 5 3
250M 101M
100M
L 101 (uH)
5 3 100
100M
L (uH)
101 5
2R2M
2R2M
3 100
R54M
R54M
5 3 -1 10 10-3
5 3 -1 10 10-3
35
10-2 3 5
-1 10 35
0 10 3 5
1 10 3 5
102
35
10-2 3 5
-1 10 35
0 10 3 5
1 10 3 5
102
DC CURRENT (A)
DC CURRENT (A)
NOTE : Specifications subject to change without notice. Please check our website for latest information.
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SUPERWORLD ELECTRONICS (S) PTE LTD
PG. 3
SHIELDED SMD POWER INDUCTORS
RECOMMENDED SOLDERING CONDITIONS REFLOW SOLDERINGS
10s max.
STB1106 SERIES
255C 230C 180C 150C
Pre-heating 40s max.
Natural cooling
90 to 120s
8. PACKAGING INFORMATION : ( 1 ) CONFIGURATION T COVER TAPE 2.00.5
OC
OC
N
A
B
D
G
EMBOSSED CARRIER * CARRIER TAPE WIDTH : D
P:12 m/m
4 m/m
2 0
( 2 ) DIMENSIONS STYLE 13-24 A 330 ( 3 ) Q'TY & G.W. PER PACKAGE
2 0
2 0
2 0
2 0
0
SERIES STB1106 Q'TY (PCS) 800
INNER : REEL G.W. (gw) 2100 STYLE 13-24
NOTE : Specifications subject to change without notice. Please check our website for latest information.
SUPERWORLD ELECTRONICS (S) PTE LTD
PG. 4
0
B 210.8
0
C 130.5
Q'TY (PCS) 3200
0
D 24 11.9
26
OUTER : CARTON G.W. (Kg) SIZE (cm) 40 x 40 x 24
0
Unit:m/m G +0 N 50 -0 T 30.4 09.05.2008
SHIELDED SMD POWER INDUCTORS
9. UL CARD :
STB1106 SERIES
QMFZ2
January 15, 1991 E41429 (M)
PM-9630 PM-8315 PM-8315J
BK BK BN
PM-8315K PM-8320J PM-8330 PM-8400 PM-9830
BK BK BK BK BK
0.40 0.51 3.18 0.50 0.71 1.47 3.05 6.10 0.78 1.52 0.71 0.71 1.57 0.71 0.69 3.18
94V-0 94V-0 94V-0 94V-0 94V-0 94V-0 94V-0 94V-0 94V-1 94V-0 94V-1 94V-0 94V-0 94V-0
150 150 150 150 150 150 150 150 150 150 150 150 150 150 150 150
150 150 150 150 150 150 150 150 150 150 150 150 150 150 150 150
150 150 150 150 150 150 150 150 150 150 150 150 150 150 150 150
0 0 3 2 0 0 0
0 1 0 0 2 1 1
0 0 0 0 0 0
4
3
5 5
4 4
0 0
0 0
0
4
3
Reports: March 29, 1985: May 14, 1974: September 16, 1971: September 16, 1971: September 16, 1971: September 16, 1971: March 29, 1985.
R
GUANGDONG CHINA
Mtl Dsg BC Coating Type TC __ __ __ ANSI Type __ TI
NOTE : Specifications subject to change without notice. Please check our website for latest information.
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SUPERWORLD ELECTRONICS (S) PTE LTD
PG. 5



		


		
			

			▲Up To 
				Search▲    



		 
	
Price & Availability of STB1106680MZF 
	[image: ]
	
			


	


	
			
		


				
	
				All Rights Reserved © 
				IC-ON-LINE 2003 - 2022  



	



	
			[Add Bookmark] [Contact 
				Us] [Link exchange] [Privacy policy]
	
				Mirror Sites :  [www.datasheet.hk]   
				[www.maxim4u.com]  [www.ic-on-line.cn] 
				[www.ic-on-line.com] [www.ic-on-line.net] 
				[www.alldatasheet.com.cn] 
				[www.gdcy.com] 
				[www.gdcy.net]





	

	


.
.
.
.
.




		 	We use cookies to deliver the best possible 
	web experience and assist with our advertising efforts. By continuing to use 
	this site, you consent to the use of cookies. For more information on 
	cookies, please take a look at our 
	Privacy Policy.	
	X




 
 























