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		  Datasheet File OCR Text:


		 SCR Trigger and Control Transformers
High E-T Product for long Pulse Width Applications Low Interwinding Capacitance Hi-Pot Test Voltages 1600 to 2400 Vrms Wide Variety of Inductances and Winding Configurations
Electrical Specifications at 25OC L Turns E-T C W/W Part min. Ratio min. max. + 10% ( V-S ) ( pF ) Number ( mH ) T-20000 T-20001 T-20002 T-20003 T-20004 T-20005 T-20006 T-20007 T-20008 T-20009 T-20010 T-20011 T-20012 T-20013 T-20014 T-20015 T-20016 T-20017 T-20018 T-20019 T-20020 T-20021 T-20022 T-20023 T-20026 T-20027 T-20028 T-20029 T-20030 T-20031 T-20032 T-20033 T-20034 T-20035 0.20 1.00 5.00 0.20 1.00 5.00 0.20 1.00 5.00 0.20 1.00 5.00 0.20 1.00 5.00 0.20 1.00 5.00 0.20 1.00 5.00 0.20 1.00 5.00 5.00 1.00 0.20 1.00 5.00 5.00 1.00 0.20 1.00 5.00 1:1 1:1 1:1 2:1 2:1 2:1 1:1:1 1:1:1 1:1:1 2:1:1 2:1:1 2:1:1 1:1 1:1 1:1 2:1 2:1 2:1 1:1:1 1:1:1 1:1:1 2:1:1 2:1:1 2:1:1 1:1 1:1 1:1 2:1 5:1 1:1:1 1:1:1 1:1:1 2:1:1 5:1:1 180 360 866 180 360 866 180 360 866 180 360 866 290 700 1500 290 700 1500 290 700 1500 290 700 1500 2000 2000 2000 2000 2000 2000 2000 2000 2000 2000 24 30 36 24 30 36 30 36 42 30 36 42 30 36 42 30 36 42 34 40 46 34 40 46 3500 2000 800 1300 400 3500 2000 800 1300 400 LL max. ( H ) 3.2 15.0 64.0 5.0 13.0 65.0 5.0 12.0 80.0 4.1 30.0 80.0 6.2 26.0 130.0 8.9 24.0 125.0 4.7 25.0 174.0 6.0 27.0 160.0 25.0 12.0 3.0 15.0 1500.0 50.0 12.0 4.0 15.0 1000.0 DCRPri max. () 1.4 2.8 6.0 1.4 2.8 6.0 1.4 2.8 6.0 1.4 2.8 6.0 1.4 3.0 6.3 1.4 3.0 6.3 1.4 3.0 6.3 1.4 3.0 6.3 18.0 8.0 1.5 10.0 19.0 27.0 10.0 2.0 10.0 20.0 DCRSec max. () 1.5 3.1 7.5 0.9 1.8 3.6 1.5 3.6 7.2 1.0 2.0 3.8 1.5 3.2 7.0 1.0 2.0 4.0 1.5 3.3 7.5 1.0 2.0 4.0 18.0 8.0 1.5 2.0 3.0 27.0 10.0 2.0 2.0 4.0 Hi-Pot min. ( VRMS ) 1600 1600 1600 1600 1600 1600 1600 1600 1600 1600 1600 1600 2400 2400 2400 2400 2400 2400 2400 2400 2400 2400 2400 2400 1600 1600 1600 1600 1600 1600 1600 1600 1600 1600
Pkg/ Style A A A A A A A A A A A A B B B B B B B B B B B B B B B B B B B B B B
2 Winding Schematic Diagram
3 Winding Schematic Diagram
Physical Dimensions in Inches (mm). Note: For 2 Winding configuration, only 4 corner leads are used. Pkg. Style A Pkg. Style B
Specifications subject to change without notice.
For other values & Custom Designs, contact factory.
SCRTRIG - 7/97
Rhombus Industries Inc.
38
15801 Chemical Lane, Huntington Beach, CA 92649-1595 Tel: (714) 898-0960 * Fax: (714) 896-0971



		


		
			

			▲Up To 
				Search▲    



		 
	
Price & Availability of T-20030 
	[image: ]
	
			


	


	
			
		


				
	
				All Rights Reserved © 
				IC-ON-LINE 2003 - 2022  



	



	
			[Add Bookmark] [Contact 
				Us] [Link exchange] [Privacy policy]
	
				Mirror Sites :  [www.datasheet.hk]   
				[www.maxim4u.com]  [www.ic-on-line.cn] 
				[www.ic-on-line.com] [www.ic-on-line.net] 
				[www.alldatasheet.com.cn] 
				[www.gdcy.com] 
				[www.gdcy.net]





	

	


.
.
.
.
.




		 	We use cookies to deliver the best possible 
	web experience and assist with our advertising efforts. By continuing to use 
	this site, you consent to the use of cookies. For more information on 
	cookies, please take a look at our 
	Privacy Policy.	
	X




 
 























