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		  Datasheet File OCR Text:


		  features ? low magnetic radiation ? low core loss ? high current capacity up to 10a electrical inductance range: 10h to 1000h additional values available t olerance: 15% over entire range vtcb210- 100l-rc vtcb210-120l-rc vtcb210-150l-rc vtcb210-180l-rc vtcb210-220l-rc vtcb210 -270l-rc vtcb210-330l-rc vtcb210-390l-rc vtcb210-470l-rc vtcb210-560l-rc vtcb210-680l-rc vtcb210-101l-rc vtcb210-121l-rc vtcb210-151l-rc vtcb210 -181l-rc vtcb210-221l-rc vtcb210-271l-rc vtcb210-331l-rc vtcb210-391l-rc vtcb210-471l-rc vtcb210-561 l-rc vtcb210-681l-rc vtcb210-821l-rc vtcb210-102l-rc allied part number l (h) l(h) idc (a) 10 12 15 18 22 27 33 39 47 56 68 100 121 150 180 220 270 330 390 470 560 680 820 1000 10.8 10.3 7.7 7.4 7.0 5.3 5.0 4.8 3.6 3.4 3.3 2.4 2.2 3.4 2.6 2.4 1.8 1.7 1.7 1.6 1.5 1.4 1.4 1.3 dcr () 6.3 7.4 10.2 11.9 14.2 19.1 22.8 26.4 34.7 40.6 48.3 75.2 88.5 84.3 113.1 134.4 181.6 216.3 250.1 293.8 341.5 403.2 472.8 559.2 .006 .007 .012 .013 .015 .026 .029 .032 .055 .060 .067 .130 .150 .062 .110 .120 .210 .230 .250 .280 .300 .330 .370 .400 tolerance 15 15 15 15 15 15 15 15 15 15 15 15 15 15 15 15 15 15  15 15 15 15 15 15 toroidal chokes     vtcb210 allied  components  interna tional 714-665-1 140 www.a lli edcom pon en ts .com rohs ? cross to miller / bourns 2100 series t est frequency: 1khz  operating temp: -55oc ~ +105oc temp rise:  ? t=30oc typical at rated idc part temperature should not exceed 125oc  including temperature rise. test equipment       (l): 100 lcr meter or equivalent       dcr: chen hwa 502 physical packaging:  30 per inner box, 750 per carton marking:  eia inductance code revised 7/19/010 @ 1khz max  15% @ i rated all specifications subject to change without notice.    
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