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		  Datasheet File OCR Text:


		  pomona ?         all dimensions are in inches. tolerances (except noted): .xx = .02? (,51 mm), .xxx =  .005? (,127 mm).   all specifications are to the latest revisions. specifications are subject to change without notice.   register ed trademarks are the property of their respective companies.    made in usa     6/9/99   pomona access   90559    (800) 444 - 6785 or (425) 446 - 6010   sy/eh/ls   more drawings available at www.pomon aelectronics.com   s: \ engineering \ release \ datasheets \ flukedatasheet \ d2864_1_01.doc   page  1   of    1         model 2864   stacking righ t angle banana   plug each end   sales: 800 - 490 - 2361 fax: 888 - 403 - 3360   technical assistance: 800 - 241 - 2060   features:      vertical stacking feature allows endless circuit connections and the right angle design keeps wires close to the  chassis.      an oversized shoulder allows easy connect and disconnect.      mates to model #1581, 2854 or any standard banana jack.   materials :   conn:  right angle banana plug     material:  spring  ?  beryllium copper per qq - c - 533, alloy 172, cond. ht.                plug body  ?  brass per qq - b - 626, alloy 360, ? hard.     finish:  nickel plated per qq - n - 290, class 2, 200/300 microinches.     insulation:  polypr opylene molded to plug body and wire.  color matches color of wire.     marking:  ?pomona electronics  pomona calif.?     wire: 18 awg stranding 65 x 36 t.c., pvc insulated 3.66 (.144) o.d.  marking:  ?pomona 2864 - xx - x?   ratings:   operating temperature:  +55o c. ( +131o f.) max.   voltage:  hand - held testing: 30vac/60vdc max.                  hands free testing in controlled voltage environments: 5000 wvdc max.   current: 15amperes   ordering information:  model 2864 - xx - *   xx = cable lengths, standard lengths: 4? (102), 8? (2 03), 12? (305), 18? (457) 24? (610), 36? (914), 48? (1219) &  60? (1524).  additional lengths and colors can be quoted upon request.   *= color,  - 0 black,  - 2 red    ordering example: 2864 - 60 - 2     indicates 60? in length, color is red  
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