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		  Datasheet File OCR Text:


		  optoway                          pt-53130   ************************************************************************************************************************************************************   **************************************************************************************************** ****** *********************************************  optoway technology inc.    no .3 8, kuang fu s. road, hu kou, hsin chu industrial park, hsin chu, taiwan 303                                  tel: 886-3-5979798             fax:886-3-5979737                  e-mail:  sales@optoway.com.tw     http: //  www.optoway.com.tw     4/1/2003     v2.0     3.3v / 1.55  m m / 155 mbps ingaas pin-tia receiver       pt-53130 series  ************************************************************************************************************************************************************  features  2  ingaas/inp pin photodiode with agc transimpedance amplifier    2  differential ended output  2  1.55  m m high sensitivity, 1.3  m m high rejection  2  single +3.3v operation  2  speed up to 170 mbps  2  -  40~+85  o c operation temperature    description  pt-53130 series are designed as optical signal receivers with agc transimpedance amplifier.  their wide  dynamic ranges, differential outputs are suited for datacom and telecom applications, especially sonet  oc-3/sdh stm-1, fast ethernet, and fiber channel.  ac / electrical and optical characteristics (t c =25  c)      symbol   parameter  test conditions  min.  typ.  max.  unit     dectection range    1480  1550  1600  nm     active area      75     m  g  gain@10mbs  differential   =1300nm   50  -      70  v/mw  bw  bandwidth  p f  =1   w  120  140    mhz  psat  saturation power   =1300nm   -3  0  -  dbm  sens  sensitivity  ber=10 -10  @155mbps  -  -  -33  dbm  rout  output resistance    -  50      65  ohm    operation speed      155    mbps  note: *: at least 30 db isolation for wavelength 1260 nm to 1360 nm  dc / electrical characteristics (t c =25  c)      symbol   parameter  min.  typ.  max.  unit  v cc    power supply  3.15  3.3  3.45           v  i cc   supply current (no load)  -  -  30   ma    absolute maximum rating  (t c =25  o c)  symbol   parameter  value  unit  v  voltage  4.5  v  t opr   operating temperature  -40~+85  o c  t stg   storage temperature  -40~+85  o c   

 optoway                          pt-53130   ************************************************************************************************************************************************************   **************************************************************************************************** ****** *********************************************  optoway technology inc.    no .3 8, kuang fu s. road, hu kou, hsin chu industrial park, hsin chu, taiwan 303                                  tel: 886-3-5979798             fax:886-3-5979737                  e-mail:  sales@optoway.com.tw     http: //  www.optoway.com.tw     4/1/2003     v2.0     mechanical dimension (mm) and pin assignment    note:  specifications subject to change without notice.    order information  part no.:  p  t   -  5   3   1        0         code   wavelength   code   voltage    code   pin assignment   blank   1310/1550 nm    0  5v   blank   type a  3  1310 nm    3  3.3v    b  type b  5  1550 nm               
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