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		  micro gps patch antenna engines 1307034 m/a-com division of amp incorporated   n   north america: tel. (800) 366-2266, fax (800) 618-8883   n   asia/pacific: tel.+85 2 2111 8088, fax +85 2 2111 8087 n   europe: tel. +44 (1344) 869 595, fax+44 (1344) 300 020 www.macom.com amp and connecting at a higher level are trademarks. specifications subject to change without notice. v3.00 our antenna engines combine all the features of our anpc-129 onboard micro gps antenna with low noise amplifiers and filtering to create small, lightweight and versatile antennas. an- tenna engines can be ordered with several interface and mounting options, and a cable assembly terminated in a choice of standard industry connectors. micro gps patch antenna model ANPC-130 micro gps patch antenna en g ines 1307034 frequency: 1575 mhz  2 mhz antenna gain: * .75 dbic typical @ zenith vswr 1.2:1 typical 1.5:1 max filtering: -25.5 db typical @  50 mhz noise figure 1.5 db max gain: * 26 dbic  2 db dc power: +5 vdc  0.5 vdc @ 20 ma max. temperature: -40 c to +105 c voltage protection: zener diode limited connector o p tions *note: cable loss of approximately .42 db/ft. not included. amp: micro-mini smb: jack, plug, or right angle female osx: male, female, or right angle jack tnc: male or female n: male or female sma: male or female micro gps patch antenna model anpc-134 frequency: 1575 mhz  2 mhz antenna gain: * .75 dbic typical @ zenith vswr 1.2:1 typical 1.5:1 max filtering: -27 db typical @  50 mhz noise figure 1.5 db max gain: * 33 dbic  4 db dc power: +5 vdc  0.5 vdc @ 30 ma max. temperature: -40 c to +105 c voltage protection: zener diode limited connector o p tions without cable: amp micro-mini osx: male, female, or right angle jack

 micro gps patch antenna engines 1307034 m/a-com division of amp incorporated   n   north america: tel. (800) 366-2266, fax (800) 618-8883   n   asia/pacific: tel.+85 2 2111 8088, fax +85 2 2111 8087 n   europe: tel. +44 (1344) 869 595, fax+44 (1344) 300 020 www.macom.com amp and connecting at a higher level are trademarks. specifications subject to change without notice. v3.00 antenna zenith gain vs ground plane size gps micro patch antennas t yp ical anntenna pattern  ( 10 db/division ) 0.00 1.00 2.00 3.00 4.00 5.00 6.00 0123456 0 10 20 30 40 50 60 70 80 90 100 110 120 130 140 150 160 170 180 190 200 210 220 230 240 250 260 270 280 290 300 310 320 330 340 350 ground plane size (diameter inches)
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