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		  Datasheet File OCR Text:


		  24 105ml series magnetic latching relay  5 & 10 amp plug-in octal base division of deltrol corp. 105 ml features n snap-action, one piece armature eliminates interconnections n molded class f coils handle high ambient temperatures, resist moisture and dust n high impact polycarbonate dust cover contact data configuration: thru 5pdt materials: 5 amp: 1/8" diameter moveable fine silver 3/16" diameter stationary fine silver 10 amp: 3/16" diameter moveable silver cadmium oxide 3/16" diameter stationary fine silver gold flash is standard on all contacts gold diffused available on special order ?min. qty. req?. contact ratings moveable pole contact size configuration ratings spdt 5 amp or 1/8 hp at dpdt 120vac 1/8" diameter 3pdt 5 amp or 1/4 hp at  4pdt 240vac 5pdt 5 amp at 28vdc spdt 10 amp or 1/3 hp at dpdt 120vac 3/16" diameter 3pdt 10 amp or 1/2 hp at  4pdt 240vac 5pdt 10 amp at 28vdc expected life electrical at rated load (minimum) 100,000 cycles  mechanical life 10,000,000 cycles dielectric strength 800 vrms, 60 hz between contacts 1500 vrms, 60 hz between other elements model 105ml: general purpose relay terminates to standard pin  type octal receptacles, deltrol type 105 sockets for spdt and dpdt, conxall type 77-20 sockets for 3pdt, 4pdt and 5pdt coil data resistance nominal nominal in ohms coil voltage  10% power 6vac 4.5 12vac 18 ac coils 24vac 72 3.5va 120vac 1850 240vac 7200 6vdc 20 12vdc 80 dc coils 24vdc 315 2w 110vdc 6800 coil voltages: ac: up to 277 volts/60 hz dc: up to 125 volts coil treatment: molded rynite  std. class f insulation resistance: 100 megohms minimum ul insulation system file no.: e74443 s155d 155? total temperature std. (covers s105 class a and s130d class b requirements) operate data pick up (at 25?): ac volts 85% or less of nominal dc volts 75% or less of nominal operate time: approx. 20 milliseconds release time: approx. 20 milliseconds environmental data operating ambient: ac: -45 to 70? dc: -45 to 85? coil temperature rise:  (25? ambient ?continuous duty) ac: 45? approx. @ 60 hz ?use at 50 hz will  cause slight increase in coil rise dc: 45? approx. mechanical data terminals: octal type with 8, 11, 20 pins cover: polycarbonate ?flammability rating 94v2 weight: approx. 8.6 oz. (244 g)

 25 dimensions  [unit inch (mm)] ordering information 10 amp part numbers ac coils dc coils pole configuration 24vac 120vac 240vac 12vdc 24vdc 110vdc spdt 20034-82 20034-83* 20034-84 20037-81 20037-82* 20037-84 dpdt 20035-82 20035-83* 20035-84 20038-81 20038-82* 20038-84 3pdt 20036-82 20036-83 20036-84 20039-81 20039-82 20039-84 4pdt 20263-82 20263-83 20263-84 20261-81 20261-82 20261-83 5pdt 20267-82 20267-83 20267-84 20265-81 20265-82 20265-83 *black items are normally stocked. blue items are non stock. minimum quantity may be required.
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