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		  Datasheet File OCR Text:


		  ultra bright red 3mm led mt1303?hr features high intensity reliable rugged low current requirements ic compatible maximum ratings (ta=25 o c) characteristic symbol max. unit forward current if 30 ma reverse voltage vr 4 v power dissipation pd 72.00 mw operating temperature topr ?25 ~ +85 o c storage temperature tstg ?40 ~ +100 o c soldering temperature tsol 260 o c soldering time ? for 5 sec. max ? opto?electrical characteristics (ta=25 o c) characteristic symbol test condition min typ max unit forward voltage vf if=20ma  ? 1.90 2.40 v reverse current ir vr=5v ? ? 100m a luminous intensity iv if=20ma 1300.00 2200.00 ? mcd viewing angle 2q 1/2 ? ? 36 o ? deg. peak wavelength lp if=20ma ? 632 ? nm dominant wavelength ld if=20ma ? 624 ? nm spectral line half width dl if=20ma ? 20 ? nm company headquarters 120 broadway menands, new york 12204 toll free: 800.984.5337 fax: 518.432.7454 web: www.marktechopto.com | email: info@marktechopto.com west coast sales office 950 south coast drive, suite 265 costa mesa, california 9262 6 toll free: 800.984.5337 fax:  714.850.9314 

 ultra bright red 3mm led MT1303-HR graphs company headquarters 120 broadway menands, new york 12204 toll free: 800.984.5337 fax: 518.432.7454 web: www.marktechopto.com | email: info@marktechopto.com west coast sales office 950 south coast drive, suite 265 costa mesa, california 9262 6 toll free: 800.984.5337 fax:  714.850.9314 
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