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		  Datasheet File OCR Text:


		  surface mount schottky barrie r  diodes sod-123 outline dimensions weit r on weitron  http://ww w .weitron.com.tw B160W-40 smal l  signal schottk y  diodes 1000m amperes 4 0 volts sod-123 unit:mm 1 2 dim a b c d e h j k min 2.55 1.40 0.95 0.50 - - 3.55 max 2.85 1.80 1.35 0.70 0.10 0.15 3.85 sod-123 0.30 ref pin 1 .   c a thode         2 .  anode   lea d( p b)- f r ee p b 1/3 20-jan-10  

 maximum   r a tings   and   electrical  charac t eristics,   single   d i ode   @t a =2 5    t i n u   s t i m i l   l o b m y s   r e t e m a r a p v   e g a t l o v   e s r e v e r   c d r   v   0 4 i   t n e r r u c   g n i y f i t c e r   n a e m o   a   1 peak   f o r w ar d   s u r g e   c u rre n t   i fs m   a   0 3 t   e r u t a r e p m e t   n o i t c n u j j 15 0  t   e r u t a r e p m e t   e g a r o t s s t g - 40 - 1 25    electrical ratings @t a =25  parameter  symbol  min. typ. max. 0. 51 3 0 unit  v a v f  egatlov drawrof i f =1a  i r  tnerruc esrever v r = 4 0v  weitron  http://ww w .weitron.com.tw B160W-40 2/3 20-jan-10 device marking B160W-40 = 74

 weitron http://ww w .weitron.com.tw B160W-40 3/3 20-jan-10 t y pical  characteristics                                          fig.1 forward temperature characteristics forward voltage : v f  (mv) forward current : i f  (ma) 0 100 200 300 400 500 600 0.001 0.01 0.1 1 10 100 1000 10000 ta = 125  c ta = 75  c ta = 25  c ta = ? 25  c fig.2 reverse temperature characteristics reverse voltage : v r  (v) reverse current : i r  (  a) 0 1 02 03 04 05 0 0.001 0.01 0.1 1 10 100 1000 10000 ta = 75  c ta = 25  c ta = ? 25  c fig.3 capacitance between terminals characteristics reverse voltage : v r  (v) terminal capacitance : c t   (pf) 0 5 10 15 20 25 30 35 1 10 100 1000 f = 1mhz ta = 25  c       ambient temperature : ta (  c) average rectified foward current : i o   (a) fig.4 derating curve (i o -ta) 0.0 0.2 0.4 0.6 0.8 1.0 1.2 1.4 1.6 1.8 0 2 5 5 0 7 5 100 125 150 2.0 dc d = 1 / 2 sin ( = 180) 0a 0v i o v r t t d = t / t v r = 20v tj = 150  c case temperature : tc (  c) average rectified foward current : i o   (a) fig.5 derating curve (i o -tc) 0 125 100 75 50 25 0.0 0.5 1.0 1.5 2.0 d = 1 / 2 dc sin ( = 180) 0a 0v i o v r t t d = t / t v r = 20v tj = 150  c
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