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		  Datasheet File OCR Text:


		   65 shark river road, neptune, new jersey  07753-7423  usa toll free (732) 922-8330  fx  (732) 922-6363 mx n  features ?      subminiature size: 17.5 x 6.5 x 12.5 mm (lwh) ?       large capacity: 5a, 250vac/30vdc ?       high dielectric: 3000vac, 1 minute, coil/contact ?       high sensitivity: 100mw pull-in power with non-polarized structure ?       sealed cover: suitable for immersion cleaning n    rating performance n    coil rating 200mw             contact arrangement:       1 form a (1a)               contact material:                agcuni               rated load:                         250vac/30vdc 5a (resistive load)               contact resistance:           max. 50mohm (at 6vdc 1a, voltage drop method)               switching current (max):   5a               carrying current (max):     10a at 20  c within 10 minutes               dielectric strength:            3,000vac for 1 minute (coil to contact)                                                             750vac for 1 minute ( between open contacts)               insulation resistance:       100mohm @ 500vdc (min)               operate time:                     10ms, max. at rated voltage               release time:                      4ms, max. at rated voltage               shock resistance:                     false operation            10g min. (shock wave 11ms)                     endurance                     100g min. (shock wave 11ms)               vibration resistance:                     false operation            10 to 55hz (double amplitude 1.5mm)                     endurance                     10 to 55hz (double amplitude 1.5mm)               mechanical life:                 10x10   ops. (switching freq. 300 ops/min)               electrical life:                      0.1x10  operations at rated load ( on: 1 sec/off: 1 sec)               ambient temperature:       -40   c to +85   c               weight:                                3 grams, approx. 6 6 o o                                part number          rated             coil resistance             pull-in                   drop-out              rated                                                                          voltage                +/- 10%                    volt age                    voltage               power                               mx-5(n)                  5vdc                    125                               3.5v                         0.5v                                       mx-6(n)                   6vdc                    180                               4.2v                         0.6v                                       mx-9(n)                   9vdc                    405                               6.3v                         0.9v                                       mx-10(n)               10vdc                    500                               7.0v                         1.0v                                       mx-12(n)               12vdc                    720                               8.4v                         1.2v                                       mx-24(n)               24vdc                 2,880                             16.8v                         2.4v  

  n dimensions, wiring, drilling diagram 65 shark river road, neptune, new jesrey, 07753-7423 usa ph (732) 922-6333  fx (732) 922-6363 e-mail: globalcomponents@msn.com n  how to order                                                                      mx   -    12      g      c                     model                                                                          terminal:  blank = standard       coil voltage (dc)                                                                                        contacts:  blank = standard                3, 4.5, 5, 6, 9,                                                                                                                  g = low level loads           10, 12, 18, 21, 24 n   characteristics  
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