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		  Datasheet File OCR Text:


		  cpu module march 1999                      gfk-1536c 1 product information _________________________________ revision: CPU001-BB firmware version: 1.10 compatibility: versapro software version 1.0 new features ____________________________________ this version of cpu001 provides: ?   support for intelligent i/o modules. ?   scaling function blocks. two new function blocks can be used to scale input data. one function block is for unipolar (unsigned) input data. the other function block is for bipolar (signed) input data. ?   drum sequencer function block. this new function block works like a mechanical drum sequencer. it allows a sequence of output combinations to be selected in turn. see the heading the drum sequencer function for more information. specifications size 2.63 (66.8mm)  x 5.04  (128mm) i/o discrete points 2048 in, 2048 out i/o analog words 128 in, 128 out registers 2048 words discrete internal bits 1024 points discrete temporary bits 256 points global discrete bits 1280 points program memory 12288 bytes boolean execution speed 1.8ms/k (typical) floating point yes override yes built-in ports rs-232, rs-485 built-in communications snp slave, rtu slave, serial i/o type of memory storage system flash, battery-backed ram battery-backed real-time clock yes realtime clock accuracy (used for timers or timer contacts) 100ppm (0.01%) or +/- 9sec/day time-of-day clock accuracy 23ppm (.0023%)or  +/- 2sec/day @ 30c; 100 ppm ((0.01%) or +/- 9sec/day @ full temperature range. preinstallation check _____________________________ carefully inspect all shipping containers for damage. if any equipment is damaged, notify the delivery service immediately. save the damaged shipping container for inspection by the delivery service. after unpacking the equipment, record all serial numbers. save the shipping containers and packing material in case it is necessary to transport or ship any part of the system. module installation _________________________________ 133.35mm (5.25in) 66.80mm (2.63in) 3 1 2  modules must be mounted on a horizontal din rail. 1.  allow sufficient finger clearance for opening cpu door. 2.  allow adequate clearance for serial port cables. 3.  allow adequate space for power wiring. the cpu with power supply attached fits into a 70mm deep enclosure. rated thermal specifications for the cpu module is based on a clearance of 2 above and below the equipment and 1 to the left of the cpu module. installing the cpu on the din rail the cpu and connecting carriers must be installed on the same section of  35mm x 7.5mm din rail.  the rail must have a conductive (unpainted) finish for proper grounding.  for best stability, the din rail should be installed on a panel using screws spaced approximately 6 inches (5.24cm) apart. the cpu snaps easily onto the din rail. no tools are required for mounting or grounding to the din rail. before joining module carriers to the cpu, remove the connector cover on the righthand side of the cpu. do not discard this cover, you will need to install it on the last carrier, to protect the connector pins from contamination and damage during use. panel-mounting __________________________________ if excessive vibration is a factor the cpu should also be screwed down to the mounting panel. note 1.  tolerances are +/- 0.13mm (0.005in) non-cumulative. note 2.  1.1-1.4nm (10-12 in/lbs) of torque should be applied to m3.5 (#6- 32) steel screw threaded into material containing internal threads and having a minimum thickness of 2.4mm (0.093in). see note 2. m3.5 (#6) screw 15.9mm 0.62in ref split lock washer flat washer cpu tapped hole in panel 5.1mm 0.200in 4.3mm 0.170in 4.3mm 0.170in removing the cpu from the din rail  ___________________ 1.  turn off power to the power supply. 2.  (if the cpu is attached to the panel with a screw) remove the power supply module. remove the panel-mount screw. 3.  slide the cpu away from the other modules until the connector on the right side disengages from the next carrier. 4.  w ith a small flathead screwdriver, pull the din rail latch outward while tilting the other end of the module down to disengage it from the din rail.

 cpu module march 1999                      gfk-1536c 2 activating or replacing the backup battery ______________ the cpu is shipped with a battery already installed. the battery holder is located in the top side of the cpu module. before the first use, activate the battery by pulling and removing the insulator tab. to replace the battery, use a small screwdriver to gently pry open the battery holder. replace battery only with ic200acc001 from your plc supplier, or with panasonic battery: br2032. use of another battery may present a risk of fire or explosion. caution battery may explode if mistreated. do not recharge, disassemble, heat above 100 deg.c (212 deg.f) or incinerate. autoconfiguration __________________________________ at powerup, the cpu by default automatically generates a configuration that includes all of the modules that are physically present in the system, starting at slot 1. autoconfiguration stops at the first empty slot or faulted module. switching the plc operating mode ____________________ run/on stop/off the cpu run/stop mode switch is located behind the module door. this switch can be used to place the cpu in stop or run mode. by default. run/stop mode operation is enabled. the same switch  can also be configured to prevent writing to program or configuration memory and forcing or overriding discrete data. it defaults to disabled memory protection.  run/stop mode operation ____________________________ if run/stop mode switch operation is enabled, the switch can be used to place the cpu in run mode. if the cpu has non-fatal faults and is not in stop/fault mode, placing the switch in run position causes the cpu to go to run mode. faults are not cleared. if the cpu has fatal faults and is in stop/fault mode, placing the switch in run position causes the run led to blink for 5 seconds. while the run led is blinking, the cpu switch can be used to clear the fault table and put the cpu in run mode. after the switch has been in run position for at least ? second, move it to stop position for at least ? second. then move it back to run position. the faults are cleared and the cpu goes to run mode.  the led stops blinking and stays on. this can be repeated if necessary. if the switch is not toggled, after 5 seconds the run led goes off and the cpu remains in stop/fault mode. faults stay in the fault table. observing the module leds _________________________ port 2 force port 1 fault run pwr ok the leds indicate the presence of power and show the operating mode and status of the cpu. power   on when the cpu is receiving 5v power from the power supply. does not indicate the status of the 3.3v power output. ok on indicates the cpu has passed its powerup diagnostics and is functioning properly. off indicates a cpu problem. fast blinking indicates the cpu is running its powerup diagnostics. slow blinking indicates the cpu is configuring i/o modules. simultaneous blinking of this led and the green run led indicates the cpu is in boot mode and is waiting for a firmware download through port 1. run green when the cpu is in run mode. amber indicates the cpu is in stop/io scan mode. if this led is off but ok is on, the cpu is in stop/no io scan mode. if run is flashing green and the fault led is on, the run/stop switch was moved to run position while a fatal fault existed. fault on if the cpu is in stop/faulted mode because a fatal fault has occurred. to turn off the fault led, clear both the i/o fault table and the plc fault table. if this led is blinking and the ok led is off, a fatal fault has occurred during self-diagnostics. please contact plc field service. force on if an override is active on a bit  reference. port 1 & 2    blinking indicates activity on that port. using the cpu serial ports __________________________ the cpus two serial ports are software-configurable for snp slave,  rtu slave, or serial i/o operation. if a port is being used for rtu, it automatically switches to snp slave mode if necessary. both ports default configuration is snp slave mode. if configured for serial i/o, a port automatically reverts to snp slave when the cpu is in stop mode. either port can be software-configured to set up communications between the cpu and various serial devices. an external device can obtain power from port 2 if it requires 100ma or less at 5vdc. rs485 port 2 1 8 rs232 port 1 1 5 port 1 is an rs-232 port with a 9-pin female d-sub connector. it is used as the boot loader port for upgrading the cpu firmware.  the pinout of port 1 allows a simple, straight-through cable to connect with a standard at-style rs-232 port. cable shielding attaches to the shell. port 1 screw locks are threaded #4-40. port 2 is an rs-485 port with a 15-pin female d-sub connector. this can be attached directly to an rs- 485 to rs-232 adapter (ic690acc901). port 2 screw locks are threaded (metric) m3x0.5). cable lengths and baud rates maximum cable lengths (the total number of feet from the cpu to the last device) are: port 1 (rs-232) = 15 meters (50 ft.) port 2 (rs-485) = 1200 meters (4000 ft.) both ports support configurable baud rates from 4800 to 38.4k bps.

 cpu module march 1999                      gfk-1536c 3 pin assignments for port 1 ___________________________ pin signal direction function 1n/c -- 2 txd output transmit data output 3 rxd input receive data input 4n/c -- 5 gnd -- 0v/gnd signal reference 6n/c -- 7 cts input clear to send input 8 rts output request to send output 9n/c -- shell shld -- cable shield wire connection / 100% (continuous) shielding cable shield connection cable diagram for attachment to a pc __________________ 2 6 7 8 9 3 4 5 2 6 7 8 9 3 4 5 1 1 the shield must attach to shell of connectors on both ends of the cable.  pc 9-pin     cpu serial port                port 1       9-pin female 9-pin male (2) rxd (2) txd (3) txd (3) rxd (5) gnd (5) gnd (7) rts (7) cts (8) cts (8) rts connector and cable specifications for port 1 ___________ vendor part numbers below are provided for reference only.  any part that meets the same specification can be used. cable: belden 9610 computer cable, overall braid over foil shield 5 conductor  ? 30 volt / 80  c (176  f) 24 awg tinned copper, 7x32 stranding 9 pin male connector: type: crimp vendor: itt/cannon amp plug: dea9pk87f0 205204-1 pin: 030-2487-017 66506-9 solder itt/cannon amp zde9p 747904-2 -- -- connector shell: kit* C itt cannon de121073-54 [9-pin size backshell kit]: metal-plated plastic (plastic with nickel over copper)  ? cable grounding clamp (included) 40   cable exit design to maintain low-profile installation plus C itt cannon 250-8501-010 [extended jackscrew]: threaded with #4-40 for secure attachment to port  ? order qty 2 for each cable shell ordered ?     critical information C any other part selected should meet or exceed this criteria. * use of this kit maintains the 70mm installed depth. pin assignments for port 2 __________________________ pin signal direction function 1 shld -- cable shield drain wire connection 2, 3, 4 n/c -- 5 p5v output +5.1vdc to power external level converters (100ma max.) 6 rtsa output request to send (a) output 7 gnd -- 0v/gnd reference signal 8 ctsb input clear to send  (b) i nput 9 rt -- resistor termination (120 ohm) for rda 10 rda input receive data  (a) i nput 11 rdb input receive data  (b) i nput 12 sda output transmit data (a) output 13 sdb output transmit data (b) output 14 rtsb output request to send (b) output 15 ctsa input clear to send  (a) i nput shell shld -- cable shield wire connection / 100% (continuous) shielding cable shield connection see the plc users manual for cable diagrams. connector and cable specifications for port 2 ___________ vendor part numbers below are provided for reference only.  any part that meets the same specification can be used. cable: belden 8105 low capacitance computer cable, overall braid over foil shield 5 twisted-pairs  ? shield drain wire  ? 30 volt / 80  c (176  f) 24 awg tinned copper, 7x32 stranding velocity of propagation = 78% nominal impedance = 100 w  ? 15 pin male connector: type: crimp vendor: itt/cannon amp plug: daa15pk87f0 205206-1 pin: 030-2487-017 66506-9 solder itt/cannon amp zda15p 747908-2 -- -- connector shell: kit*C itt cannon da121073-50 [15-pin size backshell kit]: metal-plated plastic (plastic with nickel over copper)  ? cable grounding clamp (included) 40   cable exit design to maintain low-profile installation plus C itt cannon 250-8501-009 [extended jackscrew]: threaded with (metric)  m3x0.5 for secure attachment ? order qty 2 for each cable shell ordered ?     critical information C any other part selected should meet or exceed this criteria. * use of this kit maintains the 70mm installed depth.

 cpu module march 1999                      gfk-1536c 4 firmware upgrades  ______________________________ cpu001 firmware resides in flash memory. this firmware may be upgraded via serial download from an appropriate personal computer to cpu serial port 1 (rs-232). firmware upgrades through port 2 (rs-485) are not supported. to determine the current version of firmware on an existing cpu001, connect a programmer to the cpu and look in the status/memory information. upgrading cpu001-ba : any cpu001 version ba may be upgraded to version bb. upgrading cpu001-aa:   any cpu001-aa with a date code of 903 or greater may be upgraded to version bb without updating the hardware. (date code is a 3-digit code found just below the bar code marking on the cpu module). aa models with date codes prior to 903 require a hardware modification; these units are not field upgradable to version bb. to upgrade the firmware of a cpu001 to release 1.10 use upgrade kit #44a747796-g01. operating notes/restrictions _______________________ 1.  if the input to a trigonometric function is either infinity or not a number (nan), the output result is indeterminate.  avoid the use of infinity or not a number inputs. 2.  if large real exponent values are input to the real exponential function block, the output values are indeterminate. 3.  when autoconfiguring a system at powerup, if multiple intelligent modules (modules other than basic i/o modules) are present in the system, some may not be configured. they are instead logged as extra modules.   either clear the hardware configuration or store a valid configuration to resolve this problem. 4.  in rare instances, the cpu watchdog timer may expire if a booster power supply is power-cycled and the cpu power supply is not power cycled. this only occurs of there is an intelligent module that receives its power from a booster power supply. when the watchdog timer expires, it causes a cpu reset and fatal plc fault. to avoid this problem, supply power to the cpu and associated booster power supplies from the same source. 5.  an end function must not be used within a subblock (subroutine). execution of this function within a subblock causes a fatal cpu fault. use of end function blocks should normally be reserved for program debug.  if needed for this purpose, they may only be used within the main program. problems fixed 1.  the state of the force led on the cpu is maintained if the cpu is power-cycled. 2.  hold last state, if configured for input modules, is handled correctly if the module is lost. 3.  fault status bits %sc009-13 are updated when the cpu is powered up after having been powered down without a battery for a long time. product revision history ____________________________ -aa initial product release  (firmware version 1.00) -ba updated hardware to support intelligent i/o modules -bb firmware version 1.10

 cpu module march 1999                      gfk-1536c 5 the drum sequencer function _____________________ please add the following information about the drum sequencer function to your copy of the  plc users manual . description of the drum sequencer function the drum sequencer function is a special program instruction that operates like a mechanical drum sequencer. the drum sequencer steps through a set of potential output bit patterns and selects one based on inputs to the function block. the selected value is copied to a group of 16 discrete output references. ok out drum coil dwell timeout timeout fault first follower enable step reset pattern dwell time fault timeout drum control block length power flow to the enable input causes the drum sequencer to copy the content of the selected reference pattern to the out reference. power flow to the reset input or to the step input selects the reference to be copied. the control block input is the beginning reference for the drum sequencer functions parameter block, which includes various information necessary to use the function block. parameters of the drum seq  function input/ output choices description enable flow the enable input controls execution of the function. step flow the step input can be used to go one step forward in the sequence. when the enable input receives power flow and the step input makes an off to on transition, the drum sequencer moves one step. . when reset is active, the function ignores the step input. reset flow the reset input can be used to select a specific step in the sequence. when enable and reset both receive power flow, the function copies the preset step value in the control block to the active step reference, also in the control block. then the function block copies the value in the preset step reference to the out reference bits. w hen reset is active, the function ignores the step input. pattern r, ai, aq the starting address of an array of words, each representing one step of the drum sequencer.  the value of each word represents the desired combination of outputs for a particular value of active step.  the number or elements in the array is equal to the length input. dwell time r, ai, aq, none this optional input array of words has one element for each element in the pattern array.  each value in the array represents the dwell time for the corresponding step of the drum sequencer in .1 second uni ts.  w hen the dwell time expires for a given step the dwell timeout bit will be set. if a dwell time is specified the drum can not sequence into its next step until the dwell time has expired. fault timeout r, ai, aq, none this optional input array of words has one element for each element in the pattern array.  each value in the array represents the fault timeout for the corresponding step of the drum sequencer in .1 second uni ts.    w hen the fault timeout has expired the fault timeout bit will be set. input/ output choices description control block r the beginning reference address of the function's parameter block.  the l ength of the control block is five words.  a more complete description of what is contained within this block is listed below. length const value between 1 and 128 denoting the number of steps. ok flow, none ok is energized if enable is on and no error condition is detected. if enable is off this output will always be off . out i,q,m,t,g, r,ai,aq a word of memory containing the element of the pattern array that corresponds to the current a ctive step. drum coil i,q,m,t,g, none this optional bit reference is set whenever the function block is enabled and a ctive step is not equal to preset step. dwell timeout i,q,m,t,g, none this optional bit reference is set if the dwell time for the current step has expired. timeout fault i,q,m,t,g, none this optional bit reference will be set if the if the drum has been in a particular step longer than the step's specified fault timeout first follower i,q,m,t,g, none this optional array of bits has one element for each step of the drum sequencer.  no more than one bit in the array will be on at any time and that bit will correspond to the value of active step. parameter block for the drum seq  function the parameter block (control block) for the drum sequencer function contains various information needed to operate the drum sequencer. active step address preset step address + 1 step control address + 2 timer control address + 3, address + 4 active step the active step value specifies the element of the pattern array to copy to the out output memory location.   this is used as the array index into the pattern, dwell time, fault timeout, and first follower arrays. preset step a word input which is copied to the active step output when the reset is on. step control a word that is used to detect off to on transitions on both the step input and the enable input.  the step control word is reserved for use by the function block, and must not be written to. timer control two words of data that hold values needed to run the timer.  these values are reserved for use by the function block, and must not be written to. notes on using the drum sequencer function ________ 1.  the dwell timeout output bit is cleared the first time the drum is in a new step.  this is true: ?   whether the drum is introduced to a new step by changing the active step or by using the step input. ?   regardless of the dwell time array value associated with the step (even if it is 0). ?   during the first sweep the active step is initialized. 2.  the active and preset step of the drum sequencer's control block must be initialized for the drum sequencer to work or to pass power flow.  even if the active step is in the correct range(between 1 and length of the pattern array) and the preset step is not used, the drum will not function if the preset step is not in the proper range.
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