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		  Datasheet File OCR Text:


		   110 ? nic components corp.      www .niccomp. com       www .lowesr. com       www .rfpassives. com       www .smtmagnetics. com 111 ? nic components corp.      www .niccomp. com       www .lowesr. com       www .rfpassives. com       www .smtmagnetics. com size (d ?  x l) tape and box* nrsk 102 m 16v 10x16 series tb capacitance code tolerance code rated voltage rohs compliant f part numbering system maximum esr ( ?  at 100khz/20c) maximum ripple current (ma at 100khz/105c) nrsk series miniature aluminum electrolytic ca pac i tors ultra low impedance at high frequency, radial leads, polarized aluminum electrolytic capacitors ? very low impedance ? long life at 105c (up to 4000 hrs.) ? high stability at low temperature ? ideally suited for use in switching power supplies &  .. convertors features characteristics rated voltage range 6.3 ~ 16 rated capacitance range 470 ~ 3,300  f operating temp. range -40c ~ +105c capacitance tolerance  20% (m) max. leakage current after 2 minutes @ 20c 0.03cv surge voltage ratings and maximum tan   (add 0.02 for every 1,000  f for values above 1,000  f) w.v. 6.3 10 16 s.v. 8 13 20 tan    @ 20c/120hz 0.22 0.19 0.16 low temperature stability (impedance ratio @ 120hz) z -25c/z +20c 2 2 2 z -40c/z +20c 3 3 3 load life test @ rated w.v. & 105c 2,000 hours for 8x11.5, 8x16, 10x12.5 and 10x16 3,000 hours for 8x20 4,000 hours for 10x20, 10x23 capacitance change within  25% of initial measured value tan   less than 200% of the specif ed maximum value leakage current less than specif ed maximum value ul tra lo w imped ance a t high freq uency , radial leads , rohs  compliant includes all homogeneous materials *see part number system for details *see tape specif cation for details precautions please review the notes on correct use, safety and precautions found on  pages t10  &  t11   of nics   electrolytic capacitor catalog .  also found at  www.niccomp.com/precautions   if  in  doubt  or  uncertainty,  please  review  your  specif c  application  -  process  details  with  nics technical support personnel:  tpmg@niccomp.com  cap (  f) code working voltage (vdc) 6.3 10 16 470 471 - - 0.036 680 681 - 0.036 0.028 0.026 820 821 0.036 - - 1000 102 0.030 0.028 0.019 0.026 0.019 1200 122 0.028 - - 1500 152 0.019 0.019 0.013 0.026 0.019 1800 182 0.019 0.013 0.012 2200 222 0.013 0.012 - 3300 332 0.012 - - cap (  f) code working voltage (vdc) 6.3 10 16 470 471 - - 1140 680 681 - 1140 1490 1540 820 821 1140 - - 1000 102 1140 1490 1870 1540 2000 1200 122 1490 - - 1500 152 1870 1870 2550 1540 1870 1800 182 2000 2550 2800 2200 222 2550 2800 - 3300 332 2800 - - 

  112 ? nic components corp.      www .niccomp. com       www .lowesr. com       www .rfpassives. com       www .smtmagnetics. com nrsk series miniature aluminum electrolytic capacitors diameter and leadspace (mm) d    0.05 insulation sleeve f  0.5   d      4mm  min. 15mm min.    l +    max. polarity marking standard product and case size table d   x l (mm) cap (  f) code working voltage (vdc) 6.3 10 16 470 471 - - 8x11.5 680 681 - 8x11.5 8x16 10x12.5 820 821 8x11.5 - - 1000 102 8x11.5 8x16 8x20 10x12.5 10x16 1200 122 8x16 - - 1500 152 8x20 8x20 10x20 10x12.5 10x16 1800 182 10x16 10x20 10x23 2200 222 10x20 10x23 - 3300 332 10x23 - - case dia. (d  ) 8 10 lead dia. (d  ) 0.6 0.6 lead spacing (f) 3.5 5.0 dim.   0.5 0.5   = l  <  16mm = 1.5mm, l  >  20mm = 2.0mm
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