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		  Datasheet File OCR Text:


		  phoenix   contact   inc.,   usa page   1   /   5 http://www.phoenixcon.com dec   15,   2010 extract   from   the   online catalog ? vip-2/sc/d   9sub/m/led order   no.:   2322142 the   illustration   shows   a   15-position   version http://eshop.phoenixcontact.de/phoenix/treeviewclick.do?uid=2322142 ? ? varioface   module,   with   screw   connection   and   d-subminiature   pin strip,   for   mounting   on   ns   35/7.5   or   ns   32,   with   led,   9-pos. ? commercial   data gtin   (ean) 4046356451765 sales   group i501 pack 1   pcs. customs   tariff 85369010 weight/piece 0.0924   kg catalog   page   information page   285   (if-2009) product   notes weee/rohs-compliant   since: 06/03/2009 http:// www.download.phoenixcontact.com please   note   that   the   data   given here   has   been   taken   from   the online   catalog.   for   comprehensive information   and   data,   please   refer to   the   user   documentation.   the general   terms   and   conditions   of use   apply   to   internet   downloads. technical data general   data nominal   voltage   u n 24   v   dc max.   current   carrying   capacity   per   branch 2.5   a number   of   positions 9 width 34.7   mm

 vip-2/sc/d   9sub/m/led order   no.:   2322142 http://eshop.phoenixcontact.de/phoenix/treeviewclick.do?uid=2322142 phoenix   contact   inc.,   usa page   2   /   5 http://www.phoenixcon.com dec   15,   2010 height 65.5   mm depth 45.1   mm status   display led ambient   temperature   (operation) -20   c   ...   50   c ambient   temperature   (storage/transport) -20   c   ...   70   c mounting   position any standards/regulations iec   60664 din   en   50178 iec   62103 pollution   degree 2 surge   voltage   category ii connection   data connection   1 pcb   connection connection   in   acc.   with   standard iec   /   en type   of   connection screw   connection conductor   cross   section   solid   min. 0.2   mm2 conductor   cross   section   solid   max. 4   mm2 conductor   cross   section   stranded   min. 0.2   mm2 conductor   cross   section   stranded   max. 2.5   mm2 conductor   cross   section   awg/kcmil   min. 24 conductor   cross   section   awg/kcmil   max 12 stripping   length 8   mm screw   thread m3 connection   2 d-sub   connection type   of   connection pluggable number   of   positions 9 certificates   /   approvals certification cul,   ul cul nominal   voltage   u n 125   v

 vip-2/sc/d   9sub/m/led order   no.:   2322142 http://eshop.phoenixcontact.de/phoenix/treeviewclick.do?uid=2322142 phoenix   contact   inc.,   usa page   3   /   5 http://www.phoenixcon.com dec   15,   2010 nominal   current   i n 2   a awg/kcmil 30-12 ul nominal   voltage   u n 125   v nominal   current   i n 2   a awg/kcmil 30-12 accessories item designation description cable/conductor 2302421 cable   d-sub-b-b-s/.../.../... shielded   round   cable,   assembled   with   two   d-sub   female connectors,   variable   cable   length 2302340 cable   d-sub-s/.../.../... shielded   round   cable,   assembled   with   one   d-sub   male   and   one female   connector,   variable   cable   length 2299987 cable-d   9sub/b/s/   50/ konfek/s round   shielded   cable   set,   with   9-pos.   d-sub   female   and   male connectors,   cable   length:   0.5   m 2299990 cable-d   9sub/b/s/100/ konfek/s round   shielded   cable   set,   with   9-pos.   d-sub   female   and   male connectors,   cable   length:   1   m 2300009 cable-d   9sub/b/s/150/ konfek/s round   shielded   cable   set,   with   9-pos.   d-sub   female   and   male connectors,   cable   length:   1.5   m 2302010 cable-d   9sub/b/s/200/ konfek/s round   shielded   cable   set,   with   9-pos.   d-sub   female   and   male connectors,   cable   length:   2   m 2302023 cable-d   9sub/b/s/300/ konfek/s round   shielded   cable   set,   with   9-pos.   d-sub   female   and   male connectors,   cable   length:   3   m 2302036 cable-d   9sub/b/s/400/ konfek/s round   shielded   cable   set,   with   9-pos.   d-sub   female   and   male connectors,   cable   length:   4   m 2302049 cable-d   9sub/b/s/600/ konfek/s round   shielded   cable   set,   with   9-pos.   d-sub   female   and   male connectors,   cable   length:   6   m diagrams/drawings circuit   diagram

 vip-2/sc/d   9sub/m/led order   no.:   2322142 http://eshop.phoenixcontact.de/phoenix/treeviewclick.do?uid=2322142 phoenix   contact   inc.,   usa page   4   /   5 http://www.phoenixcon.com dec   15,   2010 schematic   diagram

 vip-2/sc/d   9sub/m/led order   no.:   2322142 http://eshop.phoenixcontact.de/phoenix/treeviewclick.do?uid=2322142 phoenix   contact   inc.,   usa page   5   /   5 http://www.phoenixcon.com dec   15,   2010 address phoenix   contact   inc.,   usa 586   fulling   mill   road middletown,   pa   17057,usa phone   (800)   888-7388 fax   (717)   944-1625 http://www.phoenixcon.com ?   2010   phoenix   contact technical   modifications   reserved;
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