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		  Datasheet File OCR Text:


		    c1320.21.03 product sku: hook-up wire, pvc test lead, no. of conductors: 1, gauge size (awg): 18, conductor/strands:  product description: 65/36,temperature range: -25ac to +60ac - red - 1000 ft. spool product category: electronics - hook-up wire - rubber/pvc test lead - pvc test lead - red   product construction: conductor: fully-annealed, stranded tinned copper per astm b-33    insulation: temperature range: -25ac to +60ac pvc    premium grade color coded polyvinylchloride (pvc)  product specification: no. of conductors: 1    conductor size (awg): 18    conductor/strands: 65/36    jacket color: red    nominal insulation thickness  0.045    (in): nominal insulation thickness  1.14    (mm): breakdown voltage (ac,ms): 20,000v    working voltage: 5,000v    nominal outside diameter (in): 0.140    nominal outside diameter  3.56    (mm): standard packaging: 1000' spool   

 standard package quantity: 1    upc #: 079407815135    footnote: for intermittent duty only.    put-up: 1000    scc-14: 50079407815133    cube: 528.471    weight per unit of measure: .01    coloroption: red    product information: applications: oscillators    test equipment  packaging: 1000' (305 m) spools  500' (152m) reels    5000' (1524m) reels  other put-ups available- consult customer service  reference charts color code chart   technical specifications unit conversion factors cable design equations - balanced pair insulation and jacket properties temperature conversion chart decimal and unit conversion factors cable design equations - braid shield awg conductor chart conduit capacity chart cable design equations - coaxial cable engineering prefixes coax connector cross reference glossary    
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