

	
			
			
			[image: ]	

	
				
			 
				
			
				
	
		
			
	 
	Part Number	Hot Search : 
			

						2SD1160			0524D			973112			1117C			12022			LT1175IQ			77569E3			TDA15			

			
	
	Product Description

			
	
	Full Text Search




				


		
		
		


			




			
				 	
				To Download 
				MP104-DIN Datasheet File

	
				 
				If you can't view the 
				Datasheet, Please click here to try to view without PDF Reader .	
				 



[image: ]


			
				
					





				　



			 



	

	



		



			
				


				


			



		
 
		





		  Datasheet File OCR Text:


		                                                                                                                                                                                                                     pc/104 - usb digital  counter/timer   advanced digital logic, inc.; 4411 morena blvd., suite 101; san diego, ca 92117-4345  ph. 858 490-0597  f. 858 490-0599; e-mail:   sales@adl-usa.com ; web:   www.adl-usa.com   usb-ctr-15 usb digital counter/timer module  features  ?  high-speed usb 2.0 device, usb 1.1 compatible   ?  fifteen independent 16-bit counter/timers (5 x 82c54-10)   ?  clock, gate and out signals from all 15 channels buffered  and accessed via 1 connector   ?  pc/104 module size (3.550" by 3.775") and mounting        compatibility   ?  standard configuration adaptor pre-configured for event  counting, frequency measurement, pulse width               measurement, or frequency generation   ?  removable screw-terminal board for easy wiring   ?  user wiring adaptor card provided for flexible yet easy  counter concatenation/configuration   ?  rugged small-sized (4" x 4" x 1.25") steel enclosure   ?  type b usb connector features industrial strength and   high-retention design       factory options  ?  economy 'e' version available without screw terminal     adaptor   ?  oem (board only) available   ?  external power and ac/dc adaptor   ?  din rail mounting provision   ?  rohs available. please contact us for ordering information   functional description  the usb-ctr-15 is an ideal solution for a dding portable, easy-to-install , counter/timer capabilities  to any pc or embedded syst em with a  usb port. this board is packaged in a small, rugged, industrial enclosure and features 15 independent 16-bit counter/timers. th e unit is a  true usb 2.0 device, offering the highest speed available with the usb bus. it is fully compatible with both usb 1.1 and usb 2.0 ports. the  unit is plug-and-play allowing quick connect/disconnect whenever you need additional counter/timer devices on your usb port. th e usb- ctr-15 can be used for a wide variety of measurement applications including event counting, frequency measurements, position me asure- ment, pulse counting, pulse-width modulation and pulse generation. the oem version provides just the board without the enclosur e or exter- nal screw terminal board and is ideal for a variety of embedded oem applications.     the usb-ctr-15 features five fully-undedicated industry standard 82c54 counter/timer chips. each 82c54 provides three independe nt soft- ware programmable 16-bit counters. the maximum allowable input frequency is 10 mhz. i/o wiring connections are provided via an  industry  standard 50-pin idc connector or via a removable screw terminal adapter board. a user configuration adapter board is also provi ded to  assist in wiring the counters together. this allows for flexible yet easy counter concatenation/configuration.     the usb-ctr-15 is designed to be used in rugged industrial environments but is small enough to fit nicely onto any desk or test ing station.  the board measures just 3.550 by 3.775 inches and ships with or without a steel powder-coated enclosure with an anti-skid bottom.     

                                                                                                                                                                                                                    pc/104 - usb digital  counter/timer   advanced digital logic, inc.; 4411 morena blvd., suite 101; san diego, ca 92117-4345  ph. 858 490-0597  f. 858 490-0599; e-mail:   sales@adl-usa.com ; web:   www.adl-usa.com   oem usb/104 form factor  what makes the oem option unique is that its pcb size and mounting holes match the pc/104 form factor (without the bus connecti ons).  this allows our rugged counter/timer board to be added to any pci-104 or pc/104 stack by connecting it to a simple usb port usu ally in- cluded on-board with embedded cpu form factors such as ebx, epic, and pc/104 - especially important since  many newer cpu chipsets do not su pport isa and have plenty of usb ports.  future stacks will be using the ex- tremely fast pci express bus which is essentially overkill for simple digital monitoring and control. the usb-ctr-15  oem board can also  be added into many pre-exis ting standard pc/104 based systems and enclosures. the oem  (board only) version is perfect for a variety of embedded applications. the board's pre-drilled mounting holes allow  for installation using standoffs inside most enclosures or systems.       high retention usb connector   the ever-growing presence of usb in the industrial/military marketplace has driven the need for usb connections to be reliable , dependable,  and unfailing. gone are the days of loose usb connections. a type b usb connector is used on all usb/104 products which feature s a high  retention design that complies with the class 1, div ii minimum withdrawal requirement of over 3 pounds of force (15 newtons).  this connec- tor has an orange color-coded insulator to quickly differentiate it from standard usb connectors. using these usb connectors in creases  reliability in your system and ensures a tight connection. for embedded oem type applications, an additional miniature usb inpu t header is  provided in parallel with the type b connector.      applications  ?  home   ?  portable   ?  laptop   ?  education   ?  laboratory   ?  industrial automation   ?  embedded oem      software  the usb-ctr-15 is supported for  use in most operating systems and  includes a free linux (including mac os x) and windows 98/nt/ 2000/ xp/2003 compatible software package. this package contains sample programs and source code in visual basic, delphi, c++ builder , and  visual c++ for windows. also incorporated is a graphical setup program in windows. third party support includes a windows stand ard dll  interface usable from the most popular application programs, and includes example labview vis. embedded os support includes win dows  xpe.       accessories  the usb-ctr-15 is available with optional cable assemblies, screw termination boards, and an optional external ac/dc power supply.                

                                                                                                                                                                                                                    pc/104 - usb digital  counter/timer   advanced digital logic, inc.; 4411 morena blvd., suite 101; san diego, ca 92117-4345  ph. 858 490-0597  f. 858 490-0599; e-mail:   sales@adl-usa.com ; web:   www.adl-usa.com                                           specifications    counter/timers  ?  type: 82c54-10 programmable interval counters   ?  output drive:    - 2.0 vdc min., source 32 ma     - 0.55 vdc max., sink 64 ma  ?  maximum input frequency: 10mhz   ?  input gate: ttl/cmos compatible   ?  clock: on-board, 10 mhz  crystal-controlled clock   ?  active count edge: negative edge   ?  minimum clock pulse width: (input char acteristic) 30 ns high, 40 ns low   ?  minimum divisor:  divide-by-2   ?  maximum divisor: di vide-by-65536 (16-bits, load value "0")   ?  timer range: 16 bits    bus type  ?  usb2.0 high-speed (480 mb/s)   ?  circa 4000 transactions per second          ordering information  usb-ctr-15   enclosure, modul e and screw terminal board   usb-ctr-15e   economy model ( no screw terminal board)   usb-ctr-15-oem   board onl y (no enclosure or scr ew terminal board)   MP104-DIN   din rail mounting provision     options:   -p     external power and ac/dc adapter     block diagram                                                                                              power  ?  basic unit: 60ma typical (no load); 12ma with max counter transitions   ?  +5 vdc from the usb bus or exte rnal power supply depending on user  configuration    the usb bus is specified to provide 500 ma to most desktop environments.  this gives you 440 ma available (500m a -60ma = 440ma). if using more than  a total of 500ma, use optional 9 vdc  (on board voltage regulator outputs +5  vdc to card) external power supply and remove vusb jumper and place  jumper on vext. then plug in external  power before plugging into usb port .  this option will give you a total of 1000ma available.    ?  +5v resettable fuse at 0.5a located on connector    environmental  ?  operating temperature r ange: 0c. to 70c   ?  storage temperature range:  -40c. to +85c   ?  humidity: 0 to 90% rh, non-condensing   ?  board dimension: 3.550 x 3.775 inches   ?  box dimension: 4.00 x 4.00 x 1.25 inches    regulatory compliance  this product is designed to be in full  compliance with ce requirements.     
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