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		  Datasheet File OCR Text:


		    rabbi tnet tm  rn1100  digital i/o expansion card  $73  (q t y . 100 )     the r a bb itnet  rn 11 00  di git a l  i/o card is th e  first in a s e ri es  of per ip h e ra l i/o cards  de si gn ed for  us e wit h   z-world c o ntro ller  products  with  ra bb itn e t exp a n si on  port s , such  as th e  bl2 5 00  coy o t e  a nd op 72 0 0   edi s p l ay.  th e  card s ar e din r a il m o unt ab le  a nd  hav e  friction-lock connectors for si mplified oem  manufacturability.    rabbitnet  the r a bb itnet  exp a n si on  port s  en ab le  a mo du lar  an d ex p a n d a b l e  em be d d e d  co ntro l sys tem w hos e c o n f igur ati on  of i/o cards c a n b e   tail ore d  to  a la r ge v a ri ety of d e ma n d i ng r e a l - t ime c ontr o l, d i spl a y, a nd  dat a - acq u i s iti on  ap pli c ati o ns. a typic a l r a bb itn e t sys tem  con s ists  of a m a ster s i n g l e -b o a rd c o m put er a nd  on e or m o r e  peri p her al i/o  card s. a hi g h -p erform a n ce  ra bb it 30 0 0 ?  o r  ra bb it 200 0 ?   micro p r o c e ss o r  on th e m a ster  prov id es fast  d a ta pr oc ess i n g ,  an d the  bl 25 0 0  mast er a l so  prov id es th e d c in a nd + 5  v po wer f o r the   per ip he ral b oar ds.      progra m ming rabbitnet cards  pro g ram s  ar e dev el o p e d  a n d  de bu gg e d  us i ng z-wor l d ? s i n dustry- pr ov en  dyn a m i c c ?  so ftware, w h i c h r uns  on  a wi nd ows p c . th e  dig i ta l i/o boar d is a s l a v e; th e mast er to w h i c h r a b b it net b oar ds a r e c o n n e cte d  is  pro g r a mme d us in g ve rsio n 8. 01  or l a ter of z - worl d's dy nam ic c.  dyn a m i c c i n cl ud es c o mpr e h ens iv e d e b u g g i ng s u p p o rt an d  incl u des  bre a k  poi nts, w a tch  expr ess i o n s  an d ma ny ot he r e x tens iv e  features  orient ed toward real-time embedded  systems programming. an  extens ive library of drivers and  sample programs is provide d,   inc l u d i ng  a roy a lty-fre e  tcp/i p  stack for  net work  an d int e r net c o mm un ica t ion s . full s o ur ce co d e  is pr ov id ed for m o st l i b rary r o utin es.   dynam i c c is s o ld separ ately.     connectivity  tools  z-world offers a  connectivity kit  for  wiring  assemblies that interface  with t h e fric ti on- loc k  c o n n e c tors  on t he  di gita l i/o b o a rd .    ?   hardwa re  features   ?   24  prot ecte d a nd fi lter ed  di git a l i n p u ts   ?   16 hi gh-s p ee d prot ecte d  si nki ng/s our ci ng di g i tal out puts    ?   fo u r   1 0 - b i t analog  inpu t cha nne ls  ?   10 0 mm di n ra il tray m o u n ta bl e   ?   ra bb itn e t int e r f ace: 1 m e ga bi t per se co nd  u s in g  stan dar d et her net c a b l e, u p  t o  1 0  m (3 3 ft) a w ay fr om  master ( r s- 42 2)            1/11/2005 

   1/11/2005  rn1100 digital i/o expansion specifications & features  feat ure   rn11 0 0  rabbitn et? s e rial po rt  rs-422, 1 mbits/s  digital inputs  24, protected to 40 vdc, switching threshold is 1.5 v nominal  digital outputs  16, push-pull up  to 200 ma each, 40 vdc max.  analog inputs  4 buffered channels: 10-bit resolution, 8-bit accuracy, sample rate : 1.5k samples/s, one channel  input ranges:  2 channels 0?10 v, single ended                         1 channel 0?1 v, single-ended                         1 channel -0.25?0.25 v differential                         input resistance >  100k  mic r oproc essor  st72f264g  power  vcc: +5 v dc, 20 ma  dcin: 9?32 v dc (12 v min. if using analog inpu ts), 500 mw  +k1, +k2: 5-36  v dc, 1.6 a each  operating temp.  ?40c to +70c  humidity  5?95 % ,  noncon densing  connecto r s  friction-lock con nectors:  ?   six polarized 9-p o sition terminals with 0.1" pitch  ?   two 2-position power terminals  with 0.156" pitch  ?   one 4-position terminal with 0.156" pitch  ?   one rj-45  rabbitnet? jack  board siz e   3.55"  3.95 "   0.67" (90  100   17 mm)  pric ing (qty . 1/1 0 0 / 10 00 )  part number   $89 / 73 / 63  101-0612  connecti v ity kit  part number   $18  101-0581      connectivity kit inclu d es :  ?   six 1 x  10 frict i on- loc k  co nn ec tors (0. 1 " p i tch)   with s i xty 0. 1"  crimp t e rmi n als   ?   two 1 x  4 fricti on- loc k  co nn ec tors (0. 1 5 6 " p i t c h)   ?   two 1 x  2 fricti on- loc k  co nn ec tors (0. 1 5 6 " p i t c h)  with fift een 0. 156" crimp terminals        each kit contains sufficient parts to inte rf ac e  with  on e d i g i tal  i/o board ( o n l y fifty-four 0. 1"  crimp    termi n a l s a nd t w el ve    0.1 5 6 "  crim p te rmin als  ar e act u a lly  use d ).    
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