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		  Datasheet File OCR Text:


		  srd00224x srd00225x siemens aktiengesellschaft page(1/2) 2/99 ternary pin-photodiode with pigtail  ingaas/inp-pin-photodiode  designed for digital applications in fiber-optic communication systems    suitable for bit rates up to 2,5 gbps sonet oc-1...oc-48 sdh stm-1...stm-16  hermetically sealed 3-pin to46 case  multimode-fiber pigtail with different connectors  sensitive in both opt. windows (1310 and 1550nm)  low junction and low package capacitance  fast switching times  low dark current, low noise  high reverse-current stability from planar structure    srd00225x with flange for easy mounting maximum ratings parameter symbol values unit forward current i f 10 ma reverse voltage v r 20 v operating and storage temperature t c  , t stg -40...+85 ?c max. radiant power into the opt.port @ v r = 5v p max 1mw soldering temperature t max  for 10s, 2 mm distance from bottom edge of case t max 260 ?c

 srd00224x srd00225x siemens aktiengesellschaft page(1/2) 2/99 characteristics all optical data refer to a coupled 10/125 m m sm fiber at ambient temperature of 25?c, if not otherwise defined. parameter symbol min. typ. max. unit responsivity l  = 1310nm, 1550 nm, v r  = 2v r 0,80 0,90 1,05 a/w change in responsivity in operating temperature range d r 0,20 %/k rise and fall time (10%-90%) r l  = 50 w , v r  = 2v, p opt = 100 m w t r ;t f 0,20 0,30 ns total capacitance v r  = 3v, f port  = 0, f = 1mhz c 0,8 1,0 pf dark current v r  = 2v, t a = 85?c,  f port  = 0 i d 50 na return loss @  l  = 1310nm rl -27 db ordering information: type ordering code connector/flange srd00224h q62702-pxxxx pigtail, fc/pc-connector srd00225h q62702-pxxxx pigtail with flange, fc/pc- connector component with other connector types on request
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