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		  Datasheet File OCR Text:


		   power inductors 2/ 2002 p age 67 www . delevan . com  e-mail: apisales@delevan . com 270 quaker rd., east aurora ny 14052  ? phone 716-652-3600  ? fax 716-652-4814 current rating maximum (amps) dc resistance maximum (ohms) inductance @ 100 khz (?) ?0% series 3483 & s3483 surface mount power inductors physical parameters inches millimeters a 0.276 to 0.299 7.0 to 7.6 b 0.114 to 0.138 2.9 to 3.5 c 0.276 to 0.299 7.0 to 7.6 d 0.067 to 0.091 1.7 to 2.3 e 0.201 to 0.224 5.1 to 5.7 f 0.033 nom. 0.85 nom. f =  electrode thickness current rating the dc where inductance value decreases 10% or where the temperature rise is 40? max.  operating temperature range   ?0? to +80? marking   printed with the last three numbers of the delevan part number (i.e. 101) electrical characteristics   (initial) @ 25? notes  1) miniature surface mount type 2)  low pro?e 3) inductance range is 1-100? 4) av ailable in magnetically shielded or unshielded versions pa ck a ging   t ape and reel for auto insertion (1 6mm):  13" reel, 1000 pieces max.; 7" reel not av ailable. quantities less than full reel are on ?ut tape? pa rt  number 2.88 2.67 2.40 2.08 1.92 1.60 1.41 1.28 1.12 1.00 0.93 0.80 0.72 0.66 0.59 0.55 0.49 0.44 0.38 3.12 2.85 2.66 2.26 1.96 1.76 1.34 1.23 1.09 0.99 0.90 0.81 0.72 0.67 0.60 0.55 0.50 0.46 0.41 0.022 0.026 0.032 0.041 0.049 0.067 0.085 0.100 0.130 0.160 0.180 0.240 0.290 0.340 0.410 0.480 0.600 0.710 0.950 0.019 0.023 0.028 0.035 0.043 0.055 0.080 0.090 0.120 0.130 0.150 0.210 0.250 0.310 0.350 0.430 0.520 0.600 0.790 1.0 1.5 2.2 3.3 4.7 6.8 10.0 12.0 15.0 18.0 22.0 27.0 33.0 39.0 47.0 56.0 68.0 82.0 100.0 1.0 1.5 2.2 3.3 4.7 6.8 10.0 12.0 15.0 18.0 22.0 27.0 33.0 39.0 47.0 56.0 68.0 82.0 100.0 series 3483 - unshielded 3483-1r0m 3483-1r5m 3483-2r2m 3483-3r3m 3483-4r7m 3483-6r8m 3483-100m 3483-120M 3483-150m 3483-180m 3483-220m 3483-270m 3483-330m 3483-390m 3483-470m 3483-560m 3483-680m 3483-820m 3483-101m series 3483 - shielded with ferrite s3483-1r0m s3483-1r5m s3483-2r2m s3483-3r3m s3483-4r7m s3483-6r8m s3483-100m s3483-120M s3483-150m s3483-180m s3483-220m s3483-270m s3483-330m s3483-390m s3483-470m s3483-560m s3483-680m s3483-820m s3483-101m
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