

	
			
			
			[image: ]	

	
				
			 
				
			
				
	
		
			
	 
	Part Number	Hot Search : 
			

						TFS150F			T90RIA80			SL34A			RTL820			14093B			LB1423			GAAB50ZN			F1605			

			
	
	Product Description

			
	
	Full Text Search




				


		
		
		


			




			
				 	
				To Download 
				VCMB8117-RC Datasheet File

	
				 
				If you can't view the 
				Datasheet, Please click here to try to view without PDF Reader .	
				 



[image: ]


			
				
					





				　



			 



	

	



		



			
				


				


			



		
 
		





		  Datasheet File OCR Text:


		   vcmb810 common mode choke with base rohs allied  components  interna tional 714-665-1 140 www.a lli edcom pon en ts .com all  specif icat ions  subject t o  change  wit hout not ice. 0.250 0.250 0.400 0.400 0.400 0.400 0.600 0.600 0.600 0.600 0.600 0.600 0.600 0.600 0.600 0.700 0.700 0.700 vcmb8101-rc vcmb8102-rc vcmb8105-rc vcmb8106-rc vcmb8107-rc vcmb8108-rc vcmb8109-rc vcmb8111-rc vcmb8112-rc vcmb8113-rc vcmb8114-rc vcmb8115-rc vcmb8116-rc VCMB8117-RC vcmb8118-rc vcmb8119-rc vcmb8120-rc vcmb8121-rc allied part number l(mh) min idc (a) dim b0.01 inch dim c0.015    4  2.5 7 5 2 1 30 12 8 5 2.5 1.2 50 36 7.3 4 2.4 1 0.760 0.760 1.20 1.20 1.20 1.20 1.35 1.35 1.35 1.45 1.45 1.50 1.55 1.55 1.65 1.70 1.70 1.70 0.173 0.090 0.120 0.070 0.022 0.010 0.330 0.110 0.055 0.022 0.011 0.006 0.450 0.300 0.032 0.012 0.008 0.007 0.425 0.425 0.60 0.60 0.60 0.60 0.80 0.80 0.80 0.80 0.80 0.80 0.80 0.80 0.80 0.90 0.90 0.90 0.600 0.600 0.800 0.800 0.800 0.800 0.900 0.900 0.900 0.900 0.900 0.900 0.900 0.900 0.900 1.200 1.200 1.200 dim a max inch 1.7 2.4 2.8 3.7 6.6 10 2.3 4.0 5.6 8.9 12.5 16.0 2.3 2.9 9.3 14.5 17 20 0.600 vcmb8110-rc 20 1.35 0.210 0.80 0.900 2.9 0.250 0.400 vcmb8103-rc vcmb8104-rc   1 10 0.760 1.20 0.022 0.170 0.425 0.60 0.600 0.800 4.8 2.4  dcr features ?  solid base for stable verticle mounting    ?  wide range of values and current ratings ?  excellent emi suppression ?  fixed pins for easy pcb insertion ?  cross to miller / bourns 8100 series      electrical inductance range:    tolerance:    inductance shown in min. l t est frequency:   1khz     dielectric strength: 1500vrms base: vw-1 flamability rating              1.0mh to 50mh operating temp:  -55oc ~ 105oc temp rise: idc based on a 35oc temp rise typ.           revised 12/08/10 @ 1khz  (m    ) ? max. inch dim d0.015 inch dim e max inch dim f max inch 0.90 0.90 1.20 1.20 1.20 1.20 1.45 1.45 1.45 1.50 1.50 1.53 1.65 1.65 1.65 1.65 1.65 1.65 1.45 0.90 1.20 0.040 0.040 0.050 0.050 0.050 0.050 0.050 0.050 0.050 0.043 0.053 0.060 0.050 0.050 0.043 0.060 0.067 0.067 0.050 0.040 0.050         




		


		
			

			▲Up To 
				Search▲    



		 
	
Price & Availability of VCMB8117-RC 
	[image: ]
	
			


	


	
			
		


				
	
				All Rights Reserved © 
				IC-ON-LINE 2003 - 2022  



	



	
			[Add Bookmark] [Contact 
				Us] [Link exchange] [Privacy policy]
	
				Mirror Sites :  [www.datasheet.hk]   
				[www.maxim4u.com]  [www.ic-on-line.cn] 
				[www.ic-on-line.com] [www.ic-on-line.net] 
				[www.alldatasheet.com.cn] 
				[www.gdcy.com] 
				[www.gdcy.net]





	

	


.
.
.
.
.




		 	We use cookies to deliver the best possible 
	web experience and assist with our advertising efforts. By continuing to use 
	this site, you consent to the use of cookies. For more information on 
	cookies, please take a look at our 
	Privacy Policy.	
	X




 
 























