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		  Datasheet File OCR Text:


		   274 04/02 4-line filters b84144 for converters and power electronics power line filters for three-phase systems rated voltage 440/250 v~, 50/60 hz rated current 16 to 1600 a construction  four-line filter  metal case  threaded bushes at end faces for rf-tight installation features  low leakage current  easy to install  degree of  protection up to 180 a: ip 20 1)  space-saving design  design based on en 133200, ul 1283, csa 22.2 no.8 1986 applications  general-purpose application in power electronics  ups  wind farms  for machine tools, textile and packaging machines terminals  safe-to-touch terminal blocks for filters up to 180 a  busbars for filters 250 to 1600 a marking marking on component: manufacturer?s logo, ordering code, rated voltage, rated current, date code minimum marking on packaging: manufacturer?s logo, ordering code 1) in accordance with iec 60529: 1989; en 60529: 1991; din vde 0470-1

  275 04/02 4-line filters b84144 for converters and power electronics typical circuit diagram technical data rated voltage v r 440/250 v~, 50/60 hz rated current  i r referred to 40  c ambient temperature test voltage  v p 1770 v?, 2 s (line/line) 2700 v?, 2 s (lines/case), for  16 ?  50 a 2550 v?, 2 s (lines/case), for  80 ?  180 a 2121 v?, 2 s (lines/case), for 250 ? 1600 a overload capability 1,5   i r  for 3 min per hour or 2,5   i r  fr 30 s per hour leakage current  i leak at 400 v~, 50 hz climatic category 25/100/21 (? 25  c/+100  c/21 days damp heat test) in accordance with en 60068-1 l1 n ssb1076-f l2 l2? l3? l1? l3 n? pe pe line load

  276 04/02 4-line filters b84144 for converters and power electronics characteristics and ordering codes i r a terminal cross section mm 2 i leak ma r typ m ? p v w approx. weight kg ordering code 16 4 <  3,5 10 8 2,2 b84144-a16-r 25 10 <  3,5 6 11 3,7 b84144-a25-r 36 10 <  3,5 3,5 14 3,7 b84144-a36-r 50 10 <  6 1,3 10 4,0 B84144-A50-R 80 25 <  6 0,7 13 9,5 b84144-a80-r 120 50 <  6 0,5 22 10 b84144-a120-r 150 50 <  6 0,35 24 10 b84144-a150-r 180 95 <  6 0,25 24 13 b84144-a180-r 250 busbars < 6 0,095 18 32 b84144-g250-s 500 < 6 0,060 45 53 b84144-g500-s 1000 < 6 0,030 90 140 b84144-g1000-s 1600 < 6 0,020 150 185 b84144-g1600-s

  277 04/02 4-line filters b84144 for converters and power electronics dimensional drawings b84144-a16-r b84144-a25-r ? B84144-A50-R ssb1077-n 20,50,5 1000,3 361 301 163 max. 141 max. 700,2 5,50,1 86 max. 12,51 113 max. line load 81 max. pe m6 x 25 l1 l2 l3 l3 l2 l1 2 4 mm anschlussklemmen 10,1 x 4 x m5/6 mm tief 600,4 550,4 12,50,4 n n marking terminal blocks 4mm 2 4  m5 / 6 mm deep ssb1078-w 22,51 301 10,1 310,5 6,60,2 800,2 line load 461 1400,3 166 max. 216 max. 156 max. 91 max. nl3 l2 l1 l1 l2 l3 n 2 10 mm anschlussklemmen 126 max. pe m6 x 25 12,50,4 650,4 4 x m6/6 mm tief x 1000,4 marking terminal blocks 10 mm 2 4  m6 / 6 mm deep

  278 04/02 4-line filters b84144 for converters and power electronics b84144-a80-r b84144-a120-r, b84144-a150-r ssb1079-5 1150,2 line load 1550,3 221 max. 300 max. 171 max. pe m10 x 35 48,50,5 141 max. 831 1,20,1 551 181 141 max. l1 l2 l3 n nl3l2l1 2 25 mm anschlussklemmen 6,60,2 1100,4 150,4 1100,4 x 4 x m6/6 mm tief marking terminal blocks 25 mm 2 4  m6 / 6 mm deep ssb1086-m 6,60,2 1150,2 line load 1550,3 261 max. 348 max. 171 max. pe m10 x 35 540,5 141 max. 871 551 n l3 l2 l1 l1 l2 l3 n 2 50 mm anschlussklemmen 1100,4 181 4 x m6/6 mm tief x 141 max. 150,4 1100,4 1,20,1 marking terminal blocks 50 mm 2 4  m6 / 6 mm deep

  279 04/02 4-line filters b84144 for converters and power electronics b84144-a180-r pe m10 x 35 740,5 141 max. 1051 1,20,1 620,8 160,5 line load 6,60,2 82,50,2 404 max. 301 max. 82,50,2 ssb1087-v 171 max. 155 0,3 n l3 l2 l1 2 95 mm anschlussklemmen 141 max. 1100,4 1200,4 100,4 l1 l2 l3 n 4 x m6/6 mm tief marking terminal blocks 95 mm 2 4  m6 / 6 mm deep

  280 04/02 4-line filters b84144 for converters and power electronics b84144-g250-s ssb0996-a 4 x m8 x 7 x n 350+3 n 4,50,5 1050,5 4 1900,5 120 l1 l2/ l3 n n l3 l2/ l1 line 2001 30 ?10,5 ?12 241 230+2 2601 285 3703 4606 = l3 l1 l2 n marking 110 89,5 34 = 48 pe m10 x 30 24 4 x m8 x 7 pe m10 x 30 4 171 _ 3 15 _ load

  281 04/02 4-line filters b84144 for converters and power electronics b84144-g500-s ssb0997-i 4 x m8 x 7 x pe m10 x 30 n 500 n 60,5 60 150 2100,5 1500,5 6 56,5 26 101,5 134,5 2801 30 l3 l3 l2/ l2/ l1 l1 nn 30+3 250 305 2801 ?12 ?11 15 +1 = 5103 5903 line marking l3 l2 l1 n = 4 x m8 x 7 pe m10 x 30 4 198 _ load

  282 04/02 4-line filters b84144 for converters and power electronics b84144-g1000-s ssb0998-r 4 x m8 x 7 x pe m12 x 30 n n 110,5 3600,8 2400,8 8 38 78 163 211 65 262 l2/ l2/ nn 3201 40 50+10 465 4401 ?12 ?14 line 20+1 40 6603 8403 l3 l1 n l2 = marking l3 l1 l3 l1 400+3 650+4 = 28 4 x m8 x 7 pe m12 x 30 3 290 _ load

  283 04/02 4-line filters b84144 for converters and power electronics ma?bild b84144-g1600-s ssb0999-z 4 x m8 x 7 n n 110,5 3600,8 2400,8 262 l2/ l2/ nn 3401 40 50+10 465 4401 ?12 ?14 line 20 +1 40 6903 8703 n l2 211 163 78 38 l1 l3 65 8 pe m12 x 30 marking = 680+4 l3 l3 l1 l1 = 400+3 28 4 x m8 x 7 pe m12 x 30 3 290 _ load

  284 04/02 4-line filters b84144 for converters and power electronics insertion loss  (typical values at  z  = 50  ? ) unsymmetrical, adjacent branches terminated common mode, all branches in parallel (asymmetrical) differential mode (symmetrical) b84144-a16-r ?  -a36-r B84144-A50-R b84144-a80-r b84144-a120 ? -a150-r f ssb1677-q 10 10 45 10 10 6 10 78 hz 0 20 40 60 80 db 100  e f ssb1678-y 10 10 45 10 10 6 10 78 hz 0 20 40 60 80 db 100  e ssb1090-f 10 4 hz 5 10 10 6 10 7 10 8 0 20 40 60 80 db 100 10 30 50 70  e f ssb1091-n 10 4 5 10 10 6 10 7 10 8 0 20 40 60 80 db 100 10 30 50 70  e f hz

  285 04/02 4-line filters b84144 for converters and power electronics insertion loss  (typical values at  z  = 50  ? ) unsymmetrical, adjacent branches terminated common mode, all branches in parallel (asymmetrical) differential mode (symmetrical)   b84144-a180-r  b84144-g250-s ? -g1600-s ssb1092-w 10 4 hz 5 10 10 6 10 7 10 8 0 20 40 60 80 db 100 10 30 50 70  e f ssb1000-k 0 20 40 60 80 db 100 10 45 10 6 10 7 10 hz 8 10  e f

  1 herausgegeben von epcos ag unternehmenskommunikation, postfach 80 17 09, 81617 mnchen, deutschland   ++49 89 636 09, fax (0 89) 636-2 26 89 ?  epcos ag 2002. vervielf?ltigung, ver?ffentlichung, verbreitung und verwertung dieser broschre und ihres inhalts ohne ausdrckliche genehmigung der epcos ag nicht gestattet.  bestellungen unterliegen den vom zvei em pfohlenen allgemeinen lieferbedingungen fr erzeug- nisse und leistungen der elektroindustrie,  soweit nichts anderes vereinbart wird. diese broschre ersetzt die vorige ausgabe.  fragen ber technik, preise und lieferm?glichkeiten richten sie bitte an den ihnen n?chstgele- genen vertrieb der epcos ag oder an unsere vert riebsgesellschaften im ausland. bauelemente k?nnen aufgrund technischer erfordernisse gefahr stoffe enthalten. ausknfte darber bitten wir unter angabe des betreffenden typs ebenfalls ber die zust?ndige vertriebsgesellschaft einzu- holen. published by epcos ag corporate communications, p.o. box  80 17 09, 81617 munich, germany   ++49 89 636 09, fax (0 89) 636-2 26 89 ?  epcos ag 2002. reproduction, publication and dissemination of this brochure and the informa- tion contained therein without epcos?  prior express cons ent is prohibited. purchase orders are subject to t he general conditions for the supply of products and services of the electrical and electronics industry recommended by the zvei (german electrical and electronic manufacturers? association), unless otherwise agreed. this brochure replaces  the previous edition. for questions on technology, prices  and delivery please contact the sales offices of epcos ag or the international representatives. due to technical requirements components may c ontain dangerous substances. for information on the type in question please also contact one of our sales offices.
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