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		  Datasheet File OCR Text:


		  model  76 model 76 a 1/4?square/ single turn/cermet trimmer electrical resistance: standard range, 10 to 5 megohms resistance tolerance: 50k, 100k  20% std absolute minimum resistance: 1% or 2 ohms (whichever is greater) contact resistance variation: 3% or 3 ohms max. (whichever is greater) adjustability: resolution: infinite insulation resistance: 1000 megohms min adjustment angle: 240   nom. dielectric strength: sea level: 600 vac power rating (300 volts max): 70  c - 0.5w 125  c - 0.0w presenting worldwide ?the total package of electronic components mechanical angle: 270  torque: 0.98 to 19.6mnm stop strength: 49mnm terminals: soloderable pins weight: 0.02 oz resistance values ohms: 10r, 20r, 25r, 50r, 100r, 200r, 250r, 500r, 1k, 2k, 5k, 10k, 20k, 25k, 50k, 100k, 200k, 250k, 500k, 1m, 2m, 5m marking unit identification: manufacturers name and model number, iec resistance value coding, tolerance, date code and terminal identification. features include: enlarged coloured rotor to provide superior adjustability, easy view of the adjustment increments, funnel shaped rotor to allow for in- process automatic adjustment, withstands immersion cleaning processes, suitable for ultrasonic cleaning after soldering. environmental temperature range: -55  c to +125  c temperature coefficient:  100ppm/  c seal test: 85  c humidity: mil-std-202 method 103 96 hours (+2% ? tr; 100 megohms ir) vibration: 20 g (1% ? tr; 1% ? vr) shock: 100g (1% ? tr;1% ? vr) load life: 1000 hours 0.5 watt @ 70  c (+2%  ? tr; 2% or 2ohms) whichever is greater, crv) rotational life: 200 cycles

 model 76 1/4   square/single turn/cermet spectrol electronics limited garrard way, swindon, wiltshire, sn3 3hy, england tel:  +44 (0) 1793 521351    fax:  +44 (0) 1793 539255    sales fax:  +44 (0) 1793 525163 e-mail:  sales@spectrol.co.uk    web:  www.spectrol.co.uk dimensions ordering information standard resistance res. ohms res. code 10 100 20 200 25 250 50 500 100 101 200 201 250 251 500 501 1000* 102* 2000* 202* 2500 252 5000* 502* 10000* 103* 20000* 203* 25000 253 50000 503 100000 104 200000 204 250000 254 500000 504 1000000 105 2000000 205 5000000 505 *preferred range terminal style p, r, w resistance code model model 76p model 76r model 76w




		


		
			

			▲Up To 
				Search▲    



		 
	
Price & Availability of 76W-101 
	
	
			


	


	
			
		


				
	
				All Rights Reserved © 
				IC-ON-LINE 2003 - 2022  



	



	
			[Add Bookmark] [Contact 
				Us] [Link exchange] [Privacy policy]
	
				Mirror Sites :  [www.datasheet.hk]   
				[www.maxim4u.com]  [www.ic-on-line.cn] 
				[www.ic-on-line.com] [www.ic-on-line.net] 
				[www.alldatasheet.com.cn] 
				[www.gdcy.com] 
				[www.gdcy.net]





	

	


.
.
.
.
.




		 	We use cookies to deliver the best possible 
	web experience and assist with our advertising efforts. By continuing to use 
	this site, you consent to the use of cookies. For more information on 
	cookies, please take a look at our 
	Privacy Policy.	
	X




 
 























